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LETTER REGARDING FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION
COMMENTS ON OPERATIONS AND MAINTENANCE STATUS REPORTS FOR AIR

SPARGING SYSTEM AT JET ENGINE TEST CELL NAS CECIL FIELD FL
2/14/2007

FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION



February 14, 2007 

BRACPMOSE 
Attn: Mr. Mark Davidson 
4130 Faber Place Drive 
Suite 202 

Florida Department of 
Environmental Protection 

Bob Martinez Center . 
2600 Blairstone Road 

Tallahassee, Florida 32399-2400 

North Charleston, SC 29405 

/ T/ "\. Charlie Crist 
L <....-J Z5 ' Governor 

e() II JeffKottkamp 
Lt. Governor 

Michael W. Sole 
Secretary 

RE: Operations and Maintenance Status Reports for the Air Sparging System;, Jet 
Engine Test Cell, Naval Air Station Cecil Field, Jacksonville,Florida. 

Dear Mr. Davidson: 

I havecoinpleted my review of several Operations and Maintenance Status Reports for the Air Sparging System,Jet Engine Test Cell, Naval Air Station Cecil Field, prepared by ESA Environmental Specialists, Inc. The reports cover the Second Quarter 2005 (dated November 22,2005), the Third Contract Quarter 2006 (dated February 28,2006), the Fourth Contract Quarter 2006 (dated May 16, 2006), Option Year 1, First Quarter 
2006-2007 (dated August 29,2006) and the Option Year 1, Second Quru:ter 2006-2007 
(dated November 28, 2006). I have the following comments on the five reports: 

(1) Concentrations of petroleum contaminants in groundwater reported in the 
Third Quarter 2006 and Option Year 1, Second Quarter 2006-2007Operations 
and Maintenance Status Reports were below groundwater cleanup target . 
levels (GCTLs) in all wells sampled .. In the other three reports, concentrations 
of petroleum contCl.minants were only detected aboveGCTLs, but below the 
Natural Attenuation Default Concentrations, in only one well, CEF-811-18S. · I 
suggest that the air sparging system be turned off and that groundwater be 
tested to determine if contaminant concentrations rebound. 

(2) The Potentiometric Surface Map in Figure 2-1 in the Second Quarter 2005 
Operations and Maintenance Status Report does not conform with the data 
presented in Table 2-2 of the same report. The potentiometric surface map is 
for May 29, 2005 and the data presented in Table 2-2 was collected September 
5,2005. 

(3) The Potentiometric Surface Map in Figure 2-1 in the Third Contract Quarter 
2006 Operations and Maintenance Status Report does not conform with the 
data presented in Table 2-2 of the same report. The potentiometric surface 
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map is for Septem1;>er 3, 2005 and the data presented in Table 2-2 was 
collected December 11, 2005. 

(4) It has been several years since a comprehensive test of water quality was' 
. done at this site. I propose sampling and analyzing groundwater from all the 
wells on site to verify that only groundwater in the vicinity of monitoring 
well CEF-811-18S has contamination above groundwater cleanup target 
levels. 

(5) The groundwater cleanup target level (GCTL) and natural attenuation default 
concentration (NADC) for toluene are reported as being 1 J.1g/L and 10 J.1g/L, 
respectively. The correct GCTL and NADC for toluene are 40 Ilg/L and 4QO 
J.1g/L, respectively. . 

If you have any concerns regarding this letter, please contact me at (850) 245-8997. 

David P. Grabka, P.G. 
Remedial Project Manager 

CC: Tim Bam, FDEP 
Doyle Brittain, USEP A, Atlanta 
John Flowe, City of Jacksonville 
MarkSperanZ3.;TtNUSj.Pittsbutgh· . 
Mike Halil, CH2M Hill, Jacksonville 
Mike Fitzsimmons, FDEP, NortheastDistrict 
Tara Almekinder, ESA Environmental, Charlotte, NC 


