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Modification To (e.g. Work Plan) 
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CTO & Project Number 

BP Wells 
Site/Sample Location 

01 
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5/14/10 
Date 

Activity Description: At BP Wells, seven wells are being sampled on a Semi-Annual basis to monitor the 
groundwater COC concentrations by comparing the results against FDEP Groundwater Cleanup Target Levels 
(GCTLs) and Natural Attenuation Default Criteria (NADCs). Volatile Organic Compounds (VOCs) concentrations 
in the source area well (CEF-BP-OIS) continue to remain elevated at levels significantly greater than the NADC, and 
the downgradient well (CEF-BP-06S) now exceeds the NADC for VOCs, also. No known soil investigation has 
occurred in the vicinity of the assumed source area impacted wells to date. Figures 1 and 2 present the VOCs and 
PARs results from the most recent four sampling events at the BP Wells sites. During the February 2010 BCT 
meeting, the Team agreed that additional assessment was needed to establish a new downgradient groundwater 
monitoring point for the shallow zone of the · aquifer and to ensure a continuing source was not contributing to the 
plume via soil contamination. Four soil samples in the vicinity of BP-CEF-IS (BP-SSOI, BP-SS02, BP-SS03, and 
BP-SS04) are to be obtained by hand auger and analyzed for VOCs, PARs, and TRPH. The soil sample locations 
are to the north of CEF-BP5I, at the location of CEF-BP-IS, due west of CEF-BP-lS, and northwest of CEF-BP-lS. 
In addition, the Team agreed that two additional shallow monitoring wells need to be installed in the Ramp Area 
approximately 40 feet south and 40 feet southeast of CEF-BP-6S. The new downgradient monitoring wells will 
subsequently be sampled for VOCs, PARs and TRPH as part of the on-going L TM program. Table 1 shows the 
parameters and number of samples to be taken for both groundwater and soil. Figure 3 shows the locations of the 
existing wells, the proposed locations of the two new monitoring wells, and the proposed locations of the soil 
samples to be collected in the vicinity of CEF-BP-IS. These locations were confirmed at the May 2010 BCT meeting 
(Minute 2621). Attachments 3 and 4 include the field and analytical Standard Operating Procedures (SOPs) 
necessary in the sampling and analysis of these 4 soil samples and 9 groundwater samples which are not already 
included in the associated UFP-SAP. 

Reason for Change: Over the three preceding sampling events, groundwater levels in BP-CEF-lS have been 
increasing and the groundwater contamination has migrated downgradient to the southeast to BP-CEF-6S. 
Concentrations of several VOCs and PARs in the downgradient well, BP-CEF-6S exceeded their GCTLs and 
NADCs and have been increasing for the past four sampling events. Soil samples will be collected to determine if a 
source exists in the vicinity of the source area well, BP-CEF-lS. Results of this additional assessment will provide 
information to be lIsed in determining if additional remedial action is appropriate. Changes to the sampling plan are 
in accordance with the decision rules established in the April 2010 Petroleum Sites SAP. 

Recommended Disposition: Verification of acceptance of the revised sampling program via approval of this FTMR 
via e-mail approval from Tetra Tech PM, BRAC PMO RPM, and FDEP (attached in project file). 

Quality AssKa11CeMat1aief(APP lead developer) Date 

Approved Disposition: 
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TABLE 1
BP Wells

ANALYTICAL SAMPLING SUMMARY

Field Task Modification Request
Naval Air Station Cecil Field

Jacksonville, Florida

COC
# of 

Samples
Sample IDs # of QC Samples

Laboratory 

Method 1

VOCs: 
BTEX/Isopropylbenzene/1,2,4-
trimethylbenzene/1,3,5-
trimethylbenzene

SW 846 8260B

PAHs: 1-methylnaphthalene/2-
methylnaphthalene/naphthalene

8270 SIM

TRPH FL-PRO

COC
# of 

Samples
Sample IDs # of QC Samples

Laboratory 

Method 1

VOCs: 
BTEX/Isopropylbenzene/1,2,4-
trimethylbenzene/1,3,5-
trimethylbenzene

SW 846 8260B

PAHs: 1-methylnaphthalene/2-
methylnaphthalene/naphthalene

8270 SIM

TRPH FL-PRO

1 - Laboratory SOPs are included in Attachment 4. 

GROUNDWATER

SOIL

9

4 1 Duplicate

1 Duplicate

CEF-BP-1S, CEF-BP-4S, 
CEF-BP-5I, CEF-BP-6S, CEF-
BP-7S, CEF-BP-8S, CEF-BP-
9S, CEF-BP-10S, CEF-BP-

11S

BPSS01, BPSS02, BPSS03, 
BPSS04
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FIGURE 1

CONTRACT NUMBER

"́ "́"́

"́

"́

"́ "́
CEF-BP-5I              07/08   01/09  07/09  01/10
[30-35]
Benzene                0.23 U  0.4 U  0.12 U 0.11 U [1]
Toluene                0.28 U  0.35 U 0.14 U 0.10 U [40]
Ethylbenzene           0.34 U  0.43 U 0.10 U 0.13 U [30]
Total Xylenes          0.38 U  1.2 U  0.21 U 0.22 U [20]
Isopropyl benzene      0.23 U  0.2 U  0.11 U 0.15 U [0.8]
1,2,4-Trimethylbenzene 0.38 U  0.22 U 0.18 J 0.10 U [10]
1,3,5-Trimethylbenzene 0.22 U  0.2 U  0.10 U 0.13 U [10]

CEF-BP-7S              07/09  01/10
[5-15]
Benzene                0.12 U 0.12 U [1]
Toluene                0.14 U 0.14 U [40]
Ethylbenzene           0.10 U 0.10 U [30]
Total Xylenes          0.21 U 0.21 U [20]
Isopropyl benzene      0.11 U 0.11 U [0.8]
1,2,4-Trimethylbenzene 0.14 U 0.14 U [10]
1,3,5-Trimethylbenzene 0.10 U 0.10 U [10]

CEF-BP-8S              07/09  01/10
[5-15]
Benzene                0.12 U 0.11 U [1]
Toluene                0.14 U 0.10 U [40]
Ethylbenzene           0.10 U 0.23 J [30]
Total Xylenes          0.21 U 0.25 J [20]
Isopropyl benzene      0.11 U 0.15 U [0.8]
1,2,4-Trimethylbenzene 0.14 U 0.38 J [10]
1,3,5-Trimethylbenzene 0.10 U 0.13 U [10]

CEF-BP-9S              07/09  01/10
[5-15]
Benzene                0.11 U 0.12 U [1]
Toluene                0.14 U 0.14 U [40]
Ethylbenzene           0.10 U 0.10 U [30]
Total Xylenes          0.21 U 0.21 U [20]
Isopropyl benzene      0.11 U 0.11 U [0.8]
1,2,4-Trimethylbenzene 0.14 U 0.14 U [10]
1,3,5-Trimethylbenzene 0.10 U 0.10 U [10]

VOC Plume

CEF-BP-1S              07/08  01/09  07/09  01/10
[5-15]
Benzene                2.3 U  2 U    1.2 U 0.55 U [1]
Toluene                2.8 U  1.9 J  1.4 U 0.67 J [40]
Ethylbenzene           200*   304**  220*  170**  [30]
Total Xylenes          670**  705**  770** 520**  [20]
Isopropyl benzene      20**   28**   19**  16**   [0.8]
1,2,4-Trimethylbenzene 440**  664**  480** 450**  [10]
1,3,5-Trimethylbenzene 140**  212**  150** 140**  [10]

CEF-BP-6S              07/08   01/09  07/09  08/09  01/10
[4-14]
Benzene                0.23 U  0.4 U  0.12 U 0.10 U 0.11 U [1]
Toluene                0.28 U  0.35 U 0.16 J 0.10 U 1.5    [40]
Ethylbenzene           6.5     17.3   18     12     150**  [30]
Total Xylenes          0.53 J  10.9   22*    10     200**  [20]
Isopropyl benzene      1.1*    2 *    2.3*   1.3*   28**   [0.8]
1,2,4-Trimethylbenzene 0.76 J  17.8*  28*    19*    170**  [10]
1,3,5-Trimethylbenzene 0.22 U  2.2    5.3    3.1    40**   [10]

CEF-BP-4S              07/08   01/09   07/09   01/10
[5-15]
Benzene                0.23 U  0.4 U   0.12 U  0.12 U [1]
Toluene                0.28 U  0.35 U  0.14 U  0.14 U [40]
Ethylbenzene           0.34 U  0.43 U  0.10 U  0.10 U [30]
Total Xylenes          0.38 U  1.2 U   0.21 U  0.21 U [20]
Isopropyl benzene      0.23 U  0.2 U   0.11 U  0.11 U [0.8]
1,2,4-Trimethylbenzene 0.38 U  0.22 U  0.14 U  0.14 U [10]
1,3,5-Trimethylbenzene 0.22 U  0.2 U   0.10 U  0.10 U [10]

N

100 0 100 Feet

DATE DRAWN BY

30Jan10MJJ

Legend
"́ Monitoring Well

CEF-BP-6S     07/08
[4-14]
Benzene       0.23 U [1]

Well ID

Detected Concentration (ug/L)
Sample/Duplicate
     J = estimated concentration
     U = undetected
     * = Indicates exceeds GCTL
     ** = Indicates exceeds NADC

GCTL

Compound

Screen Interval, Ft bgs
Collection Date

VOC ANALYTICAL RESULTS
BP WELLS SITE

NAVAL AIR STATION CECIL FIELD
JACKSONVILLE, FLORIDA
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FIGURE 2

CONTRACT NUMBER

"́ "́"́

"́

"́

"́ "́

CEF-BP-5I              07/08   01/09    07/09     01/10
[30-35]
2-Methylnaphthalene    0.3 J   0.24 U   0.3 U     0.043 J [28]
Benzo(a)anthracene     0.01 U  0.048 U  0.023 U   0.037 J [0.05]
Benzo(b)flouranthene   0.01 U  0.048 U  0.023 U   0.031 J [0.05]
Dibenzo(a,h)anthracene 0.02 U  0.048 U  0.0046 U  0.018 U [0.005]
Indeno(1,2,3-cd)pyrene 0.02 U  0.048 U  0.023 U   0.018 U [0.05]
Naphthalene            0.35 U  1 U      0.42 J    0.043 J [14]

CEF-BP-8S              07/09      01/10
[5-15]
2-Methylnaphthalene     0.3 U     0.018 U [28]
Benzo(a)anthracene      0.023 U   0.022 J [0.05]
Benzo(b)flouranthene    0.023 U   0.019 J [0.05]
Dibenzo(a,h)anthracene  0.0046 U  0.018 U [0.005]
Indeno(1,2,3-cd)pyrene  0.23 U    0.018 U [0.05]
Naphthalene             0.12 U    0.026 J [14]

Naphthalene Plume

CEF-BP-1S              07/08   01/09    07/09     01/10
[5-15]
2-Methylnaphthalene    17      31.3*    22        20      [28]
Benzo(a)anthracene     0.01 U  0.048 U  0.023 U   0.048 J [0.05]
Benzo(b)flouranthene   0.01 U  0.048 U  0.023 U   0.039 J [0.05]
Dibenzo(a,h)anthracene 0.02 U  0.048 U  0.0046 U  0.018 U [0.005]
Indeno(1,2,3-cd)pyrene 0.02 U  0.048 U  0.43 J    0.018 U [0.05]
Naphthalene            110*    183**    160**     60*     [14]

CEF-BP-4S              07/08   01/09    07/09     01/10
[5-15]
2-Methylnaphthalene    0.02 U  0.24 U   0.3 U     0.018 U  [28]
Benzo(a)anthracene     0.01 U  0.048 U  0.023 U   0.092 U* [0.05]
Benzo(b)flouranthene   0.01 U  0.048 U  0.023 U   0.092 U* [0.05]
Dibenzo(a,h)anthracene 0.02 U  0.048 U  0.0046 U  0.018 U  [0.005]
Indeno(1,2,3-cd)pyrene 0.02 U  0.048 U  0.023 U   0.018 U  [0.05]
Naphthalene            0.35 U  1 U      NS        0.018 U  [14]

CEF-BP-6S              07/08   01/09    07/09    08/09     01/10 
[4-14]
2-Methylnaphthalene    0.28    1.3      1.6       3.1      7.1     [28]
Benzo(a)anthracene     0.03 J  0.048 U  0.097     0.024 U  0.018 U [0.05]
Benzo(b)flouranthene   0.01 U  0.048 U  0.023 J   0.024 U  0.018 U [0.05]
Dibenzo(a,h)anthracene 0.02 U  0.048 U  0.0046 U  0.019 U  0.018 U [0.005]
Indeno(1,2,3-cd)pyrene 0.02 U  0.048 U  0.023 U   0.027 J  0.018 U [0.05]
Naphthalene            0.91 J  8.3      11        9.8      29*     [14]

CEF-BP-9S               07/09     01/10
[5-15]
2-Methylnaphthalene     0.3 U     0.038 J  [28]
Benzo(a)anthracene      0.098 *   0.092 U* [0.05]
Benzo(b)flouranthene    0.027 J   0.092 U* [0.05]
Dibenzo(a,h)anthracene  0.17 *    0.018 U  [0.005]
Indeno(1,2,3-cd)pyrene  0.32 J *  0.018 U  [0.05]
Naphthalene             0.12 U    0.034 J  [14]

CEF-BP-7S              07/09    01/10
[5-15]
2-Methylnaphthalene    0.3 U    0.035 J  [28]
Benzo(a)anthracene     0.16 *   0.092 U* [0.05]
Benzo(b)flouranthene   0.086 J* 0.018 U  [0.05]
Dibenzo(a,h)anthracene 0.19 *   0.018 U  [0.005]
Indeno(1,2,3-cd)pyrene 0.35 *   0.018 U  [0.05]
Naphthalene            0.12 U   0.028 J  [14]

N

50 0 50 Feet

DATE DRAWN BY

MJJ

Legend
"́ Monitoring Well

CEF-BP-6S     07/08
[4-14]
Benzene       0.23 U [1]

Well ID

Detected Concentration (ug/L)
Sample/Duplicate
     J = estimated concentration
     U = undetected
     * = Indicates exceeds GCTL
     NS = not sampled

GCTL

Compound

Screen Interval, Ft bgs
Collection Date

30Jan10
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FIGURE 3

CONTRACT NUMBER

"́ "́
"́

"́

"́

"́ "́
#Y
#Y

#Y

#Y

#0

#0

CEF-BP-1S
CEF-BP-4S

CEF-BP-5I

CEF-BP-6S

CEF-BP-7S

CEF-BP-8S
CEF-BP-9S

838
BP-SS01

BP-SS02
BP-SS03

BP-SS04

CEF-BP-10S

CEF-BP-11S

N

20 0 20 Feet

DATE DRAWN BY

09Apr10MJJ
FTMR FOR SOIL SAMPLES AND NEW SENTINEL WELLS

BP WELLS SITE
NAVAL AIR STATION CECIL FIELD

JACKSONVILLE, FLORIDA

Legend
#Y Proposed Soil Screening Location

Proposed Monitoring Well#0
"́ Monitoring Well
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This procedure provides general guidance and information pertaining to proper monitoring well design, 
installation, and development. 

2.0 SCOPE 

This procedure is applicable to the construction of monitoring wells. The methods described herein may 
be modified by project-specific requirements for monitoring well construction. In addition, many regulatory 
agencies have specific regulations pertaining to monitoring well construction and permitting. These 
requirements must be determined during the project planning phases of the investigation, and any 
required permits must be obtained before field work begins. Innovative monitoring well installation 
techniques, which typically are not used, will be discussed only generally in this procedure. 

3.0 GLOSSARY 

Monitorinq Well - A well which is screened, cased, and sealed which is capable of providing a 
groundwater level and groundwater sample representative of the zone being monitored. Some monitoring 
wells may be constructed as open boreholes. 

Piezometer - A pipe or tube inserted into the water bearing zone, typically open to water flow at the bottom 
and to the atmosphere at the top, and used to measure water level elevations. Piezometers may range in 
size from 1/2-inch-diameter plastic tubes to well points or monitoring wells. 

Potentiometric Surface - The surface representative of the level to which water will rise in a well cased to 
the screened aquifer. 

Well Point (Drive Point) - A screened or perforated tube (Typically 1-114 or 2 inches in diameter) with a 
solid, conical, hardened point at one end, which is attached to a riser pipe and driven into the ground with 
a sledge hammer, drop weight, or mechanical vibrator. Well points may be used for groundwater injection 
and recovery, as piezometers (i.e., to measure water levels) or to provide groundwater samples for water 
quality data. 

4.0 RESPONSIBILITIES 

Driller - The driller provides adequate and operable equipment, sufficient quantities of materials, and an 
experienced and efficient labor force capable of performing all phases of proper monitoring well 
installation and construction. The driller may also be responsible for obtaining, in advance, any required 
permits for monitoring well installation and construction. 

Field Geoloqist - The field geologist supervises and documents well installation and construction 
performed by the driller, and insures that well construction is adequate to provide representative 
groundwater data from the monitored interval. Geotechnical engineers, field technicians, or other suitable 
trained personnel may also serve in this capacity. 

01 961 1/P Tetra Tech NUS, Inc. 
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5.0 PROCEDURES 

5.1 EquipmentAtems Needed 

Below is a list of items that may be needed when installing a monitoring well or piezometer: 

0 Health and safety equipment (hard hats, safety glasses, etc.) as required by the Site Safety Officer. 

0 Well drilling and installation equipment with associated materials (typically supplied by the driller). 

0 Hydrogeologic equipment (weighted engineer's tape, water level indicator, retractable engineers rule, 
electronic calculator, clipboard, mirror and flashlight - for observing downhole activities, paint and ink 
marker for marking monitoring wells, sample jars, well installation forms, and a field notebook). 

Drive point installation tools (sledge hammer, drop hammer, or mechanical vibrator; tripod, pipe 
wrenches, drive points, riser pipe, and end caps). 

5.2 Well Desiqn 

The objectives and intended use for each monitoring well must be clearly defined before the monitoring 
system is designed. Within the monitoring system, different monitoring wells may serve different 
purposes and, therefore, require different types of construction. During all phases of the well design, 
attention must be given to clearly documenting the basis for design decisions, the details of well 
construction, and the materials used. The objectives for installing the monitoring wells may include: 

0 

0 

0 

Determining groundwater flow directions and velocities. 
Sampling or monitoring for trace contaminants. 
Determining aquifer characteristics (e.g., hydraulic conductivity). 

Siting of monitoring wells shall be performed after a preliminary estimation of the groundwater flow 
direction. In most cases, groundwater flow directions and potential well locations can be determined by an 
experienced hydrogeologist through the review of geologic data and the site terrain. In addition, data from 
production wells or other monitoring wells in the area may be used to determine the groundwater flow 
direction. If these methods cannot be used, piezometers, which are relatively inexpensive to install, may 
have to be installed in a preliminary investigative phase to determine groundwater flow direction. 

5.2.1 Well Depth, Diameter, and Monitored Interval 

The well depth, diameter, and monitored interval must be tailored to the specific monitoring needs of each 
investigation. Specification of these items generally depends on the purpose of the monitoring system 
and the characteristics of the hydrogeologic system being monitored. Wells of different depth, diameter, 
and monitored interval can be employed in the same groundwater monitoring system. For instance, 
varying the monitored interval in several wells, at the same location (cluster wells) can help to determine 
the vertical gradient and the depths at which contaminants are present. Conversely, a fully penetrating 
well is usually not used to quantify or vertically locate a contaminant plume, since groundwater samples 
collected in wells that are screened over the full thickness of the water-bearing zone will be representative 
of average conditions across the entire monitored interval. However, fully penetrating wells can be used 
to establish the existence of contamination in the water-bearing zone. The well diameter desired depends 
upon the hydraulic characteristics of the water-bearing zone, sampling requirements, drilling method and 
cost. 
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In specifying well diameter, sampling requirements must be considered (up to a total of 4 gallons of water 
may be required for a single sample to account for full organic and inorganic analyses, and split samples), 
particularly if the monitored formation is known to be a low-yielding formation. The unit volume of water 
contained within a monitoring well is dependent on the well diameter as follows: 
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Casing Inside 
Diameter (Inch 

Standing Water Length to Obtain 
1 Gallon Water (Feet 

0.68 

If a well recharges quickly after purging, then well diameter may not be an important factor regarding 
sample volume requirements. 
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The selection of well screen and riser materials depends on the method of drilling, the type of subsurface 
materials the well penetrates, the type of contamination expected, and natural water quality and depth. 
Cost and the level of accuracy required are also important. The materials generally available are Teflon, 
stainless steel, PVC galvanized steel, and carbon steel. Each has advantages and limitations (see 
Attachment A of this guideline for an extensive presentation on this topic). The two most commonly used 
materials are PVC and stainless steel. Properties of these two materials are compared in Attachment B. 
Stainless steel is a good choice where trace metals or organic sampling is required; however, costs are 
high. Teflon materials are extremely expensive, but are relatively inert and provide the least opportunity 
for water contamination due to well materials. PVC has many advantages, including low cost, excellent 
availability, light weight, ease of manipulation, and widespread acceptance. The crushing strength of PVC 
may limit the depth of installation, but the use of Schedule 80 materials may overcome some of the 
problems associated with depth. However, the smaller inside diameter of Schedule 80 pipe may be an 
important factor when considering the size of bailers or pumps required for sampling or testing. Due to 
this problem, the minimum well pipe size recommended for Schedule 80 wells is 4-inch I.D. 

09/03 

Screens and risers may have to be decontaminated before use because oil-based preservatives and oil 
used during thread cutting and screen manufacturing may contaminate samples. Metal pipe may corrode 
and release metal ions or chemically react with organic constituents, but this is considered a minor issue. 
Galvanized steel is not recommended where samples may be collected for metals analyses, as zinc and 
cadmium levels in groundwater samples may become elevated from leaching of the zinc coating. 

Threaded, flush-joint casing is most often preferred for monitoring well applications. PVC, Teflon, and 
steel can all be obtained with threaded joints. Welded-joint steel casing is also acceptable. Glued PVC 
may release organic contaminants into the well, and therefore, should not be used if the well is to be 
sampled for organic constituents. 

When the water-bearing zone is in consolidated bedrock, such as limestone or fractured granite, a well 
screen is often not necessary (the well is simply an open hole in bedrock). Unconsolidated materials, 
such as sands, clay, and silts require a screen. A screen slot size of 0.01 0 or 0.020 inch is generally used 
when a screen is necessary, and the annular borehole space around the screened interval is artificially 
packed with an appropriately sized sand, selected based on formation grain size. The slot size controls 
the quantity of water entering the well and prevents entry of natural materials or sand pack. The screen 
shall pass no more than 10 percent of the pack material, or in-situ aquifer material. The site geologist 
shall specify the combination of screen slot size and sand pack which will be compatible with the water- 
bearing zone, to maximize groundwater inflow and minimize head losses and movement of fines into the 
wells. For example, as a standard procedure, a Morie No. 1 or No. 10 to No. 20 U.S. Standard Sieve size 
filter pack is typically appropriate for a 0.020-inch slot screen; however, a No. 20 to No. 40 U.S. Standard 
Sieve size filter pack is typically appropriate for a 0.01 0-inch slot screen. 
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Materials placed in the annular space between the borehole and riser pipe and screen include a sand 
pack when necessary, a bentonite seal, and cement-bentonite grout. The sand pack is usually a medium- 
to coarse-grained poorly graded, silica sand and should relate to the grain size of the aquifer sediments. 
The quantity of sand placed in the annular space is dependent upon the length of the screened interval, 
but should always extend at least 1 foot above the top of the screen. At least 1 to 3 feet of bentonite 
pellets or equivalent shall be placed above the sand pack. Cement-bentonite grout (or equivalent) is then 
placed to extent from the top of the bentonite pellets to the ground surface. 

On occasion, and with the concurrence of the involved regulatory agencies, monitoring wells may be 
packed naturally (i.e., no artificial sand pack installed). In this case, the natural formation material is 
allowed to collapse around the well screen after the well is installed. This method has been used where 
the formation material itself is a relatively uniform grain size, or when artificial sand packing is not possible 
due to borehole collapse. 

09/03 

Bentonite expands by absorbing water and provides a seal between the screened interval and the 
overlying portion of the annular space and formation. Cement-bentonite grout is placed on top of the 
bentonite pellets, extending to the surface. The grout effectively seals the remaining borehole annulus 
and eliminates the possibility for surface infiltration reaching the screened interval. Grouting also replaces 
material removed during drilling and prevents hole collapse and subsidence around the well. A tremie 
pipe should be used to introduce grout from the bottom upward, to prevent bridging, and to provide a 
better seal. In shallow boreholes that don't collapse, it may be more practical to pour the grout from the 
surface without a tremie pipe. 

Grout is a general term which has several different connotations. For all practical purposes within the 
monitoring well installation industry, grout refers to the solidified material which is installed and occupies 
the annular space above the bentonite pellet seal. Grout, most of the time, is made up of one or two 
assemblages of material, (e.g., cement and/or bentonite). A cement-bentonite grout, which is the most 
common type of grout used in monitoring well completions, normally is a mixture of cement, bentonite, 
and water at a ratio of one 90-pound bag of Portland Type I cement, plus 3 to 5 pounds of granular or 
flake-type bentonite, and 6-7 gallons of water. A neat cement consists of one ninety-pound bag of 
Portland Type I cement and 6-7 gallons of water. A bentonite slurry (bentonite and water mixed to a thick 
but pumpable mixture) is sometimes used instead of grout for deep well installations where placement of 
bentonite pellets is difficult. Bentonite chips are also occasionally used for annular backfill in place of 
grout. 

In certain cases, the borehole may be drilled to a depth greater than the anticipated well installation depth. 
For these cases, the well shall be backfilled to the desired depth with bentonite pelletdchips or sand. A 
short (1- to 2-foot) section of capped riser pipe sump is sometimes installed immediately below the 
screen, as a silt reservoir, when significant post-development silting is anticipated. This will ensure that 
the entire screen surface remains unobstructed. 

5.2.4 Protective Casing 

When the well is completed and grouted to the surface, a protective steel casing is typically placed over 
the top of the well. This casing generally has a hinged cap and can be locked to prevent vandalism. The 
protective casing has a larger diameter than the well and is set into the wet cement grout over the well 
upon completion. In addition, one hole is drilled just above the cement collar through the protective casing 
which acts as a weep hole for the flow of water which may enter the annulus during well development, 
purging, or sampling. 
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A protective casing which is level with the ground surface (flush-mounted) is used in roadway or parking 
lot applications where the top of a monitoring well must be below the pavement. The top of the riser pipe 
is placed 4 to 5 inches below the pavement, and a locking protective casing is cemented in place to 
3 inches below the pavement. A large diameter, manhole-type protective collar is set into the wet cement 
around the well with the top set level with or slightly above the pavement. An appropriately-sized id is 
placed over the protective sleeve. The cement should be slightly mounded to direct pooled water away 
from the well head. 

Number Page 

Revision Effective Date 

GH-2.8 7of 12 

3 09/03 

5.3 Monitorina Well Installation 

Pertinent data regarding monitoring well installation shall be recorded on log sheets as depicted and 
discussed in SOP SA-6.3. Attachments to this referenced SOP illustrate terms and physical construction 
of various types of monitoring wells. 

5.3.1 Monitoring Wells in Unconsolidated Sediments 

After the borehole is drilled to the desired depth, well installation can begin. The procedure for well 
installation will partially be dictated by the stability of the formation in which the well is being placed. If the 
borehole collapses immediately after the drilling tools are withdrawn, then a temporary casing must be 
installed and well installation will proceed through the center of the temporary casing, and continue as the 
temporary casing is withdrawn from the borehole. In the case of hollow-stem auger drilling, the augers will 
act to stabilize the borehole during well instatlation. 

Before the screen and riser pipe are lowered into the borehole, all pipe and screen sections should be 
measured with an engineer's rule to ensure proper placement. When measuring sections, the threads on 
one end of the pipe or screen must be excluded while measuring, since the pipe and screen sections are 
screwed flush together. 

After the screen and riser pipe are lowered through the temporary casing, the sand pack can be installed. 
A weighted tape measure must be used during the installation procedure to carefully monitor installation 
progress. The sand is slowly poured into the annulus between the riser pipe and temporary casing, as the 
casing is withdrawn. Sand should always be kept within the temporary casing during withdrawal in order 
to ensure an adequate sand pack. However, if too much sand is within the temporary casing (greater than 
1 foot above the bottom of the casing) bridging between the temporary casing and riser pipe may occur. 
Centralizers may be used at the geologist's discretion, one above and one below the screen, to assure 
enough annular space for sand pack placement. 

After the sand pack is installed to the desired depth (at least 1 foot above the top of the screen), then the 
bentonite pellet seal (or equivalent), can be installed in the same manner as the sand pack. At least 
1 to 3 feet of bentonite pellets should be installed above the sand pack. Pellets should be added slowly 
and their fall monitored closely to ensure that bridging does not occur. 

The cement-bentonite grout is then mixed and tremied into the annulus as the temporary casing or augers 
are withdrawn. Finally, the protective casing can be installed as detailed in Section 5.2.4. 

5.3.2 Confining Layer Monitoring Wells 

When drilling and installing a well in a confined aquifer, proper well installation techniques must be applied 
to avoid cross contamination between aquifers. Under most conditions, this can be accomplished by 
installing double-cased wells. This is accomplished by drilling a large-diameter boring through the upper 
aquifer, 1 to 5 feet into the underlying confining layer, and setting and pressure grouting or tremie grouting 
a large-diameter casing into the confining layer. The grout material must fill the space between the native 
material and the outer casing. A smaller diameter boring is then continued through the confining layer for 
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installation of the monitoring well as detailed for overburden monitoring wells. Sufficient time (determined 
by the field geologist), must be allowed for setting of the grout prior to drilling through the confined layer. 
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5.3.3 Bedrock Monitoring Wells 

When installing bedrock monitoring wells, a large diameter boring is drilled through the overburden and 
approximately 5 -10 feet into bedrock. A casing (typically steel) is installed and either pressure grouted or 
tremie grouted in place. After the grout has cured, a smaller diameter boring is continued into bedrock to 
the desired depth. If the boring does not collapse, the well can be left open, and a screen is not 
necessary. If the boring collapses, then a screen is required and can be installed as detailed for 
overburden monitoring wells. If a screen is to be used, then the casing which is installed through the 
overburden and into the bedrock does not require grouting and can be removed when the final well 
installation is completed. 

5.3.4 Drive Points 

Drive points can be installed with either a sledge hammer, drop hammer, or a mechanical vibrator. The 
screen section is threaded and tightened onto the riser pipe with pipe wrenches. The drive point is simply 
pounded into the subsurface to the desired depth. If a heavy drop hammer is used, then a tripod and 
pulley setup is required to lift the hammer. Drive points typically cannot be manually driven to depths 
exceeding 10 feet. 

Direct push sampling/monitoring point installation methods, using a direct push rig or drilling rig, are 
described in SOP SA-2.5. 

5.3.5 Innovative Monitoring Well Installation Techniques 

Certain innovative sampling devices have proven advantageous. These devices are essentially screened 
samplers installed in a borehole with only small-diameter tubes extending to the surface. This reduces 
drilling costs, decreases the volume of stagnant water, and provides a sampling system that minimizes 
cross-contamination from sampling equipment. Four manufacturers of these samplers include Timco 
Manufacturing Company, Inc., of Prairie du Sac, Wisconsin, BARCAD Systems, Inc., of Concord, 
Massachusetts, Westbay Instruments Ltd. of Vancouver, British Columbia, Canada and the University of 
Waterloo at Waterloo, Ontario, Canada.. Each manufacturer offers various construction materials. 

5.4 Well Development Methods 

The purpose of well development is to stabilize and increase the permeability of the gravel pack around 
the well screen, and to restore the permeability of the formation which may have been reduced by drilling 
operations. Wells are typically developed until all fine material and drilling water is removed from the well. 
Sequential measurements of pH, conductivity, turbidity, and temperature taken during development may 
yield information (stabilized values) regarding whether sufficient development has been performed. The 
selection of the well development method shall be made by the field geologist and is based on the drilling 
methods, well construction and installation details, and the characteristics of the formation that the well is 
screened in. The primary methods of well development are summarized below. A more detailed 
discussion may be found in Driscoll (1986). 

5.4.1 Overpumping and Backwashing 

Wells may be developed by alternatively drawing the water level down at a high rate (by pumping or 
bailing) and then reversing the flow direction (backwashing) so that water is passing from the well into the 
formation. This back and forth movement of water through the well screen and gravel pack serves to 
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remove fines from the formation immediately adjacent to the well, while preventing bridging (wedging) of 
sand grains. Backwashing can be accomplished by several methods, including pouring water into the well 
and then bailing, starting and stopping a pump intermittently to change water levels, or forcing water into 
the well under pressure through a water-tight fitting ("rawhiding"). Care should be taken when 
backwashing not to apply too much pressure, which could damage or destroy the well screen. 

5.4.2 Surging with a Surge Plunger 

A surge plunger (also called a surge block) is approximately the same diameter as the well casing and is 
aggressively moved up and down within the well to agitate the water, causing it to move in and out of the 
screens. This movement of water pulls fine materials into the well, where they may be removed by any of 
several methods, and prevents bridging of sand particles in the gravel pack. There are two basic types of 
surge plungers; solid and valved surge plungers. In formations with low yields, a valved surge plunger 
may be preferred, as solid plungers tend to force water out of the well at a greater rate than it will flow 
back in. Valved plungers are designed to produce a greater inflow than outflow of water during surging. 

5.4.3 Compressed Air 

Compressed air can be used to develop a well by either of two methods: backwashing or surging. 
Backwashing is done by forcing water out through the screens, using increasing air pressure inside a 
sealed well, then releasing the pressurized air to allow the water to flow back into the well. Care should be 
taken when using this method so that the water level does not drop below the top of the screen, thus 
introducing air into the formation and reducing well yield. Surging, or the "open well" method, consists of 
alternately releasing large volumes of air suddenly into an open well below the water level to produce a 
strong surge by virtue of the resistance of water head, friction, and inertia. Pumping of the well is 
subsequently done using the air lift method. 

5.4.4 High Velocity Jetting 

In the high velocity jetting method, water is forced at high velocities from a plunger-type device and 
through the well screen to loosen fine particles from the sand pack and surrounding formation. The jetting 
tool is slowly rotated and raised and lowered along the length of the well screen to develop the entire 
screened area. Jetting using a hose lowered into the well may also be effective. The fines washed into 
the screen during this process can then be bailed or pumped from the well. 

6.0 RECORDS 

A critical part of monitoring well installation is recording of all significant details and events in the site 
logbook or field notebook. The geologist must record the exact depths of significant hydrogeological 
features, screen placement, gravel pack placement, and bentonite placement. 

A Monitoring Well Sheet (see Attachments to SOP SA-6.3) shall be completed, ensuring the uniform 
recording of data for each installation and rapid identification of missing information. Well depth, length, 
materials of construction, length and openings of screen, length and type of riser, and depth and type of all 
backfill materials shall be recorded. Additional information shall include location, installation date, 
problems encountered, water levels before and after well installation, cross-reference to the geologic 
boring log, and methods used during the installation and development process. Documentation is very 
important to prevent problems involving questionable sample validity. Somewhat different information will 
need to be recorded, depending on whether the well is completed in overburden (single- or double-cased), 
as a cased well in bedrock, or as an open hole in bedrock. 

The quantities of sand, bentonite, and grout placed in the well are also important. The geologist shall 
calculate the annular space volume and have an idea of the quantity of material needed to fill the annular 
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space. Volumes of backfill significantly higher than the calculated volume may indicate a problem such as 
a large cavity, while a smaller backfill volume may indicate a cave-in or bridging of the backfill materials. 
Any problems with rig operation or down-time shall be recorded and may affect the driller’s final fee. 
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Preliminaw Rankinq of Riqid Materials: 

1 Teflon" 
2 Stainless Steel 31 6 
3. Stainless Steel 304 
4 PVC 1 

5 Lo-Carbon Steel 
6 Galvanized Steel 
7 Carbon Steel 

* Trademark of DuPont 

Preliminaw Rankinq of Semi-Riqid or Elastomeric Materials: 

1 Tef I o no 
2 Polypropylene (PP) 
3. PVC Flexible/PE Linear 
4 Viton" 

* Trademark of DuPont 

Source: Barcelona et al., 1983 

5 PE Conventional 
6 Plexiglas/Lucite (PMM) 
7 Silicone/Neoprene 
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Characteristic 

I I 

Strength I Use in deep wells to prevent I Use when shear and compressive 

Stainless Steel PVC 

I compression and closing of I strength are not critical. 

Weight 
cost 
Corrosivity 

screenhiser. 
Relatively heavier. 
Relatively expensive. Relatively inexpensive. 
Deteriorates more rapidly in corrosive 

Light-weight; floats in water. 

Non-corrosive -- may deteriorate in 

I 
Ease of Use 

presence of ketones, aromatics, alkyl I sulfides. or some chlorinated 
h ydroca’rbons. 
Easy to handle and work with in the Difficult to adjust size or length in the 

Preparation for 
Use 

Interaction with 
Contaminants* 

field. field. 
Should be steam cleaned if organics 
will be subsequently sampled. 

Never use glue fittings -- pipes should 
be threaded or pressure fitted. Should 
be steam cleaned when used for 
monitoring wells. 
May sorb or release organic May sorb organic or inorganic 

substances when oxidized. substances. 
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FS 3000. SOIL 
See also the following Standard Operating Procedures: 

• FA 1000 Administrative Procedures 

• FC 1000 Cleaning/Decontamination Procedures 

• FD 1000 Documentation Procedures 

• FM 1000 Field Planning and Mobilization 

• FQ 1000 Field Quality Control Requirements 

• FS 1000 General Sampling Procedures 

• FT 1000 – FT  2000 Field Testing and Calibration 

1. Introduction and Scope 

1.1. Use these SOPs during field investigations to collect soil samples that are 
representative of current site conditions.  It is very important to ensure that the collected 
samples are neither altered nor contaminated by sampling and handling techniques. 

1.2. The following topics include:  equipment choice, equipment construction materials, 
grab and areal or depth composite sampling techniques.  Sample collection methods fall into 
three general depth classifications:  surface, shallow subsurface, and deep subsurface.  
Once the samples are acquired, the handling procedures are very similar and are described 
below. 

2. GENERAL 

2.1. Select sampling equipment based on the type of sample to be collected and the 
analytes of interest.  Choose soil sampling locations such that a representative portion of the 
soil is collected with minimal disturbance.  Locations where natural vegetation is stressed or 
dead and/or areas that have surficial soil staining may be indicative of improper waste 
disposal practices. 

2.2. If background and/or quality control sampling is warranted and feasible as 
determined in the site’s work plan or by the project manager, select an up gradient, 
undisturbed location for obtaining the background and/or quality control samples.  Be aware 
that differences in soil types may affect these background samples (e.g., sands vs. clays). 

2.3. Do not collect samples for chemical analysis from auger flights or cuttings from 
hollow stem auger flights, except for waste characterization purposes for disposal. 

2.4. Do not use samples that are collected for geological/lithological or vapor meter 
determinations for chemical analyses. 

3. EQUIPMENT AND SUPPLIES 

3.1. All equipment must be constructed of materials consistent with the analytes of 
interest.  Refer to FS 1000, Tables FS 1000-1, FS 1000-2 and FS 1000-3 for selection of 
appropriate equipment and materials. 

3.2. For information on sample container size and construction, see FS 1000, Table FS 
1000-6. 

3.3. For information on sampling equipment cleaning requirements, see FC 1000. 
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3.4. For information on preservation and holding time requirements, see FS 1000, Table 
FS 1000-6. 

3.5. For information on documentation requirements, see FD 1000. 

4. PROCEDURES FOR COMPOSITING 

4.1. The following is not a complete discussion regarding all available sampling protocols 
nor the appropriateness or inappropriateness of compositing soil samples.  The 
appropriateness of compositing soil samples will depend on the data quality objectives of 
the project.  However, it is sometimes advantageous to composite soil samples to minimize 
the number of samples to be analyzed when sampling highly contaminated areas.  Obtain 
permission from the DEP program. 

4.1.1. Select sampling points from which to collect each aliquot. 

4.1.2. Using the appropriate sampling technique, collect equal aliquots (same sample 
size) from each location and place in a properly cleaned container. 

4.1.3. Combine the aliquots of the sample directly in the sample container with no 
pre-mixing. 

4.1.4. Record the amount of each aliquot (volume or weight). 

4.1.5. Label container, preserve on wet ice to 4°C and complete field notes. 

4.1.6. Notify the laboratory that the sample is an unmixed composite sample, and 
request that the sample be thoroughly mixed before sample preparation or analysis. 

5. SPECIFIC PROCEDURES FOR VOLATILE ORGANIC COMPOUNDS 

Follow the procedures specified in EPA Method 5035 for sample collection and sample 
preparation.  The protocols listed below do not replace Method 5035 but clarify and/or modify 
certain method procedures.  Therefore, it is essential that all organizations have a copy of 
Method 5035 as a reference document. 

5.1. Container Preparation 

5.1.1. All containers must be cleaned according to the FC 1000 sample container 
cleaning procedures for volatile organics. 

5.1.2. Sample Vials:  If sample vials are filled in the field, they must be provided with all 
reagents, stirring devices, label and vial cap to be used during sample analysis.  These 
vials must be preweighed by the laboratory and records must be maintained so that 
there is an unambiguous link between the tare weight and the filled sample vial. 

5.2. Collection Procedure 

5.2.1. The sample vials (when used) will contain a premeasured amount of liquid.  The 
laboratory must weigh the vials before sending into the field, and must weigh them again 
after receipt.  Therefore: 

• Do not lose any of the liquid either through evaporation or spillage 

• Do not use a vial if some of the contents has spilled, or if it appears that some 
has leaked during transport 

• Use the laboratory-supplied container label for identification information.  DO 
NOT apply any additional labels to the container 
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• Do not interchange vial caps or septa 

5.2.2. Minimize exposure to air by obtaining the sample directly from the sample 
source, using a coring device or a commercially designed sampling tool. 

5.2.2.1. The sample collection device must be designed to fit tightly against the 
mouth of the vial or be small enough to be inserted into the vial.  Use: 

• EnCore or equivalent sampling devices or 

• Disposable plastic syringes with the syringe end cut off prior to sampling 
(use once per sampling location). 

5.2.2.2. Extrude the sample directly into the sample container. 

5.2.3. Follow the method procedures for field transfer into the vial. 

5.2.4. Procedures for determining the sample weight in the field are not required unless 
the project manager requires an accurate determination of the 5-gram sample size. 

5.2.4.1. If the vials are returned to the laboratory for weighing, the sampler must 
be proficient in estimating the requisite 5-gram weight necessary for each sample. 

5.2.4.2. If an accurate estimate of the 5-gram sample size is desired prior to 
starting sample collection activities, use a balance with a sensitivity of 0.1 gram.  
Check the balance calibration before each day’s use with a set of weights that have 
been calibrated against NIST-traceable weights at least annually. 

5.2.5. If the sampling device is transported to the laboratory with a sample, make sure 
the seals are intact, especially if collecting samples from sandy soils. 

5.2.6. Collect at least two replicate samples from the same soil stratum and within close 
proximity to the original sample location. 

5.2.7. Collect an additional aliquot of sample for screening and dry weight 
determinations. 

5.3. Preservation (see FS 1000, Table FS 1000-7) 

5.3.1. Low Level (≤ 200 μg/kg volatile organics) 

5.3.1.1. Method 5035 discusses the use of sodium bisulfate, which is an acid.  
Since Florida soils contain significant amounts of calcium carbonate that reacts with 
acids, DEP does not recommend using this preservative. 

5.3.1.2. Properly pack the samples (see FS 2004, section 5), and place all 
samples on wet ice. 

5.3.1.3. Analyze unpreserved samples (no acid) within 48 hours. 

5.3.1.4. Analyze acid-preserved samples within the specified 14-day holding time. 

5.3.1.5. Analyze unpreserved samples that have been collected in a septum vial 
with premeasured analyte-free water within 48 hours. 

5.3.1.6. If unpreserved samples collected in a septum vial with premeasured 
analyte-free water are frozen to -10°C at the laboratory within 48 hours of sample 
collection, analyze the samples within 14 days. 

5.3.1.7. Analyze samples that have been collected with and transported in a 
sealed coring device within 48 hours. 
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5.3.1.8. If unpreserved samples collected in a sealed coring device are extruded 
from the corer into an appropriate liquid and frozen to -10°C at the laboratory within 
48 hours of sample collection, analyze the samples within 14 days. 

5.3.2. High Level (> 200 μg/kg volatile organics) 

5.3.2.1. Properly pack the samples (see FS 2004, section 5), and place all 
samples on wet ice. 

5.3.2.2. Analyze samples that have been collected with and transported in a 
sealed coring device within 48 hours. 

5.3.2.3. If unpreserved samples collected in a sealed coring device are extruded 
from the corer into an appropriate liquid and stored at 4°C at the laboratory within 48 
hours of sample collection, analyze the samples within 14 days. 

5.3.2.4. Analyze samples that that have been preserved in methanol in the field 
within 14-days. 

6. BULK SAMPLES:  The collection of bulk samples will depend on the data quality objectives of 
the project. 

6.1. Do not composite or mix VOC samples unless required by the DEP program or if 
mandated by a formal DEP document (permit, order or contract). 

6.2. Select sampling points from which to collect each aliquot. 

6.3. Using the appropriate sampling technique, collect equal aliquots (same sample size) 
from each location and place in a properly cleaned container. 

6.3.1. Combine the aliquots of the sample directly in the sample container with no 
pre-mixing.. 

6.3.2. Pack soil tightly minimizing as much headspace as possible in the sample 
container. 

6.3.3. Cap container tightly with Teflon side facing sample. 

6.4. Record the amount of each aliquot (volume or weight) in the field notes. 

6.5. Label container.  Refer to FS 1000, Table FS 1000-7 for preservation and holding 
time requirements. 

6.6. Notify the laboratory that the sample is an unmixed composite sample, and request 
that the sample be thoroughly mixed before sample preparation or analysis. 

FS 3100. Surface Soil Sampling 
Surface soil is generally classified as soil between the ground surface and 6-12 inches below 
ground surface. 

1. Remove leaves, grass and surface debris from the area to be sampled. 

2. Collect samples for volatile organic analyses as described in FS 3000, section 5. 

3. Select an appropriate precleaned sampling device and collect the sample. 

4. Transfer the sample to the appropriate sample container. 

5. Clean the outside of the sample container to remove excess soil. 
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6. Label the sample container, place on wet ice to preserve to 4°C and complete the field 
notes. 

FS 3200. Subsurface Soil Sampling 
Interval begins at approximately 12 inches below ground surface. 

FS 3210. SAMPLE COLLECTION PROCEDURE 
Use the following after the desired depth has been reached by one of the methods outlined in 
FS 3220. 

1. Collect samples for volatile organic analyses as described in FS 3000, section 5. 

2. For other analyses, select an appropriate precleaned sampling device and collect the 
sample. 

3. Transfer the sample to the appropriate sample container. 

4. Clean the outside of the sample container to remove excess soil. 

5. Label the sample container, place on wet ice to preserve to 4°C and complete the field 
notes. 

FS 3220. REACHING THE APPROPRIATE DEPTH 
1. SHOVELS AND DIGGERS:  Used for soils from approximately 12 inches to a point when using 
the implement becomes impractical. 

1.1.   Dig a hole or trench to the required depth. 

1.2.   Follow the sample collection procedures outlined in FS 3210. 

2. BACKHOE:  Used for soils from approximately 12 inches to a point when using the 
implement becomes impractical. 

2.1. Dig a trench to the appropriate depth. 

2.2. Expose the sample, in the trench, by using a precleaned spoon, spatula or 
equivalent to clean away the soil that came in contact with the backhoe bucket. 

2.3. Use a second precleaned utensil to actually collect the sample from the trench. 

2.4. Follow the procedures outlined in FS 3210 to collect the sample. 

3. BUCKET AUGERS AND HOLLOW CORERS:  Suitable to reach soils from approximately 12 
inches to a point when using the implement becomes impractical. 

3.1. Push and rotate the auger into the soil until the bucket is filled. 

3.2. Addition of a non-contaminating sleeve may allow an undisturbed soil sample to be 
obtained. 

3.2.1. The device consists of a standard auger head with a removable sleeve, which is 
inserted into the auger barrel.  In this case it is the sleeve, which fills with soil. 

3.2.2. Remove the sleeve from the auger and cap. 

3.3. If the auger hole is prone to collapse due to low cohesion in some soils, DEP 
recommends inserting a temporary rigid PVC casing into the hole.  The casing prevents hole 
collapse and minimizes cross-contamination between soil zones as the auger is advanced.  
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3.4. Remove the sample from the sampler by pushing or scraping the soil with an 
appropriate precleaned utensil into an appropriately precleaned tray or aluminum foil. 

3.5. Remove any portion of the sample that has been disturbed and discard. 

3.6. Follow the sample collection procedures outlined in FS 3210. 

NOTE:  If a confining layer has been breached during sampling, grout the hole to land surface 
with Type-1 Portland cement.  This requirement may be different throughout Florida; contact the 
local Water Management District office for local requirements. 

4. SPLIT SPOON SAMPLER:  Suitable for reaching soils from approximately 12 inches to depths 
greater than 10 feet. 

4.1. A split spoon sampler, useful for sampling unconsolidated soil, consists of two half 
cylinders (spoons) that fit together to form a tube approximately two feet in length and two 
inches in diameter. 

4.1.1. The cylindrical arrangement is maintained by a retaining head and bit rings that 
screw on at each end of the split spoon. 

4.1.2. The bit ring has beveled edges to facilitate sampling as the split spoon is forced 
into the ground. 

4.1.3. Advance the sampler using the weight of the drilling stem and rods or a 
mechanical hammer. 

4.1.4. Insert a catcher device in the head ring to prevent loss of unconsolidated sample 
during recovery. 

4.2. After retrieving the split spoon sampler, expose the soil by unscrewing the bit and 
head rings and splitting the barrel. 

4.3. If the recovery is enough to accommodate discarding a portion of the sample, 
discard the top and bottom two to three inches of the sample. 

4.4. For volatile organic compounds collect the sample immediately from the center 
portion of the split spoon using the procedures described in FS 3000, section 5. 

4.5. For other analyses, slice the sample from the center portion of the split spoon using 
a clean, decontaminated utensil. 

4.6. Select an appropriate precleaned sampling device and collect the sample. 

4.7. Transfer the sample to the appropriate sample container. 

4.8. Clean the outside of the sample container to remove excess soil. 

4.9. Label the sample container, place on wet ice to preserve to 4°C and complete the 
field notes. 

5. DIRECT PUSH RIGS:  May be used for depths greater than 10 feet below ground surface. 

5.1. Liners:  The clear liners are used with direct push rigs.  This method is appropriate 
only for unconsolidated materials.  The sampling depth that can be achieved varies 
depending on the rig and the lithologies that are encountered.  Typically, the rig operator 
will: 
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• Place the liner inside the metal probe rod 

• Select a point holder with an opening appropriate for the site lithology and screw it on 
the probe rod 

• Advance the rod a full rod length 

• Retrieve the rod 

• Remove the point holder 

• Remove the liner, and  

• Slice the liner to expose the soil. 

5.2. After the liner has been sliced, follow the procedures outlined in FS 3210, collecting 
volatile organic samples (if needed) immediately after the liner is sliced. 

5.3. If samples for organic vapor analysis screening are required, collect them by slicing 
the sample(s) using a clean, decontaminated utensil and place them in 8-ounce (preferred) 
or 16-ounce jars, immediately cover the opening with aluminum foil and screw on the lid 
ring.  If the contamination is derived from petroleum products, it is acceptable to use a clean 
gloved hand to transfer the sample(s) to the sample container(s). 

5.4. For other analyses, slice the sample from the center portion of the split spoon using 
a clean, decontaminated utensil. 

5.5. Select an appropriate precleaned sampling device and collect the sample. 

5.6. Transfer the sample to the appropriate sample container. 

5.7. Clean the outside of the sample container to remove excess soil. 

5.8. Label the sample container, place on wet ice to preserve to 4°C and complete the 
field notes. 

6. SHELBY TUBE SAMPLER 

6.1. The Shelby tube sampler is used to sample unconsolidated soil and consists of a 
tube approximately 30 inches long and two inches (or larger) in diameter. 

6.2. One end of the tube has edges beveled into a cutting edge.  The other end can be 
mounted to an adapter, which allows attachment to the drilling rig assembly. 

6.3. After drilling to the required depth with an auger or rotary drill bit, a soil sample is 
obtained through the auger or directly in the borehole. 

6.4. Push the Shelby tube into the soil using the drilling rig’s hydraulic ram or manually 
with a sledge hammer. 

6.5. Remove the tube from the sampler head. 

6.6. Extrude the sample from the Shelby tube. 

6.7. Use a decontaminated utensil to remove any portion of the sample that has been 
disturbed. 

6.8. Collect samples for volatile organics immediately from the center portion of the 
Shelby tube using the procedures described in FS 3000, section 5. 

6.9. For other analyses, slice the sample from the center portion of the Shelby tube using 
a clean, decontaminated utensil. 
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6.10. Transfer the sample to the appropriate sample container. 

6.11. Clean the outside of the sample container to remove excess soil. 

6.12. Label the sample container, place on wet ice to preserve to 4°C and complete the 
field notes. 

7. CORE BARREL 

7.1. A standard core barrel is utilized when consolidated samples (such as limestone or 
dolomite) are to be sampled. 

7.1.1. The core barrel is a cylinder approximately three feet long and two inches in 
diameter. 

7.1.2. The barrel has a removable head ring with small embedded diamonds which 
allow the device to cut through rock or consolidated soil as the drilling rods are rotated. 

7.2. Retrieve the sample core by unscrewing the head ring and sliding the sample into a 
precleaned container. 

7.3. Use a decontaminated utensil to remove any portion of the sample that has been 
disturbed. 

7.4. Remove the sample from the sampler (corer) with a precleaned tool. 

7.5. Transfer the sample to the appropriate sample container. 

7.6. Clean the outside of the sample container to remove excess soil. 

7.7. Label the sample container, place on wet ice to preserve to 4°C and complete the 
field notes. 
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1.0 PURPOSE 

This Standard Operating Procedure (SOP) describes the procedures to be used to collect surface, near- 
surface, and subsurface soil samples.  Additionally, it describes the methods for sampling of test pits and 
trenches to determine subsurface soil and rock conditions and for recovery of small-volume or bulk 
samples from pits. 
 
2.0 SCOPE 

This document applies to the collection of surface, near-surface, and subsurface soil samples exposed 
through hand digging, hand augering, drilling, or machine excavating at hazardous substance sites for 
laboratory testing, onsite visual examination, and onsite testing. 
 
3.0 GLOSSARY 

Composite Sample - A composite sample is a combination of more than one grab sample from various 
locations and/or depths and times that is homogenized and treated as one sample.  This type of sample 
is usually collected when determination of an average waste concentration for a specific area is required.  
Composite samples shall not be collected for volatile organics analysis. 
 
Confined Space - As stipulated in 29 Code of Federal Regulations (CFR) 1910.146, a confined space 
means a space that: (1) is large enough and so configured that an employee can bodily enter and 
perform assigned work; (2) has limited or restricted means for entry or exit (e.g., tanks, vessels, silos, 
storage bins, hoppers, vaults, pits, and excavations); and (3) is not designed for continuous employee 
occupancy.  TtNUS considers all confined space as permit-required confined spaces. 
 
Grab Sample - One sample collected at one location and at one specific time. 
 
Hand Auger - A sampling device used to extract soil from the ground.  
 
Representativeness – A qualitative description of the degree to which an individual sample accurately 
reflects population characteristics or parameter variations at a sampling point.  It is therefore an important 
characteristic not only of assessment and quantification of environmental threats posed by the site, but 
also for providing information for engineering design and construction.  Proper sample location selection 
and proper sample collection methods are important to ensure that a truly representative sample has 
been collected.   
 
Sample for Non-Volatile Analyses - Includes all chemical parameters other than volatile organics (e.g., 
semivolatiles, pesticides/PCBs, metals, etc.) and those engineering parameters that do not require 
undisturbed soil for their analysis. 
 
Split-Barrel Sampler - A steel tube, split in half lengthwise, with the halves held together by threaded 
collars at either end of the tube.  Also called a split-spoon sampler, this device can be driven into resistant 
materials using a drive weight mounted in the drilling string.  A standard split-barrel sampler is typically 
available in two common lengths, providing either 20-inch or 26-inch longitudinal clearance for obtaining 
18-inch or 24-inch-long samples, respectively.  These split-barrel samplers commonly range in size from 
2 to 3.5 inches OD.  The larger sizes are commonly used when a larger volume of sample material is 
required (see Attachment B). 
 
Test Pit and Trench - Open, shallow excavations, typically rectangular (if a test pit) or longitudinal (if a 
trench), excavated to determine shallow subsurface conditions for engineering, geological, and soil 
chemistry exploration and/or sampling purposes.  These pits are excavated manually or by machine (e.g., 
backhoe, clamshell, trencher, excavator, or bulldozer). 
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Thin-Walled Tube Sampler - A thin-walled metal tube (also called a Shelby tube) used to recover 
relatively undisturbed soil samples.  These tubes are available in various sizes, ranging from 2 to 5 
inches outside diameter (OD) and from 18 to 54 inches in length. 
 
4.0 RESPONSIBILITIES AND PERSONNEL QUALIFICATIONS 

Project Manager - The Project Manager is responsible for determining the sampling objectives, selecting 
proposed sampling locations, and selecting field procedures used in the collection of soil samples.  
Additionally, in consultation with other project personnel (geologist, hydrogeologist, etc.), the Project 
Manager establishes the need for test pits or trenches and determines their approximate locations and 
dimensions. 
 
Site Safety Officer (SSO) - The SSO (or a qualified designee) is responsible for providing the technical 
support necessary to implement the project Health and Safety Plan.  This will include (but not be limited 
to) performing air quality monitoring during sampling, boring, and excavation activities and to ensure that 
workers and offsite (downwind) individuals are not exposed to hazardous levels of airborne contaminants. 
The SSO/designee may also be required to advise the FOL on other safety-related matters regarding 
boring, excavation, and sampling, such as mitigative measures to address potential hazards from 
unstable trench walls, puncturing of drums or other hazardous objects, etc.   
 
Field Operations Leader (FOL) - This individual is primarily responsible for the execution of the planning 
document containing the Sampling and Analysis Plan (SAP).  This is accomplished through management 
of a field sampling team for the proper acquisition of samples.  He or she is responsible for the 
supervision of onsite analyses; ensuring proper instrument calibration, care, and maintenance; sample 
collection and handling; the completion and accuracy of all field documentation; and making sure that 
custody of all samples obtained is maintained according to proper procedures.  When appropriate and as 
directed by the FOL, such responsibilities may be performed by other qualified personnel (e.g., field 
technicians) where credentials and time permit.   The FOL is responsible for finalizing the locations for 
collection of surface, near-surface, and subsurface (hand and machine borings, test pits/trenches) soil 
samples.  He/she is ultimately responsible for the sampling and backfilling of boreholes, test pits, and 
trenches and for adherence to Occupational Safety and Health Administration (OSHA) regulations during 
these operations through self acquisition or through the management of a field team of samplers. 
 
Project Geologist/Sampler - The project geologist/sampler is responsible for the proper acquisition of 
samples in accordance with this SOP and/or other project-specific documents. In addition, this individual 
is responsible for the completion of all required paperwork (e.g., sample log sheets, field notebook, boring 
logs, test pit logs, container labels, custody seals, and chain-of-custody forms) associated with the 
collection of those samples.   
 
Competent Person - A Competent Person, as defined in 29 CFR 1929.650 of Subpart P - Excavations, 
means one who is capable of identifying existing and predictable hazards in the surroundings, or working 
conditions that are unsanitary, hazardous, or dangerous to employees, and who has authorization to take 
prompt corrective measures to eliminate them. 
 
General personnel qualifications for groundwater sample collection and onsite water quality testing 
include the following: 
 
• Occupational Safety and Health Administration (OSHA) 40-hour and applicable refresher training. 
 
• Capability of performing field work under the expected physical and environmental (i.e., weather) 

conditions. 
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• Familiarity with appropriate procedures for sample documentation, handling, packaging, and 
shipping.  

 
5.0  HEALTH AND SAFETY 

Health and safety precautions are identified for individual sample collection procedures throughout this 
SOP.  In addition to those precautions, the following general hazards may be incurred during sampling 
activities: 
 
• Knee injuries from kneeling on hard or uneven surfaces 
 
• Slips, trips, and falls 
 
• Cuts and lacerations 
 
• Traffic hazards associated with sampling in parking areas, along roadways and highways. 
 
Methods of avoiding these hazards are provided below. 
 
Knee injuries – If kneeling is required during soil sampling, this could result in knee injuries from  
stones/foreign objects and general damage due to stress on the joints.  To minimize this hazard: 
 
• Clear any foreign objects from the work area. 
 
• Wear hard-sided knee pads.  
 
• Stretch ligaments, tendons and muscles before, during and after. Take breaks as frequently as 

necessary. 
 
• Report pre-existing conditions to the SSO if you feel this activity will aggravate an existing condition. 
 
Slips, Trips, and Falls – These hazards exist while traversing varying terrains carrying equipment to 
sample locations.  To minimize these hazards: 
 
• Pre-survey sampling locations. Eliminate, barricade, or otherwise mark physical hazards leading to 

the locations. 
 
• Carry small loads that do not restrict the field of vision. 
 
• Travel the safest and clearest route (not necessarily the shortest). 
 
Cuts and Lacerations - To prevent cuts and lacerations associated with soil sampling, the following 
provisions are required: 
 
• Always cut away from yourself and others when cutting tubing or rope.  This will prevent injury to 

yourself and others if the knife slips. 
 
• Do not place items to be cut in your hand or on your knee. 
 
• Change blades as necessary to maintain a sharp cutting edge.  Many accidents result from struggling 

with dull cutting attachments. 
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• Whenever practical, wear cut-resistant gloves (e.g., leather or heavy cotton work gloves) at least on 
the hand not using the knife. 

 
• Keep cutting surfaces clean and smooth.  
 
• Secure items to be cut – do not hold them against the opposing hand, a leg, or other body part. 
 
• When transporting glassware, keep it in a hard-sided container such as a cooler so that if there is a 

fall, you will be less likely to get cut by broken glass. 
 
• DO NOT throw broken sample jars or glass ampoules into garbage bags.  Place broken glass and 

glass ampoules in hard-sided containers such as a cardboard box or directly into a dumpster.  DO 
NOT reach into garbage bags to retrieve any item accidentally thrown away.  Empty the contents 
onto a flat surface to avoid punctures and lacerations from reaching where you cannot see.  

 
Vehicular and Foot Traffic Hazards – When sampling along the roadway or near traffic patterns, follow 
the following precautions: 
 
• Motorists may be distracted by onsite activities – ASSUME THEY DO NOT SEE YOU OR MEMBERS 

OF YOUR FIELD CREW. 
 
• DO NOT place obstructions (such as vehicles) along the sides of the road that may cause site 

personnel to move into the flow of traffic to avoid your activities or equipment or that will create a 
blind spot.  

 
• Provide a required free space of travel. Maintain at least 6 feet of space between you and moving 

traffic.  Where this is not possible, use flaggers and/or signs to warn oncoming traffic of activities near 
or within the travel lanes.   

 
• Face Traffic.  Whenever feasible, if you must move within the 6 feet of the required free space or into 

traffic, attempt to face moving traffic at all times.  Always leave yourself an escape route. 
 
• Wear high-visibility vests to increase visual recognition by motorists. 
 
• Do not rely on the vehicle operator’s visibility, judgment, or ability.  Make eye contact with the driver. 

Carefully and deliberately use hand signals so they will not startle or confuse motorists or be 
mistaken for a flagger’s direction before moving into traffic. 

 
• Your movements may startle a motorist and cause an accident, so move deliberately.  Do not make 

sudden movements that might confuse a motorist. 
 
6.0 PROCEDURES 

The following procedures address surface and subsurface sampling. 
 

CAUTION 
Each situation must be evaluated individually to determine the applicability and necessity 
for obtaining a utility clearance ticket/dig permit. Common sense dictates, prior to digging 

or boring with power equipment, no matter what the depth, or digging by hand in a 
manner that could damage unprotected underground utilities, that a dig permit is 

required.  See SOP HS-1.0, Utility Locating and Excavation Clearance, for additional 
clarification.  If you do not know or are unsure as to whether a ticket is necessary – Get 

the Ticket.  



 Number 
 SA-1.3 

Page 
 6 of 31 

Subject 
 
 SOIL SAMPLING Revision 

 9 
Effective Date 
 04/07/2008 

 

019611/P Tetra Tech NUS, Inc. 

 
6.1 Overview 

Soil sampling is an important adjunct to groundwater monitoring.  Sampling of the soil horizons above the 
groundwater table can detect contaminants before they migrate to the water table, and can establish the 
amount of contamination absorbed or adsorbed on aquifer solids that have the potential of contributing to 
groundwater contamination. 
 
Soil types can vary considerably on a hazardous waste site.  These variations, along with vegetation, can 
affect the rate of contaminant migration through the soil.  It is important, therefore, that a detailed record 
be maintained during sampling operations, particularly noting sampling locations, depths, and such 
characteristics as grain size, color, and odor.  Subsurface conditions are often stable on a daily basis and 
may demonstrate only slight seasonal variation especially with respect to temperature, available oxygen 
and light penetration.  Changes in any of these conditions can radically alter the rate of chemical 
reactions or the associated microbiological community, thus further altering specific site conditions.  
Certain vegetation species can create degradation products that can alter contaminant concentrations in 
soil.  This is why vegetation types and extent of degradation of this foliage must be recorded.  To prevent 
degradation, samples must be kept at their at-depth temperature or lower, protected from direct light, 
sealed tightly in approved glass containers, and be analyzed as soon as possible after collection.  In 
addition, to the extent possible, vegetation should be removed from the sample. 
 
The physical properties of the soil, its grain size, cohesiveness, associated moisture, and such factors as 
depth to bedrock and water table, will limit the depth from which samples can be collected and the 
method required to collect them.  It is the intent of this document to present the most commonly employed 
soil sampling methods used at hazardous waste sites. 
 
6.2 Soil Sample Collection 

6.2.1 Procedure for Preserving and Collecting Soil Samples for Volatile Organic Compound 
Analysis 

Samples collected using traditional methods such as collection in a jar with no preservation have been 
known to yield non-representative samples due to loss of volatile organic compounds (VOCs).  To 
prevent such losses, preservation of samples with methanol or sodium bisulfate may be used to minimize 
volatilization and biodegradation.  This preservation may be performed either in the field or laboratory, 
depending on the sampling methodology employed.  Because of the large number of sampling methods 
and associated equipment required, careful coordination between field and laboratory personnel is 
needed. 
 
Soil samples to be preserved by the laboratory are currently being collected using Method SW-846, 5035.  
For samples preserved in the field, laboratories are currently performing low-level analyses (sodium 
bisulfate preservation) and high- to medium-level analyses (methanol preservation) depending on the 
needs of the end user.   
 
The following procedures outline the necessary steps for collecting soil samples to be preserved at the 
laboratory, and for collecting soil samples to be preserved in the field with methanol or sodium bisulfate. 
 
6.2.1.1 Soil Samples to be Preserved at the Laboratory 

Soil samples collected for volatile organic analysis that are to be preserved at the laboratory shall be 
obtained using a hermetically sealed sample vial such as an EnCore™ sampler.  Each sample shall be 
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obtained using a reusable sampling handle (T-handle) that can be provided with the EnCore™ sampler 
when requested and purchased.  Collect the sample in the following manner for each EnCore™ sampler: 
 
1. Scene Safety - Evaluate the area where sampling will occur.  Ensure that the area is safe from 

physical, chemical, and natural hazards. Clear or barricade those hazards that have been identified. 
 
2. Wear the appropriate personal protective equipment (PPE).  This will include, at a minimum, safety 

glasses and nitrile surgeon’s gloves.  If you must kneel on the ground or place equipment on the 
surface being sampled, cover the ground surface with plastic to minimize surface contamination of 
your equipment and clothing. Wear knee pads to protect your knees from kneeling on hard or uneven 
surfaces. 

 
3. Load the Encore™ sampler into the T-handle with the plunger fully depressed. 
 
4. Expose the area to be sampled using a hand trowel or similar device to remove surface debris. 
 
5. Press the T-handle against the freshly exposed soil surface, forcing soil into the sampler.  The 

plunger will be forced upward as the cavity fills with soil. 
 
6. When the sampler is full, rotate the plunger and lock it into place.  If the plunger does not lock, the 

sampler is not full. This method ensures there is no headspace. Soft soil may require several plunges 
or forcing soil against a hard surface such as a sample trowel to ensure that headspace is eliminated.  

 
7. Use a paper towel to remove soil from the side of the sampler so a tight seal can be made between 

the sample cap and the rubber O-ring. 
 
8. With soil slightly piled above the rim of the sampler, force the cap on until the catches hook the side 

of the sampler.  
 
9. Remove any surface soil from the outside of the sampler and place in the foil bag provided with the 

sampler. Good work hygiene practices and diligent decontamination procedures prevents the spread 
of contamination even on the outside of the containers. 

 
10. Label the bag with appropriate information in accordance with SOP SA-6.3. 
 
11. Place the full sampler inside a lined cooler with ice and cool to 4˚C ± 2 ˚C.  Make sure any required 

trip blanks and temperature blanks are also in the cooler.   Secure custody of the cooler in 
accordance with SOP SA-6.3. 

 
12. Typically, collect three Encore™ samplers at each location.  Consult the SAP or laboratory to 

determine the required number of Encore™ samplers to be collected. 
 
13. The T-handle shall be decontaminated before moving to the next interval or location using a soap and 

water wash and rinse, and where applicable, the selected solvent as defined in the project planning 
documents. 

 
Using this type of sampling device eliminates the need for field preservation and the shipping restrictions 
associated with preservatives.   A complete set of instructions is included with each Encore™ sampler. 
 
After the Encore™samples are collected, they should be placed on ice immediately and delivered to the 
laboratory within 48 hours (following the chain-of-custody and documentation procedures outlined in 
SOP SA-6.1).  Samples must be preserved by the laboratory within 48 hours of sample collection. 
 



 Number 
 SA-1.3 

Page 
 8 of 31 

Subject 
 
 SOIL SAMPLING Revision 

 9 
Effective Date 
 04/07/2008 

 

019611/P Tetra Tech NUS, Inc. 

6.2.1.2 Soil Samples to be Preserved in the Field 

Soil samples preserved in the field may be prepared for analyses using both the low-level (sodium 
bisulfate preservation) and high- to medium-level (methanol preservation) methods. 
 

Safety Reminder 
When using chemicals in the field to preserve samples, the FOL and/or SSO must 
ensure that Materials Safety Data Sheets (MSDSs) have been provided with the 

chemicals to be used.  They also must ensure that these chemicals have been added to 
the Chemical Inventory List contained within Section 5.0, Hazard Communication, of your 

Health and Safety Guidance Manual (HSGM).  Lastly, but most importantly, the FOL 
and/or SSO must review the hazards with personnel using these chemicals and ensure 

that provisions are available for recommended PPE and emergency measures (e.g., 
eyewash, etc.). 

 
Methanol Preservation (High to Medium Level): 

Bottles may be pre-spiked with methanol in the laboratory or prepared in the field.  Soil samples to be 
preserved in the field with methanol shall utilize 40 to 60 mL glass vials with septum-lined lids.  Each 
sample bottle shall be filled with 25 mL of demonstrated analyte-free purge-and-trap grade methanol.  
The preferred method for adding methanol to the sample bottle is by removing the lid and using a pipette 
or scaled syringe to add the methanol directly to the bottle. 
 

CAUTION 
NEVER attempt to pipette by mouth 

 
In situations where personnel are required to spike the septum using a hypodermic 
needle, the following provisions for handling sharps must be in place: 
 

-  Training of personnel regarding methods for handling of sharps 
-  Hard-sided containers for the disposal of sharps 
-  Provisions for treatment in cases where persons have received a puncture wound 

 
Soil shall be collected with the use of a decontaminated (or disposable), small-diameter coring device 
such as a disposable tube/plunger-type syringe with the tip cut off.  The outside diameter of the coring 
device must be smaller than the inside diameter of the sample bottle neck.   
 
A small electronic balance or manual scale will be necessary for measuring the volume of soil to be 
added to the methanol-preserved sample bottle.  Calibration of the scale shall be performed prior to use 
and intermittently throughout the day according to the manufacturer’s requirements. 
 
The sample should be collected as follows: 
 
1. Weigh the unused syringe and plunger to the nearest 0.01 gram. 
 
2. Pull the plunger back and insert the syringe into the soil to be sampled. 
 
3. Collect 8 to 12 grams of soil by pushing the syringe barrel into the soil. 
 
4. Weigh the sample and adjust until obtaining the required amount of sample. 
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5. Record the sample weight to the nearest 0.01 gram in the field logbook and/or on the sample log 
sheet. 

 
6. Extrude the weighed soil sample into the methanol-preserved sample bottle taking care not to contact 

the sample container with the syringe. 
 
7. If dirty, wipe soil particles from the threads of the bottle and cap.  Cap the bottle tightly. 
 
8. After capping the bottle, swirl the sample (do not shake) in the methanol and break up the soil such 

that all of the soil is covered with methanol. 
 
9. Place the sample on ice immediately and prepare for shipment to the laboratory as described in SOP 

SA-6.1. 
 
Sodium Bisulfate Preservation (Low Level): 

CAUTION 
Care should be taken when adding the soil to the sodium bisulfate solution.  A chemical 

reaction of soil containing carbonates (limestone) may cause the sample to effervesce or 
the vial to possibly explode. To avoid this hazard or hazards of this type, a small sample 
aliquot should be subjected to the sample preservative. If it effervesces in an open air 

environment, utilize an alternative method such as Encore™ or 2-ounce jar. 

 
Bottles may be prepared in the laboratory or in the field with sodium bisulfate solution.  Samples to be 
preserved in the field using the sodium bisulfate method are to be prepared and collected as follows: 
 
1. Add 1 gram of sodium bisulfate to 5 mL of laboratory-grade deionized water in a 40 to 60 mL glass 

vial with septum-lined lid.   
 
2. Collect the soil sample and record the sample weight to the nearest 0.01 gram in the field logbook or 

on the sample log sheet as described for methanol preservation 
 
3. Add the weighed sample to the sample vial. 
 
4. Collect duplicate samples using the methanol preservation method on a one-for-one sample basis 

because it is necessary for the laboratory to perform both low-level and medium-level analyses. 
 
5. Place the samples on ice immediately and prepare for shipment to the laboratory as described in 

SOP SA-6.1. 
 

NOTE 
If lower detection limits are necessary, an option to field preserving with sodium bisulfate 
may be to collect EnCore™ samplers at a given sample location.  Consult the planning 
documents to determine whether this is required.  If it is, collect samples in accordance 

with the Encore™ sampling procedure above and then send all samplers to the 
laboratory to perform the required preservation and analyses.    

 
6.2.2 Procedure for Collecting Soil Samples for Non-Volatile Analyses 

Samples collected for non-volatile analyses may be collected as either grab or composite samples as 
follows: 
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1. With a stainless steel trowel or other approved tool, transfer a portion of soil to be sampled to a 

stainless steel bowl or disposable inert plastic tray. 
 
2. Remove roots, vegetation, sticks, and stones larger than the size of a green pea. 
 
3. Thoroughly mix the soil in the bowl or tray to obtain as uniform a texture and color as practicable.  

The soil type, moisture content, amount of vegetation, and other factors may affect the amount of 
time required to obtain a properly mixed sample.  In some cases, it may be impossible to obtain a 
uniform sample appearance.  Use the field logbook to describe any significant difficulties encountered 
in obtaining a uniform mixture. 

 
4. Transfer the mixed soil to the appropriate sample containers and close the containers. 
 
5. Label the sample containers in accordance with SOP SA-6.3. 
 
6. Place the containers in a cooler of ice as soon after collection as possible. 
 
7. Prepare the sample shipment and ship the samples in accordance with SOP SA-6.1. 
 

NOTE 
Cooling may not be required for some samples depending on the scheduled analyses.  

Consult the planning documents if in doubt regarding correct sample preservation 
conditions. When in doubt – Cool to 4˚C. 

 

NOTE 
Head space is permitted in soil sample containers for non-volatile analyses to allow for 

sample expansion. 

 
6.2.3 Procedure for Collecting Undisturbed Soil Samples  

NOTE 
Use of thin-walled undisturbed tube samplers is restricted by the consistency of the soil 

to be sampled.  Often, very loose and/or wet samples cannot be retrieved by the 
samplers, and soil with a consistency in excess of very stiff cannot be penetrated by the 

sampler.  Devices such as Dennison or Pitcher core samplers can be used to obtain 
undisturbed samples of stiff soil.  Using these devices normally increases sampling 
costs, and therefore their use should be weighed against the need for acquiring an 

undisturbed sample.  These devices are not discussed in this SOP because they are not 
commonly used. 

 
When it is necessary to acquire undisturbed samples of soil for purposes of engineering parameter 
analysis (e.g., permeability), a thin-walled, seamless tube sampler (Shelby tube) shall be employed using 
the following collection procedure: 

 
1. In preparation for sampling utilizing a drill rig, field personnel must complete the following activities: 
 

• Ensure that all subsurface drilling activities are preceded by a utility clearance for the area to be 
investigated.  This includes activities described in SOP HS-1.0, Utility Location and Excavation 
Clearance, as well as any location-specific procedures that may apply.   
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REMEMBER 
If you are digging near a marked utility (within the diameter of an underground utility that 

has been marked plus 18 inches), you must first locate the utility through vacuum 
extraction or hand digging to ensure that your activities will not damage the utility. 

 
• Complete an Equipment Inspection Checklist for the drill rig or direct-push technology (DPT) rig. 

This checklist will be provided in the HASP. 
 
• Review the Safe Work Permit prior to conducting the activity. 

 
• Review the activity to be conducted. 
 

2. Remove all surface debris (e.g., vegetation, roots, twigs, etc.) from the specific sampling location and 
drill and/or clean out the borehole to the desired sampling depth.  Be careful to minimize potential 
disturbance of the material to be sampled.  In saturated material, withdraw the drill bit slowly to 
prevent loosening of the soil around the borehole and to maintain the water level in the hole at or 
above groundwater level. 

 

CAUTION 
The use of bottom-discharge bits or jetting through an open-tube sampler to clean out the 

borehole shall not be allowed.  Only the use of side-discharge bits is permitted. 

 
3. Determine whether a stationary piston-type sampler is required to limit sample disturbance and aid in 

retaining the sample.  Either the hydraulically operated or control rod activated-type of stationary 
piston sampler may be used.  

 
4. Prior to inserting the tube sampler into the borehole, check to ensure that the sampler head contains 

a check valve.  The check valve is necessary to keep water in the rods from pushing the sample out 
the tube sampler during sample withdrawal. In addition, the check valve maintains a positive suction 
within the tube to help retain the sample. 

 
5. A stainless steel tube sampler is typically used to minimize chemical reaction between the sample 

and the sampling tube. 
 
6. With the sampling tube resting on the bottom of the hole and the water level in the boring at 

groundwater level or above, push the tube into the soil with a continuous and rapid motion, without 
impacting or twisting. If the soil is too hard to penetrate by pushing alone, careful hammering may be 
used by minimizing drop distance (tapping) of the hammer. Before pulling the tube, turn it at least one 
revolution to shear the sample off at the bottom.  In no case shall the tube be pushed farther than the 
length provided for the soil sample.  Allow about 3 inches in the tube for cuttings and sludge. 

 
7. Upon removal of the sampling tube from the hole, measure the length of sample in the tube and also 

the length penetrated. 
 
8. Remove disturbed material in the upper end of the tube and measure the length of sample again. 
 
9. After removing at least 1 inch of soil from the lower end, place enough packing material (clean inert 

material such as paper or cloth) tightly in each end of the Shelby tube and then pour melted wax into 
each end to make at least a ½-inch wax plug and then add more packing material to fill the voids at 
both ends. 
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10. Place plastic caps on the ends, tape the caps in place, and dip the ends in wax to prevent loss of soil. 
 
11. Affix label(s) to the tube as required and record sample number, depth, penetration, and recovery 

length on the label. 
 
12. Mark the "up" direction on the side and upper end of the tube with indelible ink. 
 
13. Complete a chain-of-custody form (see SOP SA-6.3) and other required forms (including Attachment 

A of this SOP).  
 
14. Ship samples protected with suitable resilient packing material to reduce shock, vibration, and 

disturbance. 
 
 

CAUTION 
To preserve sample integrity do not allow tubes to freeze, and store the samples 

vertically with the same orientation they had in the ground, (i.e., top of sample is up) in a 
cool place out of the sun at all times. 

 

CAUTION 
A primary concern in the preparation of the wax plugs is the potential for the heat source 

and melted wax to cause a fire and/or burns.   Follow the directions below to prevent 
injury or fire. 

 
Electrical Heating 
 
Using hot plates to melt the wax is acceptable. In an outdoor setting, make sure a 
Ground Fault Circuit Interrupter (GFCI) is employed within the electrical circuit.  If a 
portable generator is used, ensure that the generator is an adequate distance from the 
sampling operation (at least 50 feet). Ensure that the extension cord is rated for the 
intended load and for outdoor use and is free from recognizable damage. Ensure 
flammable preservatives are not employed or stored near the hot plate.  Although a Hot 
Work Permit is not required, scene safety evaluation by site personnel of the above 
elements is.  As always, if a fire potential exists, the provisions for extinguishing must be 
immediately accessible as well as any provisions for first aid measures. 
 
Open Flame 
 
If an open flame is used, the following provisions are necessary: 
 
-   Complete a Hot Work Permit and any local permit required for elevated temperature         

applications. The Hot Work Permit, provided in your HASP, will aid the FOL and/or the 
SSO in ensuring that fire protection provisions (extinguishers, fire watches, etc.) are in 
place as well as ensuring that local requirements have been addressed.  

 
- Ensure that water is available to address any wax splashes or contact.  If possible, 

immerse the contacted area.  Where this is not possible, run water over the area and 
apply cold compresses.  The need for medical attention or first aid shall be 
determined on site under the direction of the SSO.  
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6.3 Surface Soil Sampling 

The simplest, most direct method of collecting surface soil samples for subsequent analysis is by use of a 
stainless steel shovel, hand auger, soil corer, or stainless steel or disposable plastic trowel.  
 

NOTE 
Multiple depth intervals are used to describe surface soil.  Sometimes surface soil is 
defined as soil from 0 to 2 inches below ground surface (bgs), and sometimes it is 

defined as soil from other depths such as 0 to 2 feet bgs.   Ensure that the definition of 
surface soil depth is clear before collecting surface soil samples.   

 
For the purposes of instruction, the terms “surface soil” and “near-surface soil” are used 
in this SOP as follows: 
 
- Surface soil - 0 to 6 inches bgs 
- Near-surface soil - 6 to 18 inches bgs 
 
If these intervals are defined differently in the planning documents, substitute the 
appropriate depth ranges. 

 
In general, the following equipment is necessary for obtaining surface soil samples: 
 
• Stainless steel or pre-cleaned disposable trowel. 
 
• Stainless steel hand auger, soil corer, or shovel. 
 
• Real-time air monitoring instrument (e.g., PID, FID) as directed in project planning document.  
 
• Required PPE. 
 

- Nitrile surgeon’s or latex gloves may be used, layered as necessary.  
 
- Safety glasses 

 
- Other – Items identified on the Safe Work Permit may be required based on location-specific 

requirements such as hearing protection, steel-toed work boots, and a hard hat when working 
near a drill rig.  These provisions will be listed in the HASP or directed by the FOL and/or SSO. 

 

Safety Reminder 
The use of latex products may elicit an allergic reaction in some people.  Should this 

occur, remove the latex gloves, treat for an allergic reaction, and seek medical attention 
as necessary. 

 
• Required paperwork (see SOP SA-6.3 and Attachment A of this SOP) 
 
• Required decontamination equipment 
 
• Required sample container(s) 
 
• Wooden stakes or pin flags 
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• Sealable polyethylene bags (e.g., Ziploc® baggies) 
 
• Heavy duty cooler 
 
• Ice 
 
• Chain-of-custody records and custody seals 
 
When acquiring surface soil samples, use the following procedure: 
 
1. Place padding or use knee pads when kneeling near the sample location.  If necessary, place plastic 

sheeting to provide a clean surface for sample equipment to avoid possible cross- contamination. 
 
2. Carefully remove vegetation, roots, twigs, litter, etc. to expose an adequate soil surface area to 

accommodate sample volume requirements. 
 
3. Using a precleaned syringe or EnCoreTM samplers, follow the procedure in Section 6.2.1 for collecting 

surface soil samples for volatile analysis.  Surface soil samples for volatile organic analysis should be 
collected deeper than 6 inches bgs because shallower material has usually lost most of the volatiles 
through evaporation.  Ensure that the appropriate surface soil depth is being analyzed in accordance 
with the planning document. 

 
4. Using decontaminated sampling tools, thoroughly mix in place a sufficient amount of soil to fill the 

remaining sample containers.  See Section 6.5 of this procedure for hand auger instruction, as 
needed. 

 
5. Transfer the sample into those containers utilizing a stainless steel trowel. 
 
6. Cap and securely tighten all sample containers.   
 
7. Affix a sample label to each container.  Be sure to fill out each label carefully and clearly, addressing 

all the categories described in SOP SA-6.3. 
 
8. Proceed with the handling and processing of each sample container as described in SOP SA-6.2. 
 
9. Site restoration – Whenever removing sample materials, always restore the surface.  It is our intent to 

leave the area better than we found it.  Do NOT create trip hazards in areas when pedestrian traffic 
may exist. 

 
6.4 Near-Surface Soil Sampling 

Collection of samples from near the surface (depth of 6 to 18 inches) can be accomplished with tools 
such as shovels, hand auger, soil corers, and stainless steel or pre-cleaned disposable trowels and the 
equipment listed under Section 6.5 of this procedure.    
 
To obtain near-surface soil samples, the following protocol shall be used: 
 
1. With a clean shovel, make a series of vertical cuts in the soil to the depth required to form a square 

approximately 1 foot by 1 foot. 
 
2. Lever out the formed plug and scrape the bottom of the freshly dug hole with a decontaminated 

stainless steel or pre-cleaned disposable trowel to remove any loose soil. 
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3. Follow steps 1 through 9 of Section 6.3. 
 
6.5 Subsurface Soil Sampling With a Hand Auger 

A hand augering system generally consists of a variety of stainless steel bucket bits (approximately 6.5 
inches long and 2, 2.75, 3.25, and 4 inches in diameter), series of extension rods (available in 2-, 3-, 4- 
and 5-inch lengths), and a T-handle connected to extension rods and to the auger bucket.  A larger- 
diameter bucket bit is commonly used to bore a hole to the desired sampling depth and then it is 
withdrawn.  The larger-diameter bit is then replaced with a smaller-diameter bit, lowered down the hole, 
and slowly turned into the soil to the completion depth (approximately 6 inches).  The apparatus is then 
withdrawn and the soil sample collected. 
 
The hand auger can be used in a wide variety of soil conditions.  It can be used to sample soil either from 
the surface, or to depths in excess of 12 feet.  However, the presence of subsurface rocks and landfill 
material and collapse of the borehole normally limit sampling depth. 
 
To accomplish soil sampling using a hand augering system, the following equipment is required: 
 
• Complete hand auger assembly (variety of bucket bit sizes) 
 
• Stainless steel mixing bowls 
 
• The equipment listed in Section 6.3  
 
• Miscellaneous hand tools as required to assemble and disassemble the hand auger units 
 

CAUTION 
Potential hazards associated with hand augering include: 
 
- Muscle strain and sprain due to over twisting and/or over compromising yourself. 
 
- Equipment failure due to excessive stress on the T-handle or rods through twisting.  

Failure of any of these components will result in a sudden release and potential injury 
due to that failure. 

 
As in all situations, any intrusive activities that could damage underground utilities shall 
be proceeded by a Dig/Excavation permit/ticket.  Call the Utility Locating service in the 
area or your Project Health and Safety Officer for more information.  When in doubt – Get 
the Ticket! 

 
To obtain soil samples using a hand auger, use the following procedure: 
 
1. Wearing designated PPE, attach a properly decontaminated bucket bit to a clean extension rod and 

attach the T-handle to the extension rod. 
 
2. Clear the area to be sampled of any surface debris (vegetation, twigs, rocks, litter, etc.).  
 
3. Twist the bucket into the ground while pushing vertically downward on the auger. The cutting shoes 

fill the bucket as it is advanced into the ground. 
 
4. As the auger bucket fills with soil, periodically remove any unneeded soil. 
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5. Add rod extensions as necessary to extend the reach of the auger.  Also, note (in a field notebook, 
boring log, and/or on a standardized data sheet) any changes in the color, texture or odor of the soil 
as a function of depth.  The project-specific planning document (SAP, HASP, etc.) describe 
requirements for scanning the soil with a real-time air monitoring instrument (e.g., PID, FID, etc.) and 
recording the measurements.  

 
6. After reaching the desired depth (e.g., the top of the interval to be sampled), slowly and carefully 

withdraw the apparatus from the borehole to prevent or minimize movement of soil from shallower 
intervals to the bottom of the hole. 

 
7. Remove the soiled bucket bit from the rod extension and replace it with another properly 

decontaminated bucket bit.  The bucket bit used for sampling is to be smaller in diameter than the 
bucket bit employed to initiate the borehole. 

 
8. Carefully lower the apparatus down the borehole.  Care must be taken to avoid scraping the borehole 

sides. 
 
9. Slowly turn the apparatus until the bucket bit is advanced approximately 6 inches. 
 
10. Discard the top of the core (approximately 1 inch), which represents any loose material collected by 

the bucket bit before penetrating the sample material.  
 
11. Using a precleaned syringe or EnCoreTM samplers, follow the procedure in Section 6.2.1 for collecting 

a soil sample for volatile compound analysis directly from the bucket bit.   
12. Utilizing a properly decontaminated stainless steel trowel or dedicated disposable trowel, remove the 

remaining sample material from the bucket bit and place into a properly decontaminated stainless 
steel mixing bowl. 

 
13. Homogenize the sample material as thoroughly as practicable then fill the remaining sample 

containers.  Refer to Section 6.2.2. 
 
14. Follow steps 4 through 7 listed in Section 6.3. 
 
6.5.1 Sampling Using Stainless Steel Soil Corers 
 
A soil corer is a stainless steel tube equipped with a cutting shoe and sample window in the side. The soil 
corer is advanced into the soil by applying downward pressure (body weight). The soil is unloaded by 
then forcing a ram towards the cutting shoe, which results in the discharge of the soil core through a 
window in the sleeve. 
 
Use, application, and sample protocol is the same as for hand augering provided above, but without 
necessarily rotating the corer while advancing it. 
 

SAFETY REMINDER 
Hand augering and soil corer sampling can be physically demanding based on the type 
of geology and subsurface encumbrances encountered.  Soil coring has some added 
hazards such the corer collapsing under your weight.  To reduce the potential for muscle 
strain and damage, the following measures will be incorporated: 
 
- Stretch and limber your muscles before heavy exertion.  This hazard becomes more 

predominant in the early morning hours (prior to muscles becoming limber) and later 
in the day (as a result of fatigue). 
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- Job rotation – Share the duties so that repetitive actions do not result in fatigue and 
injury. 

 
- Increase break frequencies as needed, especially as ambient conditions of heat 

and/or cold stress may dictate. 
 
- Do not force the hand tools or use cheater pipes or similar devices to bypass an 

obstruction.  Move to another location near the sampling point.  Exerting additional 
forces on the sampling devices can result in damage and/or failure that could 
potentially injure someone in the immediate vicinity.  

 
- Do not over compromise yourself when applying force to the soil corer or hand 

auger. If there is a sudden release, it could result in a fall or muscle injury due to 
strain. 

 
6.6 Subsurface Soil Sampling with a Split-Barrel Sampler  

A split-barrel (split-spoon) sampler consists of a heavy carbon steel or stainless steel sampling tube that 
can be split into two equal halves to reveal the soil sample (see Attachment B).  A drive head is attached 
to the upper end of the tube and serves as a point of attachment for the drill rod.  A removable tapered 
nosepiece/drive shoe attaches to the lower end of the tube and facilitates cutting.  A basket-like sample 
retainer can be fitted to the lower end of the split tube to hold loose, dry soil samples in the tube when the 
sampler is removed from the drill hole.  This split-barrel sampler is made to be attached to a drill rod and 
forced into the ground by means of a 140-pound or larger casing driver. 
 

Safety Reminder 
It is intended through the Equipment Inspection for Drill Rigs form provided in the HASP 
that the hammer and hemp rope, where applicable, associated with this activity will be 
inspected (no physical damage is obvious), properly attached to the hammer (suitable 

knots or sufficient mechanical devices), and is in overall good condition. 

 
Split-barrel samplers are used to collect soil samples from a wide variety of soil types and from depths 
greater than those attainable with other soil sampling equipment.  
 
The following equipment is used for obtaining split-barrel samples: 
 
• Drilling equipment (provided by subcontractor). 
 
• Split-barrel samplers (2-inch OD, 1-3/8-inch ID, either 20 inches or 26 inches long);  Larger OD 

samplers are available if a larger volume of sample is needed. 
 
• Drive weight assembly, 140-pound weight, driving head, and guide permitting free fall of 30 inches. 
 
• Stainless steel mixing bowls. 
 
• Equipment listed in Section 6.3.  
 
The following steps shall be followed to obtain split-barrel samples (Steps 1 through 4 are typically 
performed by the drilling subcontractor): 
 
1. Attach the split-barrel sampler to the sampling rods. 
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2. Lower the sampler into the borehole inside the hollow stem auger bits.   
 
3. Advance the split-barrel sampler by hammering the length (typically 18 or 24 inches) of the split-

barrel sampler into the soil using 140-pound or larger hammer.   
 
4. When the desired depth is achieved, extract the drill rods and sampler from the augers and/or 

borehole. 
 
5. Detach the sampler from the drill rods. 
 
6. Place the sampler securely in a vise so it can be opened using pipe wrenches. 
 

CAUTION 
Pipe wrenches are used to separate the split spoon into several components. The 

driller’s helper should not apply excessive force through the use of cheater pipes or push 
or pull in the direction where, if the wrench slips, hands or fingers will be trapped against 

an immovable object. 

 
7. Remove the drive head and nosepiece with the wrenches, and open the sampler to reveal the soil 

sample. 
 
8. Immediately scan the sample core with a real-time air monitoring instrument (e.g., FID, PID, etc.) (as 

project-specific planning documents dictate).  Carefully separate (or cut) the soil core, with a 
decontaminated stainless steel knife or trowel, at about 6-inch intervals while scanning the center of 
the core for elevated readings.  Also scan stained soil, soil lenses, and anomalies (if present), and 
record readings. 

 
9. If elevated vapor readings were observed, collect the sample scheduled for volatile analysis from the 

center of the core where elevated readings occurred.  If no elevated readings where encountered, the 
sample material should be collected from the core's center (this area represents the least disturbed 
area with minimal atmospheric contact) (refer to Section 6.2.1). 

 
10. Using the same trowel, remove remaining sample material from the split-barrel sampler (except for 

the small portion of disturbed soil usually found at the top of the core sample) and place the soil into a 
decontaminated stainless steel mixing bowl. 

 
11. Homogenize the sample material as thoroughly as practicable then fill the remaining sample 

containers (refer to Section 6.2.2). 
 
12. Follow steps 4 through 7 in Section 6.3. 
 
6.7 Subsurface Soil Sampling Using Direct-Push Technology 

Subsurface soil samples can be collected to depths of 40+ feet using DPT.  DPT equipment, 
responsibilities, and procedures are described in SOP SA-2.5. 
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6.8 Excavation and Sampling of Test Pits and Trenches 

6.8.1 Applicability 

This subsection presents routine test pit or trench excavation techniques and specialized techniques that 
are applicable under certain conditions. 
 

CAUTION 
During the excavation of trenches or pits at hazardous waste sites, several health and 

safety concerns arise from the method of excavation.  No personnel shall enter any test 
pit or excavation over 4 feet deep except as a last resort, and then only under direct 
supervision of a Competent Person (as defined in 29 CFR 1929.650 of Subpart P - 

Excavations).  Whenever possible, all required chemical and lithological samples should 
be collected using the excavator bucket or other remote sampling apparatus.  If entrance 
is required, all test pits or excavations must be stabilized by bracing the pit sides using 
specifically designed wooden, steel, or aluminum support structures or through sloping 
and benching.  Personnel entering the excavation may be exposed to toxic or explosive 

gases and oxygen-deficient environments; therefore, monitoring will be conducted by the 
Competent Person to determine if it is safe to enter.  Any entry into a trench greater than 

4 feet deep will constitute a Confined Space Entry and must be conducted in 
conformance with OSHA standard 29 CFR 1910.146.  In all cases involving entry, 
substantial air monitoring, before entry, appropriate respiratory gear and protective 

clothing determination, and rescue provisions are mandatory.  There must be at least 
three people present at the immediate site before entry by one of the field team 

members.  This minimum number of people will increase based on the potential hazards 
or complexity of the work to be performed. The reader shall refer to OSHA regulations 
29 CFR 1926.650, 29 CFR 1910.120, 29 CFR 1910.134, and 29 CFR 1910.146.  High-
hazard entries such as this will be supported by members of the Health Sciences Group 

professionally trained in these activities. 

 
Excavations are generally not practical where a depth of more than about 15 to 20-feet is desired, and 
they are usually limited to a few feet below the water table.  In some cases, a pumping system may be 
required to control water levels within the pit, providing that pumped water can be adequately stored or 
disposed.  If soil data at depths greater than 15-feet are required, the data are usually obtained through 
test borings instead of test pits.   
 
In addition, hazardous wastes may be brought to the surface by excavation equipment.  This material, 
whether removed from the site or returned to the subsurface, must be properly handled according to any 
and all applicable federal, state, and local regulations. 
 
6.8.2 Test Pit and Trench Excavation 

Test pits or trench excavations are constructed with the intent that they will provide an open view of 
subsurface lithology and/or disposal conditions that a boring will not provide. These procedures describe 
the methods for excavating and logging test pits and trenches installed to determine subsurface soil and 
rock conditions.  Test pit operations shall be logged and documented (see Attachment C). 
 
Test pits and trenches may be excavated by hand or power equipment to permit detailed descriptions of 
the nature and contamination of the in-situ materials.  The size of the excavation will depend primarily on 
the following: 
 
• The purpose and extent of the exploration 
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• The space required for efficient excavation 
 
• The chemicals of concern 
 
• The economics and efficiency of available equipment 
 
Test pits normally have a cross section that is 4 to 10 feet square; test trenches are usually 3 to 6 feet 
wide and may be extended for any length required to reveal conditions along a specific line.  The 
following table provides guidelines for design consideration based on equipment efficiencies. 
 

Equipment Typical Widths, in Feet 
Trenching machine 0.25 to 1.0 
Backhoe/Track Hoe 2 to 6 

 
The lateral limits of excavation of trenches and the position of test pits shall be carefully marked on area 
base maps.  If precise positioning is required to indicate the location of highly hazardous materials, 
nearby utilities, or dangerous conditions, the limits of the excavation shall be surveyed.  Also, if precise 
determination of the depth of buried materials is needed for design or environmental assessment 
purposes, the elevation of the ground surface at the test pit or trench location shall also be determined by 
survey.  If the test pit/trench will not be surveyed immediately, it shall be backfilled and its position 
identified with stakes placed in the ground at the margin of the excavation for later surveying.   
 
The construction of test pits and trenches shall be planned and designed in advance as much as 
possible.  However, the following field conditions may necessitate revisions to the initial plans: 
 
• Subsurface utilities 
 
• Surface and subsurface encumbrances 
 
• Vehicle and pedestrian traffic patterns 
 
• Purpose for excavation (e.g., the excavation of potential ordnance items) 
 
The final depth and construction method shall be collectively determined by the FOL and designated 
Competent Person.  The actual layout of each test pit, temporary staging area, and spoils pile may further 
be predicated based on site conditions and wind direction at the time the test pit is excavated.  Prior to 
excavation, the area may be surveyed by magnetometer or metal detector or other passive methods 
specified in SOP HS1.0, Utility Location and Excavation Clearance, to identify the presence of 
underground utilities or drums. Where possible, the excavator should be positioned upwind and 
preferably within an enclosed cab. 
 
No personnel shall enter any test pit or excavation except as a last resort, and then only under direct 
supervision of a Competent Person.  If entrance is required, OSHA requirements must be met (e.g., walls 
must be braced with wooden or steel braces, ladders must be placed for every 25 feet of lateral travel 
and extended 3 feet above ground surface).  A temporary guard rail or vehicle stop must be placed along 
the surface of the hole before entry in situations where the excavation may be approached by traffic. 
Spoils will be stockpiled no closer than 2 feet from the sidewall of the excavation. The excavation 
equipment operator shall be careful not to undercut sidewalls and will, where necessary, bench back to 
increase stability. The top cover, when considered clean, will be placed separately from the subsurface 
materials to permit clean cover.  It is emphasized that the project data needs should be structured such 
that required samples can be collected without requiring entrance into the excavation.  For example, 
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samples of leachate, groundwater, or sidewall soil can be collected with telescoping poles or similar 
equipment. 
 
Dewatering and watering may be required to ensure the stability of the side walls, to prevent the bottom 
of the pit from heaving, and to keep the excavation stable.  This is an important consideration for 
excavations in cohesionless material below the groundwater table and for excavations left open greater 
than a day.  Liquids removed as a result of dewatering operations must be handled as potentially 
contaminated materials.  Procedures for the collection and disposal of such materials should be 
discussed in the site-specific project plans. 
 
Where possible excavations and test pits shall be opened and closed within the same working day. 
Where this is not possible, the following engineering controls shall be put in place to control access: 
 
• Trench covers/street plates 
 
• Fences encompassing the entire excavation intended to control access 
 
• Warning signs warning personnel of the hazards 
 
• Amber flashing lights to demarcate boundaries of the excavation at night 
 
Excavations left open will have emergency means to exit should someone accidentally enter. 
 
6.8.3 Sampling in Test Pits and Trenches 

6.8.3.1 General 

Log test pits and trenches as they are excavated in accordance with the Test Pit Log presented in 
Attachment C.  These records include plan and profile sketches of the test pit/trench showing materials 
encountered, their depth and distribution in the pit/trench, and sample locations.  These records also 
include safety and sample screening information. 
 
Entry of test pits by personnel is extremely dangerous, shall be avoided unless absolutely necessary, and 
can occur only after all applicable health and safety and OSHA requirements have been met as stated 
above. These provisions will be reiterated as appropriate in the project-specific HASP.   
 
The final depth and type of samples obtained from each test pit will be determined at the time the test pit 
is excavated.  Sufficient samples are usually obtained and analyzed to quantify contaminant distribution 
as a function of depth for each test pit.  Additional samples of each waste phase and any fluids 
encountered in each test pit may also be collected. 
 
In some cases, samples of soil may be extracted from the test pit for reasons other than waste sampling 
and chemical analysis, for instance, to obtain geotechnical information.  Such information includes soil 
types, stratigraphy, strength, etc., and could therefore entail the collection of disturbed (grab or bulk) or 
relatively undisturbed (hand-carved or pushed/driven) samples that can be tested for geotechnical 
properties.  The purposes of such explorations are very similar to those of shallow exploratory or test 
borings, but often test pits offer a faster, more cost-effective method of sampling than installing borings. 
 
6.8.3.2 Sampling Equipment 

The following equipment is needed for obtaining samples for chemical or geotechnical analysis from test 
pits and trenches: 
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• Backhoe or other excavating machinery. 
 
• Shovels, picks, hand augers, and stainless steel trowels/disposable trowels. 
 
• Sample container - bucket with locking lid for large samples; appropriate bottle ware for chemical or 

geotechnical analysis samples. 
 
• Polyethylene bags for enclosing sample containers; buckets. 
 
• Remote sampler consisting of 10-foot sections of steel conduit (1-inch-diameter), hose clamps, and 

right angle adapter for conduit (see Attachment D). 
 
6.8.3.3 Sampling Methods 

The methods discussed in this section refer to test pit sampling from grade level.  If test pit entry is 
required, see Section 6.8.3.4. 
 
• Excavate the trench or pit in several 0.5- to 1.0-foot depth increments.  Where soil types support the 

use of a sand bar cutting plate, use of this device is recommended to avoid potentially snagging 
utilities with the excavator teeth.  It is recommended that soil probes or similar devices be employed 
where buried items or utilities may be encountered.  This permits the trench floor to be probed prior to 
the next cut.  

 
• After each increment: 
 

- the operator shall wait while the sampler inspects the test pit from grade level 
 

- the sampler shall probe the next interval where this is considered necessary.  Practical depth 
increments for lithological evaluations may range from 2 to 4 feet i or where lithological changes 
are noted. 

 
• The backhoe operator, who will have the best view of the test pit, shall immediately cease digging if: 
 
 - Any fluid phase, including groundwater seepage, is encountered in the test pit 
 
 - Any drums, other potential waste containers, obstructions, or utility lines are encountered 
 
 - Distinct changes of material being excavated are encountered 
 
This action is necessary to permit proper sampling of the test pit and to prevent a breach of safety 
protocol.  Depending on the conditions encountered, it may be required to excavate more slowly and 
carefully with the backhoe. 
 
For obtaining test pit samples from grade level, the following procedure shall be followed: 
 
• Use the backhoe to remove loose material from the excavation walls and floor to the greatest extent 

possible. 
 
• Secure the walls of the pit, if necessary.  (There is seldom any need to enter a pit or trench that would 

justify the expense of shoring the walls.  All observations and samples should be taken from the 
ground surface.) 
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• Samples of the test pit material are to be obtained either directly from the backhoe bucket or from the 
material after it has been deposited on the ground, as follows: 

 
a. The sampler or FOL shall direct the backhoe operator to remove material from the selected depth 

or location within the test pit/trench. 
 
b. The backhoe operator shall bring the bucket over to a designated location on the sidewall a 

sufficient distance from the pit (at least 5 feet) to allow the sampler to work around the bucket. 
 

c. After the bucket has been set on the ground, the backhoe operator shall either disengage the 
controls or shut the machine down. 

 
d. When signaled by the operator that it is safe to do, the sampler will approach the bucket.  

 
e. The soil shall be monitored with a photoionization or flame ionization detector (PID or FID) as 

directed in the project -specific planning documents. 
 

f. The sampler shall collect the sample from the center of the bucket or pile in accordance with 
surface soil sampling procedures of Section 6.3 or 6.4, as applicable.  Collecting samples from 
the center of a pile or bucket eliminates cross-contamination from the bucket or other depth 
intervals.   

 
• If a composite sample is desired, several depths or locations within the pit/trench will be selected, and 

the bucket will be filled from each area.  It is preferable to send individual sample bottles filled from 
each bucket to the laboratory for compositing under the more controlled laboratory conditions.  
However, if compositing in the field is required, each sample container shall be filled from materials 
that have been transferred into a mixing bucket and homogenized.  Note that 
homogenization/compositing is not applicable for samples to be subjected to volatile organic analysis. 

 

CAUTION 
Care must be exercised when using the remote sampler described in the next step 

because of potential instability of trench walls. In situations where someone must move 
closer than 2 feet to the excavation edge, a board or platform should be used to displace 

the sampler’s weight to minimize the chance of collapse of the excavation edge. Fall 
protection should also be employed when working near the edges or trenches greater 

than 6 feet deep.  An immediate means to extract people who have fallen into the trench 
will be immediately available.  These means may include ladders or rope anchor points. 

 
• Using the remote sampler shown in Attachment D, samples can be taken at the desired depth from 

the sidewall or bottom of the pit as follows: 
 

a. Scrape the face of the pit/trench using a long-handled shovel or hoe to remove the smeared zone 
that has contacted the backhoe bucket. 

 
b. Collect the sample directly into the sample jar, by scraping with the jar edge, eliminating the need 

for sample handling equipment and minimizing the likelihood of cross-contamination.  
 

c. Cap the sample jar, remove it from the remote sampler assembly, and package the sample for 
shipment in accordance with SOP SA-6.3.  

 
• Complete documentation as described in SOP SA-6.3 and Attachment C of this SOP. 
 



 Number 
 SA-1.3 

Page 
 24 of 31 

Subject 
 
 SOIL SAMPLING Revision 

 9 
Effective Date 
 04/07/2008 

 

019611/P Tetra Tech NUS, Inc. 

6.8.3.4 In-Pit Sampling 

Under rare conditions, personnel may be required to enter the test pit/trench.  This is necessary only 
when soil conditions preclude obtaining suitable samples from the backhoe bucket (e.g., excessive 
mixing of soil or wastes within the test pit/trench) or when samples from relatively small discrete zones 
within the test pit are required.  This approach may also be necessary to sample any seepage occurring 
at discrete levels or zones in the test pit that are not accessible with remote samplers. 
 
In general, personnel shall sample and log pits and trenches from the ground surface, except as provided 
for by the following criteria: 
 
• There are no practical alternative means of obtaining such data. 
 
• The SSO and Competent Person determine that such action can be accomplished without breaching 

site safety protocol.  This determination will be based on actual monitoring of the pit/trench after it is 
dug (including, at a minimum, measurements of oxygen concentration, flammable gases, and toxic 
compounds, in that order).  Action levels will be provided in project-specific planning documents. 

 
• A company-designated Competent Person determines that the pit/trench is stable trough soil 

classification evaluation/inspections or is made stable (by cutting/grading the sidewalls or using 
shoring) prior to entrance of any personnel.  OSHA requirements shall be strictly observed.   

 
If these conditions are satisfied, only one person may enter the pit/trench.  On potentially hazardous 
waste sites, this individual shall be dressed in selected PPE as required by the conditions in the pit.  
He/she shall be affixed to a harness and lifeline and continuously monitored while in the pit. 
 
A second and possible third individual shall be fully dressed in protective clothing including a self-
contained breathing device and on standby during all pit entry operations to support self rescue or 
assisted self rescue.  The individual entering the pit shall remain therein for as brief a period as practical, 
commensurate with performance of his/her work.  After removing the smeared zone, samples shall be 
obtained with a decontaminated trowel or spoon.   
 
6.8.3.5 Geotechnical Sampling 

In addition to the equipment described in Section 6.8.3.2, the following equipment is needed for 
geotechnical sampling: 
 
• Soil sampling equipment, similar to that used in shallow drilled boring (i.e., thin-walled tube 

samplers), that can be pushed or driven into the floor of the test pit. 
 
• Suitable driving (e,g., sledge hammer) or pushing (e.g., backhoe bucket) equipment used to advance 

the sampler into the soil. 
 
• Knives, spatulas, and other suitable devices for trimming hand-carved samples. 
 
• Suitable containers (bags, jars, tubes, boxes, etc.), labels, wax, etc. for holding and safely 

transporting collected soil samples. 
 
• Geotechnical equipment (pocket penetrometer, torvane, etc.) for field testing collected soil samples 

for classification and strength properties. 
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Disturbed grab or bulk geotechnical soil samples may be collected for most soil in the same manner as 
comparable soil samples for chemical analysis.  These collected samples may be stored in jars or plastic-
lined sacks (larger samples), which will preserve their moisture content.  Smaller samples of this type are 
usually tested for their index properties to aid in soil identification and classification: larger bulk samples 
are usually required to perform compaction tests. 
 
Relatively undisturbed samples are usually extracted in cohesive soil using thin-walled tube samplers, 
and such samples are then tested in a geotechnical laboratory for their strength, permeability, and/or 
compressibility.  The techniques for extracting and preserving such samples are similar to those used in 
performing Shelby tube sampling in borings, except that the sampler is advanced by hand or backhoe, 
rather than by a drill rig.  Also, the sampler may be extracted from the test pit by excavation around the 
tube when it is difficult to pull it out of the ground.  If this excavation requires entry of the test pit, the 
requirements described in Section 6.8.3.4 shall be followed.  The thin-walled tube sampler shall be 
pushed or driven vertically into the floor or steps excavated in the test pit at the desired sampling 
elevations.  Extracting tube samples horizontally from the walls of the test pit is not appropriate because 
the sample will not have the correct orientation. 
 
A sledge hammer or backhoe may be used to drive or push the tube into the ground.  Place a piece of 
wood over the top of the sampler or sampling tube to prevent damage during driving/pushing of the 
sample.  Pushing the sampler with a constant thrust is always preferable to driving it with repeated blows, 
thus minimizing disturbance to the sample.  When using a sledge hammer, it is recommended that the 
sampler be stabilized using a rope/strap wrench or pipe wrench to remove the person’s hands holding the 
sampler from the strike zone.  If the sample cannot be extracted by rotating it at least two revolutions (to 
shear off the sample at the bottom), hook the sampler to the excavator or backhoe and extract.  This 
means an alternative head will be used as a connection point or that multiple choke hitches will be 
applied to extract the sampler.  If this fails and the excavator can dig deeper without potentially impacting 
subsurface utilities, excavate the sampler.  If this fails or if the excavator cannot be used due to 
subsurface utilities, hand-excavate to remove the soil from around the sides of the sampler.  If hand-
excavation requires entry into the test pit, the requirements in Section 6.8.3.4 must be followed.  Prepare 
the sample as described in Steps 9 through 13 in Section 6.2.3, and label, pack and transport the sample 
in the required manner, as described in SOPs SA-6.3 and SA-6.1. 
 
6.8.4 Backfilling of Trenches and Test Pits 

All test pits and excavations must be either backfilled, covered, or otherwise protected at the end of each 
day.  No excavations shall remain open during non-working hours unless adequately covered or 
otherwise protected.   
 
Before backfilling, the onsite crew may photograph, if required by the project-specific work plan, all 
significant features exposed by the test pit and trench and shall include in the photograph a scale to show 
dimensions.  Photographs of test pits shall be marked to include site number, test pit number, depth, 
description of feature, and date of photograph.  In addition, a geologic description of each photograph 
shall be entered in the site logbook.  All photographs shall be indexed and maintained as part of the 
project file for future reference. 
 
After inspection, backfill material shall be returned to the pit under the direction of the FOL.  Backfill 
should be returned to the trench or test pit in 6-inch to 1-foot lifts and compacted with the bucket. Remote 
controlled tampers or rollers may be lowered into the trench and operated from top side. This procedure 
will continue to the grade surface. It is recommended that the trench be tracked or rolled in. During 
excavation, clean soil from the top 2 feet may have been separated to be used to cover the last 
segments. Where these materials are not clean, it is recommended that clean fill be used for the top 
cover. 
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If a low-permeability layer is penetrated (resulting in groundwater flow from an upper contaminated flow 
zone into a lower uncontaminated flow zone), backfill material must represent original conditions or be 
impermeable.  Backfill could consist of a soil-bentonite mix prepared in a proportion specified by the FOL 
(representing a permeability equal to or less than original conditions).  Backfill can be covered by "clean" 
soil and graded to the original land contour.  Revegetation of the disturbed area may also be required. 
 
6.9 Records 

The appropriate sample log sheet (see Attachment A of this SOP) must be completed by the site 
geologist/sampler for all samples collected.  All soil sampling locations should be documented by tying in 
the location of two or more nearby permanent landmarks (building, telephone pole, fence, etc.) or 
obtaining GPS coordinates; and shall be noted on the appropriate sample log sheet, site map, or field 
notebook.  Surveying may also be necessary, depending on the project requirements.   
 
Test pit logs (see Attachment C of this SOP) shall contain a sketch of pit conditions.  If the project-specific 
work plan requires photographs, at least one photograph with a scale for comparison shall be taken of 
each pit.  Included in the photograph shall be a card showing the test pit number.  Boreholes, test pits, 
and trenches shall be logged by the field geologist in accordance with SOP GH-1.5.   
 
Other data to be recorded in the field logbook include the following: 
 
• Name and location of job 
 
• Date of boring and excavation 
 
• Approximate surface elevation 
 
• Total depth of boring and excavation 
 
• Dimensions of pit 
 
• Method of sample acquisition 
 
• Type and size of samples 
 
• Soil and rock descriptions 
 
• Photographs if required 
 
• Groundwater levels 
 
• PID/FID/LEL/O2 meter readings 
 
• Other pertinent information, such as waste material encountered 
 
In addition, site-specific documentation to be maintained by the SSO and/or Competent Person will be 
required including: 
 
• Calibration logs 
 
• Excavation inspection checklists 
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• Soil type classification 
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ATTACHMENT A 
SOIL & SEDIMENT SAMPLE LOG SHEET 
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ATTACHMENT B 
SPLIT-SPOON SAMPLER 
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ATTACHMENT C 
TEST PIT LOG 

 
 



 Number 
 SA-1.3 

Page 
 31 of 31 

Subject 
 
 SOIL SAMPLING Revision 

 9 
Effective Date 
 04/07/2008 

 

019611/P Tetra Tech NUS, Inc. 

ATTACHMENT D 
REMOTE SAMPLE HOLDER FOR TEST PIT/TRENCH SAMPLING 
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Changes Summary 

 

Revision Date:  042910 

 

• The SOP is a revision of rev07 dated 022410. 

• Additional requirements, based upon the DoD QSM 4.1, have been integrated into the routine sample flow; 

however, if the requirement is different from routine sample flow, then the requirement is outlined and 

documented as such to be followed only when DoD samples are analyzed. 

• Table 2 has been updated to reflect method surrogate limits and in-house action limits for samples. 
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PETROLEUM HYDROCARBONS 

 
 

1. Test Method 

 
1.1. This SOP is based upon method FL PRO. 

 

2. Applicable Matrix 

 

2.1. This SOP is applicable to the determination of the concentration of Petroleum Hydrocarbons in ground 

water, sediments, and wastes in the alkane range of C-8 to C-40.  

 

3. Detection Limit 

 

3.1. The detection limit for method FL-PRO is 0.085mg/L in water and 5.6 mg/Kg in soil. 

 

4. Scope and Application 
 

4.1. Water samples are preserved with sulfuric acid to pH <2 and cooled to 4°C. Soils are stored at 4°C.  

Waters must be extracted within 7 days and soils within 14 days from collection and analyzed within 40 

days of extraction. Extracts are kept at 4°C.  Observe all safety guidelines when handling samples and 

extracts. 

 

4.2. This method is recommended for use by experienced analysts or under the close supervision for such 

qualified personnel. 

 

5. Summary of Record 
 

5.1. Samples are extracted via proper extraction methods. A 1µL aliquot of the extract is injected into a GC 

system equipped with a flame ionization detector (FID). Quantification is based on the detector response 

in comparison to a series of alkane standards.  

 

6. Definitions 
 

6.1. Laboratory Quality System SOP QS08 “Technical / Operational Definitions, Minimum Essential Quality 

Control Elements, and Laboratory Calibration Procedures” provides information on the commonly used 

definitions.   

6.2. Petroleum Hydrocarbons: All chromatographic peaks, both resolved and unresolved, eluting between the 

peak of n-octane (n-C8) and the peak end after n-tetracontane (n-C40). Quantitation is based on direct 

comparison of the area within this range to the total area of the Petroleum Hydrocarbon standard as 

determined from the FID response using baseline – baseline integration. 

6.3. Petroluem Hydrocarbon Standard: A 17-component mix of all even-numbered alkanes from C8 to C40. 

This standard serves as a quantitation standard and a retention time window defining Petroleum 

Hydrocarbons. 

 

7. Interferences 
 

7.1. All materials utilized during this analysis and the GC system must be demonstrated to be free from 

interference.  Running frequent instrument blanks and methods blanks along with using pure, GC grade 

solvents will assist with the monitoring of interference’s within the analytical system. 

7.2. Any interference’s co-extracted with the samples will vary considerably from source to source.  Individual 

samples may require additional cleanup. 
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8. Health and Safety 

 

8.1. Laboratory SOP QS13 “Safety Program & Chemical Hygiene Plan” discusses the safety program that is to 

be followed lab wide. 

 

9. Equipment and Supplies 

 

9.1 Separatory Funnel - 2-Liter with Teflon stopcock 

9.2 Beakers- 250 ml 

9.3 Turbo-Vap evaporation tube - 200 mL tube made by Zymark to fit into Turbo-Vap evaporator 

9.4 Metal or wood rack - capable of holding at a minimum six glass evaporation tubes 

9.5 Turbo-Vap Evaporator - heated and capable of temperature control (+5°C); the bath should be vented into 

a hood. 

9.6 Silica Gel 60  

9.7 Vials - 2 mL glass clear, with Teflon-lined screw cap  

9.8 pH indicator paper - close range (0-6.0) and (7.0 - 14.0); wide range (1.0 - 12.0) 

9.9 Syringe - 1000µL 

9.10 Graduated cylinder - Glass, Class A, 1000 mL 

9.11 Pasteur pipette - length 9” and 5-3/4” 

9.12 Pipette bulb  

9.13 Aluminum foil - heavy duty 

9.14 Nitrogen tank - equipped with pressure regulator 

9.15 Ultrasonic Disrupter – capable of 300watts output, set on 10 Full power, pulse mode of 50% 

9.16 A HP GC system, equipped with a flame ionization detector (FID), is used for analyzing extracts for all 

target analytes. 

9.17 A Restek capillary column (RTX-5, 30m x 0.32mm x 0.25um) is used for analysis. 

9.18 HP Chemstation Datasystem is used for data collection, detecting and storage. 

9.19 Autosampler vials and caps appropriate to the sample tray are used for sample injection. 

9.20 Microsyringes suitable for aliquoting 1.0 µL to 1000 µLs are used for standard preparation and sample 

dilution. 

9.21 Class A volumetrics ranging from 1.0 ml to 250 mls are used for standard, spike and surrogate 

preparation. 

 

10. Standards and Reagents 

 
10.1. The laboratory’s LIMS system allows for complete documentation and for the traceability of reagents and 

standards used within the laboratory.  The following information relates to the specific reagents and 

standards used for the performance of the method: 

10.1.1. ASTM Type II Water. 

10.1.2. Sodium Hydroxide Solution - (10N), Weigh 400 g NaOH into a 1L volumetric and cover with less 

than 1L reagent water.  Use extreme caution when performing this step.  Swirl the beaker until all 

pellets are dissolved (a stir plate can be used to mix the solution).  This mixture gets very hot.  Let 

stand until cool.  Bring the solution up to the 1L mark with reagent water.  Transfer to a 1-liter 

volumetric flask with several rinses of reagent water and dilute to 1 liter with reagent water.  

Transfer to a 1000-mL Teflon container. 

10.1.3. Sodium Sulfate - Granular, anhydrous, trace pure 10 - 60 mesh placed in a Pyrex pan and heated at 

400°C overnight (minimum 4hrs), removed and cooled . Once cooled place in a labelled glass 

amber jar. 

10.1.4. Silica Gel 60 - Granular, anhydrous, trace pure 70-230 mesh. Weigh 60g in a 250 mL glass amber 

jar and add 1ml DI water to deactivate. Stored at room temperature. 

10.1.5. Glass Wool – Pre-rinse all glass wool used during the extraction process with Methylene Chloride. 

10.1.6. Sulfuric Acid Solution - (1:1), slowly add 500 mL of Sulfuric Acid to 500 mL of reagent water in 

a  

10.1.7. 1000 mL pyrex container.  This mixture will get very warm.  Allow to cool before use. 
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10.1.8. Extraction Solvent - Methylene Chloride (Dichloromethane (Please read SOP-336 before using 

this solvent in our laboratory)- Omnisolv - suitable for spectrophotometry and gas 

chromatography (JT Baker) or equivalent. 

10.1.9. Carbon Disulfide– (Omnisolv - suitable for spectrophotometry, liquid chromotography and gas 

chromatography (JT Baker) or equivalent. 

10.1.10. Verify the amount of surrogate/spike to add to the sample prior to addition.  It can change if a 

different detection limit is required or the volume of sample being analyzed changes. 

10.2. Stock Standards:  Are non-Neat standards, received from vendors.  These standards are used as 

intermediate standards to prepare working level standards.  For unopened standards, if there is no 

expiration date assigned by the vendor, the expiration date must be assigned as 1 year from the date of 

receipt.  For open stock standards, the expiration date is 6 months from the date the ampoule is opened or 

the vendor expiration date, whichever comes first.  The following standards are used for the extraction and 

analysis of Petroleum Hydrocarbons: 

Vendor   Catalog # Description/Conc   Used for Preparation of: 

 

Restek   31097  o-Terphenyl (OTP)  Curve & Surrogate Soln. 

     10,000 ug/ml 

  

Restek   31096                2-Fluorobiphenyl (2FBP)  Curve & Surrogate Soln. 

     10,000 ug/ml 

 

NSI UST-100-08 New Jersey Petroleum Range Mix Spike Solution.   

   17 comps. @ 2.0mg/ml each   

   (total conc..=34,000ug/mL) 

 

NSI  C-443-13    Florida TPH Mix   Curve Solution   

   2000 ug/ml ea   

 

NSI UST-100-08 New Jersey Petroleum Range Mix Second Source Standard   

   17 comps. @ 2.0mg/ml each            

               (total conc..=34,000ug/mL) 

 

NOTE: The FL-PRO Petroleum Range Mix used for the preparation of the Spike Solution should always be a different Lot# from the 
Curve Standard. 

10.3 Working Standards 

10.3.1 Are standards made from Neat or from stock standards, and are intended for analytical runs. The 

expiration date for these standards is 6 months from the date of preparation or the expiration of the 

parent stock, whichever date is first. 

 

10.3.2  Follow analytical judgement when using standards.  Evaluate standards on a daily basis versus past 

standards and instrument performance.  A standard may evaporate or breakdown if proper storage 

processes are not used.  Therefore, standards may have to be discarded before expiration dates.   

 

11.  Sample Collections, Preservation, Shipment, and Storage 
 

11.1. Quality Systems SOP QS10 related to Sample Receipt, Handling, & Processing provides details for 

collection, preservation, shipment, and storage. 

11.2. Water samples are preserved with sulfuric acid to pH <2 and cooled to 4°C. Soils are stored at 4°C. Waters 

must be extracted within 7 days and soils within 14 days from collection and analyzed within 40 days of 

extraction. Extracts are kept at 4°C. Observe all safety guidelines when handling samples and extracts. 

 

12. Quality Control  
 

12.1 An extraction batch must contain of no more than 20 client samples. 

12.2 One BLK1, a BS1, BSD1, and a MS, MSD must be extracted in each batch. 

12.3 Please follow guideline from Table 2 for meeting QC criteria. 
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12.4 All surrogates must pass the established laboratory criteria.   

12.4.1 With samples requiring high level dilutions due to matrix interference or due to the abundance of 

target analytes, the surrogate will be diluted out and no recovery will be recorded.  These samples 

can be reported. 

12.4.2For samples failing surrogate recovery high biased due to matrix interference, document the 

recoveries and notify the supervisor.  In most cases, a Case Narrative should be filled out, the client 

should be notified, and the sample should be reported without a re-extraction. For samples failing the 

surrogate recovery (OTP) low biased, a re-extraction may need to be performed – check with 

supervisor. Any low recovery for surrogates reported to client must be noted in case narrative and a 

CAR must be filled out. This is on a case by case basis and at the discretion of the department 

supervisor. 

 

13. Calibration and Standardization 

 

13.1 Quality Systems SOP QS08 “Technical / Operational Definitions, Minimum Essential Quality Control 

Elements, and Laboratory Calibration Procedures” related to Calibration Procedures provides laboratory 

wide protocols for calibration and standardization.  See section 14.3 of this SOP. 

 
14. Procedure  

 
14.1 Aqueous Extraction: All waters have a seven-day holding time. Determine the samples necessary to extract 

from the following sources.  Note: never extract samples of unknown origin without discussion with 

supervisor): 
14.1.1 Each day a print backlog from LIMS indicating sample numbers with the respective analysis 

required 

14.1.2 Samples requiring RUSH turn around time may be logged in throughout the day which will 

require your immediate attention.  Log-in personnel and or PM will generally communicate this 

need. 

14.1.3 Periodically check LIMS throughout the day to determine what new samples have arrived. If an 

analysis is ongoing, extra QC may be avoided by picking up those extractions on the same day. 

14.1.4 Batch samples together in the LIMS, and print the bench sheet for the batch. Make sure 

appropriate number of BLK1, BS1, BSD1, MS1, and MSD1 are listed. From the beginning until 

the end of the extraction process, continue to fill in pertinent information into the LIMS system. 

14.1.5 Wearing lab coat, gloves and safety glasses, get samples from refrigerator.  Samples must be 

signed   out of the walk-in refrigerator.  Enter the sample numbers, your initials and the date and 

time removed on the log provided.  Inspect as to whether they are in glass amber jars and have a 

Teflon lid.   Find out if any special dilutions are needed for the client.  Routine procedures for 

difficult matrices are listed  below. 

14.1.6 BAD MATRIX – for example a liquid that is partially sediment, see your supervisor to find out 

what dilution, if any should be made.   

14.1.7 Verify the ID and amount of surrogate/spike to add to the batch prior to addition.  It can change if 

a different detection limit is required or the volume of sample being analyzed changes. Set out the 

surrogate/spike at least ten minutes before use to allow it to warm to room temperature.  

14.1.8 Set up enough separatory funnels  to extract the number of samples you have plus any additional 

spikes and a method blank.  A BLK1, BS1, and a BSD1 must be processed with each batch of 

samples.  

14.1.9 Place an Avery label on each separatory funnel containing the Lab #. 

14.1.10 Pre-rinse all glassware with Methylene Chloride.  Dispose this rinsate into the waste Methylene 

Chloride reservoir after each rinse.  The lab batch code is generated by LIMS.  The BLK1 and 

BS1 label should include all lab #s in this set of samples.  

14.1.11 Mark the amber glass container of each sample at the water meniscus with “white out” or with a 

sharpie for later determination of sample volume. Determine the initial pH of sample and record 

on extraction sheet. If needed, adjust pH to between 1.0 and 2.0. 

14.1.12 ACID pH Adjusting: Adjust the pH to between 1.0 and 2.0, using 1:1 H2SO4.  Add the acid 

solution to each sample, spike and method blank.  Stopper and shake to insure that pH throughout 
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the sample is changed.  Check the pH using a 9”pipette with short-range pH paper.  Compare the 

color to the chart on the pH paper.  If the color is not within range add more H2SO4 solution in 

small increments, as required to attain the proper pH.  If sample is received without proper acid 

preservation, pH adjustment details must be recorded in LIMS.  

14.1.13 Using the 1000-mL glass graduated cylinder measure 1000 mL of DI water and transfer it to a 

separatory funnel for each BLK1, BS1 & BSD1.  Transfer sample to separatory funnel that 

corresponds to the lab # on the sample bottle. Rinse the sample bottle about 3-5 times with 10 mls 

aliquots of Methylene Chloride.  Transfer this rinsate into the separatory funnel labeled with the 

sample ID. 

14.1.14 Fill the sample bottle up to the mark with regular water.  Now pour the water into a 1000 mL 

graduated cylinder.  The volume measured is the initial volume to be documented for the sample 

in the LIMS. 

Add appropriate amount of spike to BS1, BSD1, MS & MSD.  Also, add surrogate to all samples, 

BLK1, BS1, BSD1, MS & MSD.  

NOTE:  If using a syringe to add spike and surrogate, be sure to invert syringe and eliminate air 

bubble when obtaining surrogate solution and spiking solution.  Add solution below the surface of 

the sample.  Someone must verify that the spike and surrogate has been added by placing a check 

mark on the extraction sheet (& initialing the extraction sheet) as it is added.   

14.1.15 Add 50 mL of Methylene Chloride to each sample and to all the batch QC.   Shake the sep funnel 

twice and vent into the hood.  Repeat this venting process 3-4 more times and then manually shake 

the sep funnel  for two minutes.  Vent the sep funnel at the end of the two minutes.  Some samples 

may require additional venting due to excess pressure buildup.  Please use precaution with highly 

volatile and reactive samples.  Place sep funnel, inverted, in shaker apparatus with stopcock open 

for 3 minutes. 

14.1.16 Allow the sample to sit for 10 minutes, if necessary, after it has been shaken.  It will separate into 

two layers with the solvent layer on the bottom. Drain the bottom organic layer into a labeled 250 

ml glass beaker first passing the extract through a funnel with glass wool and baked sodium 

sulfate all pre-rinsed with Methylene Chloride. 

14.1.17 Follow Steps 14.1.15 and 14.1.16, two more times with 40 mLs of methylene chloride using the 

automatic shaker. Collect the extract from this step into the same beaker.  

14.1.18 Transfer the extract to a pre-rinsed zymark tube by first passing through a funnel with glass wool 

and baked sodium sulfate all pre-rinsed with methylene chloride.  After pouring the extract into 

the zymark tube, rinse the collection beaker 3-5 times with Methylene Chloride and transfer the 

rinsate to the zymark tube.  Finally rinse the funnel with an adequate amount of Methylene 

Chloride using a Teflon squirt bottle.  This ensures optimum transfer of all compounds of interest.  

Now concentrate the extract to 1.0 mL using the turbovap concentrator.   

14.1.19 Turbo-Vap Operation:  Adjust the pressure of nitrogen gas tank to 30 psi.  Make sure the tank has 

200 psi or more on the main valve.  The temperature of the bath should be approximately 45-50°C.  

The pressure target range should be about 15-20 psi.  Place the glass evaporator tube in the Turbo-

Vap.  Be sure to push tube down so the tip slides into the sensor well.  Close the lid to start 

concentration.  Check that each position with a tube has an orange light showing.  If the orange 

light is not steady, bubbles may be detected by the sensor and need removal.  (See Turbo-Vap 

manual). 

14.1.20  When the beep sounds indicating the end of concentration, the extract will be at approximately 

1 mL  Remove the tube from the bath. 

14.1.21 Add methylene chloride to dissolve any precipitate. Transfer extract to a 4.0 ml vial, rinsing with 

methylene chloride. Adjust volume with methylene chloride to 2 ml. Add 0.3 g of silica gel and 

shake for 5 min.  

14.1.22 Sign the batch into the extraction laboratory Hobart. Refrigerate at 4°C or carry directly to the 

instrument operator. Remit custody of the batch to the analyst or technician. The extract is now 

ready to be analyzed. 

14.1.23 The extraction is now complete.  Clean all glassware used during the extraction and store 

appropriately.  Please refer to the glassware cleaning SOP for additional guidance. 
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14.2 Solid Extraction (may also follow extraction procedure outlined in SOP 343).  All solids have a fourteen-

day holding time counted.  Determine the samples necessary to extract from the following sources (Note: 

never extract samples of unknown origin without discussion with supervisor): 

14.2.1 Each day a print backlog from LIMS indicating sample numbers with the respective analysis 

required 

14.2.2 Samples requiring RUSH turn around time may be logged in throughout the day which will 

require your immediate attention.  Log-in personnel and or PM will generally communicate this 

need. 

14.2.3 Periodically check LIMS throughout the day to determine is new samples have arrived. If an 

analysis is ongoing, extra QC may be avoided by picking up those extractions on the same day. 

14.2.5 Batch samples together in the LIMS, and print the bench sheet for the batch. Make sure 

appropriate number of BLK1, BS1, BSD1, MS1, and MSD1 are listed. From the beginning until 

the end of the extraction process, continue to fill in pertinent information into the LIMS system. 

14.2.6 Wearing lab coat, gloves and safety glasses, get samples from refrigerator.  Samples must be 

signed out of the walk-in refrigerator.  Enter the sample numbers, your initials and the date and 

time removed on the log provided.  Inspect as to whether they are in glass jar.  Routine procedures 

for difficult matrices are listed below:  

BAD MATRIX – for example a solid that is partially oil, see your supervisor to find out what 

dilution, if any should be made.  Verify the ID and amount of surrogate/spike to add to the batch 

prior to addition.  It can change if a different detection limit is required or the volume of sample 

being analyzed changes. Set out the surrogate/spike at least ten minutes before use to allow it to 

warm to room temperature.  

14.2.7 Get out enough 250mL beakers to extract the number of samples you have plus any additional 

spikes and a method blank.  A BLK1, BS1, and a BSD1 must be processed with each batch of 

samples. A matrix spike and a duplicate or a matrix spike duplicate must be processed for each 

extraction batch (up to a maximum of 20 samples). If sufficient sample is not available to perform 

a batch MS & MSD indicate such on the extraction sheet. 

14.2.8 Pre-rinse all glassware with Methylene Chloride.  Dispose this rinsate into the waste Methylene 

Chloride reservoir after each rinse. Label each 250mL beaker with the Lab ID.  

14.2.9 Pre-weigh beakers and tare. Weigh 25g aliquot of the sample to the beaker and record weight to 

nearest 0.01g in extraction log. Add 25g dried Sodium Sulfate powder and stir the mixture well 

with a stainless steel spatula to a free-flowing sandy texture. If sample mixture forms large 

clumps, add more Sodium Sulfate to achieve proper texture (note in extraction log). 

14.2.10 It is extremely important that waste (when appropriate), soil and sediment samples be mixed 

thoroughly to ensure that the sample is as representative as possible of the sample media.  The 

most common method of mixing is referred to as quartering.  The quartering procedure should be 

performed as follows: 

14.2.10.  The material in the sample pan(inorganic-plastic/organic-aluminum)  should be 

divided into quarters and each quarter should be mixed individually. 

14.2.10.2 Two quarters should then be mixed to form halves. 

14.2.10.3 The two halves should be mixed to form a homogenous matrix. This procedure 

should be repeated several times until the sample is adequately mixed. 

NOTE:  Samples that are clay type materials should be handled in a different manner.  Due to 

these type sample matrices having an affinity to stick to most anything that touches it, another 

approach must be followed.  Obtain a representative sub-sample aliquot from the center or middle 

section of the sample container. 

14.2.11 Add appropriate amount of spike to BS1, BSD1, MS & MSD.  Also, add surrogate to all samples,    

BLK1, BS1, BSD1, MS & MSD. 

NOTE:  If using a syringe to add spike and surrogate, be sure to invert syringe and eliminate air 

bubble when obtaining surrogate solution and spiking solution.  Add solution below the surface of 

the sample.  Someone must verify that the spike and surrogate has been added by placing a check 

mark on the extraction sheet (& initialing the extraction sheet) as it is added.   

14.2.12 Add 60 mL of Methylene Chloride to each sample and to all the batch QC.   Sonicate each sample 

for   3 minutes in Ultrasonic Disruptor (set on 10 Full power – pulse mode) at a pulse rate of  50%.   
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14.2.13 Decant the Methylene Chloride extract through a funnel with glass wool and baked sodium sulfate 

all pre-rinsed with Methylene Chloride, into a rinsed zymark tube. 

14.2.14 Follow Steps 14.2.12 and 14.2.13, one more time with 60 mLs of methylene chloride. Collect the 

extract from this step into the appropriately labeled tube.  

14.2.15 After pouring the extract into the zymark tube, rinse the beaker 3-5 times with Methylene Chloride 

and transfer the rinsate to the zymark tube.  Finally rinse the funnel with an adequate amount of 

Methylene Chloride using a Teflon squirt bottle.  This ensures optimum transfer of all compounds 

of interest. Now concentrate the extract to 1.0 mL using the turbovap concentrator.   

14.2.16 Turbo-Vap Operation:  Adjust the pressure of nitrogen gas tank to 30 psi.  Make sure the tank has 

200 psi or more on the main valve.  The temperature of the bath should be approximately 45-50°C.  

The pressure target range should be about 15-20 psi.  Note the turbovap pressure and temperature 

on the extraction logbook. 

14.2.17 Place the glass evaporator tube in the Turbo-Vap.  Be sure to push tube down so the tip slides into 

the sensor well.  Close the lid to start concentration.  Check that each position with a tube has an 

orange light showing.  If the orange light is not steady, bubbles may be detected by the sensor and 

need removal.  (See Turbo-Vap manual). 

14.2.18 When the beep sounds indicating the end of concentration, the extract will be at approximately 

1 mL.  Remove the tube from the bath. 

14.2.19 Add methylene chloride to dissolve any precipitate. Transfer extract to a 4.0 ml vial, rinsing with 

methylene chloride. Adjust volume with methylene chloride to 2 ml. Add 0.3 g of silica gel and 

shake for 5 min.  

14.2.20 Sign the batch into the GC laboratory Hobart. Refrigerate at 4°C or carry directly to the instrument 

operator. Remit custody of the batch to the analyst or technician. The extract is now ready to be 

analyzed. 

14.2.21 The extraction is now complete.  Clean all glassware used during the extraction and store 

appropriately.  Please refer to the glassware cleaning SOP for additional guidance. 

 

14.3 GCFID Analysis 

 
14.3.1  Quality Systems SOP QS09 “General and Commonly used Laboratory Calculations” provides 

details on general calculations used throughout the laboratory. 

14.3.2 Follow guidelines provided in the method for GC-FID conditions and sample volume to be 

injected for method FL Pro. 

14.3.3 It is recommended that a solvent Blank be analyzed at the beginning of every sequence to ensure 

that the analytical instrument is free of contaminants. 

14.3.4 All extracts within a batch are run on the Instrument after meeting calibration criteria as described 

in Table 2.      

14.3.5 Qualitative and quantitative analysis is performed on samples.  

14.3.5.1 Qualitative Analysis for specific carbon ranges or fuel patterns, such as; mineral spirits, 

kerosene, JP-4 and heavy oils are performed per client request compared to specific 

standards. (See Table 3) 

14.3.5.2 Quantitative Analysis is performed using the following tools: 

14.3.5.2.1Retention times for the range FL PRO C8-C40 are set daily using the mid-level 

of the calibration (if applicable) or the first CCV of the run by subtracting 

0.05min. from the RT of C8 and adding 0.05min. to the RT of C40.  FL PRO 

analysis is performed by running 6 calibration levels of a TPH mix from C-8 

through C-40 (17 peaks). A response factor is calculated for each calibration 

standard (amount sum of 17 peaks/ std amount * 17), then an Average Response 

factor is calculated for all 6 standards. This Average Response Factor is put in 

the method for uncalibrated peaks. Percent RSD must be less than or equal  to 

20%.  

14.3.5.2.2Surrogates o-Terphenyl and  2-fluorobiphenyl are added to each calibration 

standard at the same concentration. Initial calibration must pass acceptance 

criteria in Table 2. 
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14.3.5.2.3Analyte concentration must be within the calibration curve range.  If the 

analyte concentration exceeds the calibration curve range, the extract must be 

diluted & rerun to bring the concentration within the calibration range.  Use the 

calculation in section 15 to report the final results for the sample. 

14.3.5.2.4Target analytes are calculated using the calibration curve and by incorporating 

any adjustments for inital or final volume and dilutions.  

   

15. Data Analysis and Calculations 

 

15.1 Quality Systems SOP QS09 “General and Commonly used Laboratory Calculations” provides details on 

general calculations throughout the laboratory. 

 

15.2 Calculate the calibration factor for each analyte at each concentration as: 

 
 

                                      Peak Area (or Height) of the Compound in the Standard 

                           CF =       Mass of the Compound Injected (in nanograms) 

 

 
  The mean CF is calculated as follows: 

 

   

 

15.3   The standard deviation (SD) and the relative standard deviation (RSD) of  the calibration factors for 

each analyte are calculated as follows:  
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      RSD = SD X 100 

                                             AvgCF 

 

15.4  Calibration verification involves the calculation of the percent drift (linear  or quadratic) or the 

percent difference (average) of the instrument response  between the initial calibration and each 

subsequent analysis of the verification standard.  Use the equations below to calculate % Drift or 

% Difference, depending on the calibration procedure used.  

 

   (Calculated concentration – Theoretical concentration) x 100 

                   % Drift =                       Theoretical Concentration 

 

 

where the calculated concentration is determined from the initial calibration and the 

theoretical concentration is the concentration at which the standard was prepared. 

 

 

(CCV CF – Average CF) x 100 

   % Difference =    Average CF 
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15.5   External standard calibration - The concentration of each analyte in the sample may be determined 

by calculating the amount of standard injected, from the peak response, using the calibration 

curve.  The concentration of a specific analyte is calculated as follows: 

 

   Aqueous Samples: 

                   __ 

   Concentration (µg/L)  =  [(As) (Vt) (D)]/ [(CF) (Vi) (D)] 

 

   where: 

 

    As = Response for the analyte in the sample, units may be in area counts or peak height. 

 

    Vt = Total volume of sample, mL. 

 

    D = Dilution factor, if dilution was made on the sample prior to analysis.  If no dilution 

was made, D = 1. 

 

                       _ 

        CF = Mean calibration factor from initial calibration (area/ng) 

     

    Vi = Volume of extract injected, µL. 

 

    Vs = Volume of aqueous sample , mL. 

 

    Using the units specified here for these terms will result in concentration units of ng/mL, 

which is µg/L.   

   

   Nonaqueous Samples: 

 
            __ 

                   Concentration (µg/kg)  =  [(As) (Vt) (D)]/[( CF) (Vi) (Ws)] 

 

   where: 

 

     Ws = Weight of dry sample extracted, g.   

              __        

     As, Vt, D, CF and Vi have the same definition as for aqueous samples. 

 

 

16. Method Performance 

 

16.1 Demonstration of Capability (DOC):  Each analyst must perform a DOC prior to reporting data.  

The analyst must prepare (for prep technicians) and analyze (analysts reviewing and reporting data) 4-LCS 

samples.  The data is calculated for accuracy and precision requirements.  The DOC form, as listed within 

section 2.5 of the Quality is completed by each analyst and then provided to the supervisor for further 

processing and approval. 

 16.2  See method FL-PRO for method performance. 

 

17. Pollution Prevention 

 
17.1 Quantity of chemicals purchased should be based on expected usage during its shelf life and the 

disposal cost of unused material.  Actual reagent preparation volumes should reflect anticipated usage and 

reagent stability. 

 

18. Data Assessment and Acceptance Criteria for Quality Control Measures 
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18.1 Quality Control SOP QS05, “Data Deviations/Interpretations/Exceptions:  Laboratory Non-

Conformance/ Corrective Action Procedures, Decision Making Guidelines for Evaluating Laboratory 

Analytical Sample and Quality Control Results,” provides details on data assessment and acceptance 

criteria for Quality Control Measures.  Table 2 of this SOP provides information on QC samples, 

frequency, and the associated criteria specific to the performance of this method. 

 
19. Contingencies for Handling out-of-control or unacceptable data 

 
 19.1 Quality Control SOP QS05, “Data Deviations / Interpretations / Exceptions:  Laboratory  Non-

Conformance / Corrective Action Procedures, Decision Making Guidelines for Evaluating Laboratory 

Analytical Sample and Quality Control Results”, provides details on handling out of control data.  Table 2 

within this SOP also lists corrective actions associated with the failure of the various QC samples employed 

for the performance of this method. 

 

20.   Waste Management and Pollution Prevention        

           

20.1 Please see Waste Disposal SOPs 210 and 405 for proper waste disposal.                                                                       

       20.2        Quantity of chemicals purchased should be based on expected usage during it’s shelf-life  

                      and the disposal cost of unused material. Actual reagent preparation volumes should       

                reflect anticipated usage and reagent stability. 

       

21. References 

 
21.1 Method for Determination of Petroleum Range Organics (Method FL-PRO) 

 

22. Tables, Diagrams, Flowcharts and Validation Data 
 

 

 

TABLE 1 – Analytes, Reporting Limit (RL), & Low Calibration Standard  

Parameter DL LOD LOQ/RL Low Cal 

FL-PRO 0.085ug/L 0.16ug/L 0.34ug/L 0.17ug/L 

FL-PRO 5.6ug/Kg 10.7ug/Kg 22.6ug/Kg 11.3ug/Kg 
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Table 2 - Method Quality Control Requirements Summary 

QC Check Minimum 

Frequency / 

Requirements 

Acceptance Criteria Corrective Action for 

Failures / Data 

Useability 

Calibration 

Curve 
• Prior to analyzing 

any samples 

• A minimum of 5-

points for linear 

fits 

• A minimum of 6-

points for 

quadratic fits 

• Low standard at 

the RL/LOQ 

level 

• Linear correlation coefficient of at 

least 0.995 

• Quadratic squared correlation 

coefficient of at least 0.99 

• Average CF =< 20% RSD 

• Manual integrations on curve 

standards must have supervisory 

approval 

• Must follow curve processing 

requirements from SOP QS08 

 

• Re-evaluate curve mix 

and makeup 

• Re-run curve 

• Check instrument for 

maintenance needs 

• Re-prep the curve 

standards 

 

Samples cannot be 

analyzed until there is 

a passing calibration 

ICV Alternate source 

standard to be 

analyzed after every 

calibration curve 

• < 25% drift or 

 difference for all analytes  

 

• Re-analyze an ICV 

from a different 

source 

• Re-prep and re-

analyze the ICV 

• Re-calibrate and 

verify standard preps 

and sources 

CCV • At the beginning 

of every sequence 

• For every 10-

client samples 

and at the end of 

the sequence 

• The 

concentration 

must be varied 

from low to mid 

range 

• < 25% drift or 

 difference for all analytes 

 

• Evaluate the system 

for required 

maintenance 

• Obtain passing CCV 

• Reanalyze all samples 

injected since last 

passing CCV 

• Q-qualify if reanalysis 

is not possible 

MB One per prep batch • Must be less than ½ the RL/LOQ or 

<1/10
th

 any sample concentration or  

<1/10
th

 the regulatory limit – 

whichever is greater. 

• Re-analyze to confirm 

the positive value 

• If MB results are 

between the LOD and 

RL/LOQ, assess the 

data and notify the 

PM for possible 

further action 

• Re-extract affected 

samples associated 

with the MB 

• NCR and final report 

qualification will be 

required for affected 

samples if re-

extraction is not 

possible. 
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Table 2 - Method Quality Control Requirements Summary 

QC Check Minimum 

Frequency / 

Requirements 

Acceptance Criteria Corrective Action for 

Failures / Data 

Useability 

Surrogates Spike in every field or 

QC sample and 

standard 

Surrogate Water Soil 
OTP 
 

 
 

82-142 
(method) 
30-140 
(in-house) 

62-109    
(method) 
45-135  
(in- house) 

2-FBP 
 

50-150 
(default) 

50-150 
(default) 

Note: Project limits will be used when 

specified. 

• Batch QC should pass 

method limits. 

• Reanalyze to confirm 

recovery if failing in-

house limits. 

• Re-extract associated 

samples, if still failing 

in-house limits. 

• Q-qualify if re-

extraction is not 

possible or verifies 

exceedence. 

LCS One per prep batch Water 55-118% 

Soil 63-143% 

Note: Project limits will be used when 

specified. 

• Reanalyze to confirm 

recovery. 

• Re-extract associated 

samples, if still failing 

• Q-qualify if re-

extraction is not 

possible 

LCSD One per prep batch, 

when MS/MSD not 

included. 

Water 55-118% RPD <20% 

Soil 63-143% RPD <25% 

Note: Project limits will be used when 

specified. 

• See LCS 

MS/MSD One per prep batch, if 

sample volume 

available. 

Water 41-110% RPD <20% 

Soil 51-215% RPD <25% 

Note: Project limits will be used when 

specified. 

• Reanalyze to confirm 

recovery. 

• Re-extract if failure is 

judged to be due to 

extraction/analysis. 

• J-qualify associated  

parent sample if 

reporting from results 

exceeding limits. 

DOC Study • Initially per 

analyst prior to 

reporting data 

• Annually 

• Follow specific 

guidelines from 

section 16 for the 

preparation and 

analysis of DOC 

samples  

• Must meet the criteria of the LCS for 

average recovery 

• Precision criteria is 20% standard 

deviation.  

• Re-prep and / or 

• Re-analysis 

LOD 

Verification 

Every quarter • Parameter must be detected with 

response 3x the noise level 

 

• Re-prep and / or re-

analysis 

• Raise concentration 

LOQ 

Verification 

Every quarter • Bias Requirement: 

       Organics 50-150% 

• The LOQ value must be greater than 

the LOD value 

• Re-prep and / or re-

analysis 

• Raise concentration 
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Table 2 - Method Quality Control Requirements Summary 

QC Check Minimum 

Frequency / 

Requirements 

Acceptance Criteria Corrective Action for 

Failures / Data 

Useability 

Retention Time 

Study 
• Prior to running 

samples 

• With major 

instrument 

changes  

3 injections over 72 hours – calculate 

standard deviation of the measured 

retention times.  Windows +/- 3xSD 

If <0.05minutes use 

+/0.05 minutes. 



V:\Standard Operating Procedures\Current SOP File Directory\SOP338_R08_042910.doc    Page 17 of 17 

 

Table-3 

Qualitative Analysis Tool  
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