
What can go wrong?          What can I do about it?          If I can’t do anything about it, whom do I tell?

Activity: Operating a tractor towing a side lift mower traveling as the tail vehicle in a caravan of 6 
lawn mowers from one worksite to another along a public highway.  At the intersection where two 
roads merge the mowers gathered in the median and awaited a clear traffic opening so all 
equipment could travel together.  With an opening in traffic, the caravan entered the first lane 
available to the right and travelled for approximately 800‘.  The equipment was travelling at about 
15 mph at which point the tractor was rear ended by a pickup truck travelling about 50 mph.  The 
pickup truck struck the raised mower deck causing the tractor to flip onto its left side.  The 
tractor operator was fatally injured when he was ejected from his seat and landed under 
the left rear wheel as the tractor rolled on its side.

Mishap Snapshot – Tractor Traffic Fatality

Possible Contributing Factors:
• Pickup truck driver failed to reduce speed in time and collided with the tractor
• Tractor operator was not wearing his seatbelt
Communication Points:
• ALWAYS wear the seatbelt whenever operating any equipment 
• The tractor had the required equipment  (flashing rear lights and at least one headlight, however, 

North Carolina recommends posting a Slow Moving Vehicle Sign (SMV) on the rear of the 
tractor/equipment as well.  SMV is designed to be visible from about 1,200 feet

• 51% of all crashes involving farm type equipment result in an injury or death
• The speed difference between farm equipment and other automobiles is a major factor in 

crashes.  A car traveling 55mph will take 7 seconds to reach a tractor 400 feet away – visibility of 
equipment is extremely important

• Reduce risk exposure by transporting equipment between sites on a trailer instead of on roads 
were the speed limit is above 35 mph

• Know the terrain and traffic pattern of routes and plan thoroughly paying particular attention to:
Blind spots, hills, sharp curves, narrow roads/bridges, heavy traffic times, intersections, areas with 

low visibility from hills and vegetation

THIS MISHAP IS STILL UNDER INVESTIGATION


