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RESPONSES TO COMMENTS:
DRAFT
2001 BASEWIDE QUALITY ASSURANCE PROJECT PLAN
NAS FORT WORTH JRB, TEXAS

General Comments

A technical review was conducted for the subject document submitted by HydroGeoLogic, Inc.
under Contract F41624-95-D-8005, Delivery Order 0033 The document was reviewed for
technical adequacy and completeness. Overall, the document is adequate to meet the proposed
objectives outlined in the report, however, there are minor issues that should be addressed
before submitting the final document. These issues are detailed in the following comments.

Specific Comments:

Comment 1 Page 7-5, Section 7.2. The text states a brief description of three tables
containing analytical procedures and methods, however the tables are not
referenced by a specific ID or number. It is recommended that the tables
referred to, be more clearly addressed.

Response The text of this section has been edited to clarify the relationship
between the tables described and the organization of the subsequent
subsections.

Comment 2 Page 10-1, Section 10.0. It is recommended that this section be clarified

and consistent. (For example; subsection 10.3 clarifies the field sampling
task leaders and the respective laboratory manager’s responsibility,
however, subsection 10.2 does not.)

Response Additional detail has been added to each subject discussed within this
section.

Y

U:S. Air Force Center Jor Environmental Excellence
M \Deliverablest AFCEE\DO3NDraft 2001 QAPP\Comn‘mn[s_new doc 1 HydroGeoLogic, Inc 3/8/02
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PREFACE

This document contains the Final 2002 Basewide Quality Assurance Project Plan (QAPP) for
environmental investigation projects conducted at the Naval Air Station (NAS) Fort Worth
Joint Reserve Base (JRB), Texas.

HydroGeoLogic, Inc. (HydroGeoLogic) prepared this report under contract to the U.S. Air
Force (USAF) Center for Environmental Excellence (AFCEE), Contract No. F41624-95-D-
8005, Delivery Order No. 0033, in support of the Air Force Installation Restoration Program
(IRP).

Responsible key HydroGeoLogic personnel are as follows:

James P. Costello, P.G. Program Manager
Miquette E. Rochford, P.G. Project Manager
Kenneth F. Rapuano Project Chemist

This contract is administered by the Defense Contract Management Command (DCMC), 10500
Battleview Parkway, Suite 200, Manassas, Virginia, 22110. The Contracting Officer is Mr.
CIliff Trimble. The Contracting Officer’s Representative is Mr. Don Ficklen (210/536-5290),
representing the AFCEE Environmental Restoration Division (ERD), located at Headquarters
AFCEE, 3207 North Road, Brooks Air Force Base (AFB), Texas, 78235-5363.

U.S. Air Force Center for Environmenial Excellence
M \Deliverables\AFCEE\DO33\Final 2002 QAPPR03-02 803 _toc doc 1 HydroGeoLogic, Inc  3/4MR2
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LIST OF ACRONYMS AND ABBREVIATIONS

AZLA American Association of Laboratory Accreditation
AA atomic absorption

AF Air Force

AFB Air Force Base

AFBCA Air Force Base Conversion Agency

AFCEE Air Force Center for Environmental Excellence
AFP-4 Air Force Plant 4

A/H area-to-height ratio

AMU atomic mass unit

AOC area of concern

ARAR applicable or relevant and appropriate requirement
ASTM American Society for Testing and Materials

BFB bromofluorobenzene

BRAC Base Realignment and Closure

BTEX benzene, toluene, ethylbenzene, xylenes (total)
CAR corrective action report

CCB continuing calibration blank

CCC calibration check compound

Ccv continuing calibration verification

CERCLA Comprehensive Environmental Response, Compensation, and Liability Act
CFR Code of Federal Regulations

Chromium (VI) hexavalent chromium

COC chain of custody

COD coefficient of determination

COR contracting officer’s representative

DAD diode array detector

DCA dichloroethane

DCB dichlorobenzene

DCBP decachlorobiphenyl

DCE dichloroethene

DEQPPM Defense Environmental Quality Program Policy Memorandum
DERP Defense Environmental Restoration Program

DL detection limit

DNT dinitrotoluene

DOD Department of Defense

DPDO Defense Property Disposal Office

DQO Data Quality Objective

DRMO Defense Reutilization and Marketing Office

U.S. Air Force Center for Environmental Excellence
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EC

EDB
EPA
ERA
ERB
ERD
ERPIMS
eV

F
FID
FLAA
FPM
FSP

g

G

GC
GC/MS
GFAA

HSP
H2S04
Handbook

HCI
HNOs
HpCDD
HpCDF
HPLC
HxCDD
HxCDF

iCB
ICP
ICPES
ICS
ICSA
ICS AB
ICV
IPC
IRP

electrical conductivity

ethylene dibromide

U.S. Environmental Protection Agency

Environmental Restoration Account

Environmental Restoration BRAC

Environmental Restoration DERA

Environmental Restoration Program Information Management System
electron volt

fluoride
flame-ionization detector
flame atomic absorption
Field Project Manager
Field Sampling Plan

grams
glass

gas chromatography

gas chromatography/mass spectroscopy
graphite furnace atomic absorption

Health and Safety Plan

sulfuric acid

Handbook for the Installation Restoration Program (IRP) Remedial
Investigation and Feasibility Studies (RI/FS), September 1993
hydrochloric acid

nitric acid

heptachlorodibenzo-p-dioxin

heptachlorodibenzofuran

high performance liquid chromatography
hexachlorodibenzo-p-dioxin

hexachlorodibenzofuran

initial calibration blank

inductively coupled plasma

inductively coupled plasma emission spectroscopy
interference check sample

interference check sample solution A

interference check sample solution AB

initial calibration verification

instrument performance check

Installation Restoration Program

U.S. Air Force Center for Environmental Excellence
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IS
JRB

LCS
LCSD
LTM/LTO

MB
MDL
m/e
MEK

ne/kg
pe/L
mg/kg
mg/L

mL

MQL
MQO
MS/MSD
MTBE
mV

NAS
Na28:203
NCP
NDI
NFA
NIST
NO2
NOs
NTU

OCDD
OCDF
ORP
OSHA
OVA
OVvM
O/wW

internal standard
Joint Reserve Base

laboratory control sample
laboratory control sample duplicate .
long-term monitoring/long-term optimization

method blank

method detection limit
mass-to-charge ratio

methyl ethyl ketone
micrograms per kilogram
micrograms per liter
milligrams per kilogram
milligrams per liter

milliliter

method quantitation limit
measurement quality objective
matrix spike/matrix spike duplicate
methyl zerz-butyl ether
millivolt

Naval Air Station

sodium thiosulfate

National Contingency Plan

nondestructive inspection

no further action

National Institute of Standards and Technology
nitrite

nitrate

nephelometric turbidity unit

octachlorodibenzo-p-dioxin
octachlorodibenzofuran

oxidation-reduction potential

Occupational Safety and Health Administration
organic vapor analyzer

organic vapor monitor

oil/water

U.S. Air Force Center for Environmental Excellence
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P

PAH
PARCC
PA/SI
PCB
PCDD
PCDF
PE
PeCDD
PeCDF
%R
PID
PM
POs?

ppbv
PPE

ppmv
PQL
PVC

QA
QAPP

QC

r

RCA
RCRA
RD/RA
RF
RFI/CMS
RI/FS
RPD
RPM
RRF
RRT
RSD

SAC
SAP
SARA
S04
SOP

polyethylene

polynuclear aromatic hydrocarbon
precision, accuracy, representativeness, comparability, completeness
Preliminary Assessment/Site Investigation
polychlorinated biphenyl

polychlorinated dibenzo-p-dioxin
polychlorinated dibenzofuran
performance evaluation
pentachlorodibenzo-p-dioxin
pentachlorodibenzofuran

percent recovery

photoionization detector

project manager

phosphate

parts per billion by volume

personal protective equipment

parts per million by volume

practical quantitation limit

polyvinyl chloride

quality assurance
quality assurance project plan
quality control

correlation coefficient

Recommendation for Corrective Action
Resource Conservation and Recovery Act
remedial design/remedial action

response factor

RCRA facility investigation/corrective measures study
remedial investigation/feasibility study
relative percent difference

remedial project manager

relative response factor

relative retention time

relative standard deviation

Strategic Air Command

Sampling and Analysis Plan

Superfund Amendments and Reauthorization Act
sulfate

standard operating procedure
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SOW
SP
SPCC
SPLP
SQL
SRL
SVoC
SWMU

TCDD
TCE
TCDF
TCLP
TCMX
TIC
TNRCC
TOC
TPH

UHP
uv

YOC

WP
WSA

statement of work

spontaneous potential

system performance check compound
Synthetic Precipitation Leaching Procedure
sample quantitation Iimit

sample-specific reporting limit
semivolatile organic compound

solid waste management unit

California brass

tetrachlorodibenzo-p-dioxin

trichloroethene

tetrachlorodibenzofuran

Toxicity Characteristic Leaching Procedure
tetrachloro-m-xylene

tentatively identified compound

Texas Natural Resource Conservation Commission
total organic carbon

total petroleum hydrocarbons

ultra-high purity
ultraviolet

volatile organic compound

work plan
weapons storage area

U.S. Air Force Center for Environmental Excellence
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FINAL
2002 BASEWIDE
QUALITY ASSURANCE PROJECT PLAN
NAS FORT WORTH JRB, TEXAS

1.0 INTRODUCTION

This quality assurance project plan (QAPP) presents, in specific terms, the policies,
organization, functions, and specific quality assurance (QA) and quality control (QC)
requirements associated with analytical data generation and assessment. The requirements of
this QAPP are designed to achieve the data quality goals for the following activities to be
performed at Naval Air Station (NAS) Fort Worth Joint Reserve Base (JRB): Resource
Conservation and Recovery Act (RCRA) facility investigations/corrective measures studies
(RFI/CMS), remedial design/remedial action (RD/RA) projects, and long-term
monitoring/long-term optimization (LTM/LTO). Sampling and analysis protocols and other
associated field activities (i.e., standard operating procedures [SOPs] and detailed instructions)
will be presented in the site-specific Field Sampling Plans (FSPs) or Sampling and Analysis
Plans (SAPs) for each field effort. The United States Environmental Protection Agency (EPA)
QA policy requires a written and approved QAPP for every monitoring and measurement
project mandated or supported by the EPA through regulations, contracts, or other formalized
means not currently covered by regulation. Guidelines followed in preparing this plan are set
out in several EPA and U.S. Air Force guidance documents. The primary source document
for this QAPP is the AFCEE QAPP, version 3.1 (AFCEE, 2001), which is included as
Appendix C of AFCEE'’s Guidance for Contract Deliverables.

This Basewide QAPP supports the ongoing efforts of the Installation Restoration Program
(IRP). The IRP was developed by the U.S. Department of Defense (DOD) in 1981 to
investigate hazardous material disposal sites on DOD facilities. NAS Fort Worth JRB
integrated the ongoing IRP with the Comprehensive Environmental Response, Compensation,
and Liability Act (CERCLA) of 1980 as amended by the Superfund Amendments and
Reauthorization Act of 1986 (SARA); the National Qil and Hazardous Substances Pollution
Contingency Plan (NCP); pertinent provisions of the RCRA statutes; Executive Order 12580;
the Defense Environmental Restoration Program (DERP); Texas Solid Waste Disposal Act,
including the Texas Risk Reduction Rules; and all other applicable or relevant and appropriate
federal and state laws and regulations. This Basewide QAPP is based on and supersedes the
previous Basewide QAPPs (HydroGeoLogic, 1998 and 2000).

1.1  QAPP OBJECTIVES

This QAPP provides a comprehensive framework for obtaining analytical data of known
quality during RFI/CMS, RD/RA, and LTM/LTO activities at NAS Fort Worth JRB. The

U.S. Air Force Center for Environmental Excellence
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framework provided is necessarily broad and encompassing, due to the wide variety of
assessment, design, construction, operation, and monitoring activities to be undertaken.

The objective of this QAPP is to provide guidance for collecting and analyzing environmental
samples in a way that economically produces defensible and technmically accurate data.
Flexibility is necessary within the QAPP, as procedures appropriate for a large task, such as
basewide groundwater monitoring, may not be appropriate or economical for a small task, such
as a one-time determination of a single design parameter for a groundwater extraction system.
To facilitate remedial actions within the IRP, this QAPP must be flexible to accommodate
many different contractors and laboratories while providing for acceptable data quality. This
QAPP therefore provides guidance relevant to a “typical” RFI/CMS, RD/RA, or LTO/LTM
task, while also providing for modification to this guidance through task-specific Work Plans,
FSPs, or SAPs. Where modifications are proposed to this QAPP, they must be submitted,
approved by AFCEE (with concurrence by regulatory agencies, where necessary), and
incorporated into the applicable FSP or SAP prior to implementation. Where the data quality
objectives (DQOs) of a project are in conflict with the requirements of this QAPP, the project
DQOs must always take priority, with appropriate documentation and notification.

This QAPP is required reading for all staff participating in RFI/CMS, RD/RA, and LTM/LTO
projects. It must be referenced in all task-specific plans written to support these projects, and
if modifications to the guidance contained in this QAPP are proposed, specific justification for
the modifications must be provided.

1.2 ADMINISTRATIVE PROCEDURES

Since this QAPP will cover multiple tasks and be used by multiple contractors, it is imperative
that proper communication and documentation procedures be followed. The following
discussion addresses procedures that will be followed by all contractors to ensure that
appropriate communication and documentation procedures are completed at each step of the
RFI/CMS, RD/RA, and LTM/LTO tasks.

1.2.1 Document Control
This QAPP may be revised as necessary when guidelines and regulatory documents are
changed, or when additional sampling or methods of analysis are required for RFI/CMS,

RD/RA or LTO/LTM tasks. Revisions to the QAPP will be addressed as follows:

. For specific project-required versions, an addendum to this QAPP will be prepared for
the project-specific FSP.

. For permanent changes to the QAPP that apply to basewide activities, revisions will be
incorporated as an amendment to this QAPP after agency consensus.

U.S. Air Force Center for Environmenial Excellence
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All contractors who might be affected by such revisions will be included in the review process.
This inter-contractor coordination will ensure continued comparability of data produced. On
completion of the review process, it is the responsibility of each contractor to ensure that all its
subcontracted laboratories receive and understand the requirements of this QAPP and any
subsequent final revisions.

Table 1.1 lists stakeholders in the project who must be kept apprised of the future revisions and
addenda to the QAPP. At the direction of the stakeholders, the contractors to whom the
requirements of this QAPP are relevant will be provided with a controlled copy. Initial
assignments and future distribution of the approved revisions or addenda will be noted on the
table to ensure that all QAPP holders receive the distributed materials.

Table 1.1
Points of Contact for NAS Fort Worth JRB, Texas, Projects
Name . . Affiliation
Don Ficklen AFCEE/ERD
Michael Dodyk AFCEE/ERD
Charles Pringle AFCEE/ERB
Ray Risner TNRCC
Mark Weegar TNRCC
Tim Seweli TNRCC, Region 4
Gary Miller EPA, Region VI

1.2.2 Communications

It is the responsibility of the contractor in charge of a task to ensure that appropriate
documentation of internal communications takes place. Methods of documenting internal
communications may include telephone logs, electronic mail, or memoranda.

Because multiple contractors will be working at NAS Fort Worth JRB, there may be
interdependency among various tasks. Any issues that could potentially affect other tasks, and
therefore, the work of other contractors, must be communicated to all contractors. The
primary method of communication will be written, either through memoranda or confirmation
notices. All phone conversations resulting in the resolution of issues will be documented with
either a memorandum or a confirmation notice.

1.3 QAPP ORGANIZATION

Section 2.0 of the QAPP provides a description of the site and a site history. The program
organization and responsibilities are summarized in Section 3.0. DQOs and measurement
quality objectives are discussed in Section 4.0. Sampling procedures are summarized in
Section 5.0 and screening analytical methods are presented in Section 6.0. Section 7.0
discusses definitive analytical methods. Section 8.0 describes data reduction, verification, and

U.S. Air Force Center for Environmental Excellence
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1

reporting.  System and performance audits are addressed in Section 9.0. Preventive
maintenance activities are summarized in Section 10.0. Section 11.0 provides a description of
the corrective actions. Quality assurance reports are described in Section 12.0. The document
references applicable to this QAPP are provided in Section 13.0.

(

The final version of the current NAS Fort Worth JRB Basewide QAPP and any amendments
and project-specific addenda will be followed for all DQOs, measurement quality objectives
(MQOs), and QC requirements for sampling and analytical activities related to site closure
during RFI/CMS, RD/RA and LTM/LTO activities at NAS Fort Worth JRB.

U.S. Air Force Center for Environmental Excellence
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2.0 SITE DESCRIPTION AND HISTORY

As part of a continuation of environmental investigation work initiated at NAS Fort Worth JRB
in 1983, the United States Air Force will be conducting RFI/CMS and RD/RA efforts and
LTM/LTO of the actions taken. This QAPP describes data quality processes to be used as part
of these programs being conducted at NAS Fort Worth JRB. The RFI/CMS and RD/RA
efforts include detailed definition of the area for which remedial action is being taken and the
evaluation of bench/pilot scale treatment technologies for remediation. Demonstration of
compliance with action-specific applicable or relevant and appropriate requirements (ARARs),
demonstration of progress toward remediation, and the LTM/LTO efforts provide data for
maintaining regulatory compliance at NAS Fort Worth JRB.

2.1  SITE HISTORY

NAS Fort Worth JRB is located on 2,555 acres of land in Tarrant County, Texas, 8 miles west
of Fort Worth (Figure 2.1). It lies between the communities of White Settlement and River
Oaks, within a bend of the West Fork of the Trinity River that flows along the northern part of
the eastern boundary of the base. The river is dammed to form Lake Worth, a drinking water
supply and recreation reservoir bordering NAS Fort Worth JRB to the north. To the west,
NAS Fort Worth JRB is neighbored by Air Fprce Plant 4 (AFP-4) and by the community of
White Settlement. Lockheed Martin operates AFP-4 for the Air Force. It is an aircraft
production plant that shares the runway and several facilities. The base is bordered on the east
by the communities of River Oaks, Westworth Village, and other urban areas.

Two offsite facilities are part of the base: the Instrument Landing System Marker Beacon and
the Weapons Storage Area (WSA), both located west of the town of White Settlement.

Prior to 1941, the area that is now occupied by NAS Fort Worth JRB consisted of woods and
pasture in an area called White Settlement. In August 1942, the base was opened as Tarrant
Field Airdrome. The original mission was to train pilots to fly the new B-24 Liberator, which
was being constructed across the runway by the Consolidated Aircraft Corporation.

Construction at the airfield continued into 1943, extending the runway and taxiways, and
erecting hangars and additional facilities. In May 1943, the field was redesignated as Fort
Worth Army Air Field. The training mission continued, and in January, 1945, the Fort Worth
Army Air Field began to operate a transition school for the B-32 aircraft, which, like the
B-24, was manufactured across the runway. The 7th Bombardment Group and associated B-
29 aircraft were assigned to the Fort Worth Army Air Field in October 1946.

The facility was taken under the command of the Strategic Air Command (SAC) in 1946 and
named Carswell Air Force Base (AFB) in 1948. The SAC mission remained at Carswell AFB
until 1992 when the Air Combat Command assumed control of the base. In October, 1994, the
U.S. Navy assumed responsibility for the facility and the name was changed from Carswell
AFB to NAS Fort Worth JRB. With the transfer of property at NAS Fort Worth JRB from the
U.S. Air Force to the U.S. Navy, many of the street names were changed. Under present
operations, training to execute directed tactical fighter missions is provided by the 301st
Fighter Wing.

U.S. Air Force Center for Environmental Excellence
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The principal activities on the base have been maintaining and servicing bombers, fuel tankers,
and fighter jet aircraft. Many of the activities have been in conjunction with AFP-4 that has
been successively operated by Consolidated Aircraft Corporation, Consolidated Vultec
Corporation, General Dynamics Corporation, and, most recently, Lockheed Martin. Servicing
and maintenance of the engines and equipment of the multi-engine B-52 (eight engines) and
the KC-135 (four engines) aircraft generated the majority of waste liquids at former Carswell
AFB.

2.2 SUMMARY OF WASTE HANDLED

On February 7, 1991, the former Carswell AFB (NAS Fort Worth JRB), was issued a RCRA
hazardous waste permit (HW-50289) by the TNRCC. This permit requires an RFI of all Solid
waste management units (SWMUs) and areas of concern (AOCs) listed in Permit Provision
VIII, as well as those SWMUSs and AOCs subsequently added to the list, in order to determine
whether any of the hazardous constituents listed in 40 Code of Federal Regulation (CFR) Part
264, Appendix IX, have been released into the environment.  Sixty-eight SWMUs and 19
AOCs have been identified at NAS Fort Worth JRB. A list of SWMUs is presented in Table
2.1; Table 2.2 lists the AOCs. Those SWMUs and AOCs that have been closed under RCRA
are designated for no further action (NFA). The locations of all SWMUs and AOCs are shown
on Figure 2.2. Since 1942, most hazardous wastes generated through operations and activities
at former Carswell AFB have been disposed of in landfills, reused on base, or processed
through the Defense Property Disposal Office (DPDO) for off-base recycling or disposal.

Most of the liquid waste generated by the industrial operations can be categorized as waste
oils, recoverable fuels, and spent solvents and cleaners. Waste oils generally refer to
lubricating fluids, such as crankcase oils and synthetic turbine oils. Hydraulic fluids have also
been included in this category. Recoverable fuels refer to fuels drained from aircraft tanks and
vehicles, such as JP-4 and MOGAS (unleaded gasoline). Spent solvents and cleaners refer to
liquids used for degreasing and general cleaning of aircraft, aircraft systems, electronic
components, and vehicles. This category includes PD-680 (a petroleum naphtha product) and
various chlorinated organic compounds, such as carbon tetrachloride, trichloroethene (TCE),
and 1,1,1-trichloroethane.

Specific types of solvents in use by the Air Force have changed over the years. In the 1950s,
carbon tetrachloride was in common use; its was replaced by TCE in about 1960. Since then,
TCE and 1,1,1-trichloroethane have been commonly used; however, TCE usage has decreased
in favor of 1,1,1-trichloroethane. Today, PD-680 Type II, 1,1,1-trichloroethane, and, to a
limited extent, TCE are in common use.

Waste paint solvents or thinners and strippers are generated by corrosion control activities.
Typical thinners include isobutyl acetate, toluene, methyl ethyl ketone (MEK), isopropanol,
naphtha, and xXylenes. Paint strippers generally contain such compounds as methylene
chloride, toluene, ammonium hydroxide, and phenolics.

U.S. Air Force Center for Environmenial Excellence
M \Deliverables\ AFCEEADO3}Final 2002 QAPPRG3-02 803_2 doc 2-3 HydroGeoLogic. Inc  3/4/02

34



—

721

-

W

5

This page was left intentionally blank.



T

D)
Odda

Z00¢ 'asvquIn( SID NE0J020 04pAH

9661 Butawmduzy sqoopr a0anog dopy

P2 Z0/90/60 -pasmay

_ Z0-0TEEO-100DAY 1204y

4dp uouv0] DOV [INMS\HOdIY\DILEV[00DAV\ X - 2UDU31

1394 NI 3TV0S

e O el
00s1 0001  00% 0 00s

pd

(peso[D) uonoy Jegung oON - VAN

(NINMS) U UaWSTEUBA 1SEM PUOS

(DOV) waouo)) Jo eary 6

9SBE 9010,] ITY [[SMSIED) IoULIO]

(PItd [[3MSIED) (T GHOM HOJ SYN + — — —

puadory

QY ADUI[IIXY [EIUIWUOIATY
10, 1WA NI IV "S (1

depy woned0 1 DOV/NINMS

7 angdiy

SDXBL G YIOM 140 SEN—UDI 193[0ief
QOUDINSSY AN apIMASDg OO — ou] ‘N30 To2004pAY

&

et

TRDRREY;

o gat

o

Yyr

L,
T,

sserabTarIaIISLs,

T

s e e e e e

L

-

e e

-
|-

R et e

si:

iy

FRTTARA AR § AT o £

PR

L peersagaradieess,

I

I

5.1 oo

(vIN) ued yue L 10d

(VAN) soreredas 12184110 OFE | Burpling

(a8E1940 ) SpImaseq) WIRISAG Jamag RS

WHSAS URIPIAPU] YoUSLy

9 ON JIypue]

BRIy UCUBIIILNDNY ASEA, A8 MUBUSIIER UIHINPOL Ha0d OZE | Buprng
1ojemedag INEA IO ajen) 1seg

s101daouAuy 1918 A LIS

(vAN) waisAg a8euel(] Jalep, LU0)G

uisAg voneredag 191E /10 G611 Suppng

{¥:IN) eazy uipjop] 1sean [e0UR)) 061 | Butpling

T ON ®ary Buigsep yeony

| ON eIy uyseay yeaary

1oiesedag 1m0 (190 1591 awndug jap <o Suppmyg

(VAN) e3uel] Junses Yeony au 1z irea UL |70 3iseA 201 Suppng
Iz3uely Suwysey Yrioay Yl 1e wasAg uoteredag 1w /O 701 Suppmg
{¥.IN) B3Iy UOHR[OUMINY JSEM f1 [ SeipLng

Jrauwdmby punosn

30eds0L3y uoIpeEnbs AduBUMGIRIA Prasy ‘walsAg uoneredsg A MIO b1 Supjing
(VAN washg noneredag wiemQ1Q ¢bo| Suppng

(VN) EaIy UCURUMISY AISTA £49T Suwpimg

wsig voneedss e /100 (161 [ Supping) doyg ssueuuwiEp 3y

(VAN BRIV UCNRIUMIEY J1Sep (61 Tupimg

waisAg uctieredoag IMEM /TG (P61 Tuipiing) doys Bm|angay Aonfrs

(V4 N) Baly UCTEIRUMY ASEM pg[ | Surpiing

(VAN B3y UONE[DWNY ASeM (o] Supimg

(VAN) €Y ucgjmumsy Asep O[] Surppmg

RAIY UCURIRUMIOY ASeA Q501 upling

6 ON PR

TON TIYpUIET]

[ ON T1%Pue]

{¥AN) QL ON flypue

(v4N) £ oN Ny pire]

(AN} 8 ON Nypue]

(AN} ary [pung 21se

(AN} § ON [upue]

(vAN} ¥ ON Nypie]

UL 10 NSeAL

qur ] 2BRIoIg [ang Awse

T ON Bary Junuer) ang

{V:IN) | ON ®ary 3uurer) s

L ON [typue]

(W4N) B2y UONRTNLMSDY HSeAy 090] Swipping

(V:IN) SEaly UOUR[MNISY JISEAY, UOLEIS YI0AL J#IUD)) ROREULICIU] [BnstA (14 ] Swpjing
BAIY UONENLLMIIY ASEA 6191 Supimg
(V4N) B2V uone;mumady JAsep 2191 Juipping
(VAN) e uon29([0)) 38pnig 8791 Supying
(vIN) roreredag e /110 8291 Bupring
urei(] pue y2ey USem 8791 uiping

BAIY UOIB[LUNIDY A5ep 9701 Suipring

(NIAMS) SN JUSUISRURIA 21SEA PIOS

g eary dumurer] any @unog papadsng

(vAN) v eary Sururer) any rauno papadsng
{VAN) HHypuT] Lunicd parsadsng

(vAN) dwe) £purey

{WAN) poS 2Fiig

(VAN weang pawreuup)

(v4AN) soiesedag Mg

saeredsg w0

Joered’s m/0

soreredas /0

(VAN) PIBA 3IUBUIUIRA 25IN07) JIOT)

(vAN) umasnjy asedsoray

(vAN) Bary Sunangay aseq jauneg

{vdN) ey #3eiois A

(VAN} Pie A 3SUBUIMIE[A SPUTIOID)

(vAN) walsAS 10BIPAY] [an]

(39P13407) IpLMITEE} IDIEMPUNOID) PRRUIY
uolelg ser) 35eg SN0 JUDTELS 30IAIRS aseq 100

(DOV) waouo) Jo seary

L9
99

9
19
133

€5
%3
15
[

Ly
14

cr

Mo O e O

ot

o -

— ) O o0 2

9¢€ 14k




721, 37

HydroGeoLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

Table 2.1
Solid Waste Management Units at NAS Fort Worth JRB, Texas

SWMU . Description OPR
1 Pathological Waste Incinerator (NFA) BRAC
2 Pathological Waste Storage Shed (NFA) BRAC
3 Metal Cans (NFA) BRAC
4 Facility Dumpsters (NFA) BRAC
5 Building 1628 Waste Accumulation Area ERA
6 Building 1628 Wash Rack and Drain ERA
7 Building 1628 Qil/Water Separator (NFA) ERA
8 Building 1628 Sludge Collection Tank (NFA) ERA
9 Building 1628 Work Station Waste Accumulation Area (NFA) ERA
10 Building 1617 Work Station Waste Accumulation Area (NFA) ERA
11 Building 1617 Waste Accumulation Area (NFA) ERA
12 Building 1602 Waste Accumulation Arca ERA
13 Building 1710 Visual Information Center Work Station Former Waste Accumulation ERA

Areas (NFA)

14 Building 1060 Bead Blaster Collection Tray (NFA) ERA
15 Building 1060 Paint Booth Vault (NFA) ERA
16 Building 1060 Waste Accumulation Area (NFA) ERA
17 Landfill No.7 ERA
18 Fire Training Area No.l (NFA) BRAC
19 Fire Training Area No.2 BRAC/ERA
20 Waste Fuel Storage Tank BRAC/ERA
21 Waste Ol Tank BRAC/ERA
22 Landfill No.4 (NFA) BRAC
23 Landfill No.5 (NFA) BRAC
24 Waste Burial Area (NFA) BRAC
25 Landfill No.8 (NFA) BRAC/ERA
26 Landfill No.3 (NFA) ERA
27 | Landfill No.10 (NFA) ERA
28 Landfill No. 1 ERA
29 Landfill No.2 ERA
30 Landfill No.9 ERA
31 Building 1050 Waste Accumulation Area ERA
32 Building 1410 Waste Accumulation Area (NFA) ERA
33 Building 1420 Waste Accumulation Area (NFA) ERA
34 Building 1194 Waste Accumulation Area (NFA) ERA
35 Building 1194 Vehicle Refueling Shop Qil/Water Separation System ERA
36 Building 1191 Waste Accumulation Area (NFA) ERA
37 Building 1191 Vehicle Maintenance Shop Qil/Water Separation System ERA
38 Building 1269 Polychlorinated Biphenyl Transformers Building (NFA) BRAC
39 Building 1643 Waste Accumulation Area (NFA) ERA
40 Building 1643 Qil/Water Separation System (NFA) ERA

U.S Air Force Center for Environmental Excellence
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Table 2.1 (continued)

Solid Waste Management Units at NAS Fort Worth JRB, Texas

SWMU Description OPR

4] Building 1414 Oil/Water Separation System, Field Maintenance Squadron Aerospace ERA
Ground Equipment

42 Building 1414 Waste Accumulation Arca (NFA) ERA
43 Building 1414 Non Destructive Inspection (NDI) Waste Accumulation Point (NFA) ERA
44 Building 1027 Qil/Water Scparation System at the Aircraft Washing Hangar ERA
45 Building 1027 Waste O1l Tank Vault at the Aircraft Washing Hangar (NFA) ERA
46 Building 1027 Waste Accumulation Area (NFA) ERA
47 Building 1015 Jet Engine Test Cell Oil/Water Separator ERA
48 Building 1048 Fuel Systems Shop Floor Drains (NFA) ERA
49 Aircraft Washing Area No. 1 ERA
50 Aircraft Washing Area No.2 ERA
51 Building 1190 Central Waste Holding Area (NFA) ERA
52 Building 1190 Qil/Water Separation System ERA
33 Storm Water Drainage System (NFA) ERA
54 Storm Water Interceptors ERA
55 East Gate O1l/Water Separator ERA
56 Building 1405 Waste Accumulation Area (NFA) ERA
57 Buildings 1432/1434 Waste Accumulation Area (NFA) ERA
58 Pesticide Rinse Area (NFA) BRAC
59 Building 8503 Weapons Storage Area Waste Accurnulation Area BRAC
60 Building 8503 Radioactive Waste Burial Site (NFA) BRAC
61 Building 1320 Power Production Maintenance Facility Waste Accumulation Area ERA
62 Landfil] No.6 ERA
63 Entomology Dry Well (NFA) ERA
64 French Underdrain System ERA
65 Weapons Storage Area Disposal Site (NFA) BRAC
66 Sanitary Sewer System (Basewide Coverage) BRAC/ERA
67 Building 1340 Oil/Water Separator (NFA) ERA
68 POL Tank Farm (NFA) ERA

Notes:

OPR - Office of Primary Responsibility

BRAC - Base Realignment and Closure

ERA - Environmental Restoration Account

NFA - No further action

POL - Petroleum, oil, and lubricant

M \Deliverabies\ AFCEFADO33VFinal 2002 QAPPARD3-02 803_2 doc

U.S. Air Force Center for Environmental Excellence
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Table 2.2
Areas of Concern at NAS Fort Worth JRB, Texas

AOC Deseription OPR
1 Former Base Service Station/Former Base Gas Station BRAC/ERA
2 Aurfield Groundwater ERA
3 Waste O1l Dump (NFA) ERA
4 Fuel Hydrant System {NFA) ERA
5 Grounds Maintenance Yard (NFA) BRAC
6 RV Parking Area (NFA) ERA
7 Former Base Refueling Area (NFA) ERA
8 Aerospace Museum (NFA) BRAC
9 Golf Course Maintenance Yard (NFA) BRAC
10 Building 1064 Qil/Water Separator ERA
11 Building 1060 Oil/Water Separator ERA
12 Building 4210 Oil/Water Separator ERA
13 Building 1145 O1l/Water Separator (NFA) ERA
14 Unnamed Stream (NFA) BRAC
15 Building 1190 Storage Shed (NFA) ERA
16 Family Camp (NFA) BRAC
17 Suspected Former Landfill {NFA) ERA
18 Suspected Former Fire Training Area A {(NFA) ERA
19 Suspected Former Fire Training Area B ERA

Notes:

OFR Office of Primary Responsibility
BRAC - Base Realignment and Closure
ERA Environmental Restoration Account
NFA - No further action

U.S. Air Force Center for Environmental Excellence
M \Deliverablest AFCEENDOI3Final 2002 QAPPRO3-02 803_2 doc 2-7 HydroGeolagic, Inc  3/1/00
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3.0 PROGRAM ORGANIZATION AND RESPONSIBILITIES

This basewide QAPP defines the program responsibilities for the signatory agencies. These
agencies will work cooperatively to direct the NAS Fort Worth JRB IRP. This includes
decisions related to priorities for site investigations and cleanup, as well as procedures and
standards to be followed in accomplishing program activities and establishing project
milestones and goals.

The efforts required to implement the IRP at NAS Fort Worth JRB are directed and funded by
the Air Force. The Air Force is assisted in this effort by several contractors, subconiractors,
and consultants. In this section, responsibilities are defined for each of the key personnel or
functional areas of the agencies approving this QAPP.

3.1 AIR FORCE, U.S. ENVIRONMENTAL PROTECTION AGENCY, AND TEXAS
NATURAL RESOURCE CONSERVATION COMMISSION

Each of the following agencies working with or under the QAPP have assigned a remedial
project manager (RPM) to serve as the spokesperson for their respective organizations in
managing or overseeing environmental restoration work at NAS Fort Worth JRB:

. AFCEE/ERD
. EPA, Region VI
. TNRCC

3.2 CONTRACTOR PROJECT ORGANIZATION

A contractor's RFI/CMS, RD/RA, or LTM/LTO project team generally will include technical
professionals with experience in project management, QA, analytical chemistry, field
investigations, data management, and other technical and engineering disciplines. Contractors
may use different organizational structures and titles for particular positions. The following
examples of personnel and associated responsibilities will generally be used, but the project
team should be selected based on the effort. The assignment of tasks to specific roles or titles
within a contractor’s organization should be detailed within the scoping documents prepared
for the specific sites or activities,

o A project manager will be responsible for the contractual aspects of the project work
and ensuring that appropriate staff and resources are assigned to the project. In this
role, a project manager will ensure that technical activities and reports receive
appropriate planning and oversight to meet or exceed the quality and timeliness of data
required by the project. A project manager will also have primary responsibility for
decision-making and communication with the AFCEE contracting officer's
representative (COR).

U.S. Air Force Center for Environmental Excellence
M \Deliverables\AFCEE\DO33\Final 2002 QAPPR03-02 803_3 doc 3-1 HydroGeaLogc, lnc  34/02
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° A Program Manager, along with a project manager, may be responsible for the
technical and financial management of a specific project.

. A Field Investigation Task Manager/Field Coordinator will be responsible for directing
field work; ensuring the field staff has adequate training in both field sampling and
measurement procedures and in health and safety procedures; reporting the status of
field activity to project management and the Air Force; and directing subcontractors. A
field coordinator will have overall responsibility for implementing the field sampling
plan and communicating any difficulties encountered. Field coordinators will also have
the authority to stop work if safety or data quality will be significantly affected by site
operations or conditions.

. An Analytical Chemistry Task Manager will have overall responsibility for ensuring
that the planning, implementation, and reporting for the analytical program fulfill the
objectives for data use. Duties of this position include laboratory selection and
management; QAPP development; data evaluation/qualification; audit performance;
corrective action implementation; database information flow; and identification and
communication of problems that affect data quality and project schedule to the NAS
Fort Worth JRB QA Officer.

° A Database Manager will be responsible for maintaining the project-specific database,
reporting results in required formats to the Air Force and data users, and ensuring the
integrity of the project-specific database. This position also will be responsible for
establishing and testing electronic formats to ensure that these formats are compatible
with the project database.

. A Contractor Performance Assurance Manager will have overall responsibility to
independently ensure that the planning, implementation, and reporting for RFI/CMS,
RD/RA, or LTM/LTO activities fulfill the objectives for data use. The Performance
Assurance Manager will have reporting responsibility outside the project organization
to ensure independence in decision-making and the recommendations for corrective
actions. The Performance Assurance Manager will be responsible for ensuring that
needed corrective actions are implemented.

. A Health and Safety (H&S) Coordinator will be responsible for writing and enforcing
the H&S plan for each specific project.

The other primary project staff members include technical professionals with expertise in risk
assessment, chemistry, geology, hydrology, treatability studies, and remedial engineering.
These individuals will be responsible for internal communication and task planning to ensure
that all data obtained will be used for the intended purpose, and to provide the direction and
supervision needed to ensure that technically sound decisions will be made within their area of
expertise.

U.S. Air Force Center for Environmental Excellence
M \Deliverables\AFCEEVDO3 3VFinal 2002 QAFPPARD3-02 803_3 doc 3-2 HydroGeoLogic, Inc  3/4/02
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3.3 ANALYTICAL LABORATORIES

The analytical Iaboratories used for an individual project will be chosen by the contractor
tasked with that investigation. All laboratories used will meet audit requirements and
frequencies as described in Section 9.0.

Notice to QAPP Users and Reviewers: As described in Section 1.1, QAPP Objectives, this
QAPP is designed to be flexible. An attempt is made to identify the most commonly used
laboratory methods and associated QA/QC procedures, acceptance limits, and corrective
actions. However, during the life of a project, there may be a need to perform specialized
tests that may not be covered under this Basewide QAPP. It is also possible that an analytical
laboratory's internal procedures may be somewhat different from those specified in this QAPP.
For these reasons, variances in the procedures and criteria may be necessary from time to
time, depending on the objectives of the specific projects or the laboratory's procedures. Note
that the DQOs for each specific project still must be met; therefore, variances would, in no
circumstance, produce data of a quality less than that desired. When the field investigations
are defined and the associated FSP is prepared, the Basewide QAPP will be evaluated for
adequacy for the proposed investigation. Any gaps and variances will be documented in an
approved addendum to the QAPP.

U.S. Air Force Center for Environmental Excellence
M \Delverable\ AFCEENDA N Final 2002 GAPPYRIB-02 803_3 doc 33 HydroGeoLogic. Inc  3/4/02
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4.0 QUALITY PROGRAM AND DATA QUALITY OBJECTIVES

DQOs specify the data type, quality, quantity, and uses needed to make decisions and are the
basis for designing data collection activities. The DQOs for each project are specified in the
FSP.

4.1 DATA CATEGORIES

The two general categories of data used by the AFCEE are defined as: (1) screening data and
(2) definitive data.

Screening data are generated by rapid methods of analysis with less rigorous sample
preparation, calibration and/or QC requirements than are necessary to produce definitive data.
Sample preparation steps may be restricted to simple procedures such as dilution with a
solvent, instead of elaborate extraction/digestion and cleanup. Screening data may provide
analyte identification and quantitation, although the quantitation may be relatively imprecise.
Physical test methods, (e.g., dissolved oxygen measurements, temperature and pH
measurements, moisture content, turbidity, conductance) have been designated by definition as
screening methods (see Section 6.0).

Screening methods will be confirmed, as required in the FSP, by analyses that generate
definitive data.  Confirmation samples will be selected to include both detected and
nondetected results from each screening method. Note that some screening methods have no
corresponding definitive method, and results from these methods will not require confirmation.

Definitive data are generated using rigorous analytical methods (see Section 7.0), such as
approved EPA reference methods. The data can be generated in a mobile or fixed-base
laboratory. Definitive data are analyte-specific, and both identification and quantitation are
confirmed. These methods have standardized QC and documentation requirements (see
Sections 7.0 and 8.0). Definitive data are not restricted in their use unless quality problems
require data qualification.

4.2 PRECISION, ACCURACY, REPRESENTATIVENESS, COMPLETENESS, AND
COMPARABILITY

The basis for assessing each of these elements of data quality is discussed in the following
subsections. Precision and accuracy QC limits for each method, matrix, and analyte are
identified in Sections 6.0 and 7.0.

4.2.1 Precision
Precision measures the reproducibility of measurements. It is strictly defined as the degree of

mutual agreement among independent measurements as the result of repeated application of the
same process under similar conditions. Analytical precision is the measurement of the

U.§. Air Force Center for Environmental Excellence
M \Deliverables\ AFCEENDO3 3 Final 2002 QAPPARD3-02 803 _d doc 4-1 HydroGeologsc, Inc  3/4/02
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variability associated with duplicate (two) or replicate (more than two) analyses. AFCEE uses
laboratory control samples (LCSs) to determine the precision of an analytical method. If the
recoveries of analytes in an LCS are within established control limits, then precision is within
limits. In this case, the comparison is not between a sample and a duplicate sample analyzed
in the same batch, rather the comparison is between the sample and samples analyzed in
previous batches. Total precision is the measurement of the variability associated with the
entire sampling and analysis process. It is determined by analysis of duplicate or replicate
field samples and measures variability introduced by both the laboratory and field operations.
Field duplicate samples and duplicate matrix spiked samples will be analyzed to assess field
and analytical precision, and the precision measurement is determined using the relative
percent difference (RPD) between duplicate sample results. The formula for the calculation of
precision is provided in Table 4.1 as RPD. For replicate analyses, the relative standard
deviation (RSD) is determined. The formula for the calculation of RSD is provided in Table
4.1. Precision is calculated for each AFCEE analytical batch, and the associated sample
results are interpreted by considering these precision measurements. Tables of analyte
precision requirements are presented in the method-specific subsections of Section 7.0.

4.2.2 Accuracy

Accuracy is a statistical measurement of correctness and includes components of random error
(variability due to imprecision) and system error. It therefore reflects the total error associated
with a measurement. A measurement is accurate when the value reported does not differ from
the true value or known concentration of the associated spike or standard. Analytical accuracy
is measured by comparing the percent recovery of analytes spiked into an LCS to a control
limit. For many organic analytical methods, surrogate compound recoveries are also used to
assess accuracy and method performance for each sample analyzed. Analysis of performance
evaluation (PE) samples will also be used to provide additional information for assessing the
accuracy of the analytical data being produced.

Accuracy is calculated for each AFCEE analytical batch, and the associated sample results are
interpreted by considering these specific measurements. The formula for calculation of
accuracy is included in Table 4.1 as percent recovery (%R} from pure and sample matrices.
Tables of analyte accuracy requirements are presented in the method-specific subsections of
Section 7.0.

4.2.3 Representativeness

Objectives for representativeness are defined for each sampling and analysis task and are a
function of the investigative objectives. Representativeness will be achieved through use of
standardized field, sampling, and analytical procedures. Representativeness is also determined
by appropriate program design, with consideration of elements such as proper well locations,
drilling and installation procedures, and sampling locations. Decisions regarding
sample/well/boring locations and numbers and the statistical sampling design are documented
in the FSP.

U.S. Air Force Center for Environmental Excellence
M \Defiverable\ AFCEEADO3 M\Final 2002 QAPPAR03-0Z 303_4 doc 4-2 HydroGeologe e 3/4/02
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= Number of observations

=]
|

Table 4.1
Statistical Calculations
Statistic Symbol Formula Definition "~ Uses
Mean " Measure of central Used to determine
X Zx, tendency average value of
Nt/ measurements
n
Standard S —yp\V2 Measure of relative Used in calculating
Deviation Z(x X scatter of the data variation of
(n-1) measurements
Relative RSD (s/ ;) x100 Relative standard Used to assess
Standard deviation, adjusts for | precision for
Deviation magnitude of replicate results
Percent %D Measure of the Used to assess
Difference X, — X, difference of 2 accuracy
x100 observations
|
Relative RPD (x, - x Measure of vanability |Used to assess total
Percent —1 72 _1x100 that adjusts for the and analytical
Difference (x, +x,)/2 magnitude of precision of
observations duplicate
Percent %R x Recovery of spiked Used to assess
Recovery Pure matrix: | == | x 100 compound in pure accuracy
X true matrix; 1f a spiked
sample matrix contains
Contamunated matrix: some spiked
compounds, the
K oeas — X grigema %100 original amount must
X e be subtracted out of the
equation,
Percent %R valueof  value of Recovery of spiked Used to assess
Recovery gggl‘gﬁ: - ‘slangfs}?d compound in sample | matrix effeFts and
x 100 matrix total precision
value of added spike
Correlation r see SWB000B Section 7.5.2 see SW8000B Section | Evaluation of
Coefficient 7.5.2 “goodness of fit” of
a regression line
Coefficient of COD |see SWB000B Section 7.5.3 see SWB000B Section |Evaluation of
Determination 7.5.3 “goodness of fit” of
a polynomial
equation
x = Observation (concentration}

M \Deliverables\A FCEE\D{33\Final 2002 QAPPMRO03-02 B03_4 doc
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Representativeness is also verified by the analysis of field and laboratory blank samples. The
results of these analyses are used to determine whether measured quantities of analytes detected
in site samples are truly representative of the site conditions. Contamination found in blank
analyses can be indicative of a contamination source associated with the sample collection,
shipment, storage, extraction, or analysis processes.

4.2.4 Completeness

Completeness is calculated for the aggregation of data for each analyte measured for any
particular sampling event or other defined set of samples. Overall completeness is calculated
using all data from a project reported for each matrix. Analyte completeness is calculated and
reported for each method, matrix, and analyte combination. The number of valid results
divided by the number of possible individual analyte results, expressed as a percentage,
determines the completeness of the data set. For completeness requirements, valid results are
all results not qualified with an "R" flag (see Section 8.0 for an explanation of flagging
criteria). The requirement for overall completeness is 95 percent for aqueous samples and 90
percent for soil samples. These values are also the goals for completeness calculated on an
analyte-specific basis. For any instances of results that could not be reported for any reason
(e.g., holding time violations in which resampling and analysis were not possible, samples
spilled or broken), the number of desired results not reported is included in the number of all
possible results. The formula for calculation of completeness is presented below:

% completeness = number of valid (i.e., non-R-qualified) results
number of possible results

4.2.5 Comparability

Comparability is the confidence with which one data set can be compared to another data set.
The objective for this QA/QC program is to produce data with the greatest possible degree of
comparability. The number of matrices that are sampled and the range of field conditions
encountered are considered in determining comparability. Comparability is achieved by using
standardized methods for sampling and analysis, reporting data in standard units, normalizing
results to standard conditions, and using standard and comprehensive reporting formats.
Complete field documentation using standardized data collection forms will support the
assessment of comparability. Analysis of PE samples and reports from audits will also be used
to provide additional information for assessing the comparability of analytical data produced
among subcontracting laboratories.  Historical comparability will be achieved through
consistent use of methods and documentation procedures throughout the project.

U.S. Air Force Center for Environmental Excellence
M \Deliversbles AFCEE\DO33\Funal 2002 QAPP\RD3-02 803 _4 doc 4-4 HydroGeologic, Inc  3/4/02
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43 METHOD DETECTION LIMITS, PRACTICAL QUANTITATION LIMITS,
AND INSTRUMENT CALIBRATION REQUIREMENTS

4.3.1 Method Detection Limits

A method detection limit (MDL) is the minimum concentration of a substance that can be
measured and reported with 99 percent confidence that the analyte concentration is greater than
zero. The laboratory will establish method- and matrix-specific MDLs for each analyte the
laboratory plans to report for the project. The laboratory will re-establish these MDLs at least
once per twelve month basis. The laboratory will provide the MDL demonstrations to AFCEE
at the beginning of the project (i.e., before project samples are analyzed) and upon request in
the format specified in Section 8.0. The laboratory will submit the applicable MDLs for each
instrument to be used on the project. For each method, matrix, and analyte, only the least
sensitive instrument MDL will be used for reporting purposes.

Laboratories participating in this work effort will demonstrate the MDLs for each instrument
(including confirmatory columns), method of analysis, analyte, and matrix (i.e., water and
s0il) using the following instructions:

(1)  Estimate the MDL using one of the following:
a) the concentration value that corresponds to an instrument signal/noise ratio
within the range of 2.5 to 5.0, or

b) the concentration equivalent three times the standard deviation of replicate
measurement of the analyte in reagent water, or

c) the region of the standard curve where there is a significant change in sensitivity
(i.e., a break in the slope of the standard curve).

(2)  Analyze seven replicates of a matrix spike containing the analyte of interest at a
concentration three to five times the estimated MDL. The water matrix MDLs will be
determined using American Society for Testing and Materials (ASTM) Type 1l water.
Ottawa sand will be used for soil methods (Teflon™ boiling chips, glass beads of 1 mm
diameter or smaller, or analyte-free sodium sulfate may be substituted for Ottawa sand
for metals analyses). Perform the following statistical manipulations on the result to
determine analyte MDLs:

(a) Determine the variance ($%) for each analyte as follows:

[ie‘:_;)]

=1

5=

|
n-—1

where x; = the i measurement of the variable x and = the average value of x
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(b) Determine the standard deviation (s) for each analyte as follows:

5 = (§H"72
(c) Determine the MDL for each analyte as follows:
MDL = 3.14(s)

(note: 3.14 is the one-sided ¢-statistic at the 99 percent confidence level appropriate for
determining the MDL using 7 samples).

If the spike level used in step 2 is more than 10 times the calculated MDL, repeat the process
using a lower spiking level. Where multiple instruments are used, the MDL used for reporting
purposes will represent the least sensitive instrument.

4.3.2 Method Quantitation Limits

The MQL is the lowest reasonably achievable level of an analyte that can be quantified within
specified limits of precision and accuracy during routine laboratory operating conditions, and is
defined in SW-846 as “the lowest concentration calibration standard that is analyzed during an
initial calibration”. The laboratories participating in this work effort will compare the results
of the MDL demonstrations to the MQLs required for each method that are listed in Section
7.0. All MDLs are required to be lower than the relevant MQLs. The laboratories must
verify MQLs by including a standard at the MQL as the lowest point on the calibration curve.
Previous editions of this QAPP referred to practical quantitation limits (PQLs) or reporting
limits (RLs). Based on TNRCC guidance (see Section 4.3.3 below), MQL has been adopted in
this edition of the QAPP.

4.3.3 TNRCC Guidance on Detection and Quantitation Limits

In July 1998, the TNRCC issued an Interoffice Consistency Memorandum (TNRCC, 1998a),
followed in September 1998 by an Erratum Sheet (TNRCC, 1998b). The Consistency
Memorandum defined a method quantitation limit (MQL) as the demonstrated lower limit of
the linear range for an analyte. The Erratum Sheet also defined an analyte sample quantitation
limit (SQL) as an analyte MDL adjusted for sample-specific conditions.

4.3.4 Data Reporting

Analyte MDLs and MQLs are defined at the laboratory and are not adjusted for sample-
specific conditions. However, these conditions will have an effect on the actual concentrations
the laboratory will be able to detect and quantify in environmental samples. Laboratory data
reports usually include an “MDL” and a “PQL” or “RL” associated with each data point. The
values of these limits have been adjusted on a sample-specific basis to account for such factors
as percent moisture, subsample size, and dilution. MDLs reported by the laboratory with
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sample-specific adjustment are the equivalent of SQLs as defined by TNRCC. Analyte results
less than the SQL are considered non-detections and will be reported at the SQL value and
qualified with a “U” (see Section 8.0). All analyte results at or above SQL values will be
reported as detections. There is no defined term for a quantitation limit modified for sample-
specific conditions; sample-specific reporting limit (SRL) will be used as a term of
convenience for this limit. An SRL is defined as the value of an analyte MQL adjusted for
sample-specific factors and used to determine the lower limit of the laboratory’s ability to
accurately and precisely quantify that analyte in a particular sample. All analyte results falling
between the SQL and the SRL will be considered detections and an F-qualifier will be applied
to these results indicating the variability associated with the result (see Section 8.0). Those
results above the SRL will be reported as detections without qualification (pending the results
of data review and validation, see Sections 7.0 and 8.0).

4.3.5 Instrument Calibration

Analytical instruments will be calibrated in accordance with the analytical methods. All
analytes reported will be present in the initial and continuing calibration standards and these
calibrations must meet the acceptance criteria specified in Section 7.0. Calibration standards
will be traceable to standard materials. For methods SW6010B and SW6020, results will be
within the working range determined by linear range studies (see Section 7.0). Records of
standard preparation and instrument calibration will be maintained. Records  will
unambiguously trace the preparation of standards and their use in calibration and quantitation
of sample results.

Instrument calibration will be checked using all of the analytes listed in the QC acceptance
criteria table in Section 7.0 for the method. This applies equally to multi-component analytes
(except as specified in Section 7.0). All calibration criteria will satisfy SW-846 requirements
at a minimum. Initial calibrations will be checked at the frequency specified in each method
using materials prepared independently of the calibration standards. Multipoint calibrations
will contain the minimum number of calibration points specified in the method with all points
used for the calibration being contiguous. If more than the minimum number of standards is
analyzed for the initial calibration, all the standards analyzed will be included in the initial
calibration. The only exception to this rule is that a standard that has been statistically
determined as being an outlier can be dropped from the calibration, providing the requirement
for the minimum number of standards is met. Acceptance criteria for method calibration
checks are presented in Section 7.0. Analyte concentrations are determined with either
calibration curves or response factors (RFs), using direct analyte response or analyte response
relative to an internal standard (IS). When using RFs to determine analyte concentrations for
gas chromatography (GC) and gas chromatography/mass spectroscopy (GC/MS) methods, the
average RF from an initial five point calibration will be used. Continuing calibration
verification results will not be used to update the RFs from the initial five point calibration, nor
can they be used as an LCS. In addition, the concentration used for the calibration verification
sample will be at or below the middle of the calibration curve. Finally, the lowest standard
used must be at the established MQL for each analyte in the method.
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Results above the calibrated range are unsuitable for quantitative work and will only give an
estimate of the true concentration; therefore, diluted reanalyses must be performed to bring the
affected analyte(s) into the calibrated range. Generally, only those analytes that exceeded the
calibrated range in the original analysis need be reported in the associated diluted reanalysis,
unless analytes are detected that were not present in the original analysis. The laboratory
should report results for as many analytes as possible from undiluted analyses, with non-
detections reported with the minimum possible SQLs and SRLs. Some highly contaminated
samples cannot be analyzed undiluted due to the risk of contaminating or damaging the
analytical instrument or detector. In these cases, non-detections should be reported from an
analysis performed at the minimum practicable dilution.

4.4 ELEMENTS OF QUALITY CONTROL

This section presents QC elements relevant to analysis of environmental samples that will be
followed during all analytical activities for fixed-base, mobile, and field laboratories producing
definitive data. Some of these elements are also applicable to screening analytical methods
(see Section 6.0). The purpose of this QC program is to produce data of known quality that
satisfy the project objectives and that meet or exceed the requirements of the standard methods
of analysis. This program provides a mechanism for ongoing control and evaluation of data
quality measurements through the use of QC materials.

Laboratory QC samples (e.g., blanks and LCSs) will be included in the preparation batch with
the field samples. An AFCEE analytical batch is a number of samples (not to exceed 20
environmental samples plus the associated laboratory QC samples) that are similar in
composition (matrix) and that are extracted or digested at the same time and with the same lot
of reagents. Matrix spike (MS) samples and matrix spike duplicate (MSD) samples count as
environmental samples. The term AFCEE analytical batch also extends to cover samples that
do not need separate extraction or digestion (e.g., volatile analyses by purge and trap). This
AFCEE analytical batch is a number of samples (not to exceed 20 environmental samples plus
the associated laboratory QC samples) that are similar in composition (matrix) and analyzed
sequentially. The identity of each AFCEE analytical batch will be unambiguously reported
with the analyses so that a reviewer can identify the QC samples and the associated
environmental samples. All references to the analytical batch in the following sections and
tables in this QAPP refer to the AFCEE analytical batch.

The type of QC samples and the frequency of use of these samples are discussed below and in
the method-specific subsections of Section 7.0.

4.4.1 Laboratory Control Samples

LCSs are composed of ASTM Type II analyte-free water (for aqueous analyses) or Ottawa
sand (for soil analyses) spiked with known concentrations of all analytes listed in the QC
acceptance criteria table for each method in (see Section 7.0). Each analyte in the LCS will be
spiked at a level less than or equal to the midpoint of the calibration curve for each analyte,
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defined as the median calibration point in the curve, not the midpoint of the calibrated range.
Teflon™ boiling chips, glass beads of 1 mm diameter or smaller, or analyte-free sodium sulfate
may be substituted for Ottawa sand for metals LCS tests. Each LCS will be carried through
the complete sample preparation and analysis procedure.

LCSs are used to evaluate each AFCEE analytical batch and to determine if the method is in
control. One LCS will be included in every AFCEE analytical batch. If more than one LCS is
analyzed in an AFCEE analytical batch, results from all LCSs analyzed will be reported. The
performance of an LCS is evaluated against the method QC acceptance limits listed in the
tables in Section 7.0. A QC failure of an analyte in any of the LCSs will require appropriate
corrective action including qualification of the failed analyte in all of the samples as required.
An LCS cannot be used as continuing calibration verification.

Whenever an analyte in an LCS is outside the acceptance limit, corrective action will be
performed. After any system problems have been resolved and system control has been
reestablished, the LCS will be reprepared and reanalyzed. If the problem persists, all samples
in the AFCEE analytical batch will be reanalyzed for the out-of-control analyte(s). When an
analyte in an LCS exceeds the upper or lower control limit and no corrective action is
performed or the corrective action was ineffective, the appropriate validation flag, as described
in Sections 7.0 and 8.0, will be applied to all associated results. In cases where errors in the
analysis, such as improper sample injection, are observed by the analyst or are supported by
instrument data, the LCS, not the analytical batch, will be reanalyzed. It should be noted that
some analytical methods with long analyte lists may have some analytes out of control in many
LCSs. While good practices require the laboratory to attempt to minimize and eliminate all
LCS discrepancies, it may not prove practical in some cases, especially for methods SW8260B
and SW8270C. As these two methods often contain the primary organic contaminants of
concern for environmental projects, it is important that the contractor to inform the laboratory
which analytes are most critical for project data needs during project setup (i.e., prior to
analysis).

4.4.2 Matrix Spike/Matrix Spike Duplicate

An MS/MSD pair consists of duplicate aliquots of an environmental sample spiked with known
concentrations of all analytes listed in the QC acceptance criteria table in Section 7.0 for each
method. The spiking occurs prior to sample preparation and analysis. Each analyte in the MS
and MSD will be spiked at a level less than or equal to the midpoint of the calibration curve
for each analyte (defining midpoint as the median calibration standard concentration). Only
AFCEE samples will be used for spiking. MS/MSDs will be designated on the chains-of-
custody.

MS/MSDs are used to document the bias of a method due to sample matrix. AFCEE does not
use MSs and MSDs to control the analytical process.

U.S. Air Force Center for Environmental Excellence
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The frequency of collection for MS/MSDs will be specified in project-specific FSPs. A

minimum of one MS and one MSD sample will be analyzed for each 20 samples from each site
and matrix. More than one MS/MSD pair may be submitted as part of a group of
environmental samples; however, project managers must coordinate with the laboratory
providing analytical services for most cost-effective sampling. Project managers must also
coordinate with the laboratory to determine how much extra sample material (if any) will be
required to perform MS/MSD analyses for the methods of interest.

The performance of MSs and MSDs is evaluated against the QC acceptance limits given in the
tables in Section 7.0. If either an MS or MSD is outside the QC acceptance limits, the
analytes in the unspiked sample aliquot (the “parent” sample) will be qualified according to the
data flagging criteria in Sections 7.0 and 8.0. Following the data validation process, the
results of all MS/MSDs from a sampling event will be evaluated to determine whether any
MS/MSD discrepancies are simple outliers or are indicative of more pervasive matrix effects.

4.4.3 Surrogates

Surrogates are organic compounds that are similar to the target analyte(s) in chemical
composition and behavior in the analytical process, but that are not normally found in
environmental samples. Surrogates are used to evaluate accuracy, method performance, and
extraction efficiency. Surrogates will be added to all environmental samples, standards, QC
samples, and blanks, in accordance with method requirements.

Whenever a surrogate recovery is outside the acceptance limit, corrective action must be
performed.  After system problems have been resolved and system control has been
reestablished, the affected sample(s) will be reprepared and reanalyzed. Each sample is
reanalyzed once, and if the failed surrogate(s) is in control, the original failure will be
attributed to a faulty analysis, and the reanalyzed results for the sample will be accepted. If
corrective actions are not performed or are ineffective, the appropriate validation qualifier, as
described in Sections 7.0 and 8.0, will be applied to the sample results. In situations where
there is objective evidence of matrix interference (e.g., earlier analyses, co-eluting compounds
shown on chromatograms, or evidence of interfering compounds indicated in other method
results), a Non-conformance Memorandum will be initiated by the laboratory to document the
situation, and a decision will be made in consultation with the laboratory, the prime contractor,
and, if needed, AFCEE.

4.4.4 Internal Standards

ISs are measured amounts of certain compounds added after preparation or extraction of a
sample. They are used in IS quantitation methods to correct sample results affected by column
injection losses, purging losses, or viscosity effects. ISs will be added to all environmental
samples, standards, QC samples, and blanks, in accordance with method requirements.

U.S. Air Force Center for Environmental Excellence
M \Deliverabless AFCEENDO33\Final 2002 QAPPR03-02 803_4 doc 4-10 HydroGeologic, Inc  3/4/02



21

HydroGeologic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

]

When IS results are outside of the acceptance limits, corrective actions will be performed.
After system problems have been resolved and system control has been reestablished, all
samples with IS results out of control will be reanalyzed. In many cases, IS failure is due to
sample matrix interference and re-extraction or dilution of the affected samples will be
required to bring IS performance into control. If corrective actions are not performed or are
ineffective, the appropriate validation qualifier, as described in Sections 7.0 and 8.0, will be
applied to the associated sample results.

4.4.5 Retention Time Windows

Retention time windows are used in GC and high performance liquid chromatography (HPLC)
analysis for qualitative identification of analytes. They are calculated from replicate analyses
of a standard on multiple days. The procedure and calculation method are given in SW-846
Method 8000B.

When a compound retention time is outside of the acceptance limits, corrective action will be
performed.  After system problems have been resolved and system control has been
reestablished, all samples analyzed since the last acceptable retention time check should be
reanalyzed. If corrective actions are not performed, the appropriate validation qualifier, as
described in Sections 7.0 and 8.0, will be applied to the sample results.

4.4.6 Interference Check Samples

Interference check samples (ICSs), used in inductively coupled plasma (ICP) metals analyses
only, are used to verify instrument background and interelement correction factors. ICS
solution A (ICS A) contains only the major interfering elements (aluminum, calcium, iron,
magnesium, potassium, and sodium) at known concentrations, and ICS solution AB (ICS AB)
contains both interfering elements and target analyte elements of known concentrations. An
ICS is run at the beginning and end of each ICP run sequence.

When ICS results are outside of the acceptance limits stated in the method, corrective action
will be performed. After system problems have been resolved and system control has been
reestablished, reanalyze the ICS. If the ICS result is acceptable, all affected samples should be
reanalyzed. If corrective action is not performed or the corrective action was ineffective, the
appropriate validation qualifier, as described in Sections 7.0 and 8.0, will be applied to all
associated results.

4.4,7 Method Blanks

A method blank is an analyte-free matrix (the same material used for method L.CSs) to which
all reagents are added in the same volumes or proportions as are used in sample processing.
Method blanks will be carried through the complete sample preparation and analytical
procedure. Method blanks are used to document potential contamination resulting from the
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laboratory preparation and analysis process and will be included in every AFCEE analytical
batch.

The presence of analytes in a method blank at concentrations greater than the MQL indicates a
need for corrective action. Corrective action will be performed to eliminate the source of
contamination prior to proceeding with analysis. After the source of contamination has been
eliminated, all samples containing the affected analyte in the associated analytical batch will be
reprepared and reanalyzed. No analytical data will be corrected for the presence of analytes in
blanks. When an analyte is detected in a method blank and in associated samples, and
corrective actions are not performed or are ineffective, the appropriate validation qualifier, as
described in Sections 7.0 and 8.0, will be applied to the sample results. Note that reanalysis is
not required for any samples that do not contain the affected analytes; however, even if no
samples are affected, laboratories are encouraged to minimize all contamination in blanks in as
part of following the best possible practices.

4.4.8 Ambient Blanks

Ambient blanks consist of ASTM Type II reagent grade water poured into volatile organic
compound (VOC) sample vials at a sampling site (in the same vicinity as the associated
samples). They are handled like environmental samples and transported to the laboratory for
analysis. Ambient blanks are prepared only when VOC samples are collected and are analyzed
only for VOC analytes. Ambient blanks are used to assess the potential introduction of
contaminants from ambient sources (e.g., active runways, engine test cells, gasoline motors in
operation) to the samples during sample collection.

The frequency of collection for ambient blanks is specified in the FSP. Ambient blanks will be
collected downwind of possible VOC sources.

4.4.9 Equipment Blanks

An equipment blank is a sample of ASTM Type II reagent grade water poured into or over, or
pumped through, a sampling device, collected in a sample container, and transported to the
laboratory for analysis. Equipment blanks are used to assess the effectiveness of equipment
decontamination procedures.

The frequency of collection for equipment blanks is specified in the FSP. Equipment blanks
will be collected immediately after the equipment has been decontaminated. Each blank will
be analyzed for all laboratory analyses requested for the associated environmental samples
collected.

When an analyte is detected in an equipment blank the appropriate validation qualifier, as
described in Section 8.0, will be applied to all associated sample results.
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4.4.10 Material Blanks

A material blank consists of a sample of the source water used for decontaminating sample
collection devices. A material blank is collected into the appropriate sample bottles directly
from the water dispenser; the blank is then transported to the laboratory for analysis. Material
blanks are used to evaluate the potential for decontamination materials to contaminate
environmental samples.

The frequency of collection for material blanks is specified in the FSP. Material blanks will be
collected prior to the beginning of project field sampling activities. Each blank will be
analyzed for all laboratory analyses requested for the associated environmental samples
collected for that project.

Data are not qualified based on the results of material blanks alone; these results are used to
supplement the information obtained from equipment blanks. When an analyte is detected in
the material blank, the potential effect on the sampling effort should be determined, and a
decision should be made to determine whether to continue using a particular lot of water or to
discard it and replace it.

4.4.11 Trip Blanks

A trip blank consists of a VOC sample vial filled in the laboratory with ASTM Type II reagent
grade water, transported to the sampling site, handled like an environmental sample and
returned to the laboratory for analysis. Trip blanks are not opened in the field. Trip blanks
are prepared only when VOC samples are collected and are analyzed only for VOC analytes.

Trip blanks are used to assess the potential introduction of contaminants from sample
containers or during transportation and storage procedures. When an analyte is detected in a
trip blank the appropriate validation qualifier, as described in Section 8.0, will be applied to all
sample results from samples in the cooler with the affected trip blank.

One trip blank will accompany each cooler of samples sent to the laboratory for analysis of
VOCs. For methanol preserved soil samples being analyzed for VOCs, a methanol blank will
be utilized.

4.4.12 Field Duplicates

A field duplicate sample is a second sample collected at the same location as the original
sample (the ‘parent’ sample). Duplicate samples are collected simultaneously or in immediate
succession, using identical recovery techniques, and treated in an identical manner during
storage, transportation, and analysis. The sample containers are assigned an identification
number in the field such that they cannot be identified (blind duplicate) as duplicate samples by
laboratory personnel performing the analysis. Specific locations are designated for collection
of field duplicate samples prior to the beginning of sample collection.
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Duplicate sample results are used to assess precision of the sample collection process.
Precision of soil samples to be analyzed for VOCs is assessed from collocated samples because
the compositing process required to obtain uniform samples could result in loss of the
compounds of interest.

The frequency of collection for field duplicates is specified in the FSP. A minimum of one
field duplicate pair must be collected for every site and matrix.

4.4.13 Field Replicates

A field replicate sample, also called a split sample, is a single sample divided into two equal
parts for analysis. The sample containers are assigned an identification number in the field
such that they cannot be identified as replicate samples by laboratory personnel performing the
analysis. Specific locations are designated for collection of field replicate samples prior to the
beginning of sample collection.

Replicate sample results are used to assess precision. The frequency of collection for field
replicates is specified in the FSP.

4.5 QUALITY CONTROL PROCEDURES
4.5.1 Holding Time Compliance

All sample preparation and analysis will be completed within the method-required holding
times. Holding times begin at the time of sample collection. Some methods have more than
one holding time requirement (e.g., methods SW8081A, SW8270C, etc.). The preparation
holding time is calculated from the time of sample collection to the time of completion of the
sample preparation process as described in the applicable method, prior to any necessary
extract cleanup and/or volume reduction procedures. In methods requiring sample preparation
prior to analysis, the analysis holding time is calculated from the time of preparation
completion to the time of completion of all analytical runs, including dilutions, second-column
confirmations, and any required reanalyses. If no preparation (e.g., extraction) is required,
the analysis holding time is calculated from the time of sample collection to the time of
completion of all analytical runs, including dilutions, second-column confirmations, and any
required reanalyses.

If holding times are exceeded and the analyses are performed, the results will be qualified
according to the procedures as described in Section 8.0.

4.5.2 Confirmation
Quantitative confirmation of results at or above the PQL for samples analyzed by GC or HPLC

methods will be required and will be completed within the method-required holding times. For
GC methods, a second-column is used for confirmation. For HPLC methods, a second
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column, a different detector, or a diode array detector (DAD) is used. The result of the
primary column/detector will be the result reported, although the confirmation results will be
required to meet the same QC criteria as the primary results. If holding times are exceeded
and the confirmatory analyses are performed, the results will be qualified according to the
procedures as described in Section 8.0.

4.5.3 Control Charts

The performance over time of all analytes spiked into the LCS should be tracked via control
charts. These charts are useful in identifying trends and problems in an analytical method.
Updating these charts on an annual basis and reviewing them on a quarterly basis for possible
trends that could compromise data quality is recommended. These charts can also be used to
benchmark a laboratory’s performance against the requirements listed in Section 7.0 to
determine if the precision requirements can be met for all analytes,

4.5.4 Standard Materials

Standard materials used in calibration and to prepare samples will be traceable to National
Institute of Standards and Technology (NIST), EPA, American Association of Laboratory
Accreditation (A2LA) or other equivalent AFCEE-approved source, if available, If a NIST,
EPA, or A2LA standard material is not available, the standard material proposed for use will
be included in an addendum to the SAP and approved before use. The standard materials will
be current, and the following expiration policy will be followed: 1) The expiration dates for
ampulated solutions will not exceed the manufacturer's expiration date or one year from the
date of receipt, whichever comes first. 2) Expiration dates for laboratory-prepared stock and
diluted standards will be no later than the expiration date of the source solution or material, or
the date calculated from the holding time allowed by the applicable analytical method,
whichever comes first. 3) Expiration dates for pure chemicals will be established by the
laboratory and be based on chemical stability, possibility of contamination, and environmental
and storage conditions. 4) Expired standard materials will be either revalidated prior to use or
discarded. Revalidation may be performed through assignment of a true value and error
window statistically derived from replicate analyses of the material as compared to an
unexpired standard. 5) The laboratory will label standard and QC materials with expiration
dates.

A second source standard is used to independently confirm initial calibration. A second source
standard is a standard purchased from a different vendor than the vendor supplying the material
used in the initial calibration standards. The second source material can be used for the
continuing calibration standards or for the LCS (but will be used for one of the two). Two
different lot numbers from the same vendor do not constitute a second source.
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4.5.5 Supplies and Consumables

The field sampling team will inspect supplies and consumables prior to their use in sample
collection. Sampling equipment will be inspected for operability and cleanliness. Inventories
of bottles, preservatives, and coolers will be maintained to prevent delays in field sampling.
Adequate supplies of decontamination materials, including Alconox™ (or other phosphorus-free
cleanser), ASTM Type II grade water, pesticide-grade methanol, and GC/pesticide-grade
hexane, will be maintained on-site.

The laboratory will inspect supplies and consumables prior to their use in analysis. The
materials description in the methods of analysis will be used as a guideline for establishing the
acceptance criteria for these materials. Purity of reagents will be monitored by analysis of
LCSs. An inventory and storage system for these materials will ensure use before
manufacturer’s expiration dates and storage under safe and chemically compatible conditions.
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5.0 SAMPLING PROCEDURES
5.1 FIELD SAMPLING

The field sampling procedures for collecting samples and sampling methods will be included in
the FSP.

5.1.1 Sample Containers

Sample containers are purchased precleaned and treated according to EPA specifications for
the methods. Sampling containers that are reused must be decontaminated between uses by the
procedures detailed in Specifications and Guidance for Contaminant-Free Sample Containers
(EPA, 1992). Containers are stored in clean areas to prevent exposure to fuels, solvents, and
other contaminants. Amber glass bottles are used routinely where glass containers are
specified in the sampling protocol.

5.1.2 Sample Volumes, Container Types, and Preservation Requirements

Sample volumes, container types, and preservation requirements for the analytical methods
performed on AFCEE samples are listed in Table 5.1. The required sample volumes,
container types, and preservation requirements for analytical methods proposed for project
work not listed in Table 5.1 will be included in an addendum to the FSP and approved by
AFCEE before use.

5.2 SAMPLE HANDLING AND CUSTODY

Procedures to ensure the custody and integrity of the samples begin at the time of sampling and
continue through transport, sample receipt, preparation, analysis and storage, data generation
and reporting, and sample disposal. Records concerning the custody and condition of the
samples are maintained in field and laboratory records.

The contractor will maintain COC records for all field and field QC samples. A sample is
defined as being under a person’s custody if any of the following conditions exist: (1) it is in
their possession, (2) it is in their view, after being in their possession, (3) it was in their
possession and they locked it up or, (4) it is in a designated secure area.

The following information concerning the sample will be documented on each COC form (as
illustrated in Section 8.0):

* Unique COC identification number
. Unique sample identification
. Date and time of sample collection

U.S§. Air Force Center for Environmental Excellence
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Table 5.1

Requirements for Containers, Preservation Techniques,
Sample Volumes, and Holding Times

Minimuom
Analytical Sample Volume | Maximum Holding
Name Methods | Container” | Preservation® | or Weight! Time
Particle size ASTM D422 {P, G None required |8 onnces 14 days
Oxidation- ASTM DI1498|P, G None required | N/A Analyze immediately
reduction potential (field measurement)
Methane in soil ASTM D3416| Varies Varies Vares Varies
gas’
Ferrous iron Per test kit G N/A N/A Analyze immediately
instructions (field measurement)
VOCs in soil gas® [ Varies Varies Varies Varies Varies
Filterable residue  {E160.1 P, G 4°C 100 mL 7 days
Nonfilterable El60.2 PG 4 °C 100 mL 7 days
residue
Temperature E170.1 P,G None required [N/A Analyze immediately
(field measurement)
Turbidity E180.1 P,G 4°C N/A Analyze immediately
(field measurement)
Alkalinity E310.1 PG 4°C 50 mL 14 days
Perchlorate E314.0 P, G None required | 50 mL 28 days
Dissolved oxygen |E360.1 G None required {500 mL Analyze immediately
(field measurement)
Methane, ethane, |RSK-175 G (Teflon™ 14 °C, HCl or 2 x40 mL 14 days; 7 days if
and ethene 1n water lined H:S0: to pH<2 unpreserved by acid
septum)
Moisture (soil) (SW-846) G, T 4°C 4 ounces 7 days
Reactivity (SW-846) P,GT 4°C 500 mL or 4 7 days
ounces
Ignitability SWI020A (or |G, T 4°C 500 mL or 4 7 days
SW1010) ounces
Corrosivity to steel | SW1110 G, T 4°C 500 mL or 4 7 days
ounces

U.S. Air Force Center for Environmental Excellence
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Table 5.1 (continued)
Requirements for Containers, Preservation Techniques,
Sample Volumes, and Holding Times

Minimum
Analytical Sample Volume | Maximum Holding
Name Methods | Container® | Preservation®| or Weight. - Time
Toxicity Swi13l1l G T 4 °C 1 liter or 8 ounces | 14 days to TCLP
characteristic extraction and 14 days
leaching procedure after extraction
{TCLP) {volatiles); 14 days to
TCLP extraction, 7 days
to prep extraction and
40 days after extraction
(semivolatiles); 28 days
to TCLP extraction and
28 days after extraction
{mercury); 180 days to
TCLP extraction and
180 days after extraction
{metals)
Synthetic SW1312 G T 4°C 1 liter or 8 ounces |14 days to SPLP
precipitation extraction and 14 days
leaching procedure after extraction
{SPLP) {volatiles); 14 days to
SPLP extraction, 7 days
to prep extraction and
40 days after extraction
{semivolatiles); 28 days
to SPLP extraction and
28 days after extraction
{mercury); 180 days to
SPLP extraction and
180 days after extraction
{metals)
PCBs by SW4020 G T 4 °C varies by test kit  [varies by test kit
immunoassay
TPH by Sw4030 G T 4 °C varies by test kit | varies by test kit
immunoassay
Metals (except SW6010B/ PG T HNO:s to 500 mL or 180 days {water and
chromium (V1) and | SW6020 pH<2,4°C 8 ounces soil)
mercury) (ICP) and
SWT000A
series (AA
methods)
Chrormium (VI) SW7196A P,G T 4°*C 500 mL or 8 24 hours {(water and
ounces soil)f
Mercury SWT470A, P,G T HNOs to 500 mL or 28 days (water and soil)
SW7471A ph<2,4°C 8 ounces

U.S. Air Force Center for Environmental Excellence
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b/
Table 5.1 (continued)
Requirements for Containers, Preservation Techniques,
Sample Volumes, and Holding Times
Minimum
. -Analytical Sample Volume | Maximum Holding
Name Methods | Container” | Preservation™ | or Weight’ Time
Ethylene Swsol1 G (Teflon™- |4 °C, 0.008% 2 x40 mL 28 days (water)
dibromide (EDB) lined NazS:0s required
septum), T
BTEX and MTBE |SWS8021A or |G, Teflon™ (4 °C; 0 008% 2x40mL 14 days; 7 days if
(water) SW8260B lined septumn | Naz820s; HCI to unpreserved by acid
pH<2
BTEX and MTBE |SW8021A or |a) G, a) 4 °C, a}2x5g a) 14 days
(soil) SW8260B Teflon™- NaHSOs to b)5g b} 14 days
(collect by lined septum [pH<2 c)3x5g c) 2 days; 14 days if
SW5035) b) G, b) 4 °C, frozen to -10 °C within
Teflon™ methanol Note: a4 ounce |2 days of collection
lined septum |c) 4 °C sample must also
c) Syringe- be submitted for
type corer percent moisture
determination
Nitrosamines SWS0O70A G, T 4 °C 1 liter or 8 ounces |7 days until extraction
and 40 days after
extraction (water); 14
days until extraction and
40 days after extraction
(so1l}
Organochlorine SWS8081A G. T 4°C 1 liter or 8 ounces |7 days until extraction
pesticides and 40 days after
extraction (water); 14
days until extraction and
40 days after extraction
(soul)
Polychlorinated SW8082 G, T 4 °C 1 liter or 8 ocunces |7 days until extraction
biphenyls (PCBs) and 40 days after
extraction (water); 14
days until extraction and
40 days after extraction
(so1l}
Organophosphorus | SW8141A G, T 4 °C, pH 59 1 liter or 8 cunces |7 days until extraction
pesticides and 40 days after
extraction (water); 14
days until extraction and
40 days after extraction
(soil)

U.S. Air Force Center for Environmental Excellence
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Table 5.1 (continued)
Requirements for Containers, Preservation Techniques,
Sample Volumes, and Holding Times

i
L

) Minimum
Analytical Sample Volume | Maximum Holding
Name Methods | Container® | Preservation®™| or Weight’ Time

Chlorinated SWS8i151Aor |G, T 4 °C 1 liter or 8 ounces |7 days until extraction

herbicides Sw83z1 and 40 days after
extraction {water); 14
days until extraction and
40 days after extraction
{(soil)

Volatile organics | SW3260B G (Teflon™- 14 °C; 0.008% {2 x 40 mL 14 days; 7 days if

{water) lined Na:5:03; HCl to unpreserved by acid

septum) pH<2

Volatile orgamics | SW8260B a) G a)4 °C, a)2x5¢g a) 14 days

(so1l) {collect by {Teflon™ NaHSOstopH [b)5¢g b) 14 days

SW5035) lined <2 c)3x5g c) 2 days; 14 days 1f
septum) b) 4 °C, frozen to -10 °C within
b) G methanol Note: a4 ounce |2 days of collection
{Teflon™ c)4 °C sample must also
lined be submitted for
septum) percent moisture
c) Syringe- determination
type corer

Semivolatile SW8270C G T 4 °C,0.008% |1 liter or 8 ounces |7 days until extraction

organics Na:zS:0s and 40 days after
extraction {water); 14
days until extraction and
40 days after extraction
{soil)

Dioxins and furans | SW8290 G, Teflon™- |4 °C, 0.008% 1 liter or 8 ounces {30 days until extraction

lined cap, T | Naz5:03 and 45 days after
extraction (water and
soil)

Polynuclear SW8310 G, T 4 °C, store in 1 liter or 8 ounces {7 days until extraction

aromatic dark, 0.008% and 40 days afier

hydrocarbons Na:S:03 extraction {water); 14

(PAHs) days until extraction and
40 days after extraction
(soil)

Explosive residues | SWg330 P.G, T 4 °C 1 liter or 8 ounces |7 days to extraction
{water); 14 days to
extraction {(soil); analyze
within 40 days after
extraction

Cyanide, total and |SW9012A or [P, G, T 4 °C; NaOH to |500 mL or 4 14 days (water and soil)

amenable to SWa014 pH>12,0.6 g |ounces

chlorination ascorbic acid

U.S. Air Force Center for Environmental Excellence
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Table 5.1 (continued)
Requirements for Containers, Preservation Techniques,
Sample Volumes, and Holding Times

Minimum '
Analytical Sample Volume | Maximum Holding
Name Methods | Container” | Preservation™ | or Weight Time
Sulfide SW9030A P,GT 4 °CNaOHto {500mL or4 7 days
pH>9, 2 mL ounces
Zinc acetate
Hydrogen 10n (pH) | SW9040B P,G None required | N/A Analyze immediately
In water (field measurement
Hydrogen ion (pH) [SW9045C P,G None required | N/A 7 days
in soil
Conductance SW9050A P,G None required |N/A Analyze immediately
(field measurement)
Comumon amons SWo036 (or |P, G None required |50 mL or 4 28 days for Br, F, CI',
E300.0) Qunces and SO+2; 48 hours for
NOy', NO», and POy
Total organic SW9060, P,GT 4 °C, HCl or 500 mL or 4 28 days (water and soil)
carbon SW9060M HaS04 to pH <2 Jounces
Volatile organics | TO-14 SUMMA® [none | canister none in method
in air canister
Total petroleum TX1005 G (Teflon™- |4 °C, HCI to pH |2 x 40 mL (collect | 14 days until extraction
hydrocarbons lined <2 only 30 mL of and 14 days after
(TPH) septum), T sample 1n each extraction (preserved
vial) or 4 ounces |water and soil); 7 days
until extraction and 14
days after extraction
(unpreserved water)

*  Polyethylene (P), glass (G) with Teflon™- lined cap (amber glass for water samples), unless otherwise noted,

brass sleeves in the sample barrel, sometimes called California brass (T)

No pH adjustment for soul.

¢ Preservation with 0 008 percent Na2S:0s or 0.6 g ascorbic acid is only required when residual chlorine 1s

present 1 water samiples (exceprion - preservation with 0 008 percent Na:S:0s is always required for method

SW80I1 water samples).

Samples for methods with compatible container and preservation requirements may be able to combined 1 a

single contamer. The contractor should coordinate with the laboratory prior to sampling to determine what

combinations are possible that still meet minimum sample size requirements.

¢ Soil gas samples can be collected using a variety of technologies and analyzed using a variety of methods.
Holding time will depend on the container used and analytical method chosen. Should soil gas samples be
required for a project, the details of collection and analysis chosen will be provided in project-specific
addenda to the FSP and QAPP.

" The maximum recommended holding time for completion of extraction into water is 48 hours. The extract
will be analyzed within 24 hours of completion of extraction.

U.S. Awr Force Center for Environmental Excellence
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. Source of sample (including name, location, and sample type)
. Designation of MS/MSD
. Preservative used
. Analyses required
. Name of collector(s)
. Pertinent field data (e.g., pH, temperature)
. Serial numbers of custody seals and transportation cases (if used)
° Bill of lading or transporter tracking number (if applicable)
. Custody transfer signatures and dates and times of sample transfer from the field to

transporters and to the laboratory or laboratories

All samples will be uniquely identified, labeled, and documented in the field at the time of
collection, in accordance with the FSP.

Samples collected in the field will be transported to the laboratory or field testing site as
expeditiously as possible. When a requirement for preserving the sample at 4 °C is indicated,
the samples will be packed in ice or chemical refrigerant to keep them cool during collection
and transportation. During transit, it is not always possible to control the temperature of the
samples. As a general rule, storage at low temperature is the best way to preserve most
samples. A temperature blank (a VOC sampling vial filled with tap water) will be included in
every cooler and used to determine the internal temperature of the cooler upon receipt of the
cooler at the laboratory. When samples arrive at the laboratory with a temperature outside the
4 °C £+ 2 °C window, the laboratory will contact the prime contractor project manager
immediately to determine if analysis of the samples should proceed. The resolution of the
problem will also be documented. Note that samples which arrive at the laboratory below 2
°C but not frozen will be considered usable and resampling will not be required.

Once a shipment of samples reaches the laboratory, each sample container will be checked
against information on the COC form for anomalies. To ensure the safety of laboratory
personnel, coolers containing AFCEE samples will be opened in a fume hood to prevent
exposure in case there has been any breakage of containers or leakage of sample material
during shipment. The condition, temperature, and appropriate preservation of samples will be
checked and documented on the COC form. Checking an aliquot of the sample using pH paper
is an acceptable procedure except for VOCs where an additional sample is required to check
preservation. The occurrence of any anomalies in the received samples and their resolution
will be documented in laboratory records. All sample information will then be entered into a
tracking system, and unique analytical sample identifiers will be assigned. A copy of this
information will be reviewed by the laboratory for accuracy. Sample holding time tracking
begins with the collection of samples and continues until the analysis is complete. Holding
times for methods required routinely for AFCEE work are specified in Table 5.1. Samples not

U.S Air Force Center for Environmental Excellence
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preserved or analyzed in accordance with these requirements will be resampled and analyzed,
at no additional cost to AFCEE. Subcontracted analyses will be documented with the AFCEE
COC form. Procedures ensuring internal laboratory COC will also be implemented and
documented by the laboratory. Specific instructions concerning the analysis specified for each
sample will be communicated to the analysts. Analytical batches will be created, and
laboratory QC samples will be introduced into each batch.

While in the laboratory, samples will be stored in limited-access, temperature-controlled areas.
Refrigerators, coolers, and freezers will be monitored for temperature seven days a week. The
acceptance criterion for the temperatures of the refrigerators and coolers is 4 °C + 2 °C.
Acceptance criteria for the temperatures of the freezers will be less than 0 °C. All of the cold
storage areas will be monitored by thermometers that have been calibrated with a NIST-
traceable thermometer. Correction factors will be applied to each thermometer as indicated by
the findings of the calibration. Records that include acceptance criteria will be maintained.
Samples for VOCs determination will be stored separately from other samples, standards, and
sample extracts. Refrigerators storing AFCEE VOC samples will contain a blank that will be
analyzed at a minimum of every two weeks, and the results of the last storage blank will be
included with the associated sample results. Samples will be stored after analysis until
disposed of in accordance with applicable local, state, and federal regulations. Disposal
records will be maintained by the laboratory.

Standard operating procedures (SOPs) describing sample control and custody will be
maintained by the laboratory.

U.S. Air Force Center for Environmental Excellence
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6.0 SCREENING ANALYTICAL METHODS

The screening analytical methods contained in this section are shown in Table 6.1. This
section includes brief descriptions of the methods and QC required for screening procedures
commonly used to conduct work efforts, The methods and QC procedures were taken from
Test Methods for Evaluating Solid Waste, Physical/Chemical Methods (SW-846) (EPA 1997),
Methods for Chemical Analysis of Water and Waste (EPA 1979), ASTM Annual Book of
Standards (ASTM 1993), and from manufacturers’ literature.

Table 6.1
Screening Analytical Methods

Method

Parameter

SW9040B

pH (water)

SWo045C

H (sol)

SW-846 (SW3550)

Percent solids

SW-8486, Section 7.3

Reactivity (cyamde and sulfide)

SWI1020A or SW1010

Ignitability (Setaflash closed cup or Pensky-Martens Tester)

SWI1110 Corrosivity toward steel
SW9030B Sulfide

SWI050A Conductance
SW9060 Total organic carbon
E160.1 Filterable residue
E160.2 Nonfilterable residue
E170.1 Temperature

E180.1 Turbidity

E310.1 Alkalmity

E360.1 Dissolved oxygen
Hach® Test Kit Ferrous iron

ASTM D422 Particle size

Real-time Portable Organic Vapor
Analyzer

Organic vapors in air

ASTM D149§ Oxidation-reduction potential

ASTM D3416 Methane in soil gas

Varies Soil gas screening-halogenated, aromatic, and petroleum hydrocarbons
SW4020 PCBs by immunoassay

SwW4030 TPH by immunoassay

6.1 ANALYTICAL SCREENING METHOD DESCRIPTIONS

Section 6.1 contains subsections for each analytical procedure. Each subsection contains the

following information:

a brief method description
* the MQL (if applicable)

U.S. Air Force Center for Environmental Excellence

M \DeliverablessAFCEE\DO33\Final 2002 QAPPAR03-02 803 _6 doc

6-1 HydroGeologie, Ine  3/4/02

73



721

HydroGeoLogic, Inc —2002 Basewide Qualiry Assurance Project Plan—NAS Fort Worth JRB, Texas

74
6.1.1 EPA Method SW9040B (water)/SW9045C (soil)-pH

pH measurements will be performed for water samples using method SW9040B. pH
measurements of soil samples are performed using method SW9045C. Measurements are
determined electrometrically using either a glass electrode in combination with a reference
potential, or a combination electrode.

6.1.2 SW-846 (Described in Method SW3550)-Percent Solids

Percent moisture is determined for solid samples undergoing analysis for inorganic and organic
analytes. The sample is weighed, dried, and then reweighed. Percent moisture is calculated
as:

Dried Weight
Initial Weight

100 = % solids

The moisture content 1s used to calculate results for soil samples on a dry weight basis using
the calculation presented below:

Result of analysis on wet weight basis
% Solids/100

= Result of analysis on a dry weight basis

All soil or sediment results, SQLs, and SRLs will be reported on a dry weight basis.
6.1.3 SW-846 Section 7.3-Reactivity (Cyanide and Sulfide)

Reactive cyanide is measured by acidifying a sample aliquot and collecting the evolved gases in
a scrubber under a nitrogen purge. The hydrogen cyanide released is measured by Method
SW9014. Reactive sulfide is measured by acidifying a sample aliquot and collecting the
evolved gases in a scrubber under a nitrogen purge. The hydrogen sulfide released is
measured by Method SW9034.

6.1.4 EPA Method SW1020A (SW1010)-Ignitability

Method 1020A makes use of the Setaflash Closed Tester to determine the flash point of liquids
that have flash points between 0 °C and 110 °C and viscosities lower than 150 stokes at 25 °C.
If a sample contains non-filterable suspended solids, method SW1010 (Pensky-Martens Tester)
should be used.

6.1.5 EPA Method SW1110-Corrosivity

This test exposes steel to liquid waste to determine the corrosivity of the waste.

U.S. Air Force Center for Environmental Excellence
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6.1.6 EPA Method SW9030B-Sulfide

Method SW9030B is used to analyze for sulfide. This titration method uses an excess of
iodine added to a sample which has been treated with zinc acetate to produce zinc sulfide. The
iodine oxidizes the sulfide to sulfur under acidic conditions. The excess iodine is back-titrated
with sodium thiosulfate. The amount of sulfide is then calculated from the amount of titrant
added.

Method Analyte Water Soil
MQL Unit MQL  Unit
SWS030B Sulfide 0.05 mg/L 30 mg/kg

6.1.7 EPA Method SW9050A-Conductance
Standard conductivity meters are used. Temperature is also reported.
6.1.8 EPA Method SW9060 (SW9060M)-Total Organic Carbon

Organic carbon is measured using a carbonaceous analyzer. This instrument converts the
organic carbon in a sample to carbon dioxide by either catalytic combustion or wet chemical
oxidation. The carbon dioxide formed is then either measured directly by an infrared detector
or converted to methane and measured by a flame ionization detector. The amount of carbon
dioxide or methane in a sample is directly proportional to the concentration of carbonaceous
material in the sample. This method is designed for water samples but can be modified for soil
analysis.

Method Analyte Water Soil
MQL Unit MQL  Unt
SW9060 Total organic carbon 1 mg/L 750 mg/kg

6.1.9 EPA Method 160.1-Filterable Residue

A well-mixed sample is filtered through a standard glass fiber filter. The filtrate is evaporated
and dried to constant weight at 180 °C.

Method Analyte Water
MQL  Unit
E160.1  Total dissolved solids 10 mg/L

6.1.10 EPA Method 160.2-Nonfilterable Residue

A well-mixed sample is filtered through a glass fiber filter, and the residue retained on the
filter is dried to constant weight at 103-105 °C.

U.S. Air Force Center for Environmental Excellence
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Method Analyte Water
MQL  Unit
E160.2  Total suspended solids 5 mg/L

6.1.11 EPA Method 170.1-Temperature

Temperature measurements are made with a mercury-filled or dial type centigrade
thermometer, or a thermistor.

6.1.12 EPA Method 180.1-Turbidity

This method is based on a comparison of the light scattered by the sample under defined
conditions with the light intensity scattered by a standard reference suspension. The higher the
intensity, the greater the turbidity. Turbidity measurements are made in a nephelometer and
are reported in terms of nephelometric turbidity units (NTUs). The working range for the
method is from 0-40 NTU. Higher levels of turbidity can be measured by diluting the sample
with turbidity-free deionized water.

6.1.13 EPA Method 310.1-Alkalinity

In this method, an unaltered sample is titrated to an end point of pH 4.5 using hydrochloric or
sulfuric acid.

Method Analyte Water
MQL  Unit
E310.1 Alkalinity' 10 mg/L

! alkalinity measured as calcium carbonate equivalents
6.1.14 EPA Method 360.1-Dissolved Oxygen

An instrumental probe, usually dependent upon an electrochemical reaction, is used for
determination of dissolved oxygen in water. Under steady-state conditions, the current or
potential can be correlated with dissolved oxygen concentrations.

6.1.15 Hach® Test Kit-Ferrous Iron

An aliquot of water is placed in a test tube and a developing agent is added. The concentration
of ferrous iron is determined using a spectrophotometer.

6.1.16 ASTM D422-Standard Method for Particle-Size Analysis of Soils

This method covers the quantitative determination of the distribution of particle sizes in soils.
The distribution of particle sizes larger than 75 microns (retained on the No. 200 sieve) is

U.S. Air Force Center for Environmental Excellence
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determined by sieving; the distribution of particle sizes smaller than 75 microns is determined
by a sedimentation process using a hydrometer.

0.1.17 Real-Time Portable Organic Vapor Analyzer

Two types of portable analyzers will be used to perform real-time nonspecific analyses of
hydrocarbon vapors. The instruments include a flame ionization detector (FID) (e.g., Foxboro
Century organic vapor analyzer [OVA]) and a photoionization detector (PID) (e.g., HNu®
Systems trace gas analyzer) organic vapor monitor (OVM). One or more of these instruments
may be used at a specific site, depending on the contaminant species of interest. When used
together, the instruments provide complementary information because they are sensitive to
different types of hydrocarbon vapors.

Portable analyzers will be used as a screening tool to help determine the optimum locations for
the collection of samples. Field data recorded on the COC forms give the laboratory analysts
an indication of the approximate concentration of contaminants and aid in calculating dilution
factors before analysis. Additionally, the real-time instruments are used to aid in selecting the
proper level of personal protective equipment and monitoring air emissions during sampling
activities. The comparability of results obtained from the PID and FID instruments can be
considered only to be within the variability of this type of screening instrument. Comparability
is greatest when the instruments are calibrated with the same standards and operated within
similar concentration ranges.

FIDs use the principle of hydrogen flame ionization to detect and measure total hydrocarbon
vapors. During operation, a sample 1s drawn into the probe and transmitted to the detection
chamber by an internal pumping system. Inside the chamber, the sample is exposed to a
hydrogen flame that ionizes the organic vapors. As the organic vapors burn, the ions produced
are collected on an electrode in the chamber, and a current proportional to the hydrocarbon
concentration is generated. This current is measured and displayed on the meter. FIDs
typically have dynamic operating ranges from 1 part per million by volume (ppmv) to 10 ppmv
or 1 ppmv to 100,000 ppmv, depending on the instrument, and provides a nonspecific response
to total hydrocarbons. If concentrations exceed the range of the instrument, a dilution probe
will be attached to the FID to allow elevated vapor concentrations to be measured. The
instrument is highly sensitive to compounds such as methane, benzene, and acetone, but is less
sensitive to alcohols and halogenated compounds.

PIDs use the principle of photoionization to detect and measure total hydrocarbon vapors.
During operation, a gas sample is drawn into the probe and past an ultraviolet light source by
an internal pumping system. Contaminants in the sample are ionized, producing an instrument
response if their ionization potential is equal to or less than the ionizing energy supplied by the
lamp. The radiation produces a free electron for each molecule of ionized contaminant, which
generates a current directly proportional to the number of ions produced. This current is
measured and displayed on the meter. PIDs measure the total value for all species present with

U.S. Air Force Center for Environmental Excellence
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ionization potentials less than or equal to that of the lamp. These instruments typically have an
operating range of 0-2,000 ppmv.

6.1.18 ASTM D1498-Oxidation-Reduction Potential

This method is designed to measure the oxidation-reduction potential (ORP) in water, which is
defined as the electromotive force between a noble metal electrode and a reference electrode
when immersed in a solution. This parameter is usually measured in the field using a self-
contained instrument probe.

6.1.19 ASTM D3416-Methane in Soil Gas

An aliquot of the soil gas sample is introduced into a prechromatographic or stripper column
which removes hydrocarbons other than methane and carbon monoxide. Methane and carbon
monoxide are passed through a chromatographic column where they are separated. The
methane is measured by a FID. Quantitation is performed by comparing the sample response
to the response of a known concentration of methane.

6.1.20 Variable Methods-Organic Vapors in Soil Gas

There are several methods of sampling soil gas and introducing the sampled material into an
analytical system. Sampling media include Tedlar™ bags, glass vials with butyl-Teflon™ septa,
activated charcoal traps, and Summa® canisters; samples can be collected by active or passive
methods. Analysis for BTEX, VOCs, or petroleum hydrocarbons is performed by a gas
chromatograph equipped with an FID or MS. Analysis is generally not subject to the same
level of QC as are definitive analyses for these compounds, and often shorter chromatographic
columns are used to increase sample throughput.

6.1.21 Method SW4020-Screening for Polychlorinated Biphenyls by Immunoassay

Soil samples are screened for total PCBs using immunoassay test kits. A mini methanol
extraction of the soil sample is performed, and the extract and an enzyme conjugate reagent are
added to immobilized antibodies. The enzyme conjugate competes with the PCBs in the
sample for binding to immobilized anti-PCB antibodies. The test is interpreted by comparing
the response produced by the sample to the response produced by a standard.

6.1.22 Method SW4030-Screening for Petroleum Hydrocarbons by Immunoassay

Soil samples are screened for levels of TPH using immunoassay test kits. A mini extraction of
the soil sample is performed, and the extract and an enzyme conjugate reagent are added to
immobilized antibodies. The enzyme conjugate competes with hydrocarbons for binding to
immobilized anti-hydrocarbon antibodies. The test is interpreted by comparing the response
produced by the sample to the response produced by a standard.

U.S. Air Force Center for Environmental Excellence
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6.2 CALIBRATION AND QC PROCEDURES FOR SCREENING METHODS

An “S” data qualifier will be applied to all screening data. The other data qualifiers that will
be used with screening data are also shown in Table 6.2 and Section 8. Flagging criteria are
applied (except for the “S” flag) when acceptance criteria were not met and corrective action
was not successful or corrective action was not performed.

Table 6.2 presents the calibration and QC procedures for each method. These requirements as
well as the corrective actions and data flagging criteria are included. In this table, the first two
columns designate the method number and the class of analytes that may be determined by the
method. The third column lists the method-required calibration and QC elements. The fourth
column designates the minimum frequency for performing each calibration and QC element.
The fifth column designates the acceptance criteria for each calibration and QC element. The
sixth column designates the corrective action in the event that a calibration or QC element does
not meet the acceptance criteria. The last column designates the data qualification that must be
applied in the event that the method-required calibration and QC acceptance criteria are not
met.

Table 6.2
Summary of Calibration and QC Procedures for Sereening Methods

Applicable Minimum | Acceptance Corrective Data
Method | Parameter | QC Check | Frequency { Criteria Action® - Qualification®
SW9040B | pH (water) 2-point Once per day £0.05 pH unuts | If calibration 1s not R
calibration for every buffer |achieved, check meter,
with pH buffer solutions, and
buffers probe; replace 1f
necessary; repeat
calibration
pH 7 buffer® | At each sample +0.1 pH units | Correct problem, R
location recalibrate
Field duphcate® | 10% of field 0.1 pH units | Correct problem, ]
samples repeat measurement
SwWo045C | pH (soul) 2-point 1 per 10 samples 40.05 pHunit | Check with new R
calibration analyzed buffers; if still out,
with pH repair meter; repeat
buffers calibration check
pH 7 buffer At each sample +0.1 pH umt | Recalibrate R
location
Laboratory 10% of field 40 1pHunt |Correct problem, J
duplicate samples repeat measurement
sample If still out, repeat
calibration and
reanalyze samples

M \Delwverables\AFCEEADO3\Funal 2002 QAPPARQ3-02 803_6 doc

U.S. Air Force Center for Environmental Excellence

6-7

HydreGeoLogie, Inc  3/4/02

79

L]

~

.



- 1

At
HydroGeolLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

721 80

Table 6.2 (continued)
Summary of Calibration and QC Procedures for Screening Methods

] Applicable Minimum Acceptance Corrective Data
Method | Parameter | QC Check | Frequency Criteria Action® Qualification®
SW-846 Moisture Laboratory 1 per 20 samples RPD > 15% Correct problem, J
(SW3550) duplicate repeat measurement.
RPD > 30%  |Ifstll out, flag data R
SW-826, Reactivity Reference | per analytical %D from true | Correct problem, J
Section 7.3 check solution |batch value <20%  |repeat measurement.
If still out, flag data
Field duphicate | 10% of field RPD <20% None J
samples
SWI1020A |Ignuability Laboratory 1 per 20 samples RPD <20% Correct problem, J
duplicate repeat measurement
Field duplicate | 10% of field RPD <20% None J
samples
SWI1tI0 Corrostvity Laboratory I per 20 samples RPD <20% Correct problem, J
duplicate repeat measurement
Field duphicate |10% of field RPD <20% None J
samples
SW9030B  |Sulfide Method Blank |Daily or one per <PQL Clean system; rerun | Flagging
batch, whichever blank and all samples |conventions,
is more frequent associated with Table 8 4
unacceptable blank
LCS After method %R between 70- | Correct problem then |[If %R > UT,
blank 130% reprepare and analyze |qualify all
the LCS and all associated sample
associated data with an [results J or UJ; if
unacceptable %R %R < LT, qualify
all positive results
¥ and reject all
non-detects
Field duplicate [ 10% of field RPD <20% None J
samples
MS/MSD 5% of field %R between 70- | None Qualify all
samples 130% samples associated
RPD <20% with that site J or
uJ
SWO050A |Conductance Calibration Once per day at +5% If cahbration 1s not R
with KCl beginmng of achieved, check meter,
standard testing standards, and probe;
recalibrate
Field duplicate® | 10% of field +5% Correct problem, J
samples repeat measurement
SWo060 Total orgamic [ Method blank | Daily or one per <PQL Clean syster; rerun Flagging
carbon batch, whichever blank and all samples |conventions,
is more frequent associated with Table 8.4
unacceptable blank
Replicate Each sample RPD <20% Correct problem, J
analysis repeat measurement
Field duplicate | 10% of field RPD <20% None J
samples

M \Deliverables\AFCEE\DO33\Final 2002 QAPPR03-02 803_6 doc

U.S. Air Force Center for Environmental Excellence

6-8

HydroGeolLogic, inc  3/4/02




721

HydroGeoLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

Table 6.2 (continued)
Summary of Calibration and QC Procedures for Screening Methods

Applicable Minimum Acceptance Corrective Data
Method | Parameter | QC Check | Frequency Criteria Action* Qualification®
E160.1 Filterable Laboratory 1 per 20 samples RPD <20% Correct problem, J
residue duplicate repeat measurement
Field duphicate | 10% of field RPD <20% None I
samples
E160.2 Nonfilterable | Laboratory 1 per 20 samples RPD <20% Correct problem, I
residue duplicate repeat measurement
Field duplicate | 10% of field RPD <20% None ]
samples
E170.1 Temperature | Daily check | Once per day at +1.0°C Correct problem, ]
beginning of repeat measurement
testing
Field duplicate® [ 10% of field +10°C Correct problem, ]
samples repeat measurement
E180.1 Turbidity Caltbration Once per day at +35 units, If calibration is not R
with one beginning of 0-100 range, achieved, check meter;
formazin testing 40.5 units, replace if necessary,
standard per 0-20 range; recalibrate
mstrument +0.2 unts,
range used 0-1 range
Zero drift 10% of field Verify nstrument | Recalibrate instrument ]
check® samples reads 0 NTU +0.2
units
E310.1 Alkalinity Laboratory 1 per 20 samples RPD <20% Correct problem, ]
duplicate repeat measurement
Field duplicate | 10% of field RPD <20% None ]
samples
E360 1 Dissolved Function check | Daily, prior to Meter reads 8% |Replace instrument R
oxygen use +2%
Field duphicate® | 10% of field RPD <20% Correct probiem, ]
samples repeat measurement
Hach® Test |Ferrous iron Field duplicate |10% of field RPD <25% Recollect samples, ]
Kit samples repeat measurement
ASTM Particle size Field duplicate |10% of field Qualitative None J
D422 samples comparison by a
___peologist
None Organic vapor |3 pount Monthly Correlation Recalibrate; check R
concenirations | calibration coefficient >{.995 | instrument and replace
(FID and PID) if necessary
Calibration Daily at Response +20% | Correct problem, R
verification beginning and end | of expected value |recahibrate
amd check of day
/
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Summary of Calibration and QC Procedures for Screening Methods

Table 6.2 (continued)

Applicable | Minimum Acceptance Corrective Data
Method | Parameter | QC Check | Frequency . Criteria Action® Qualification”
ASTM Oxidation- Sensitivity Daily ORP should If ORP increases, R
D1498 reduction verification decrease when pH |correct the polarity of
potential is increased electrodes. If ORP
stil does not decrease,
clean electrodes and
repeat proecedure
Calibration | Once per day Two successive | Correct problem, R
with one readings +10  |[recalibrate
standard millivolts (mV)
Field 10% of field +10mV Correct problem, ]
duplicate® samples repeat measurement
ASTM Methane 1n sol | Single point | Daily, prior to Delineation from |Recalibrate R
D3416 gas calibration sample analysis database average
within £20%
Method blank |Daily or one per <PQL Clean system; rerun | Flagging
batch, whichever blank and all samples |conventions, Table
15 more frequent assoctated with 8.4
unacceptable blank
L.aboratory 1 per 20 samples RPD <20% Correct problem, J
duplicate repeat measurement
Field 10% of field RPD <20% None J
duplicate samples
Varies Soil gas Three point | Daily, prior to RSD <20% Recalibrate R
calibration sample analysis
Method blank | Daily or one per <PQL Clean system; rerun | Flagging
batch, whichever biank and all samples |convenuons, Table
1s more frequent associated with 84
unacceptable blank
LCS After method 1 %D <25% Correct problem, J
blank repeat measurement
Field 10% of field RPD <20% None J
duplicate samples
SW4a020 PCBs by Field 10% of field RPD <20% Correct problem, J
Immunoassay duplicate samples repeat measurement
SW4030 Petroleum Field 10% of field RPD <20% Correct problem, J
hydrocarbons by | duplicate samples repeat measurement
1Mmyunoassay

*  All corrective actions will be documented, and the records will be maintained by the prime contractor, .

® Al screening results will first be qualified with an “S” and also any other appropriate validation flags wdentified 1n the Data
Flagging Criteria column of the table. For example “SJ”, “SB”, “SR”

®  Ths QC check 1s not required if this parameter 15 being measured using a flow-through cell,
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7.0 DEFINITIVE DATA ANALYTICAL METHODS AND
PROCEDURES

Section 7.1 contains brief descriptions of preparation methods. Section 7.2 contains
subsections providing QC information for each analytical procedure. The information
presented in this section is based on the information presented in the AFCEE QAPP, Version
3.1 (AFCEE, 2001). Further information was obtained from Test Methods for Evaluating
Solid Waste, Physical/Chemical Methods, SW-846, Third Edition, including Updates I, II, and
[l (EPA 1997); Handbook for IRP RI/FSs (Handbook) (IRP, 1993); Methods for Chemical
Analysis of Water and Waste (EPA, 1979); ASTM Annual Book of Standards (ASTM, 1993);
U.S. EPA Contract Laboratory Program National Functional Guidelines for Inorganic Data
Review (EPA, 1994); and U.S. EPA Contract Laboratory Program National Functional
Guidelines for Organic Data Review (EPA, 1999). Definitions of terms are given in Section
4.0, and data validation guidelines are presented in Section 8.0.

If additional or alternative methods are needed or used, they will be outlined in a site-specific
QAPP addendum. Any methods added due to project-specific needs will be described in detail
equivalent to the methods in this QAPP, including all necessary QA/QC criteria and
procedures. Tables will be supplied that complement those in Section 7.0 of this QAPP.

7.1  PREPARATION METHODS

Extraction and digestion procedures for liquid and solid matrices presented in this section are
outlined in Table 7.1. The appropriate preparation method to be used (if applicable) for each
analytical method is given in the MQL tables.

Table 7.1
Extraction and Digestion Procedures
Method Parameter
SWI1311 Toxicity Charactenstic Leaching Procedure (TCLP)
SWI1312 Synthetic Precipitation Leaching Procedure (SPLP)
SW3005A Acid digestion of water samples for metals analysis*
SW3010A Acid digestion of aqueous samples and extracts for metals analysis*

U.S. Atr Force Center for Environmental Excellence
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Table 7.1 (continued)
Extraction and Digestion Procedures

_ Method ) ’ Parameter
SW3015 Microwave assisted acid digestion of aqueous samples and extracts for metals analysis*
SW3020A Acid digestion of aqueous samples and extracts for metals analysis*
SW3050B Acud digestion for solids, sediments, and sludges for metals analysis
SW3051 Microwave assisted acid digestion of solids, sediments, and sludges for metals analysis
SW3060A Alkalmme extraction
SW3510C Separatory funnel hquid-hguid extraction
SW3520C Continuous hiquid-liquid extraction
SW3540C/SW3541 Soxhlet extraction
SW3550B Ultrasonic extraction
SW5030B Purge and trap
SW5035 Closed-system purge and trap
ASTM D3987 Neutral leachate
E3000 Amon leach from sol

* For aqueous analyses of total recoverable metals, the entire sample is acidified on collection. For analyses of
dissolved metals, the samples are filtered after collection, then acidified.

7.1.1 Method SW1311-Toxicity Characteristic Leaching Procedure

Method SW1311 is used to prepare samples for determination of the concentration of organic
(semivolatile and volatile) and inorganic constituents that are leachable from waste. The
method uses an acidic leaching solution of dilute acetic acid (partially neutralized with sodium
hydroxide); this solution mimics the activity of organic acids present in landfills. Liquid
wastes containing less than 0.5% solids are considered to be a TCLP extract after filtration,
and no leaching procedure is required.

QC is accomplished by preparing one TCLP blank for every 20 extractions conducted in the
extraction vessel. Additional extract is prepared so one MS can be performed for each waste
type (samples of similar waste types will be batched together). One MS must be analyzed in
each AFCEE analytical batch. These QA measures are in accordance with the requirements of
EPA method SW1311, Section 8.0.

7.1.2 Method SW1312-Synthetic Precipitation Leaching Procedure

Method SW1312 is used to prepare samples for determination of the concentration of organic
(semivolatile and volatile) and inorganic constituents that are leachable from waste or other
material. The method uses an acidic leaching solution of dilute nitric and sulfuric acids (VOCs
and cyanide are extracted with reagent-grade water); this solution mimics the activity of acidic
rainfall and runoff. Liquid wastes containing less than 0.5% solids are considered to be a
SPLP extract after filtration, and no leaching procedure is required.

U.S. Air Force Center for Environmental Excellence
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QC is accomplished by preparing one SPLP blank for every 20 extractions conducted in the
extraction vessel. Additional extract is prepared so one MS can be performed for each waste
type (samples of similar waste types will be batched together). One MS must be analyzed in
each AFCEE analytical batch. These QA measures are in accordance with the requirements of
EPA method SW1312, Section 8.0.

7.1.3 Method SW3005A-Acid Digestion of Water Samples for Metals Analysis

This method is an acid digestion procedure used to prepare water samples for metals analysis.
The digested samples are analyzed for total recoverable and dissolved metals determination by
ICP emission spectroscopy.

7.1.4 Method SW3010A-Acid Digestion of Aqueous Samples and Extracts for Metals
Analysis

Method SW3010A prepares aqueous or waste samples for total metals determination by ICP.
The samples are vigorously digested with acid and then diluted.

7.1.5 Method SW3015-Microwave Assisted Acid Digestion of Aqueous Samples and
Extracts for Metals Analysis

This method is used to prepare aqueous or waste samples that contain suspended solids for total
metals determination by graphite furnace atomic absorption (GFAA) spectroscopy or ICP. The
samples are digested with acid and heated in a microwave.

7.1.6 Method SW3020A-Acid Digestion of Aqueous Samples and Extracts for Metals
Analysis

Method SW3020A prepares aqueous or waste samples for total metals determination by GFAA
or ICP. The samples are vigorously digested with acid and then diluted.

7.1.7 Method SW3050B-Acid Digestion for Solids, Sediments, and Sludges for Metals
Analysis

Method SW3050B is applicable to the preparation of sediment, sludge, and soil samples for
metals analysis by ICP or, for some metals, GFAA. The samples are digested, then refluxed
with acid. A separate aliquot of the sample is dried for a total solids or percent moisture
determination.

7.1.8 Method SW3051-Microwave Assisted Acid Digestion of Solids, Sediments, and
Sludges for Metals Analysis

Method SW3051 is applicable to the preparation of sediment, sludge, and soil samples for
metals analysis by GFAA or ICP. The samples are digested with acid and heated in a

U.S. Air Force Center for Environmental Excellence
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microwave. A separate aliquot of sample is dried for a total solids or percent moisture
determination.

7.1.9 Method SW3060A-Alkaline Extraction

Method SW3060A is a procedure for extracting soluble and non-soluble hexavalent chromium
from environmental samples. An aliquot of sample is digested in an alkaline solution at 95 °C
for one hour. The digestate is then filtered.

7.1.10 Method SW3510C-Separatory Funnel Liquid-Liquid Extraction

Method SW3510C is designed to quantitatively extract nonvolatile and semivolatile organic
compounds (SVOCs) from liquid samples using standard separatory funnel techniques. The
sample and the extracting solvent must be immiscible in order to yield recovery of target
compounds. Subsequent cleanup and detection methods are described in the organic analytical
method used to analyze the extract.

7.1.11 Method SW3520C-Continuous Liquid-Liquid Extraction

Method SW3520C is a procedure for isolating organic compounds from aqueous samples and
is designed for extraction solvents with greater density than the sample.

7.1.12 Method SW3540C/SW3541-Soxhlet Extraction

Method SW3540C is a procedure for extracting nonvolatile and SVOCs from solids such as
soils and sludges. Method SW3541 is an automated Soxhlet extraction. The Soxhlet
extraction process ensures intimate contact of the sample matrix with the extraction solvent.

7.1.13 Method SW3550B-Ultrasonic Extraction

Method SW3550B is a procedure for extracting nonvolatile and SVOCs from solids such as
soils and sludges. The sonication process ensures intimate contact of the sample matrix with
the extraction solvent.

7.1.14 Method SW5030B-Purge and Trap Method

Method SW5030B describes sample preparation and extraction for the analysis of VOCs. The
method is applicable to aqueous samples and soil/sediment extracts. This method is not
recommended for solids except when comparability to historical data is an important
consideration. Otherwise, solid matrix samples should be prepared by Method 5035 described
below.

An inert gas is bubbled through an aliquot (usually either 5 mL or 25 mL) of each sample at
ambient temperature to transfer the volatile components to the vapor phase. Soil samples are

U.S. Air Force Center for Environmental Excellence
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first suspended in analyte-free water. The vapor is swept through a sorbent column where the
volatile components are trapped. After purging is completed, the sorbent column is heated and
backflushed with inert gas to desorb the components onto a GC column.

7.1.15 Method SW5035-Closed System Purge-and-Trap and Extraction for Volatile
Organics in Soil and Waste Samples

Method SW5035 is a method designed to minimize analyte loss during collection and analysis
of solid matrix VOC samples. Approximately 5 g of sample are collected, weighed in the
field, and sealed in a pre-weighed vial containing a stir bar and a sodium bisulfate preservative
solution. The vials are not opened during analysis; appropriate reagents are introduced
through the vial septa. Purge gas is introduced and removed through the septa. Alternative
methods of sample collection involve using a syringe-like mini corer, or collecting the sample
into a pre-weighed jar containing methanol as a preservative.

7.1.16 Method ASTM D3987-Neutral Leach

Method D3987 is a procedure for extracting soluble hexavalent chromium from environmental
samples. An aliquot of sample is extracted into deionized water for 18 hours at ambient
temperature. The extract is then filtered.

7.1.17 Method E300.0

Section 11.7 of method E300.0 describes an extraction procedure for common anions in solid
matrices. A ten-to-one ratio of water to solid is mixed and filtered prior to analysis.

7.2 ANALYTICAL PROCEDURES

The analytical procedures presented in the following subsections are outlined in Table 7.2.
Each subsection contains the following method-specific information:

a brief method description

a table of MQLs

a table of QC acceptance criteria

a table of calibration procedures, QC procedures, and data validation guidelines

The first table included in each method subsection presents the MQLs for each analyte in the
method. The MQLs are presented for both soil and water matrices. The MQLs presented are
those listed in the AFCEE QAPP, version 3.1 (AFCEE, 2001), with the exception of the
MQLs listed for several metals with background values (from Jacobs, 1998) below those set by
AFCEE. The MQLs presented depict the minimum acceptable standard of performance. If a
contract laboratory is able to report lower MQLs for any analytes on a routine basis, it should
do so. If lower MQLs are required to meet project-specific DQOs, the project-specific SAP
should include a QAPP Addendum detailing the required MQLs. The analytes included in
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these tables are not all inclusive lists. The specific lists of analytes for each method should be
determined by regulatory requirements and site-specific information, and may be longer or
shorter than the lists presented. Several methods have supplemental tables of analytes included
in Appendix A. These supplemental analytes are required to be included when analysis for the
full suite of analytes listed in 40 CFR 264 Appendix IX is performed.

The second table included in each method subsection presents the acceptance criteria for the
accuracy of spiked analyte (LCS, MS, and MSD) and surrogate recoveries, as well as the
acceptance criteria for the precision of MS/MSD, field duplicate, and laboratory duplicate
recoveries. The accuracy and precision requirements are those presented in the AFCEE
QAPP, version 3.1 (AFCEE, 2001). The analyte lists included in these tables match the
corresponding MQL table and 1s used with the same conditions. Note that this type of table is
not included for Section 7.2.10 (Method SW8290) because laboratory-generated accuracy and
precision criteria will be used for this method.

The third table included in each method subsection presents the calibration and QC procedures
for the subject method. Corrective actions and data flagging criteria are also included in this
table. In this table, the first two columns designate the method number and the class of
analytes that may be determined by the method. The third column lists the method-required
calibration and QC elements. The fourth column designates the minimum frequency for
performing each calibration and QC element. The fifth column designates the acceptance
criteria for each calibration and QC element. The sixth column designates the corrective
action in the event that a calibration or QC element does not meet the acceptance criteria. Al
corrective actions associated with AFCEE project work will be documented, and all records
will be maintained by the laboratory. The last column designates the data flagging criteria that
will be applied in the event that the method-required calibration and QC acceptance criteria are
not met. Flagging criteria are applied when acceptance criteria were not met and corrective
action was not successful or corrective action was not performed.

Several methods have been discontinued from the 2000 Basewide QAPP (HydroGeologic,
2000), e.g., SW8080A and SW8280A. Where one or more of the discontinued methods are in
use for an ongoing project it may be acceptable to continue use of the affected methods, with
the proper notification and documentation, using the QC requirements from the 2000 Basewide

QAPP.
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Table 7.2
Analytical Procedures

" Methods Parameter
SW-846 Organic Methods
8011 Ethylene dibromide (EDB) (water and soil)
8021B Aromatic volatile organics (water and soul}
8070A Nitrosamnes (water and soil)
8081A Organochlorine pesticides (water and soul)
8082 PCBs (water and soil)
8141A Organophosphorus compounds (water and so1l)
S151A Chlornated herbicides by GC (water and soil)
§260B Volatile organics (water and soil)
8270C Semuvolatile organics (water and soil)
8290 Dioxins and furans - high resolution (water and soil)
8310 Polynuclear aromatic hydrocarbons (PAHs) (water and so1l)
8321A Chlorinated herbicides by HPLC-MS (water and soil)
8330 Explosive residues (water and 501])
SW-846 Inorganic Methods
6010B Trace metals by ICP emission spectroscopy (water and so1])
6020 Trace metals by ICP-MS (water and soil)
7000A Series Trace metals (antimony, arsenc, cadmium, chromum, lead, mickel, selenum, thalhum, and
vanadium) by GFAA (water and soil)
T196A Hexavalent chromium by colornimetry (water and soul}
T470A/7471A Mercury by cold vapor atomic absorption (CVAA) spectroscopy (water/soil)

9012A (or SW9014)

Total and amenable cyanide (water and soi1l)

9056 (or E300.0)

Common amons by 1on chromatography (water and soil)

Other Methods

E314 0 Perchlorate by 1on chromatography (water)
RSK-175 Methane, ethane, and ethene (water)

TO-14 Volatile organics (aur)

TX 1005 Total petroleum hydrocarbons (water and soil)
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7.2.1 Method SW8011-Ethylene Dibromide

Ethylene dibromide (EDB) in water is analyzed using method SW8011. The sample is
extracted with hexane. The extract is injected into a GC with a linearized electron capture
detector for separation and analysis. The MQL is presented in Table 7.3.

This method provides for the use of a second GC column of dissimilar phase to EDB from any
interferences that may occur. When second-column analysis is performed, retention times for
the analyte must match those established for each column. Otherwise, the chromatographic
peaks are considered interferences, and the analyte is not considered to be present in the
sample. Requirements for analyte confirmation are described in Section 4.5.2. The
calibration, QC, corrective action, and data qualification requirements are given in Tables 7.4

and 7.5.
Table 7.3
MQL for Method SW8011
Water .
Parameter/Method ’ Analyte MOQL UNIT
SW8011 Ethylene dibromide 0.02 pug/l
Table 7.4
QC Acceptance Criteria for Method SW8011
. Water
Method " Analyte - Accuracy (% R) | Precision (RPD)
SW80l11 Ethvlene dibromide 80-120 20
Surrogates (choose at least one):
1,2-Dibromopropane 70-120 20
1,2-dichloropropane 70-120 20

U.S. Air Force Center for Environmental Excellence
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7.2.2 Method SW8021B-Aromatic Volatile Organics

Aromatic volatile organics in water and soil samples are prepared using method SW35030A and
analyzed using method SW8021B. This method is a purge and trap GC method. An inert gas
is bubbled through a water matrix to transfer the volatile aromatic hydrocarbons from the
liquid to the vapor phase. The aromatics are removed from the inert gas by passing the gas
through a sorbent trap, which is then backflushed onto a GC column to separate the compounds
of interest. Analytes of concern are quantified by a PID and an electrolytic conductivity
detector (HECD) in series. Soil samples are first extracted. Low concentration contaminated
soils may be prepared using method SW5035. This method is also known as the “BTEX”
method since the compounds of interest include benzene, toluene, ethylbenzene, and xylene.
MQLs for method SW8021B are presented in Table 7.6. The calibration, QC, corrective
action, and data flagging requirements are given in Tables 7.7 and 7.8. It should be noted that
this method is usable for more chlorinated organics than are listed in Table 7.7; however, it is
recommended that Iarger snites of VOCs be analyzed using method SW8260B (see Section
7.2.10).

Table 7.6
MQLs for Method SW8021B
; Water Soil
Parameter/Method Analyte MOQL |. Unit MQL Unit
Aromatic Volatile 1,2-Dichlorobenzene 1.0 pe/L 0.010 mg/kg
Organics 1,3-Dichlorobenzene 1.0 ug/L 0.010
(S\xfe(?)‘%?f SW8021B 1,4-Dichlorobenzene 0.5 ne/l 0.010
(soul) Chlorobenzene 0.5 pg/L 0.010
Ethylbenzene 1.0 ug/L 0.010 mgks |
Methy! tert-butyl ether 5.0 pe/L 0 020 mg/k
Toluene 1.0 pg/lL 0.010
Xylenes, total 1.0 ug/L 0.010

U.S. Air Force Center for Environmental Excellence
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Table 7.7
QC Acceptance Criteria for Method SW8021B
) Water Soil
. Accuracy Precision Accuracy Precision

Method i Analyte (%R) - ..(RPD) (% R) (RPD)
SW8021B | 1,2-Dichlorobenzene 61-134 20 51-134 30

1,3-Dichlorobenzene 63-137 20 53-137 30

1,4-Dichlorobenzene 66-135 20 56-135 30

Benzene 75-125 20 65-125 30

Chlorobenzene 75-129 20 65-129 30

Ethylbenzene 71-129 20 61-129 30

Methyl tert-butyl ether 65-135 20 55-145 30

Toluene 70-125 20 60-125 30

Xylenes, total 71-133 20 61-133 30

Surrogates (choose at least two):

4-Bromochlorobenzene 37-137 37-137

Bromochloromethane 37-137 37-137

4-Bromofluorobenzene 61-119 38-148

1,4-Dichlorobutane 35-135 35-135

Difluorobenzene 48-138 38-148

Fluorobenzene 44-165 34-175

a,a,a-Trifluorotoluene 69-129 34-175

U.S. Air Force Center for Environmenial Excellence
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7.2.3 Method SW8070A-Nitrosamines

Select uitrosamines in water and soil samples are analyzed using method SW8070A. Samples
are extracted and analyzed by gas chromatography. MQLs for method SW8070A are

presented in Table 7.9. The calibration, QC, corrective action, and data flagging requirements
are given in Tables 7.10 and 7.11.

Table 7.9
MQLs for Method SW8070A
- : Water . Soil
Parameter/Method Analyte MQL Unit MQL Unit
Nitrosamines N-Nitrosodi-n-propylamine 2 pe/L 4 mg/kg
SW8070A N-Nitrosodimethylamine 0.5 pg/L I mg/kg
N-Nitrosodiphenylamine 3 pe/L 6 mg/kg
Table 7.10
QC Acceptance Criteria for Method SW8070A
Water Soil
Accuracy | Precision | Accuracy Precision
Method Analyte (% R) (RPD) (% R) (RPD)
SW8070A | N-Nutrosodi-n-propylarmne 45-146 30 35-146 50
N-Nitrosodimethylamine 25-125 30 25-135 50
N-Nutrosodiphenylamine 25-139 30 25-149 50
Surrogates”

* Use an analyte and 1ts LCS limut from the method that 1s not expected to be present in the sample as the
surrogate.

U.S. Air Force Center for Environmental Excellence
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7.2.4 Method SW8081A-Organochlorine Pesticides

Organochlorine pesticides in water and soil samples are analyzed using method SW808IA.
This analytical method involves extraction of water samples using a separatory funnel (method

SW3510B) or continuous liquid-liquid extraction (method SW3520B).

Extraction of solid

samples is accomplished with ultrasonic extraction (method SW3550A) procedures. The
pesticides are separated and quantified by GC using electron capture detection. MQLs for this
method are presented in Table 7.12. The calibration, QC, corrective action, and data flagging
requirements are given in Tables 7.13 and 7.14.

Calibration verification, LCS analysis, and a second-column confirmation are not required for
the analysis of toxaphene or technical chlordane.

Table 7.12
MQLs for Method SW8081A
Water .
Parameter/Method Analyte MQL | Unit MQL Unit
Organochlorine Pesticides a-BHC 0.1 pg/l 0.004 mg/kg
SW3510B/SW3520B/SWB8081A (W) [B-BHC 0.1 pe/L 0.004 mg/kg
SW3550A/SW8081A (S) 8-BHC 0.1 | pe/L | 0004 | melke
y-BHC (lindane) 0.1 pg/L 0.004 mg/kg
¢-Chlordane 0.1 pg/L 0.004 mg/kg
y-Chlordane 0.1 pe/l 0.004 mg/kg
4,4'-DDD 0.1 pe/L 0.004 mg/kg
4,4'-DDE 0.1 pg/L 0.004 mg/kg
4,4'-DDT 0.1 pg/L 0.004 mg/kg
Aldrin 0.1 ug/L 0.004 mg/kg
Dieldrin 0.1 ug/l 0.004 mg/kg
Endosulfan I 0.1 pe/l 0.004 mg/kg
Endosulfan II 0.1 pg/l 0.004 mg/kg
Endgsulfan sulfate 01 pe/l 0.004 mg/kg
Endrin 01 g/l 0.004 mg/kg
Endrin aldehyde 0.1 pg/l 0.004 mg/kg
Heptachlor 01 ug/l 0.004 mg/kg
Heptachlor epoxide 0.1 pg/l 0.004 mg/kg
Methoxychlor 0.5 pg/l 0.02 mg/kg
Toxaphene 1.0 pg/l 0.1 mg/kg
U.S. Air Force Center for Environmental Excellence
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Table 7.13
QC Acceptance Criteria for Method SW8081A

Water " Soil
Accuracy | Precision Accuracy. Precision
Method Analyte (% R) " (RPD) (% R) (RPD)
SW8081A [a-BHC 60-128 30 62-125 50
B-BHC 66-126 30 62-127 50
6-BHC 46-136 30 57-130 50
y-BHC (lindane) 30-146 30 59-123 50
a-Chlordane 63-123 30 63-121 50
y-Chlordane 67-120 30 48-124 50
4,4°-DDD 50-139 30 50-139 50
4,4°-DDE 48-137 30 68-126 50
4,4°-DDT 47-138 30 46-135 S0
Aldrin 42-138 30 47-120 50
Dieldrin 62-129 30 67-125 50
Endosulfan I 49-120 30 41-147 50
Endosulfan II 42-130 30 37-141 50
Endosulfan sulfate 54-137 30 62-135 30
Endrin 56-134 30 61-133 50
Endrin aldehyde 56-137 30 37-147 50
Heptachlor 51-128 30 51-140 50
Heptachlor epoxide 62-131 30 66-130 50
Methoxychlor 56-150 30 57-143 50
Toxaphene 41-126 30 31-136 50
Surrogates:
Decachlorobiphenyl (DCBP) 32-135 56-132
Tetrachloro-m-xylene (TCMX) 33-138 69-124

U.S. Awr Force Center for Environmental Excellence
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7.2.5 Method SW8082-Polychlorinated Biphenyls (PCBs)

PCBs (also known as Aroclors) in water and soil samples are analyzed using method SW8082.
This analytical method involves extraction of water samples using a separatory funnel (method
SW3510B) or continuous liquid-liquid extraction (method SW3520B). Extraction of solid
samples is accomplished with ultrasonic extraction (method SW3550A) procedures. The PCBs
are separated and quantified by GC using electron capture detection or electrolytic conductivity
detection. MQLs for this method are presented in Table 7.15. The calibration, QC, corrective
action, and data flagging requirements are given in Tables 7.16 and 7.17.

For the analysis of PCBs, the initial five-point calibration and second source calibration
verification will, as a minimum, contain a mixture of Aroclor 1016 and 1260. Retention times
will be set during the initial five-point calibration, The initial and daily calibration
verifications will also be performed using the Aroclor 1016/1260 mixture. Single standards of
each of the other five Aroclors are required to aid the analyst in pattern recognition. If an
Aroclor 1016/1260 standard has been used to validate the linearity of the detector, single
standards of the remaining five Aroclors may be used to determine the response factor for each
Aroclor. The concentrations of the individual Aroclor standards should be at or below the
middle of the linear range of the detector. If an Aroclor other than 1016 or 1260 is detected
(qualitatively identified above the MDL based on peak pattern), report the result for that
Aroclor, quantified using the response factor from the single Aroclor standard (linear through
origin). Each LCS and MS/MSD should be spiked using the 1016/1260 mixture. A second-
column confirmation is not required.

Table 7.15
MQLs for Method SW8082
) Water Soil ~
Parameter/Method Analyte MQL Unit MQL Unit
PCBs PCB-1016 0.5 pe/L 0.05 mg/kg
SW3510B/SW3520B/SW8082 (W) |PCB-1221 0.5 ug/L 0.05 mg/kg |
SW3550A/SW8082 (S) PCB.1232 0.5 na/L 0.05 me/ke
PCB-1242 0.5 pe/L 0.05 mg/kg
PCB-1248 0.5 | pg/L 0.05 mg/kg
PCB-1254 0.5 pg/L 0.05 mg/kg |
PCB-1260 0.5 pe/L 0.05 mg/kg

U.S. Air Force Center for Environmental Excellence
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Table 7.16
QC Acceptance Criteria for Method SW8082
Water Soil
Accuracy Precision Accuracy Precision
Method Analyte (% R) " (RPD) ° (% R) (RPD)
SWg082 PCB-1016 40-144 30 41-138 50

PCB-1221 41-136 30 42-136 50
PCB-1232 41-136 30 45-136 30
PCB-1242 39-150 30 43-150 50
PCB-1248 41-136 30 44-136 30
PCB-1254 29-141 30 41-141 50
PCB-1260 45-145 30 61-131 50
PCB-1016/1260 mix 50-135 30 40-130 S0
Surrogates:
DCBP 42-133 | 58-125 |
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7.2.6 Method SW8141A-Organophosphorus Pesticides

Method SW8141A is a GC method used to determine the concentrations of various
organophosphorus pesticides. This analytical method involves extraction of water samples
using a separatory funnel (method SW3510C). Extraction of solid samples is accomplished
using one of the Soxhlet extraction (method SW3540C or SW3541) procedures. An aliquot of
the extract is injected into a GC, and compounds in the GC effluent are detected with a flame
photometric or nitrogen-phosphorus detector. Any compounds identified tentatively in the
primary analysis are confirmed on a second GC column. MQLs for these pesticides are
presented in Table 7.18. The calibration, QC, corrective action, and data flagging
requirements are given in Tables 7.19 and 7.20.

Table 7.18
MQLs for Method SW8141A
- Water Soil
Parameter/Method Analyte® MQL | Unit MQL | Unit

Organophospherus Pesticides | Disulfoton 0.7 pe/l 004 mg/kg
SW3510€" EWSMIA (Walt)er) Parathion methyl 1.2 pg/l 0.06 mg/kg
SW3540C/SWB141A (Scil) or 4
SW3541/SW8141A (Soil) Phorate 0 he/L 0.02 mgfkg

* Adduional analytes are referenced in Appendix A

Table 7.19
QC Acceptance Criteria for Method SW8141A
Water Soil
) Accuracy Precision Accuracy Precision
Method. . Analyte® - (% R) (RPD) (% R) {RPD)
SW8141A | Disuifoton 50-150 30 40-160 50
Parathion methyl 45-130 30 35-140 50
Phorate 50-150 30 40-160 50
Surrogates:
Tributyl phosphate 67-136 30 57-146 50
Triphenyl phosphate 65-134 30 55-144 50

® Additional analytes are listed 1n Appendix A

U.S. Air Force Center for Environmental Excellence
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7.2.7 Method SW8151A-Chlorinated Herbicides

Method SWS8151A is a capillary GC method for determining selected chlorinated acid
herbicides and related compounds. Samples are extracted then esterified. The esters are
separated by a GC and quantified by an electron capture detector. Any compounds identified
tentatively in the primary analysis are confirmed on a second GC column. MAQLs for
herbicides are presented in Table 7.21. The calibration, QC, corrective action, and data
flagging requirements are given in Tables 7.22 and 7.23.

Table 7.21
MQLs for Method SW8151A
) Water Soil

Parameter/Method Analyte® MQL Unit ' | MQL Unit
Chlorinated Phenoxy Acid 2,4-D 10 pe/L 0.2 mg/kg
Herbicides 2,4,5-T 20 ug/L 0.5 mg/kg
SW8151A 2.4,5-TP 10 g/l 0.2 mg/ke
Dinoseb® 30 pg/L 0.1 mg/kg

* Additional analytes are listed in Appendix A
® May also be analyzed by method SW8270C (see Appendix A)

Table 7.22
QC Acceptance Criteria for Method SW8151A

Water Soil
Accuracy Precision Accuracy Precision
Method -Analyte® (% R) (RPD) %R | (RPD)

SWRISIA |2,4-D 39-120 30 32-131 50

2,4,5-T 44.122 30 43-139 50

2,4,5-TP 49-126 30 46-128 50

Dinoseb® 28-115 30 20-131 50

Surrogate:

2,4-Dichlorophenylacetic 50-130 30 45-140 50

acid

* Additional analytes are listed in Appendix A
® May also be analyzed by method SW8270C (see Appendix A)
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721 1195
7.2.8 Method SW8260B-Volatile Organics

Volatile (or purgeable) organics in water and soil samples are analyzed using method
SW8260B. This method uses a capillary column GC/mass spectrometry technique. Volatile
compounds are introduced into the GC by purge and trap, either utilizing method SW5030B for
aqueous samples or method 5035 for soil samples. An inert gas is bubbled through the water
samples (or a soil-water slurry for soil samples) to transfer the purgeable organic compounds
from the liquid to vapor phase. Soil samples with higher contaminant levels are extracted
using methanol before purging. The vapor is then swept through a sorbent trap where the
purgeable organics are trapped. The trap is backflushed and heated to desorb the purgeable
organics onto a capillary GC column where they are separated and then detected with a mass
spectrometer. Compound quantification is achieved by comparing individual analyte response
to the response of the associated IS, modified by the analyte relative response factor (RRF).
The analytes detected and MQLs (using a 25 mL purge) for this method are listed in Table
7.24. The calibration, QC, corrective action, and data flagging requirements are given in
Tables 7.25 and 7.26. Instrumental and methodological requirements specific to this method
are discussed below.

7.2.8.1 Instrument Tuning

The mass spectrometer is tuned before each 12-hour run sequence to give an acceptable
spectrum for bromofluorobenzene (BFB). The tuning acceptance criteria are given in the
following list as ion abundance for each specified mass/charge ratio (m/e):

m/e 50 15 percent to 40 percent of m/e 95

m/e 75 30 percent to 60 percent of m/e 95

m/e 95  base peak, 100 percent relative abundance

m/e 96 5 percent to 9 percent of m/e 95

m/e 173 less than 2 percent of m/e 174

m/e 174  greater than 50 percent of m/e 95

m/e 175 5 percent to 9 percent of m/e 174

m/e 176 greater than 95 percent, but less than 101 percent of m/e 174
m/e 177 5 percent to 9 percent of m/e 176

7.2.8.2 Calibration

During initial and continuing calibration, the performance of specific compounds is monitored
to determine if the method and analytical system is performing within acceptable limits. This
is accomplished by examining the relative response factor (RRF) of system performance check
compounds (SPCCs) and the %RSD of calibration check compounds (CCCs). For method
SW8260B, the SPCCs are: chloromethane, 1,1-dichloroethane, bromoform, chlorobenzene,
and 1,1,2,2-tetrachloroethane. The Method SW8260B CCCs are: 1,1-dichloroethene, toluene,
chloroform, ethylbenzene, 1,2-dichloropropane, and vinyl chloride. ~SPCC and CCC
performance evaluation criteria are presented with the initial and continuing calibration
acceptance criteria in Table 7.26. Note that when a shortened list of analytes is requested, the
laboratory must still report SPCC and CCC data on the initial and continuing calibration
summary pages in order to document method performance.

U.S. Air Force Center for Environmental Excellence
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Table 7.24
MQLs for Method SW8260B
] .  Water * Soil
Parameter/Method Analyte® MOQL | Unit MOQL Unit
VOCs 1,1,1,2-Tetrachlorocthane 0.5 pg/L 0.003 mg/kg
SW5030B/SW8260B (Water) 1,1,1-Trichloroethane 1.0 pg/L 0.005 mg/kg |
SW5035/SW8260B (Sotl) 1,1,2,2-Tetrachloroethane 0.5 ugll | 0003 | meig
1,1,2-Trichloroethane 1.0 pg/L 0.005 mg/kg
1,1-Dichloroethane 10 g/l 0.005 mg/kg |
1,1-Dichloroethene 1.0 pg/L 0.006 mg/kg
1, 1-Dichloropropene 1.0 pg/L 0.005 mg/kg
1,2,3-Trichlorobenzene 1.0 pe/L 0.005 mg/kg
1,2,3-Trchloropropane 1.0 pg/L 0.005 mg/kg
1,2,4-Trichlorobenzene 1.0 pg/L 0.005 mg/kg
1,2,4-Trimethylbenzene 1.0 pg/L 0.006 mg/kg
1,2-Dichloroethane 05 pg/L 0.003 mg/kg
1,2-Dichlorobenzene 1.0 pg/L 0.005 mg/kg
1,2-Dibromeo-3-chloropropane 20 pg/L 0.010 mg/kg |
1,2-Dichloropropane 1.0 pg/L 0.005 mg/kg
1,3,5-Trimethylbenzene 1.0 pg/L 0.005 mg/kg
1,3-Dichlorobenzene 1.0 pg/L 0.006 mg/kg
1,3-Dichloropropane 0.4 pg/L 0.002 mg/k
1,4-Diuchlorobenzene 0.5 pg/L 0.002 mg/kg |
1-Chlorohexane 1.0 pe/L 0.005 mg/kg
2,2-Dichloropropane 1.0 ng/L 0.005 mg/ke
2-Chlorotoluene 1.0 pg/L 0 005 mg/k
2-Butanone (MEK) 20 pg/L 0.02 mg/kg
4-Chlorotoluene 1.0 pg/L 0.005 mg/kg
Acetone 10 pg/L 0.05 mg/kg
Benzene 0.4 ug/L 0.002 mg/kg
Bromohenzene 1.0 pg/L 0.005 mg&gJ
Bromochloromethane 1.0 ug/L 0.005 mg/kg
Bromodichloromethane 0.5 pe/L 0.002 mg/kg
Bromoform 1.0 pg/L 0.006 mg/k
Bromomethane 3.0 ug/L 0.01 mg/k
Carbon tetrachloride 1.0 pe/L 0.005 mg/kg
Chlorobenzene 0.5 pg/L 0.002 mg/kg
Chloroethane 1.0 pe/L 0.005 mg/kg
Chloroform 0.3 pe/L 0.002 mg/kg |
Chloromethane 1.0 pe/L 0.005 mg/kg
cis-1,2-Dichloroethene 1.0 pg/L 0.005 mg/kg |
cis-1,3-Dichloropropene 0.5 pe/L 0.003 mg/kg
Dibromochloromethane 0.5 pe/L 0.003 mg/kg
Dibromomethane 1.0 pg/L 0.005 mg/kg
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Table 7.24 {continued)
MQLs for Method SW8260B

Water Soil
Parameter/Method Analyte® MQL Unit MQL Unit
VOCs Dichlorodifluoromethane 1.0 ug/L 0 005 mg/kg
SW5030B/SW8260B (water) Ethylbenzene 1.0 pg/L 0.005 mg/kg
SW3035/SW8260B (sol) (cont) [ Ethylene dibromide 1.0 pe’l | 0005 | meke
Hexachlorobutadene 0.6 pg/L 0.003 mg/kg |
Isopropylbenzene 1.0 ug/L 0.005 mg/kg
m- and p-Xylene 2.0 pg/L 0.005 mg/Kg
Methylene chloride 1.0 pg/L 0.005 mg/kg |
Methyl tert-butyl ether 5.0 pg/L 0.02 mg/kg
4-Methyl-2-pentanone 10 pg/L 0.02 mg/kg |
n-Butylbenzene 1.0 pg/L 0.005 mg/kg |
n-Propylbenzene 1.0 ng/L 0.005 mg/kg
Naphthalene 1.0 pg/L 0.005 mg/kg
0-Xylene 1.0 pg/L 0.005 mg/kg
p-Isoptopyltoluene 1.0 pe/L 0 006 mg/kg
sec-Butylbenzene 1.0 pg/L 0.005 mg/k
Styrene 1.0 ug/L 0.005 mé/kg
Trichloroethene 1.0 pg/L 0.005 mg/kg |
tert-Butylbenzene 1.0 pg/lL 0.005 mg/kg
Tetrachloroethene 1.0 pg/L 0.005 mg/kg
Toluene 1.0 pg/l 0.005 mg/kg
trans-1,2-Dichloroethene 1.0 pg/L 0.005 mg/kg |
trans-1,3-Dichloropropene 1.0 pe/L 0.005 mg/kg
Trichlorofluoromethane 1.0 ug/L 0.005 mg/kg
Vinyl chloride 1.0 ug/L 0.005 mg/kg

? Additional analytes are listed in Appendix A
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Table 7.25
QC Acceptance Criteria for Method SW8260B
Water Soil
' Accuracy Precision Accuracy Precision -
Method Analyte® (% R) (RPD) (% R) (RPD)
SW38260B 1,1,1,2-Tetrachloroethane 81-129 20 74-125 30
1,1,1-Trichloroethane 67-132 20 68-130 30
1,1,2,2-Tetrachloroethane 63-128 20 59-140 30
1,1,2-Trichloroethane 75-125 20 62-127 30
1, 1-Dichloroethane 69-133 20 73-125 30
1,1-Dichloroethene 68-130 20 65-136 30
1,1-Dichloropropene 73-132 20 70-135 30
1,2,3-Tnchlorobenzene 67-137 20 62-133 30
1,2,3-Trchloropropane 73-124 20 63-130 30
1,2,4-Trichlorobenzene 66-134 20 65-131 30
1,2,4-Trimethylbenzene 74-132 20 65-135 30
1,2-Dichloroethane 69-132 20 72-137 30
1,2-Dichlorobenzene 71-122 20 74-120 30
1,2-Dibromo-3- 50-132 20 49-135 30
chloropropane
1,2-Dichloropropane 75-125 20 71-120 30
1,3,5-Trimethylbenzene 74-131 20 65-133 30
1,3-Dichlorobenzene 75-124 20 72-124 30
1,3-Dichloropropane 73-126 20 76-123 30
1,4-Duchlorobenzene 74-123 20 72-125 30
1-Chlorohexane 70-125 20 60-135 30
2,2-Dichloropropane 69-137 20 67-134 30
2-Chlorotoluene 73-126 20 69-128 30
4-Chlorotoluene 74-128 20 73-126 30
Acetone 40-135 20 40-141 30
Benzene 81-122 20 73-126 30
Bromobenzene 76-124 20 66-121 30
Bromochloromethane 65-129 20 71-127 30
Bromodichloromethane 76-121 20 72-128 30
Bromoform 69-128 20 66-137 30
Bromomethane 53-141 20 45-141 30
Carbon tetrachloride 66-138 20 67-133 30
Chlorobenzene 81-122 20 75-123 30
Chloroethane 58-133 20 41-141 30
Chloroform 69-128 20 72-124 30
Chloromethane 56-131 20 51-129 30
cis-1,2-Dichloroethene 72-126 20 67-125 30
cis-1,3-Dichloropropene 69-131 20 72-126 30
Dibromochloromethane 66-133 20 66-130 30
Dibromomethane 76-125 20 73-128 30
Dichlorodifluoromethane 53-153 20 34-136 30
Ethylbenzene 73-127 20 74-127 30
Ethylene dibromide 80-121 20 70-124 30
Hexachlorobutadiene 67-131 20 53-142 30
Isopropylbenzene 75-127 20 77-129 30
m- and p-Xylene 76-128 20 79-126 30
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72l 11 J Table 7.25 (continued)
QC Acceptance Criteria for Method SW§260B
Water Soil
‘ Accuracy Precision Accuracy Precision
Method Analyte® (%R) . (RPD) (%R) (RPD)

SW8260B Methylene chlornide 63-137 20 63-137 30
Methyl tert-butyl ether 65-123 20 50-135 30
Methyl ethyl ketone 49-136 20 40-135 30
Methyt 1sobutyl ketone 58-134 20 47-147 30
n-Butylbenzene 69-137 20 65-138 30
n-Propylbenzene 72-129 20 63-135 30
Naphthalene 54-138 20 51-135 30
o-Xylene 80-121 20 77-125 30
p-Isopropyltoluene 73-130 20 75-133 30
sec-Butylbenzene 72-127 20 63-132 30
Styrene 65-134 20 74-128 30
TCE 70-127 20 77-124 30
tert-Butylbenzene 70-129 20 65-132 30
Tetrachloroethene 66-128 20 67-139 30
Toluene 77-122 20 71-127 30
trans-1,2-Dichloroethene 63-137 20 66-134 30
trans-1,3-Dichloropropene 59-135 20 65-127 30
Trichlorofluoromethane 57-129 20 49-139 30
Viny! chlonide 50-134 20 58-126 30
Surrogates:
Dibromofluoromethane 85-115 65-135
Toluene-d8 81-120 84-116
4-Bromofluorobenzene 76-119 84-118
1,2-Dichloroethane-d4 72-119 52-149

* Additional analytes are listed in Appendix A
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7.2.9 Method SW8270C-Semivolatile Organics

Semivolatile organics (also known as base/neutral and acid extractables) in water and soil
samples are analyzed using method SW8270C. This technique determines quantitatively the
concentration of a number of SVOCs. Aqueous samples are prepared using method SW3510C
or SW3520C; solid samples are prepared by method SW3550B. Samples are extracted and
both base/neutral and acid extracts are then concentrated through evaporation. Compounds of
interest are separated and quantified using a capillary column GC/mass spectrometer.
Compound quantification is achieved by comparing individual analyte response to the response
of the associated IS, modified by the analyte relative response factor (RRF). The MQLs are
listed in Table 7.27. The calibration, QC, corrective action, and data flagging requirements
are given in Tables 7.28 and 7.29. Instrumental and methodological requirements specific to
this method are discussed below.

7.2.9.1 Instrument Tuning

The mass spectrometer is tuned before each 12-hour run sequence to give an acceptable
spectrum for decafluorotriphenylphosphine (DFTPP). The tuning acceptance criteria are given
in the following list as ion abundance for each specified mass/charge ratio (m/e):

. m/fe 51 30 percent to 60 percent of m/e 198
. m/e 68 less than 2 percent of m/e 69

. m/e 70 less than 2 percent of m/e 69

. m/e 127 40 percent to 60 percent of m/e 198
. m/e 197  less than I percent of m/e 198

o m/e 198  base peak, 100 percent relative abundance
. m/e 199 5 percent to 9 percent of m/e 198

. m/e 275 10 percent to 30 percent of m/e 198
o m/e 365  greater than I percent of m/e 198

° m/e 441  present, but less than m/e 443

. m/e 442 greater than 40 percent of m/e 198
. m/e 443 17 percent to 23 percent of m/e 442

7.2.9.2 Calibration

During initial and continuing calibration, the performance of specific compounds is monitored
to determine if the method and analytical system is performing within acceptable limits. This
is accomplished by examining the RRF of SPCCs and the %RSD of CCCs. For method
SW8270C, the base/neutral SPCCs are N-nitrosodi-n-propylamine and
hexachlorocyclopentadiene; the acid SPCCs are 2,4-dinitrophenol and 4-nitrophenol. The
Method SW8270C base/neutral CCCs are: acenaphthene, 1,4-dichlorobenzene,
hexachlorobutadiene, ~N-nitrosodiphenylamine, di-n-octyl phthalate, fluoranthene, and
benzo[alpyrene. The Method SW8270C acid CCCs are: 4-chloro-3-methylphenol, 2,4-
dichlorophenol, 2-nitrophenol, phenol, pentachlorophenol, and 2,4,6-trichlorophenol. SPCC
and CCC performance evaluation criteria are presented with the initial and continuing

U.S. Air Force Center for Environmental Excellence
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calibration acceptance criteria in Table 7.29. Note that when a shortened list of analytes is
requested, the laboratory must still report SPCC and CCC data on the initial and continuing
calibration summary pages in order to document method performance.

Table 7.27
MQLs for Method SW8270C
S ) ‘Water Soil
Parameter/Method Analyte® MQL | Unit MQL Unit
Semivolatite organics 1,2,4-Trichlorobenzene 10.0 peg/L 07 mg/kg
Base/Neutra] Extractables 1,2-Dichlorobenzene 100 pg/L 07 mg/kg
:xgg;gg’ (S“‘ﬁ:f)oc" 1,3-Dichlorobenzene 100 | pgl 07 mp/kg
SW3S50B/SW8270C (Soil) 1,4-Dichlorobenzene 100 pe/L 0.7 mg/kg
2,4-Dinitrotoluene 100 pg/L 0.7 mg/kg
2,6-Diniirotoluene 10.0 peg/L 07 mg/kg
2-Chloronaphthalene 10.0 pg/L 07 mg/kg
2-Methylnaphthalene 10.0 pg/L 07 mg/kg
2-Nitroamling 50.0 pg/L 33 mg/kg
3-Nitroaniline 50.0 pg/L 3.3 mg/kg
3,3'-Dichlorobenzidine 20.0 ug/L 13 mg/kg
4-Bromophenyl phenyl ether 100 pg/L 0.7 mg/kg
4-Chloroaniline 200 pg/L 1.3 mg/kg
4-Chlorophenyl phenyl ether 10.0 pg/L 0.7 mg/kg
4-Nitroaniiine 50.0 pe/L 3.3 mg/kg
Acenaphthylere 10.0 pg/L 07 mg/kg
Acenaphthene 10.0 pe/l 07 mg/kg
Anthracene 10.0 _pa/L 07 mg/kg
Benzo[a]anthracene 10.0 pg/L 0.7 mg/kg
Benzo[a]pyrene 10.0 pe/L 0.7 mg/kg
Benzo[b]fluoranthene 10.0 pg/L 0.7 mg/kg
Benzo[k]fluoranthene 10.0 pe/L 07 mg/kg
Benzo[g, h,i]perylene 10.0 pg/L 0.7 mg/kg
Benzyl alcohol 20.0 pg/L 1.3 mg/kg
bis(2-Chloroethoxy)methane 10.0 pg/L 0.7 mg/kg
bis(2-Chloroethyl) ether 10.0 pg/L 0.7 mg/kg
bis(2-Chloroisopropyl) ether 100 pg/L 0.7 mgfkg
bis(2-Ethylhexyl)phthalate 100 ug/L 0.7 mg/kg
Butyl benzyl phthalate 10.0 pe/l. 0.7 mg/k
Chrysene 10.0 pg/L 0.7 mglkg
Di-n-butyl phthatate 10.0 g/l 07 mg/kg
Di-n-octyl phthalate 100 pe/L 0.7 mg/kg
Dibenzo[a,Alanthracene 100 pe/L 0.7 mg/kg |
Dibenzofuran 100 pug/L 0.7 mg/kg
Diethyl phthalate 100 ug/L 0.7 mgl/kg |
Dimethy!l phthalate 10.0 pg/L 0.7 mg/kg |
Fluoranthene 10.0 pg/L 0.7 mg/kg
Fluorene 10.0 pg/L 0.7 mg/k
Hexachlorobenzene 100 pg/L 07 mg/kg

U.S. Air Force Center for Environmental Excellence
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Table 7.27 (continued)
MQLs for Method SW8270C
. - Water Soil
Parameter/Method Analyte® MQL |- Unit MOQL Unit
Semvolatile orgamcs Hexachlorobutadiene 10.0 pg/L 0.7 mg/kg
Base/Neutral Extractables Hexachloroethane 10 0 pg/L 0.7 mg/kg
SW3510C/SW3520C/ Indeno[1,2,3-cd]pyrene 10.0 e/l 0.7 me/ks
SW8270C (Water)
SW3550B/SWS270C (Sonl) Isopl::orone 10.0 pe/l 0.7 mg/kg
(cont.) N-Nitrosodiphenylamine 10.0 pg/L 0.7 mg/k
N-Nitrosodi-n-propylamine 10.0 ug/L 0.7 mg/kg
Naphthalene 10.0 ug/L 0.7 mgikg |
Nitrobenzene 10.0 pg/L 0.7 mg/kg
Phenanthrene 10.0 pg/L 07 mg/kg
Pyrene 100 __pg/L 0.7 mg/kg
Sermivolatile Orgamics Acid 2,4,5-Trichlorophenol 500 pg/L 33 mg/kg
Extractables 2,4,6-Trichlorophenol 10.0 /L 033 mg/k
SW3510C/SW3520C/ 2,4-chhlor0ph:nol 100 i:/L 0.33 m;’kt
SWS270C (Waler) 2,4-Dimethylphenol 10.0 L 0.33 mg/k
SW3550B/SW8270C (Soul) : yip B g/kg
2,4-Dinutrophenol 50.0 pg/L 3.3 mg/kg
2-Chlorophenol 10.0 pg/L 033 mg/kg
2-Methylphenol 10.0 pe/L 0.33 mg/kg
2-Nurophenot 10.0 pg/L 0.33 mg/kg
4,6-Dinitro-2-methylphenol 50.0 pe/L 33 mg/kg
4-Chloro-3-methylphenol 20.0 ug/L 1.3 mg/kg
3- and 4-Methylphenol 50.0 pg/L 2.0 mg/kg
4-Nitrophenol 500 pe/l 1.7 mg/kg
Benzoic acid 500 pg/L 1.7 mg/kg
Pentachlorophenol 50.0 ug/L 3.3 mg/kg
Phenol 10.0 pg/L 0.33 mg/kg

? Additional analytes are Listed in Appendix A
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U.S. Air Force Center for Environmental Excellence
M \Deliverables\:AFCEE\DO33\ Funal 2002 QAPPAR03-02 803 _7 doe 7-41

HydreGeologic, Inc  3/4/02



HydroGeoLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

721 129

Table 7.28
QC Acceptance Criteria for Method SW8270C
Water Soil
. . Accuracy Precision Accuracy Precision
Method Analyte” - (% R) (% RPD) (% R) (% RPD)
Swg270C 1,2,4-Trichlorobenzene 37-120 20 44-125 30
Base/Neutral | 1,2-Dichlorobenzene 33-120 20 45-125 30
Extractables | 1,3-Dichlorobenzene 32-120 20 39-125 30
1,4-Dichlorobenzene 32-120 20 35-125 30
2.4-Dinitrotoluene 51-120 20 48-125 30
2,6-Dinitrotoluene 49-120 20 48-125 30
2-Chloronaphthalene 49-120 20 45-125 30
2-Methylnaphthalene 46-120 20 47-125 30
2-Nitroaniline 48-120 20 44-125 30
3,3'-Dichlorobenzidine 20-120 20 25-128 30
3-Nutroaniline 20-126 20 27-125 30
4-Bromophenyl phenyl ether 52-120 20 46-125 30
4-Chloroaniline 20-120 20 25-125 30
4-Chlorophenyl phenyl ether 50-120 20 47-125 30
4-Nitroaniline 36-120 20 34-125 30
Acenaphthylene 50-120 20 44-125 30
Acenaphthene 47-120 20 46-125 30
Anthracene 54-120 20 53-125 30
Benzo[alanthracene 56-100 20 52-125 30
Benzolalpyrene 53-120 20 50-125 30
Benzo[b]fluoranthene 45-124 20 45-125 30
Benzo[k]fluoranthene 45-124 20 45-125 30
Benzo[g, A, flperylene 38-123 20 38-126 30
Benzyl alcoho] 30-120 20 25-125 30
bis(2-Chloroethoxy)methane 46-120 20 43-125 30
bis(2-Chloroethyl) ether 37-120 20 38-125 30
bis(2-Chloroisopropyl) ether 26-131 20 25-125 30
bis(2-Ethylhexy!)phthalate 42-126 20 47-127 30
Butyl benzy! phthalate 46-120 20 49-125 30
Chrysene 55-120 20 53-125 30
Di-n-butyl phthalate 54-120 20 56-125 30
Di-n-octyl phthalate 37-137 20 41-132 30
Dibenzo[a, hlanthracene 42-127 20 41-125 30
Dibenzofuran 54-120 20 51-125 30
Diethyl phthalate 41-120 20 50-125 30
Dimethyl phthalate 25-127 20 49-125 30
Fluoranthene 54-120 20 54-125 30
Fluorene 50-120 20 49-125 30
Hexachlorobenzene 52-120 20 47-125 30
Hexachlorobutadiene 27-120 20 40-125 30
Hexachloroethane 28-120 20 34-125 30
Indeno[1,2,3-c, d]pyrene 43-125 20 38-125 30
Isophorone 50-120 20 43-125 30

U S. Air Force Center for Environmental Excellence
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Table 7.28 (continued)
QC Acceptance Criteria for Method SW8270C

Water . Soil
‘ Accuracy | Precision | Accuracy | Precision
Method Analyte® (% R) (% RPD) (% R) (% RPD)
Sw8270C N-Nitrosodi-n-propylamine 34-128 20 40-125 30
Base/Neutral | N-Nitrosodiphenylamine 48-120 20 49-125 30
Extractables | Naphthalene 39-120 20 40-125 30
(cont) Nitrobenzene 44-120 20 41-125 30
Phenanthrene 51-120 20 50-125 30
Pyrene 49-128 20 46-125 30
SwW8270C 2,4,5-Trichlorophenol 49-120 20 49-125 30
Acid 2,4,6-Trichlorophenol 49-126 20 43-125 30
Extractables | 2,4-Dichlorophenol 48-120 20 45-125 30
2,4-Dimethylphenol 28-120 20 32-125 30
2,4-Dinitrophenol 25-130 20 25-132 30
2-Chlorophenol 37-120 20 44-125 30
2-Methylphenol 38-120 20 40-125 30
2-Nitrophenol 39-123 20 42-125 30
4,6-Dinitro-2-methylphenot 40-130 20 29-137 30
4-Chloro-3-methyliphenol 47-120 20 46-125 30
3- and 4-Methylphenol 32-120 20 41-125 30
4-Nitrophenol 20-120 20 25-138 30
Benzoic Acid 20-120 20 25-125 30
Pentachlorophenol 38-120 20 25-125 30
Phenol 20-120 20 39-125 30
Swg270C Surrogates:
2,4,6-Tribromophenol (Acid) 42-124 36-126
2-Fluorobiphenyl (Base/Neutral) 48-120 43-125
2-Fluorophenol (Acid) 20-120 37-125
Nitrobenzene-d5 (Base/Neutral) 41-120 37-125
Phenol-d5 (Acid) 20-120 40-125
Terphenyl-di4 (Base/Neutral) 51-135 32-125

? Additional analytes are listed in Appendix A

U.S. Air Force Center for Environmental Excellence
M \Deliverables\AFCEE\DO33\Final 2002 QAPP\R03.02 803_7 doc 7-43 HydroGeoLogic, Inc  3/4/02



HydroGeoLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

v

721 127

uoyeIqijes Sutnupuos ayp
P preroosse sajdwes je Joj (s)ari[eue
ayaads 1oy synsaz (e 01 y Addy

uoneqi[es renun jeadar
waq wapqoid 1931100

Anrea paadxa Jo % 6ZF
uim A[eUR UCHEIGIRD
yoeg :UONEIQI[Ed
J[qerdadde ue WM
saA|eue [enpiapul J0J

(monoely paroage) uonelqies Sumunuod
2 qua pajersosse sapduses qe
20] saATEUE [[E 10j SINSaI [ 01  Apddy

uonesqies pemur Jeadas
uay) waqoad 1921107

anjea
pawadxa a jo %0z F
Ui 50 Yoes pue

‘60°0 2 J¥¥F DOdS 1oTd
:U0NEIqI[ed I1U3 31 J0J

awy
SISATBUE JO SINOY
Z1 A19A3 *sisAjeue

ardwes s105aq ‘Aneq

TOTEIJIIA
uoneIqIE)

opdures ar) ur smdfeue
aiy1aads o) Jog synsax [[e o1 ¥ Addy

¥9215 AW} noNuAAI
1SB] 211 20UTS pazAjeue
sajdwes pug azdjeueal
uay wajqoid 1231107

Ldd 2 jo

suun 149 90°0F urpim
aikreue ay Jo (LUW)
LT} UONUAIAT AANB[Y

atdwes yoeg

Af[eue Yaes 10J
Paremajes mopurs
un) UonuSIY

UONBIQLED [ENIUT AT
yum paiercosse sajduses [e 10j (s)arA[eue
aytaads 10y synsaI [ o) J A[ddy

uoneqI[es [enmi 1eadal
uay) waqosd 1931100

anfea ps1adxa jo
%STF unpim sok[ene [y

uoLRIqI[e [eLe
wrod-aayy yad 20uQ

UONEI 1A
uoleIqIes
30IN08-PU0I

TONRIITED JEINUL S YII4 PIIRIIOSSE
sapdwes qe 107 (s)NA1euR pRNoAYE
ay1aads 10} 5INsal [je 01 ¥ Alddy

{s)arf[eue paidayye o
10§ uoneIqijes fennn jeadas
uay) waqoid 131205

(19p10 puip

10 puo2as) sunod eyep 4 1o
9 Suisn 066'0 < AOD 30
{(Japio 1501y syerod

#Ep ¢ 3uisn g66°0 < 110
‘%0E>

asy % AAeny 1aung
apqemdadoe ue UIlIim
salAleue [EnplaIpul Jog

(wonoely PAI3JIE) UONRIGI[ED
[enn 3P yim pajeraosse sajdwes [g
10} saif[eue (8 10] s3pnsas [[e o) Y A[ddy

uoneIqi[ed remur yeadas
uayl wapqold wauo)

%G5 SIAEUE

He 10§ ($Y % vesw

Pue ‘% 0g > 20D Yoed
10 QSU% Pue 150°0 2
¥ 38eIAr DDdS YoEd
UORBIIED AIMII A1) 10

sisdjene
apduwzes 0y soud
UOCHIBIqI[ED [RTIU]

sah[ene
[Ie 10] uonesqies
reniut nod-aarg

soiuegi0)
A[IB[OAILIAG

DOLTEMS

BLID Smader]

B f

“HOIDY JAT)IRLI0))

BLIS)LI) 3due)daddy’

Aduanbaa g
TINUIuAf

194D 00

RPWECIEY
aqednddy

PO

DOLISAS POYRIA 10] saanpadoad DO pue uoneaqie)) Jo Lremung

6C°L dIqEL

U.8. Air Force Center For Environmental Excellence

M \Deliverables\AFCEEADQ33\Final 2002 QAPPAR(3-02 803_7 doc

HydroGeologic, Inc  3/15/020



HydroGeoLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas 7 21 1 2 8

yoreq HHOIV

pa1sage ay) ul sapdues [
pue §O 2y) szA[eUE3I pur
aredardat “imo qus st §O1
21 31§D 2y) STA[EUEDI

87'L I9eL yoIeq JeonAjeue
7°8 9[qeL ‘suonuaauo) Jurddeyy ua1) wayqoId 3321107 ‘g0 soueydanoe O Iad §O7 suQy| sL[euE [[B 10] SO
pa1Inbal 3q Al TON >
uOnEIYIEND TEP *IUON nq “pa122iap sANA[euyY
Suot2219p o1Ajeue
pa1ayge yim safdures
POTeID0SSE [|B PUE JuRjq
poyIawt 2Y) azA|eueal
pue aredoidar uap
wzqoxd 1931100 ‘sajdures
PRIBID0SSE T PpAoap TOW < goeq

'8 J19BL ‘suonuaiuc) SwdFerq

a1e soli[eue pRoape J1

Pa13913p SaIAJRUE ON

[eanAreue Jad augp

Auelq poulR

a)dures parday)e a1 Ul ST AN P
PaIeLo0ssE SOJATRUE JL13Rds 10} §10919p
-uou |[e 01 f1} pue $13:3p qre 03 [ Ajddy

FUIUONOUN[EW SEM LID)SAS
Iym pazieue sajdues
Jo sisA[eueal LI01epuRLL
*SUONOUm B JO] D) 10
Inawonaads ssewr oadsug

[oed 10} (SI1n07

T1) UOIE21JLISA UONRIQI|BD
ISE[JO % 00T+ O %08-
umia gale JOIH ‘Spuodas
Q¥ 53U UonNuUaIaYy

JuE[q poyiow pue
‘paepuels “gjdures
payids “apdwres K1oag

SpIEpUEIS [RUINU]

aun) 34) M PIIRIIOSSE
sadures e 1oy Smsal |je 01 y £ddy

FOSETY
puE JUILINSUL 2oy

(67" L uonwas)
wondudsap poyiau a)
Ur pasi] BL2IID 0) Io)ay

UONEYLIIA
uoneIqIes
PUE UHONRIGI[Ed
[eTHuI 0) JOUI]

dd1dd

Suisn samsuaug
uol [enoads
SSEL JO YU

BN
133U 10U pIp JeY) saf[euE
3501)) 10] UONENSUOWIP

a]dures Yoo

D0 ® Jo sasjeue
areordal Inoj
Suisn uotstoaad pue

UNI3J U2y pue uass Kovinaoe ajqerdaode (wo2)
1sAjeue 2 £q pazi[eue gum waqoad x1j pue g7 L 2qeL aresouad o soruedip {"u02)
sajdures J|e 10§ synsaa || o) Y A|ddy| sieo0[ ‘synsa:z atemopesay ‘LI 2ouemdaooe 1sATeue 1ad 250 AN[Iqe 21eNSUOLUD [NB[OAILIY Yord
I 11e 10§ 5] 112 01 Y Al s sl 19l 0 I O m ad [t WG| DOLTBMS
BLI9)I) SUISJB[] UOI)IY 2A1I1I0)) . | erRNI) soueydaddy | Aouanbai] YD DO 12)9WEIE] | pOUIPIA
: : - TN WAl . - ajqearddy

DOLTSMS POYIJA 10] Saanpadeld DO pue uoneiqie)) jo Areunung
(penunuod) 67°L 2iqe],

U.S. Awr Force Center For Environmental Excellence

HydroGeoLogic, Ing  3/4/)2

7-45

M \Deliverables\AFCEE\DO33\Final 2002 QAPPAR03-02 803_7 doc



HydroGeoLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

721 129

lampueoINI-¢ ‘aulfiueon-Z ‘foudydidyisw-z-onip-o'y jouaydomu-p fjouaydonmnp-p'z ‘auapeiuadodAdolo[ysexay ‘[OYyode JAZUaq Joj anjea padadxa JO % OEF UIPIM

SUI[IUBCIOTYD-f PUE

TON
TOW puE TGN U9smdq
pUE TN Us3m3aq s1nsal e o1 J Ajddy auou AuoN 2001 pauodal synsay
LT L JgeL W STOW
pazApene sapdwes [fe m (s)a1A[eue 3yl > 3q [IM pausgeIsa
ayaads ) 10 SINsaT e 01 Y Ajddy ouou SITUIT] UCHISN(] 1eaf Jad asuQ Apmis TN
S ourdads-19aload
ay) Aq paatnbal
87'L 21qeL| se 10 taus 1ad xtneWw
T°% Q1qe] ‘suonuaauo) Suwddel] JuoN ‘e127u9 asuwidasoe O Jad ISW/SI U0 ASW/SH

9,01 T 21 UONJBL}
¥ UL $3112A0231 3)eFo1Ins

Tle pue ‘gz°L Jqe],

uonoey; ajdwres pyoayye ur BLaNID 5ueidadse |  uEIQ POYISW pue (‘wo03)
azA[eUE pUE 19BIINI2] J0) 159 uo1RY ‘paepuzs ‘ajdwes samediQ ( wo2)
T ¢ 9|qe ] *suonuaauo) Smdsely na wapqoid ya10) yoea ul sa1e301n5 om I | poyids “ardwes L1aag aids ddoung|  SMBOATWAS | DOLTIMS
e Juidfel] WOV 3410 | LI sdueyddady Louanbaxy PIYD DO | 19pweaeg [ pous
M v TWAWALA] : - | sqeonddy

D0LTSMS POYIRIA 10 saanpadold D)) pue uojjeiqne)) jo Areunung

(panunuod) 67°L 2qeL

U.S. Air Force Center For Environmental Excellence

HydroGeoLogic, Inc  3/4/02

7-46

M \Deliverables\ AFCEENDO33\Final 2002 QAPPARO3-02 803_7 doc



721 130

HydroGeoLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

7.2.10 Method SW8290-Polychlorinated Dibenzo-p-Dioxins and Polychlorinated
Dibenzofurans

Method SW8290 is used to analyze for polychlorinated dibenzo-p-dioxins (PCDDs) and
polychlorinated dibenzofurans (PCDFs) in water, soil, and waste. This GC/MS method uses
matrix-specific extraction, analyte-specific cleanup, and high-resolution capillary column
GC/high resolution mass spectrometry techniques to separate and identify the analytes of
interest. The sensitivity of the method is dependent on the level of matrix interference. Selected
cleanup methods may be used to reduce or eliminate interferences. Target analytes include all
congener classes, tetra- through octachlorinated dibenzo-p-dioxins and dibenzofurans. Achieved
detection limits vary according to matrix and analyte. Because of the extreme toxicity of these
compounds, the analyst must take appropriate precautions during preparation and analysis to
prevent accidental exposure. MQLs are presented in Table 7.30. The calibration, QC,
corrective action, and data flagging requirements are given in Table 7.31.

Table 7.30
MQLs for Method SW8290
. Water Soil
Parameter/ ’ . -

Method Analyte MQL | Unit | MQL | Unit
Dioxins and Furans 2,3,7,8-Tetrachlorodibenzo-p-dioxin (TCDD) 001 ng/L 1 ng/k
SW8290 1,2,3,7,8-Pentachlorodibenzo-p-dioxin (PeCDD) 0.01 ng/L 1 ng'kg

1,2,3,6,7,8-Hexachlorodibenzo-p-dioxin (HxCDD) 0 025 ng/L 2.5 ng/kg |
1,2,3,4,7,8-HxCDD 0 025 ng/L 2.5 ng’kg |
1,2,3,7,8,9-HxCDD 0.025 ng/L 2.5 ng/kg
1,2,3,4,6,7,8-Heptachlorodibenzo-p-dioxin (HpCDD) 0.025 ng/L 25 ng/kg
1,2,3,4,6,7,8,9-Octachlorodibenzo-p-dioxin (OCDD) 0.05 ng/L 5 ng/kg
2,3,7,8-Tetrachlorodibenzofuran (TCDF) 0.01 ng/L 1 ng/'kg
1,2,3,7,8-Pentachlorodibenzofuran (PeCDF) 0.01 ng/L 1 ng/kg
2,3.4,7,8-PeCDF 0.05 ng/L 1 ng/kg
1,2,3,6,7,8-Hexachlorodibenzofuran (HxCDF) 0.025 ng/L 2.5 ng/kg
1,2,3,7,8,9-HxCDF 0025 | ng/lL 25 ng/kg
1,.2,3,4,7,8-HxCDF 0 025 ng/L 25 ng/kg
2,3,4,6,7,8-HxCDF 0025 ng/L 2.5 ng/kg
1,2,3,4,6,7,8-Heptachlorodibenzofuran (HpCDF) 0.025 ng/L 2.5 ng'kg
1,2,3,4,7,8,9-HpCDF (.025 ng/L 25 ng/kg
1,2,3,4,6,7,8,9-Octachlorodibenzofuran (OCDF) 0.05 ng/L 5 ng/kg

U.S Awr Force Center for Environmental Excellence
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7.2.11 Method SW8310-Polynuclear Aromatic Hydrocarbons

Method SW38310 is used to determine the concentration of ppb levels of selected PAHs in
groundwater and soils by HPLC. Aqueous samples are prepared using method SW3510C, solid
samples are prepared by method SW3550B. Samples are analyzed by direct injection.
Detection is by ultraviolet and fluorescent detectors.

This method provides for the use of a second GC column of a dissimilar polarity to resolve
compounds of interest from interferences that may occur. Alternatively, sample analysis and
confirmation may be accomplished in one analytical run with a diode array detector (DAD).
When second-column analysis is performed, retention times for the analyte must match those
established for each column.  Otherwise, the chromatographic peaks are considered
interferences, and the analyte is not considered to be present in the sample. Requirements for
confirmation of analytes are described in Section 4.5.2. MQLs are listed in Table 7.32. The
calibration, QC, corrective action, and data flagging requirements are given in Tables 7.33 and
7.34.

Table 7.32
MQLs for Method SW8310
Water . Soil

Parameter/Method - - Analyte -MQL | Unit | MQL Unit

Polynuclear Aromatic Acenaphthene 1.0 pe/L 0.2 mg/kg

Hydrocarbons Acenaphthylene 1.0 pg/L 0.1 mg/kg
SW3510C/SW8310 (Water) Anthracene 0.1 pg/L 0.1 mg/kg |

SW3550B/SW8310 (Soil) Benzo[a]anthracene 0.1 pg/L 0.01 mg/kg

Benzo[a]pyrene 0.2 pg/L 0.015 mg/kg

Benzo[#]fluoranthene 0.2 pg/L 0.01 mg/kg

Benzo[g, h, tlperylene 0.5 pg/L 0.05 me/kg

Benzo[k]fluoranthene 0.2 ug/L 0.01 mg/kg
Chrysene 0.5 ug/L 0.1 mg/kg

Dibenzola, h]anthracene 0.2 pg/L 0.01 mg/kg

Fluoranthene 1.0 pg/L 0.1 mg/kg

Fluorene 2.0 pe/L 0.2 mg/kg

Indenof1,2,3-¢,dlpyrene 0.2 g/l 0.03 mg/kg

Naphthalene 1.0 pg/L 0.2 mg/kg

Phenanthrene 1.0 pg/L 0.1 mg/kg

Pyrene 1.0 pe/l 0.1 mg/kg

U.S. dir Force Center for Environmental Excellence
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Table 7.33
QC Acceptance Criteria for Method SW8310
. . Water Soil
Parameter/Method Analyte MQL | Unit | MQL Unit
Polynuclear Aromatic Acenaphthene 37-128 30 37-128 50
Hydrocarbons Acenaphthylene 40-121 30 40-121 50
SW3510C/5W8310 (water) Anthracene 41-120 | 30 47-125 50
SW3550B/SW8310 (soil) Benzo[a]anthracene 49-120 | 30 50-120 50
Benzo[a]pyrene 45-120 30 40-133 50
Benzo[b]fluoranthene 51-120 30 57-121 50
Benzo[g,h,ilperylene 34-120 30 53-120 50
Benzolk]fluoranthene 48-120 30 48-121 50
Chrysene 50-120 30 55-120 50
Dibenzo[a,h]anthracene 33-120 30 47-120 50
Fluoranthene 48-120 30 43-129 50
Fluorene 42-128 30 46-120 50
Indeno[1,2,3-¢c,d]pyrene 47-120 30 56-134 50
Naphthalene 33-120 30 48-120 50
Phenanthrene 40-120 30 57-126 50
Pyrene 52-120 30 49-120 50
Surrogates (choose one):
Terphenyl-d14 25-157 22-167
DCBP 33-141 37-152
Carbazole 30-130 30-130

U.S. Air Force Center for Environmental Excellence
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7.2.12 Method SW8321A-Chlorinated Herbicides by HPLC/MS

Method SW8321A is a high performance liquid chromatography/mass spectrometry
(HPLC/MS) method for determining selected chlorinated phenoxyacid herbicides and related
compounds. Samples are pH adjusted, extracted, and then separated by HPLC. The analysis
can be performed for both the chlorinated phenoxyacid compounds (free acid form) and their
esters without the use of hydrolysis or esterification in the extraction process. However,
hydrolysis to the acid form is recommended because it simplifies the quantitation. A
thermospray or other appropriate interface couples the LC to the MS for detection.

The method employs ISs for quantitation. HPLC/MS utilizes an interface that substantially
reduces the solvent introduced into the mass spectrometer. The small amount of solvent or
mobile phase that is present after sample introduction into the mass spectrometer acts as a
quasi-chemical ionization reagent and the resulting spectra are chemical-ionization like in both
the positive and negative ionization modes. Fragmentation patterns seen in traditional electron
impact spectrometers do not occur. Tuning may be accomplished using polyethylene glycol
(PEG) 400 or other tuning standards as recommended by the manufacturer’s specifications or
other documented source.

MQLs for herbicides are presented in Table 7.35. The calibration, QC, corrective action, and
data flagging requirements are given in tables 7.36 and 7.37.

U.S. Air Force Center for Environmental Excellence
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Table 7.35
MQLs for Method SW8321A
B Water Soil
Parameter/Method Analyte - MQL | Unit MQL Unit
Chlorinated Phenoxyacid 2,4-D 5.0 pg/L 0.2 mg/kg
Herbicides 2,4,5-T 5.0 pelL 0.2 mg/kg
SW8321A 2,4,5TP 5.0 pg/L 0.2 meg/kg
Dinoseb® 3.0 pg/L 0.1 mg/k
Table 7.36
QC Acceptance Criteria for Method SW8321A
Water Soil
. Accuracy Precision Accuracy Precision
Method Analyte (% R) (RFPD) (% R) RPD)
SW8321A {2,4-D 50-115 30 55-130 50
2,4,5-T 55-130 30 55-130 50
2,4,5-TP 60-130 30 55-135 50
Dinoseb® 50-125 30 45-135 50
Surrogates®;
4-Nitrophenol 25-125 30 25-140 50
Dichloroacetic acid (DCAA) 30 50
Internal Standards®;
2,6-Dinitrotoluene-d3
Atrazine-d5
Acifluorfen

® May also be analyzed by Method SW78270C.
® The choices for surrogates and internal standards will depend on the ionization mode employed. Other
compounds may be used. However, the laboratory must provide documentation supporting their choices and

surrogate recovery lumits.
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7.2.13 Method SW8330-Explosive Residues

Method SW8330 provides HPLC conditions for the detection of certain explosive residues in
water, soil, and sediment matrices. Prior to using this method, appropriate sample preparation
techniques must be used. Soil and sediment samples are extracted in an ultrasonic bath and
filtered before chromatography.

In the low-level, salting-out method with no evaporation, aqueous samples of low concentration
are extracted by a salting-out extraction procedure. An aliquot of the extract is separated on a
C-18 reverse-phase column, determined at 254 nm, and confirmed on a cyanide reverse-phase
column.

In the high-level direct injection method, aqueous samples of higher concentration can be
diluted, filtered, separated on a C-18 reverse-phase column, determined at 254 nm, and
confirmed on a cyanide reverse-phase column.

Recently, advances have been made in using HPLC-MS to analyze for explosive residues. This
method modification has comparable sensitivity and may be useful in eliminating false positives
due to matrix interferences.

MQLs are listed in Table 7.38. The calibration, QC, corrective action, and data flagging
requirements are given in Tables 7.39 and 7.40.

Table 7.38
MQLs for Method SW8330
: . Water Soil
Parameter/Method - Analyte - MQL | Unit MQL Unit
Explosive Residues 1,3,5-Trinitrobenzene 1.0 pg/L 0.25 mg/kg
SW8330 1,3-Dinitrobenzene 1.0 pe/L 0.25 mg/kg
2,4,6-Trinitrotoluene 1.0 pg/L 0.25 mg/kg
2,4-Dinitrotoluene 1.0 ug/L 0.25 mg/kg
2,6-Dinilrotoluene 1.0 pg/L 0.26 mg/kg |
HMX 1.0 pg/L 2.2 mg/kg |
m-Nitrotoluene 1.0 pe/L 0.25 mg/kg
Methyl-2,4,6-trinitrophenylnitranune 1.0 pe/L 0.65 mg/kg
Nitrobenzene 1.0 ug/L 0.26 mg/kg
o-Nitrotoluene 1.0 ng/L 0.25 mg/kg
p-Nitrotoluene 1.0 pg/L 0.25 mg/kg
RDX 1.0 pe/L 1.0 mg/kg |

U.S. dir Force Center for Environmental Excellence
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Table 7.39
QC Acceptance Criteria for Method SW8330
Water Soil

: R : Accuracy | Precision | Accuracy | Precision

Parameter/Method Analyte (%R) (RPD) (%R) (RPD)

Explosive Residues 1,3,5-Trinitrobenzene 64-139 30 54-136 50

SW8330 1,3-Dinitrobenzene 47-158 30 79-124 50
2,4,6-Trinitrotoluene 52-143 30 55-142 50
2,4-Dmitrotoluene 61-135 30 56-141 50
2,6-Dinitrotoluene 60-137 30 77-122 50
HMX 51-161 30 72-134 50
m-Nitrotoluene 48-132 30 52-133 50
Methyl-2,4,6- 22-174 30 25-142 50
trinitrophenylnitramine
Nitrobenzene 49-138 30 49-154 50
o-Nitrotoluene 43-133 30 59-136 50
p-Nutrotoluene 48-132 30 77-124 50
RDX 81-120 30 74-126 50
Surrogates®

* Use an analyte and 1ts LCS limit from the method that is not expected to be present in the sample as the

surrogate.

U.S. Air Force Center for Environmental Excellence
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7.2.14 Method SW6010B-Trace Elements (Metals) by Inductively Coupled Plasma Atomic
Emission Spectroscopy for Water and Soil

Samples are analyzed for trace elements or metals using method SWG6010B for water and soils.
Analysis for most metals requires digestion of the sample. This digestion is performed by
method SW3005A or SW3010A for water; method SW3050B will be used for soil. Following
digestion, the trace elements are determined simultaneously or sequentially using ICP emission
spectroscopy. The elements and corresponding MQLs for this method are listed in Table 7.41.
The calibration, QC, corrective action, and data flagging requirements are given in Tables 7.42
and 7.43.

Table 7.41
MQLs for Method SW6010B

- - - Water Soil
Parameter/Method Analyte® MQL Unit ‘| MQL Unit
ICP Screen for Metals Aluminum 0.2 mg/L 20.0 mg/kg |
SW3005A/SW3010A/ Antimony 0002° | mg/L 0.56° mg/kg
SW6010B (Water) Arsenic 0.0049° | mg/L 5.0 mg/kg |

SW3050B/SW6010B (Soil) [~ 005 | ma/l 0 ——
Beryilium 0.0003° | mg/L 1.0 mg/kg
Cadrmum 0.0005°| mg/L 0.5 mg/kg
Calcium 1.0 _mg/L 100.0 mg/kg |
Chromium 0.006° | mg/L 1.0 mg/kg
Cobalt 0.0089" | mg/L 1.0 mg/kg
Copper 0.0028" | mg/L 2.0 mg/kg
Iron 0.2 mg/L 3.0 mg/kg
Lead 0.0016"| mg/L 3.0 mg/kg |
Magnesium 1.0 mg/L 100.0 mg/kg
Manganese 0.01 mg/L 10 mg/kg
Molybdenum 0.0144° | mg/L 1.46° mg/kg
Nickel 0.02 mg/L 2.0 mg/kg
Potassium 10 mg/L 200 mg/kg
Selenium 0.0077°| mg/L | 0.313° | mgike
Silver 0.0002° | mg/L 0.128° mg/kg
Sodium 1.0 mg/L 100.0 mg/kg
Thallium 0.002 | mg/L 1.5° mg/kg
Vanadium 001 mg/L 1.0 mg/kg |
Zinc 0.02 mg/L 2.0 mg/kg |

* Additional analytes are listed in Appendix A
® An MDL below this value is sufficient to meet background values. (Jacobs 1993)

U.S. Air Force Center for Environmental Excellence
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Table 7.42
QC Acceptance Criteria for Method SW6010B
Water - Soil
o Accuracy Precision Accurécy Precision
Method Analyte . (%R (RPD) (% R) (RPD)
SW6O0I0B  |Aluminum 80-120 20 79-120 30
Antimony 80-120 20 80-120 30
Arsenic 80-120 20 80-120 30
Barium 80-120 20 80-120 30
Beryllium 80-120 20 80-120 30
Cadmium 80-120 20 80-120 30
Calcium 80-120 20 80-120 30
Chromium 80-120 20 80-120 30
Cobalt 80-120 20 80-120 30
Copper 80-120 20 80-120 30
Iron 80-120 20 80-120 30
Lead 80-120 20 80-120 30
Magnesium 80-120 20 80-120 30
Manganese 80-120 20 80-120 30
Molybdenum 79-120 20 80-120 30
Nickel 80-120 20 80-120 30
Potassium 80-120 20 80-120 30
Selenium 80-120 20 80-120 30
Silver 80-120 20 75-120 30
Sodium 80-120 20 80-120 30
Thallium 80-120 20 80-120 30
Vanadium 80-120 20 80-120 30
Zinc 80-120 20 80-120 30

* Additional analytes are listed in Appendix A

U.S. Air Force Center for Environmental Excellence
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7.2.15 Method SW6020-Trace Elements (Metals) by Inductively Coupled Plasma Mass
Spectroscopy for Water and Soil

Samples are analyzed for trace elements or metals using method SW6020 for water and soils.
Analysis for total (i.e., acid leachable) metals requires digestion of the sample by method
SW3005A for water or method SW3050A for soil. Following digestion, the trace elements are
determined simultaneously or sequentially using Inductively Coupled Plasma Mass Spectroscopy
(ICP-MS). The elements and MQLs for this method are listed in Table 7.44. The calibration,
QC, corrective action, and data flagging requirements are given in Tables 7.45 and 7.46.

Table 7.44
MQLs for Method SW6020
o . Water Soil
Parameter/Method - Analyte® . MQL { Unit MQL Unit
ICP screen for metals Alunminum 002 mg/L 20.0 mg/kg
SW3005A/SW6020 (water) Antimony 0.001 mg/L 0.1 mg/kg
SW3050B/SW6020 (soil) Arsenic 0.0049° | mg/L 2.0 mg/kg
Barium 0.003 mg/L 0.3 mg/kg
Beryllium 0.0003" | mg/L 03 mg/kg
Cadmium 0.0005° | mg/L 0.2 mg/kg
Chromium 0.004 mg/L 0.4 mg/kg
Cobalt 0.008 mg/L 0.8 mg/kg
Copper 0.0008° | mg/L 0.6 mg/kg
Lead 0.0016" | mg/L 0.2 me/kg
Manganese 0.002 mg/L 2.0 mg/kg
Nickel 0.0204 mg/L 0.2 mg/kg
Silver 0.0002° | mg/L 0.128° mg/kg
Thallium (.0002 mg/L 0.02 mg/kg
Zinc 0.025 mg/L 2.5 mg/kg

* Additional analytes are listed in Appendix A,
* An MDL below this value is sufficient to meet background values (Jacobs 1998)

U.S. Air Force Center for Environmental Excellence
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Table 7.45
QC Acceptance Criteria for Method SW6020
. Water Soil
. Accuracy | Precision | Accuracy | Precision
Method Analyte® (% R) (RPD) (% R) (RPD)
SWe6020 Aluminum 80-120 15 80-120 25
Antimony 80-120 15 80-120 25
Arsenic 80-120 15 80-120 25
Barium 80-120 15 80-120 25
Beryllum 80-120 15 80-120 25
Cadmium 80-120 15 80-120 25
Chromium 80-120 15 80-120 25
Cobalt 80-120 15 80-120 25
Copper 80-120 15 80-120 25
Lead 80-120 15 80-120 25
Manganese 80-120 15 80-120 25
Nickel 80-120 15 80-120 25
Silver 20-120 15 80-120 25
Thallium 80-120 15 80-120 25
Zinc 20-120 15 80-120 25

* Additional anatytes are listed in Appendix A

U.S. Air Force Center for Environmenial Excellence
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7.2.16 Method Series SW7000A-Graphite Furnace Atomic Absorption

GFAA is used to measure low concentrations of metals in water and soil samples. GFAA
analysis is an alternative when project-specific RLs cannot be met by ICP analysis (SW6010B).
Those metals identified by AFCEE as having the potential for requiring GFAA analysis are
antimony (SW7041), arsenic (SW7060A), cadmium (SW7131A), chromium (SW7191), lead
(SW7421), nickel (SW7521), selenium (SW7740), thallium (SW7841), and vanadium
(SW7911). GFAA samples are extracted and discrete aliquots of sample extract are deposited in
a graphite tube furnace in microliter amounts. The graphite tube is heated resistively by an
electrical current. The sample solution is dried and charred to remove sample matrix
components and then atomized at temperatures sufficient to vaporize the analytes. Matrix
modification is used to eliminate interference effects and may also enhance the vaporization
efficiency and allow lower detection limits. RLs for this analysis are listed in Table 7.47. The
calibration, QC, corrective action, and data flagging requirements are given in Tables 7.48 and

7.49.
Table 7.47
MQLs for Method Series SW7000A
' ' Water Soil

Parameter/Method Analyte MQL Unit MQL Unit
SW7(41 Antimony 0.002* mg/L 0.5 mg/kg
SW7060A Arsenic 0.0049* mg/L 0.5 mg/kg
SW7131A Cadmuum 0.0005* mg/L 0.1 mg/kg
SW7191 Chromium 0.005 mg/L 0.5 mg/kg
SW7421 Lead 0.0016* mg/L 0.5 mg/kg
SW7521 Nickel 0.005 mg/L 0.05 mg/kg
SW7740 Selenium 0.005 mg/L 0.313* | mg/kg
SW7841 Thallium 0.002 mg/L 0.1 mg/kg
SW7911 Vanadum 0.004 mg/L 0.4 mg/kg

* An MDL below this value is sufficient to meet background values (Jacobs 1998).

U.S. Air Force Center for Environmental Excellence
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Table 7,

48

QC Acceptance Criteria for Method Series SW7000A

. Water Seil
Accuracy Precision Accuracy Precision
Method _ Analyte (% R) (RPD) (% R) (RPD)
SWT7041 Antimony 75-125 15 75-125 30
SWT060A Arsenic 74-120 15 74-120 30
SW7131A Cadmium 80-122 15 80-122 30
SW7191 Chromium 80-121 15 80-121 30
SW7421 Lead 74-124 15 74-124 30
SW1i7521 Nickel 75-125 15 75-125 30
SW7740 Selenium 73-122 15 73-122 30
SW7841 Thallium 78-123 15 78-123 30
SWe911 Vanadium 78-123 15 78-123 30

M \Deltverables\AFCEE\DO33\Final 2002 QAPPARO3-02 803_7 doc

U.S. Air Force Center for Environmental Excellence

7-71

HydroGeoLogie, Inc  3/4/02



HydroGeoLogic, Inc.—2002 Basewide Qualty Assurance Project Plan—NAS Fort Worth JRB, Texas

721 193

15A[eue
a1 Aq pazAjeue sajduies
[I® 10} synsai e 01 ¥ Addy

BLIZILD 1350 J0U

PIp 161} S3JA[RUR 3SOY)
10} TONENSZOWIP UNIAI
U9Y1 PUE WANSAS Yim
wajqoid Xy pue 2180]
{53nsa1 Anenopeday

8p°L 2I9EL
‘er1atd asueidadoe HH

1sAjeue Jad 2dup

g|duzes

Y¥oaud D) & Jo SazA[eue
areonjdaz 1noj Bursn
uois12a1d pue A2BINIOE
ajqeidadoe 31E1aU8

o An[Iqe Jensuowag

uoneiqies arqeidadde
15€] a1 2ouls s3jdwes
1B ur a1jeuE 31133ds
oy} Joj SyNsal e o1 j Alddy

uoIeIgI[ED

|1JSS3I0NS SB[ 2UIS
sajduies [[e azAjeueal
puE Uo§EIqI[Ed 1Eadal
ua1) wsjqoad 1091100

anea p3123dxa Jo
% 0¢F WYlIm ANA[EUE yaes]

3ouanbas

SISAeuR a1y Jo

PU3 18 pue sajdures gf
A33A3 J9yE ‘un2 spdwes
e muuidaq a1ofeq

UCTIEDJTISA UOIEIQIED
Sumunued pue jeruy

£8
J[qel, ‘suonuaauno) Jurddely

uonedIend 2nnbal
Aew e1ep ‘aucN (o

[uelq poyt 2y
azA[eural pue aledardax
‘B1IMII) 13301 10U s30p

yuelq poyaw iy yj]

S[E1aUI Pa3dajje ) J0j
sy[nsal |[e 3zA[eueay (q
1SuondAP

JlA[eUE pa1dIYE

ynm sajduzes paeidosse
I[& szA[EuBal uay}
wa1qoad 1921900 ‘sojdures
P3IBID0SSE Bl PI1931ap

ale Sa1ATeue pa1dagje JI (e

10W >

an[ea anjosqe nq ‘jeudis
aAnedau 10 DWW >

nq ‘pa10an2p sAA[euy(d
TOW

3y JO an[eA 2IMOSQe Y1
< Teudis aanedan oN (q
O

< Po12ap saiAeue oN (&

(squelq

TONRIQI[ED Swinunuod)
Jouanbas umw g1 jo
UOISN[OU0D 3] JE PUE
‘sasAqeue ordwes v
A33A3 joye ‘aouanbas
unl 311 a10jaq (quejq
uoneIqIEd Jeniu)
*(ue[q poyiew) yareq
vonetedsid 12d sug

sjueq
UCHEIQI|ED FUMLIUOD
pue ‘[enmut ‘poyRw

ucHeIqIed
3y gum pale1dosse sajdures
[1e 10} MAfeue dytoads

10] SInsai1 [|e o) Y A[ddy

uoneIqifed e yeadar
a1 wajqold 133110)

anjea paroadxa
30 %017 UM [euy

uonreIqied odnnue
Arrep renu Jad 32u0

plepuels
Y392 UoneIqIEed
2INOS-PUOIIS

UCHEIQUED
a1 yum parerdosse sajdures

uoIssa1gar

sIsATeue

(j[ue|q & pue SpIEpUEIS

[I® 10§ MA[eue dyads | uoneiqied peyur eadas Igaul[ 10 666 0% opdwes o3 J01id | ¢ wINUNUIW) TONEIQIED VOOOLMS

10J sInsal (e 01 Y Addy ua1) wajqoid 1da150)) U JJ20D TONBRUI0D) | UONEeIqIed [enmul Afreq wrodunu [esnuy S|l VVID SaLIAS

eLINI) SUESe] | UOIOVY 9A1991100) |. eLILI) dueidadoy Auanbaagy | /gD DO JIajomerey POPIA
. A , A t wnunurpy a[qeanddy

VO00LAAS SOLIdg POYIIJAl 10] saInpadold D) pue uoneiqie)) jo Aremung

6v°L 2lqBL

U.S. Atr Force Center For Environmental Excellence

HydroGeoLogic, Inc  3/4/02

3 7-72

M \Deliverables\AFCEEADO33VFinal 2002 QAPPARD3-02 803_7 doc



721 156

HydroGeoLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

[04U0? JO 1IN0 UCHIPPE
PIBPUEIS JO POIISIU YlIm
a1duues up (s)n4]eue paivajje
Jo (s)uonzatep o1 [ Ajddy

uou

66’0 <
9 BID1JS00 UOIIR[ILIO)

yoieq

ur o[duues yaea ‘syey
1591 AI2A 0221 UM
sa1dreue oyy1oads 10

uonippe
PIRPUELS JO POYIIIN

(Ao sakTeue padapye)
uonIppe PIEpURIS
Jo poyow o1 Aq apduwes

€8 szA[eue 10 ‘o]dues s1nsal payoadxa jo
dlqe] ‘suonuaauod Jurdfery | szAteuras pue aredoxday | %T1-58 UM £134033Y ardwes 1ad 20ugQ 1591 £19A009Y
pawwojiad
10U 159) A19A029F (g)
TAN X 6T <

aduues yuased 1593 uonN[Ip
U1 UORRIU3I002 JA[BUE (T)
%01 T ady 151 wonapp (1)
1151X3 Sumoqo}

3 30 [fe J1 sapdutes
PaIRIDOSSE WY S91A[EUR
oytoads JO §319939p (B O

[ Ardde *un1 3531 nennjIp jj

sapdwes
PRIBIJ0OSSR Ul S9lATeue
PRIo35Je JO S19995p (R 03 [

Jnsal
2[dures pamjipun ayl
30 %OT1F 2q 1SN ynsal

U.S. Air Force Center For Envtronmental Excellence

Kjdde ‘uni jou 1591 uoR[Ip JI 1591 A19A0031 ULIOJaq | afdiues uonnpip s3wmp Al | yoeq L1oresedaad yoeg 1591 UCnN{Ip Ploj-2aL]
§10919p
-uou [[e o1 y Ajdde ‘siynsax
aamsod (e o [ Ajdde
“IDT> 4% SOTamn 1Jo1eq
synsa1 aanisod (e o [ Ajdde DAV Pa123g)e o w
“IDN < ¥% STy | Srdwes [[e pue §OT
azA[eueas pue aredssdar
‘oieq JeonlATeUE ‘o [ns st §OT (-1u03)
pajeIo0sse SNt Ul sojdiues | S JI DT A IZA[RUEDI 8t £ 99, yoleq (o) VO00LMS
[1e ut ;ukeue oytoads 10 uaY) wajqoad 133107 ‘B doumdaooe DY) | TeonAteue Jad §OT aug SOl S[eI VVID “satrag
IO Suiddeq uondy 2AN9I0) | B dueydasoy Aouonbaig BRI DO - JajRmele . POYIAIAL.
‘ o TN TarA] . aqeoijddy g

V000LMS SILIS POYIRIAl 10] S31npadold D) pue UoHEIqHe,) JO ATewung

(panunuod) Gp*L Aqel.

HydroGeoLogte, Inc  3/4/02

5 7-73

M \Dehverables\ AFCEEADG33\Final 2002 QAPMRO3-02 803 7 doc



HydroGeoLogic, Inc.—-2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

721 197

TH pue TJW UIomlaq

T PUE TQN UsMIq

sHnsa1 [[e 0 4 Apddy suou suou suou panodas synsay
pezAjeue sajdures Ly L 31qeL U STON
TTe 1o} sijnsa1 MTeue 31 5 3q [[IM PIYSITQEISI pouad
ayoads 1e o1 g Alddy suou SN BORIN] puow 71 1ad suQ Apis TOW
dSA dyroads
-y3afosd a1 £q patinbal ("102)
€8 |p°'L 3qel se 10 fans Iad xinew {"1u02) VO0OLMS
alqe], ‘suonuaaucd Juiddelg QUON ‘erranas soueydasse 3 Jad SOW/SW 2UD ASW/SIN S[eldN YVAD $ILIg
eLIL) SWEely ] UO1IY 341210 | eLIaguy) dueidadny Aduanbaxg 19D DO npPuWeIe] | POy
- o WA S * apqeonddy

VO00LMS S2L138 POYIRAl 10 §3anpadoad H{) pue uonerqie) jo Lrewung

(panunuoo) ¢p°L 9B L

U.S. Air Force Center For Environmental Excellence

HydroGeoLogic, Inc  3/4/02

: 7-74

M \Deliverables\ AFCEE\DO33\Final 2002 QAPPARD3-02 803 _7 doc



721 158

HydroGeolLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

7.2.17 Method SW7196A-Hexavalent Chromium (Colorimetric)

Dissolved hexavalent chromium [chromium (VI)] may be determined colorimetrically in the
absence of interfering amounts of substances such as molybdenum, vanadium, and mercury.
The samples are extracted by method SW3060A. MQLs for this method are listed in Table
7.50. The calibration, QC, corrective action, and data flagging requirements are given in Tables
7.51 and 7.52.

Table 7.50
MQLs for Method SW7196A
- . Water ~ Soil
Parameter/Method Analyte MQL Unit MQL Unit
SWT7196A Hexavalent Chromium 0.5 mg/L 1.0 mg/kg

Table 7.51
QC Acceptance Criteria for Method SW7196A
Water Soil
. : Accuracy Precision Accuracy | . Precision
Method Analyte (% R) (RPD) (% R) (RPD)
SW7196A |Hexavalent Chromum 86-117 15 86-117 30

U.S. Air Force Center for Environmental Excellence
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7.2.18 Method SW7470A/SW7471A-Mercury Manual Cold-Vapor Technique

Water and soil samples are analyzed for mercury using methods SW7470A and SW7471A,
respectively. This method is a cold-vapor, flameless atomic absorption (AA) technique based on
the absorption of radiation by mercury vapor. Mercury is reduced to the elemental state and
aerated from solution in a closed system. The mercury vapor passes through a cell positioned in
the light path of an AA spectrophotometer. Mercury concentration is measured as a function of

absorbance.

The MQLs for these methods are listed in Table 7.53.

The calibration, QC,

corrective action, and data flagging requirements are given in Tables 7.54 and 7.55.

MQLs for Methods SW7470A/SW7471A

Table 7.53

Water Soil
Parameter/Method Analyte MQL Unit MQL Unit
SWT7470A (Water) Mercury 0.0001* mg/L 0.035* mg/kg
SW7471A (Soil)
* An MDL below this value is sufficient to meet background values, (Jacobs 1998)
Table 7.54
QC Acceptance Criteria for Methods SW7470A/SW7471A
) Water Soil
: Accuracy Precision Accuracy Precision
Method Analyte (% R) (RPD) (% R) (RPD)
SWT470A/SWT7471A Mercury 85-115 15 83-118 30

U.S. Air Force Center for Environmental Excellence
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7.2.19 Method SW9012A-Total Cyanide and Cyanide Amenable to Chlorination

Water and waste samples are analyzed for total cyanide using method SW9012A. This method
is used to determine the concentration of inorganic cyanide in aqueous wastes and leachates.
The method detects inorganic cyanides that are present as either simple soluble salts or
complex radicals. It is used to determine values for both total cyanide and cyanide amenable to
chlorination. The cyanide is released by refluxing the sample with a strong acid and catalyst
and distillation. Total cyanide in soils is determined after acidification of the soil and
distillation. The cyanide ion in the absorbing solution is then determined by automated
colorimetry. The MQLs for cyanide are listed in Table 7.56. The calibration, QC, corrective
action, and data flagging requirements are given in Tables 7.57 and 7.58. Method SW9014 is
an acceptable alternative to method SW9012A. In method 9014, cyanide is converted to
cyanogen chloride; after the addition of a developing agent, the cyanogen chloride
concentration is determined colorimetrically, and the concentration of cyanide is calculated.
Method SW9014 is used for the determination of free cyanide, but it can be used to determine
total cyanide or cyanide amenable to chlorination if it is performed in conjunction with
preparation method SWS010 (a distillation method similar to that incorporated in method
SW9012A). If method SW9014 is used, the sensitivity and QC requirements are the same as
for method SW9012A.

Table 7.56
MQLs for Method SW9012A
: ~ Water Soil:
Parameter/Methed Analyte RL Unit RL Unit
SW9012A Total cyanide 0.02 mg/L 0.5 mg/ke
Table 7.57
QC Acceptance Criteria for Method SW9012A
Water Soil
: Accuracy | Precision Accuracy Precision

Method Analyte (%R (RPD) (%R) (RPD)
SWO012A | Total cyanide 79-114 20 75-125 30
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7.2.20 Method SW9056 (E300.0)-Common Anions

This method addresses the sequential determination of the anions chloride, fluoride, bromide,
nitrate, nitrite, phosphate, and sulfate in the collection solutions from the bomb combustion of
solid waste samples, as well as water samples. A small volume of combustate collection
solution or other water sample is injected into an ion chromatograph to flush and fill a constant
volume sample loop. The sample is then injected into a stream of eluent.

The sample is pumped through three different ion exchange columns and into a conductivity
detector. The first two columns, a precolumn (guard column) and a separator column, are
packed with a low-capacity, strongly basic anion exchanger. Ions are separated into discrete
bands based on their affinity for the exchange sites of the resin. The last column is a
suppressor column that reduces the anions in the sample to their corresponding acids. The
separated anions in their acid form are measured using an electrical-conductivity cell. Anions
are identified based on their retention times compared to known standards. Quantitation is
accomplished by measuring the peak height or area and comparing it to a calibration curve
generated from known standards.

MQLs are listed in Table 7.59. The calibration, QC, corrective action, and data flagging
requirements are given in Tables 7.60 and 7.61.

Table 7.59
MQLs for Method SW9056 (E300.0)
) Water ) Soil
Parameter/Method Analyte " MQL Unit MQL Unit
Common Anions Bromude 0.5 mg/L 5.0 mg/kg
SW9056 Chloride 1.0 mg/L 10 mg/kg
Fluoride 1.0 mg/L 10 mg/kg
Nitrate 1.0 mg/L 10 mg/kg
Nitrite 1.0 mg/L 10 mg/kg
Phosphate 1.0 mg/L 10 mg/kg |
Sulfate 1.0 mg/L 10 mg/kg
Table 7.60
QC Acceptance Criteria for Method SW9056 (E300.0)
, Water Soil
Accuracy " Precision “Accuracy Precision
Method | - Analyte ) (% R) (RPD) (% R) (RPD)
SW9056 |Bromide 85-115 20 70-130 30
Chloride 85-115 20 70-130 30
Fluoride 85-115 20 70-130 30
Nitrate 85-115 20 70-130 30
Nitrite 85-115 20 70-130 30
Phosphate 85-115 20 70-130 30
Sulfate 85-115 20 70-130 30

U.S. Air Force Center for Environmental Excellence
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7.2.21 Method 314.0-Perchlorate Anion

This method addresses the determination of the perchlorate anion in water samples as well as in
aqueous extracts of soil samples using ion chromatography. A large (approximately 1.0 mL)
volume of sample is introduced into an ion chromatograph. Perchlorate is separated and
measured using a system comprised of an ion chromatographic pump, sample injection valve,
guard column, analytical column, suppressor device, and conductivity detector.

The method requires the use of a conductivity detector to monitor sample matrix conductivity
and to determine if sample pretreatment is required. Pretreatment must be performed
whenever the conductivity exceeds the laboratory determined Matrix Conductivity Threshold
(MCT) and can consist of dilution and/or use of specific pretreatment cartridges or columns
designed to remove matrix interferences. The MCT is the matrix conductance where the
calculated peak area-to-height ratio (A/H) percent difference (%Dam) for the perchlorate peak
exceeds 20 %.

An analytical batch is a sequence of samples that are analyzed within a 30-hour period and
includes no more than 20 field samples. An analytical batch must also include all required QC
samples, which do not contribute to the maximum field sample total of 20, The required QC
samples include:

Instrument Performance Check Standard (IPC)

Laboratory Reagent Blank (LRB)

Initial Calibration Check Standard (ICCS) (also known as ICV)

Laboratory Fortified Blank (LFB) (also known as LCS)

Continuing Calibration Check Standard (CCCS) (also known as CCV)

End Calibration Check Standard (ECCS) (also known as CCV)

Laboratory Fortified Sample Matrix (LFM) (also known as MS)

Duplicate of the LFM (also known as MSD). If no MS5/MSD has been designated, a
field duplicate or laboratory duplicate may be used.

. If pretreated samples are included in batch, Pretreated LRB, Pretreated LFB, Pretreated
LFM (for each pretreated matrix)

RLs are listed in Table 7.62. The calibration, QC, corrective action, and data qualification
requirements are given in Tables 7.63 and 7.64.

U.S. Air Force Center for Environmental Excellence
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Table 7.62
MQLs for Method 314.0
o - C Water Soil
Parameter/Method Analyte MQL | Unit | MQL | Unit
314.0 Perchlorate 4.0 pg/L 50 ug/kg

Table 7.63
QC Acceptance Criteria for Method 314.0

Water Soil
‘ -| Accuracy .| Precision | Accuracy | Precision
Method | Sample (% R) (RPD) {% R) (RPD)
314.0 Perchlorate 80 -120 15 70 - 130 30

U.S. Air Force Center for Environmental Excellence
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7.2.22 Method RSK-175-Methane, Ethane, and Ethene

Determination of methane, ethane, and ethene is performed by displacing a percentage of
headspace in the sample vial with helium. The sample in the vial is shaken to equilibrate the
hydrocarbons between the sample and helium headspace. A headspace aliquot is withdrawn
and analyzed with a GC FID system to determine the concentration of gaseous hydrocarbon
present in the headspace. Alternatively, analysis can be by GC/mass chromatography under
the tuning, calibration, and quantification requirements described for VOCs by SW8260B (see
Section 7.2.10). The headspace concentration is related to the starting concentration through
the use of Henry's law. MQLs are presented in Table 7.65. The calibration, QC, corrective
action, and data flagging requirements are given in Tables 7.66 and 7.67.

Table 7.65

MQLs for Method RSK-175

Water
~ Parameter/Method Analyte MQL Unit
Dissolved aliphatic and Methane 5.0 pe/L
olephinic gases 1n water Ethane 5.0 pg/L
RSK-175 Ethene 5.0 pg/L
Table 7.66
QC Acceptance Criteria for Method RSK-175
Water
Accuracy Precision
~ Method Analyte (% R) (RPD)
RSK-175 Methane 60-120 20
Ethane 60-115 20
Ethene 60-115 20

U.S. Air Force Center for Environmental Excellence
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i

7.2.23 Method TO-14-Volatile Organics in Ambient Air

Volatile organics in air are sampled and analyzed using method TO-14. This method uses a
high resolution GC coupled to a mass spectrometer. Tuning, calibration, and quantitation are
accomplished in the same manner as with VOCs by method SW8260B (see Section 7.2.10).
Samples are reported in units of parts per billion by volume (ppbv). The analytes detected and
MQLs for this method are listed in Table 7.68. The calibration, QC, corrective action, and
data flagging requirements are given in Tables 7.69 and 7.70.

Table 7.68
MQLs for Method TO-14
. Air )

Parameter/Method ) Analyte MQL Unit
VOCs in air 1,1, 1-Trichloroethane 0.8 ppbv
TO-14 1,2-Dichloroethane 0.6 ppbv
1,2-Dibromoethane 0.6 ppbv

Benzene 0.4 ppbv

Carbon tetrachloride 2.1 ppbv

Chloroform 0.3 ppbv

m-Xylene 0.5 ppbv

o-Xylene 1.1 ppbv

p-Xylene 1.3 ppbv

Styrene 0.4 ppbv

Trichloroethene 1.0 ppbv

U §. Air Force Center for Environmental Excellence
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Table 7.69

QC Acceptance Criteria for Method TO-14

Accuracy Air

Precision Air

Method Analyte‘ (% R} {RPD) -
TO-14 1,1,1-Trichloroethane 72-125 20
1,2-Dichloroethane 75-125 20
1,2-Dibromoethane 74-125 20
Benzene 75-127 20
Carbon tetrachloride 72-125 20
Chloroform 75-125 20
m-Xylene 75-125 20
o-Xylene 75-137 20
p-Xylene 75-125 20
Styrene 75-135 20
Trichloroethene 75-125 20
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!
7.2.24 Method TX1005-Total Petroleum Hydrocarbons

This gas chromatographic method is designed to determine the total concentrations in soil or
water of petroleum hydrocarbons from n-hexane (Cs) to n-pentatriacontane (Css). These
hydrocarbons have an approximate boiling point range from 65 °C to 330 °C. This range
includes gasoline, kerosene, diesel/fuel oil No. 2, some light lubricating oils, and some
portions of other heavier fuel oils and lubricating oils.

The method uses a FID as the mode of detection. The response of the FID is generally equal
for all hydrocarbons on a weight and effective carbon number basis. MQLs for this analysis
are listed in Table 7.71. The calibration, QC, corrective action, and data flagging
requirements are given in Tables 7.72 and 7.73.

Table 7.71
MQLs for Method TX1005
\ Water. Soil
Parameter/Method Analyte . MQL Unit MQL Unit
Total Petroleum Ce-Cr2 5 mg/L 50 mg/kg
Hydrocarbons > Ci2-Cas 5 mg/L 50 mg/kg |
TX1005 > Cas-Cas 5 mg/L 50 mg/kg
Table 7.72
Acceptance Criteria for Method TX1005
Water Seil
" ‘ Accuracy Precision Accuracy Precision
Method Analyte (%R) (%RPD) (%R) (%RPD)
TX1005 Ces-Ci2 75-125 20 75-125 20
>Cnr-Cx 75-125 20 75-125 20
>Cxs-Cas 75-125 20 75-125 20
. |Surrogate:
o-Terphenyl [ 70-130 | 70-130 ]
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8.0 DATA REDUCTION, REVIEW, VERIFICATION, REPORTING,
VALIDATION, AND RECORDKEEPING

The data reduction, review, reporting, and validation procedures described in this section will
ensure; (1) complete documentation is maintained, (2) transcription and data reduction errors
are minimized, (3) the data are reviewed and documented, and (4) the reported results are
qualified if necessary. Laboratory data reduction and verification procedures are required to
ensure the overall objectives of analysis and reporting meet method and project specifications.

8.1 DATA REVIEW, VALIDATION, AND REPORTING REQUIREMENTS FOR
SCREENING DATA

The analysts will perform a 100 percent review of the screening data. The screening data
methods are identified in Table 6.1 of Section 6. All screening data will be qualified with an
“S” flag and will be further qualified if critical calibration and QC requirements are not
acceptable. The calibration, QC requirements, corrective action requirements, and flagging
criteria required are shown in Table 6.2 in Section 6. The flagging criteria are applied when
acceptance criteria were not met and corrective action was not successful or corrective action
was not performed. *“S” designator flags will be maintained in the final data qualification.
When the data are reviewed and qualified, the analyst will apply a final qualifier to any data
that have been affected by multiple qualifiers. This final qualifier will reflect the most severe
qualifier that was applied to the data. The allowable final data qualifiers for screening data and
the hierarchy of data qualifiers, listed in order of the most severe through the least severe, are
SR, SUJ, SU, SF, SJ, and S.

The definition of the data qualifiers are shown in Table 8.1. A summary of the flagging
conventions of field screening methods is given in Table 6.2,

Screening data report packages will be prepared for all field analyses as described in Section
8.8. The screening data will be reported on the AFCEE screening data report forms (AFCEE
Forms S-1 through §-3), as illustrated in Section 8.8, or forms showing the equivalent
information. The prime contractor’s project manager will review the entire screening data
report package with the field records. The prime contractor (1) will determine if project data
quality objectives have been met, and (2) will calculate the data completeness for the project.
These results will be included in the data package deliverable.

8.2 DATA REVIEW, VALIDATION, AND REPORTING REQUIREMENTS FOR
DEFINITIVE DATA

In each laboratory analytical section, the analyst performing the tests will review 100 percent
of the definitive data. After the analyst’s review has been completed, 100 percent of the data
will be reviewed independently by a senior analyst or by the supervisor of the respective
analytical section using the same criteria.

U.S. Air Force Center for Environmental Excellence
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The definitive data methods are identified in Section 7.2. The calibration, QC requirements,
corrective action requirements, and flagging criteria required for definitive data are shown in
the tables in Section 7.2, and in summary Tables 8.2, 8.3, and 8.4. The flagging criteria are
applied when acceptance criteria were not met and corrective action was not successful or
corrective action was not performed.

The laboratory QA section will review 10 percent of the completed data packages, and the
laboratory project manager will perform a review on all the completed data packages.

Data qualifiers that indicate analyte concentrations are between the SQL and SRL (F flags) will
be added by the laboratory supervisor of the respective analytical section after the first and
second level of laboratory data reviews have been performed. Analytical batch comments will
be added to the first page of the definitive data report packages to explain any nonconformance
or other issues. Data qualifiers will be added by the prime contractor’s staff level chemist.
Analytical batch comments will be made on the data quality evaluation (DQE) SOP checklists
to explain any nonconformance or other issues. When data are qualified, a senior level
chemist will apply a final qualifier to any data that have been affected by multiple qualifiers.
This final qualifier will reflect the most severe qualifier that was applied to the data, i.e., each
data point will have only one data qualifying flag associate with it. The allowable final data
qualifiers for definitive data and the hierarchy of data qualifiers, listed in order of the most
severe through the least severe, are R, UJ, U, F, J, and no qualifier. The definitions of the
data qualifiers are shown in Table 8.1.

The one exception to these data flagging criteria rules applies to the tentatively identified
compounds (TICs) that are identified only in the GC/MS methods. These TIC numerical
results will always be qualified with one and only one flag for any reason, and that is the “T”
flag.

The prime contractor’s senior chemist will coordinate the review of definitive data report
packages, and with the field records, approve the final data qualifiers for the definitive data.
The prime contractor will review the field QC samples and field logs, and will then
appropriately flag any of the associated samples identified with the field QC sample, as
explained in Tables 8.2, 8.3, and 8.4.

The prime contractor (1)} will determine if the data quality objectives have been met, and (2)
will calculate the data completeness for the project. These results will be included in the data
package deliverable as described in Section 8.8, or on forms providing the equivalent
information.
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Table 8.1
Data Qualifiers
Qualifier ‘ ‘Description - . . |
F The analyte was positively identified but the associated numerical value 1s below the SRL.
I The analyte was positively identified, the quantitation is an estimation.
R The data are rejected due to deficiencies in the ability to analyze the sample and meet QC
critenia.
) To be applied to all field screening data {can be combmed with other qualifiers).
T To be applied 1o all tentatively identified compounds (TiCs).
U The analyte was analyzed for, but not detected. The associated numerical value 1s the SQL.
Ul The analyte was analyzed for but not detected. The associated numerical value 1s the SQL,
which is estimated due to deficiencies in the QC criteria.

U.S. Air Force Center for Environmental Excellence
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8.3 QUALITY ASSURANCE REPORTS

The laboratory QA staff will issue QA reports to the laboratory management, laboratory
supervisors and task leaders. These reports will describe the results of QC measurements,
performance audits, and systems audits, and confirmation sample comparisons performed for
each sampling and analysis task. Quality problems associated with performance of methods,
completeness of data, comparability of data including field and confirmatory data, and data
storage will be documented with the corrective actions that have been taken to correct the
deficiencies identified.

8.4 ERPIMS ELECTRONIC DATA REPORTS

The prime contractor will provide an electronic deliverable report in the Environmental
Restoration Program Information Management System (ERPIMS) format as specified by the
SOW for the project.

ERPIMS is a data management system designed to accommodate all types of data collected for
IRP projects. Specific codes and data forms have been developed to allow consistent and
efficient input of information to the system. The database information will be provided by the
prime contractor via ASCII files in specified ERPIMS format on 3.5” diskettes or on CD-
ROM. The information transferred will include all required technical data such as site
information; well characteristics; and hydrogeologic, geologic, physical, and chemical analysis
results.  Electronic data reporting formats and requirements are given in the most current
version of the ERPIMS Data Loading Handbook.

8.5 ARCHIVING

Hardcopy and electronic data will be archived in project files and on electronic archive tapes
for the duration of the project or a minimum of 5 years, whichever is longer.

8.6 PROJECT DATA FLOW AND TRANSFER

The data flow from the laboratory and field to the project staff and data users will be
sufficiently documented to ensure the data are properly tracked, reviewed, and validated for
use.

8.7 RECORDKEEPING

The laboratory will maintain electronic and hardcopy records sufficient to recreate each
analytical event conducted pursuant to the SOW. The minimum records the laboratory will
keep include the following: (1) COC forms, (2) initial and continuing calibration records
including standards preparation traceable to the original material and lot number, (3)
instrument tuning records (as applicable), (4) method blank results, (5) internal standard
results, (6) surrogate spiking records and results (as applicable), (7) spike and spike duplicate
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records and results, (8) laboratory records, (9) raw data, including instrument printouts, bench
work sheets, and/or chromatograms with compound identification and quantitation reports,
(10) corrective action reports, (11) other method and project required QC samples and results,
and (12) laboratory-specific written SOPs for each analytical method and QA/QC function in
place at the time of analysis of project samples.

8.8 HARDCOPY DATA REPORTS FOR SCREENING AND DEFINITIVE DATA

The hardcopy data reports will conform to the formats identified in Appendix B. The software
to generate hardcopy results in the AFCEE forms is not currently available. Therefore, the
laboratory will work with the prime contractor to develop acceptable hardcopy and electronic
data deliverables.

U.S. Air Force Center for Environmental Excellence
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9.0 SYSTEMS AND PERFORMANCE AUDITS, PERFORMANCE
EVALUATION PROGRAMS, MAGNETIC TAPE AUDITS, AND
TRAINING

Technical systems and performance audits will be performed as independent assessments of
sample collection and analysis procedures. Audit results will be used to evaluate the ability of
an analytical contractor to: (1) produce data that fulfill the objectives established for the
program, (2) comply with the QC criteria, and (3) identify any areas requiring corrective
action. The systems audit is a qualitative review of the overall sampling or measurement
system, while the performance audit is a quantitative assessment of a measurement system.
Audit guidance can be found in the HQ AFCEE Technical Services Quality Assurance
Program, current version. Full data validation is also a quantitative check of the analytical
process, where all documentation and calculations are evaluated and verified. Data validation is
discussed in Section 8.

9.1 PROJECT AUDITS
9.1.1 State/Federal Project Audits

Audits by various state and federal agencies are commonly conducted for the laboratories that
will analyze project samples. Audit reports from these agencies will be reviewed by the prime
contractor to determine whether data produced by the analytical contractor will fulfill the
objectives of the program.

Audit findings will be transmitted from the laboratory to the prime contractor and to AFCEE.
The prime contractor will review the audit findings and provide a written report to AFCEE.
This report will include the recommended corrective actions or procedures to correct the
deficiencies identified during the state/federal audits. The audit results and discussion will be
incorporated into the QA report for each sampling effort.

9.1.2 Technical Systems Audits

A technical systems audit is an onsite, qualitative review of the sampling or analytical system
to ensure that the activity i1s being performed in compliance with the SAP specifications.
Sampling and field procedures and the analytical laboratories will be audited by the prime
contractor at the beginning of the field work. In addition, a laboratory systems audit may be
performed by AFCEE if previous audit reports indicate that corrective actions are outstanding,
a recent audit has not been conducted, or quality concerns have arisen based upon the use of
that laboratory for other projects. The laboratory systems audit results will be used to assess
the prime contractor’s oversight and to review laboratory operation and ensure the technical
procedures and documentation are in place and operating to provide data that fulfill the project
objectives, and to ensure outstanding corrective actions have been addressed.

U.S. Air Force Center for Environmental Excellence
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Critical items for a laboratory or field systems audit include: (1) sample custody procedures,
(2) calibration procedures and documentation, (3) completeness of data forms, notebooks, and
other reporting requirements, (4) data review and validation procedures, (5) data storage,
filing, and recordkeeping procedures, (6) QC procedures, tolerances, and documentation, (7)
operating conditions of facilities and equipment, (8) documentation of training and maintenance
activities, (9) systems and operations overview, and (10) security of laboratory automated
systems.

Critical items for a sampling systems audit include: (1) calibration procedures and
documentation for field equipment, (2) documentation in field logbooks and sampling data
sheets, (3) organization and minimization of potential contamination sources while in the field,
(4) proper sample collection, storage, and transportation procedures, and (5) compliance with
established COC and transfer procedures.

After each onsite audit, a debriefing session will be held for all participants to discuss the
preliminary audit results. The auditor will then complete the audit evaluation and submit an
audit report including observations of the deficiencies and the necessary recommendations for
corrective actions. Compliance with the specifications presented in the SAP will be noted and
noncompliance or deviations will be addressed in writing by the prime contractor to AFCEE
with corrective actions and a time frame for implementation of the corrective actions. Follow-
up audits will be performed prior to completion of the project to ensure corrective actions have
been taken.

9.1.3 Project-Specific Performance Evaluation Audits

Performance audits quantitatively assess the data produced by a measurement system. A
performance audit involves submitting project-specific PE samples for analysis for each
analytical method used in the project. The prime contractor will submit project-specific PE
samples once per quarter per project. The project-specific PE samples are selected to reflect
the expected range of concentrations for the sampling program. The performance audit answers
questions about whether the measurement system is operating within control limits and whether
the data produced meet the analytical QA specifications.

The project-specific PE samples are made to look as similar to field samples as possible and
are submitted as part of a field sample shipment so that the laboratory is unable to distinguish
between them and project samples. This approach ensures unbiased sample analysis and
reporting by the laboratory.

The critical elements for review of PE results include: (1) correct identification and
quantitation of the PE sample analytes, within project specifications, (2) accurate and complete
reporting of the results, and (3) measurement system operation within established control limits
for precision and accuracy.

U.S. Air Force Center for Environmental Excellence
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The concentrations reported for the PE samples will be compared to the known or expeét"ed
concentrations spiked in the samples. The percent recovery will be calculated and the results
assessed according to the accuracy criteria for the LCS presented in Section 7. If the accuracy
criteria are not met, the cause of the discrepancy will be investigated and a second PE sample
will be submitted. The prime contractor will notify the project staff, AFCEE, and agencies of
the situation at the earliest possible time and the prime contractor will notify AFCEE regarding
corrective actions and subsequent PE sample results.

9.1.4 Magnetic Tape Audits

Magnetic tape audits involve the examination of the electronic media used in the analytical
laboratory and by the prime contractor to collect, analyze, report, and store data. These audits
are used to assess the authenticity of the data generated, and assess the implementation of good
automated laboratory practices. AFCEE may perform magnetic tape audits of the laboratories
or of the prime contractors when warranted by project PE results, onsite audit results, or by
other state/federal investigations.

9.1.5 Performance Evaluation Sample Programs

All laboratories will participate in the U.S. EPA PE Water Supply and Water Pollution Studies
programs or equivalent programs for state certifications. Satisfactory performance in these
nonproject-specific PE programs also demonstrate proficiency in methods used to analyze
AFCEE samples. The laboratory will document the corrective actions undertaken to address
unacceptable PE results in order to demonstrate resolution of the problems.

9.2 TRAINING

Training will be provided to all project personnel to ensure compliance with the health and
safety plan and technical competence in performing the work effort. Documentation of this
training will be maintained in the records of the contracted organizations.

U.S. Air Force Center for Environmental Excellence
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10.0 PREVENTIVE MAINTENANCE

A preventive maintenance program will be in place to promote the timely and effective
completion of a measurement effort. The preventive maintenance program is designed to
minimize the downtime of crucial sampling and/or analytical equipment due to unexpected
component failure. In implementing this program, efforts are focused in three primary areas:
(1) establishment of maintenance responsibilities, (2) establishment of maintenance schedules
for major and/or critical instrumentation and apparatus, and (3) establishment of an adequate
inventory of critical spare parts and equipment. Because this QAPP is a general document,
this section does not present specific requirements. It is critical that each sampling contractor
and each analytical laboratory develop and adhere to acceptable SOPs and assign responsibility
for preventive maintenance in accordance with the guidelines presented below.

10.1 MAINTENANCE RESPONSIBILITIES

Maintenance of equipment and instruments used in the field are the responsibility of the field
team leader (unless delegated to a designated field equipment manager). Field equipment will
be inspected upon delivery and daily prior to use. Calibrations and other QC checks will be
performed for field measurement equipment at the frequencies specified in Table 6.2. If any
equipment is found to be defective or fails a QC check, maintenance will be performed. If the
malfunction is serious and requires more extensive maintenance than cleaning, replacing a
power source, or recalibrating, the item will be returned to the manufacturer and a replacement
will be obtained by the next working day. Cleaning supplies, power sources, and calibration
standards will be maintained on site and used in accordance with manufacturers’ instructions.

Maintenance of equipment and instruments used at the analytical laboratory are the
responsibility of those equipment managers designated by the laboratory in accordance with the
laboratory’s maintenance SOP. The managers then establish maintenance procedures and
schedules for each major equipment item. This responsibility may be delegated to laboratory
personnel, although the managers retain responsibility for ensuring adherence to the prescribed
protocols. Some responsibilities may be assigned limited to an instrument or set of instruments
for equipment that is confined to a specific laboratory section. Responsibility for laboratory-
wide utilities, such as analyte-free water and computer systems, may be assigned to full-time
maintenance staff. The laboratory’s maintenance SOP and the specific organization of
maintenance responsibilities will be reviewed in the course of any laboratory audit.

10.2 MAINTENANCE SCHEDULES

The effectiveness of any maintenance program depends to a large extent on adherence to
specific maintenance schedules for each major equipment item. Other maintenance activities
are conducted as needed. Manufacturers’ recommendations provide the primary basis for the
established maintenance schedules, and manufacturers’ service contracts provide primary
maintenance for many major instruments (e.g., GC/MS instruments, AA spectrometers, and
analytical balances). Those field and laboratory personnel responsible for equipment

U.S. Air Force Center for Environmental Excellence
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maintenance will adhere to the established schedules for performance checks, part replacement,
and routine maintenance.

10.3 SPARE PARTS

Along with a schedule for maintenance activities, an adequate inventory of spare parts is
required to minimize equipment downtime. The inventory includes those parts (and supplies)
that are subject to frequent failure, have limited useful lifetimes, or cannot be obtained in a
timely manner should failure occur.

Field sampling task leaders and the respective laboratory managers are responsible for
maintaining an adequate inventory of spare parts. In addition to spare parts and supply
inventories, the contractor will maintain an in-house source of backup equipment and
instrumentation.

10.4 MAINTENANCE RECORDS

Routine maintenance, corrective action, and instrument replacement/repair of major field and
laboratory equipment will be recorded in field or laboratory logbooks. These records will
document the serial numbers of the equipment, the person performing the maintenance or
repairs, the date of the repair, the procedures used during the repair, and proof of successful
repair prior to return of the equipment to service. Field equipment maintenance records will
be archived in the applicable project file. Laboratory maintenance records will be maintained
in a retrievable format (a bound logbook dedicated to a particular instrument/system is
preferred) that will allow reconstruction of an instrument’s maintenance history. Both field
and laboratory maintenance records will be kept under document control.

U.S. Air Force Center for Environmental Excellence
M \Deliverables\AFCER\DO3 AFinal 2002 QAPIRO3-02 80310 doc 10-2 HydroGeoLogc, Inc  3/4/02



721 207

TAB

ECO7ION /1O




21

HydroGeoLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

11.0 CORRECTIVE ACTION

Requirements and procedures for documenting the need for corrective actions are described in
this section.

11.1 CORRECTIVE ACTION REPORT

Problems requiring corrective action in the laboratory are documented by the use of a
corrective action report (CAR). The QA coordinator or any other laboratory member can
initiate the corrective action request in the event QC results exceed acceptability limits, or
upon identification of some other laboratory problem. Corrective actions can include reanalysis
of the sample or samples affected, resampling and analysis, or a change in procedures,
depending upon the severity of the problem. Routine laboratory corrective actions (e.g.,
reanalyses, recalibrations) which involve no input from the prime contractor and are
successfully carried out need only be noted in laboratory case narratives. The prime contractor
will be notified in a CAR when a corrective action i1s not successful or a non-routine issue
needs resolution. Timely communication with the prime contractor is essential to ensure that
problem resolution can be achieved before holding times expire, or before resampling will
require remobilization in the field.

11.2 CORRECTIVE ACTION SYSTEM

A system for issuing, tracking, and documenting completion of formal Recommendations for
Corrective Action (RCA) exists for addressing significant and systematic problems.
Recommendations for corrective actions are issued only by a member of the QA group, or a
designee in a specific QA role. Each RCA addresses a specific problem or deficiency, usually
identified during QA audits of laboratory or project operations. An RCA requires a written
response from the party to whom the RCA was issued. A summary of unresolved RCAs is
included in the monthly QA report to management. The report lists all RCAs that have been
issued, the manager responsible for the work area, and the current status of each RCA. An
RCA requires verification by the QA group that the corrective action has been implemented
before the: RCA is considered to be resolved. In the event there is no response to an RCA
within 30 days, or if the proposed corrective action is disputed, the recommendation and/or
conflict is pursued to successively higher management levels until the issue is resolved.

11.3 MANUAL INTEGRATION

Manual integration is not to be a routine procedure for the purpose of meeting QA/QC
acceptance criteria. It is to be done only rarely as a corrective action measure. An example
would be when there are co-eluting compounds that cannot be resolved by the instrument.
Manual integration would be appropriate to quantify the peaks. When manual integration is
used the following procedures are to be implemented for documenting the event and to conduct
training for consistency in performing the manual integration.

U.S Air Force Center for Environmental Excellence
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. AFCEE requires the laboratory or section SOP to include instructions for the analyst to

document. any required manual integrations associated with the initial/continuing
calibration. The SOP is to require the following hard copy documentation:

. A “before” and “after” hard copy for the manual integration, with the reason, date and
signature of the analyst;

. Review and approval for the manual integration by the laboratory section supervisor and
the QA officer.
. AFCEE requires that technical guidelines be developed for manual integration. Topics

covered must include under what conditions manual integrations are to be initiated and
what constitutes technically acceptable manual integration events. This will ensure
consistency when manual integrations are performed.

U.S. Air Force Center for Environmental Excellence
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12.0 QUALITY ASSURANCE REPORTS TO MANAGEMENT

At a minimum, the laboratory QA officer will prepare a summary report quarterly of the status
of the project, of QA/QC problems, corrective actions taken, and unresolved RCAs with
recommended solutions for management. The report will also include results from all PE
samples, audit findings, and periodic data quality assessments. This report will be available for
review by AFCEE auditors upon request.

U.S. Air Force Center for Environmental Excellence
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APPENDIX A
SUPPLEMENTAL APPENDIX IX ANALYTES

Environmental samples collected in order to comply with the requirements of TNRCC
hazardous waste permit HW-50289 must be analyzed for the full suite of analytes listed in 40
CFR 264, Appendix IX. The analytical methods required to provide data for this suite of
analytes are: SWS8081A (organochlorine pesticides), SW8082 (PCBs), SW8I141A
(organophosphorus pesticides), SW8151A (chlorinated herbicides), SW8260B (VOCs),
SW8270C (SVOCs), SW8290 (PCDDs/PCDFs), SW6010B/6020/7000A series (metals), and
SW9030B (sulfide). Once a site has undergone an initial investigation, it may be possible to
eliminate selected lists from follow-up investigations because the analytes have been
demonstrated not to be contaminants of concern at the site.

The method analyte lists presented in Section 7.0 of this QAPP are taken from the method
analyte lists presented in the AFCEE QAPP, version 3.1 (AFCEE, 2001). Because of this, the
Section 7.0 analyte lists for the Appendix IX methods do not list all the analytes required to
comprise a complete Appendix IX suite. In addition, the method analyte lists in Section 7.0
contain analytes listed in the AFCEE QAPP that are not part of an Appendix IX suite. This
Appendix lists supplemental analytes that must be added to the Appendix IX methods in order
to complete the Appendix IX analyte list. During project planning, it is necessary to.determine
the analytical methods and method analyte lists that will meet project DQOs. It should be
noted that cis-1,2-dichloroethene, a breakdown product of TCE, is a contaminant of concern
throughout all sites at NAS Fort Worth, and generally should be retained for SW8260B
Appendix IX analyses, even though it is not listed as an Appendix IX compound.

Unlike those analytes listed in Section 7.0, the supplemental analytes listed in this Appendix do
not have AFCEE-generated limits for sensitivity, accuracy, or precision. These compounds
have no second source or continuing calibration acceptance criteria. The MQLs listed for
these supplemental analytes are based on the performance of a single laboratory and should be
considered to be guidance. Prior to contracting with a laboratory, the laboratory’s MQLs for
these supplemental analytes should be examined to determine if project DQOs are met.

U.S. Air Force Center for Environmental Excellence
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A.1 Method SW8081A-Organochlorine Pesticides

Please refer to Sections 7.2.4 for detailed descriptions of the method. All calibration and QC
procedures detailed in Table 7.14 apply to the supplemental Appendix IX analyte, with the
exception of continuing calibration verification (advisory %D limit of 50%, no corrective
action or flagging), LCS (not required), and MS/MSD (not required).

Table A.1
MQLs for Appendix IX Compounds of SW8081A

. ) ) Water Soil
Parameter/Method " Analyte MOQL Unit MOQL Unit
Organochlonine Pesticides | Kepone* 2.5 pe/L NA pg/kg
SW8031A

* May also be analyzed by Method SW8270C,

U.S. Air Force Center for Environmental Excellence
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A.2  Method SW8151A - Chlorinated Herbicides

Please refer to Section 7.2.7 for a detailed description of the method. All calibration and QC
procedures detailed in Table 7.23 apply to the supplemental Appendix IX analyte, with the
exception of continuing calibration verification (advisory %D limit of 50%, no corrective
action or flagging), LCS (not required), and MS/MSD (not required).

Table A.2
MQLs for Appendix IX Compounds of SW8151A
Water Soil
Parameter/Method Analyte MQL Unit "MOL Unit
Chlonnated Herbicides | Hexachlorophene* NA ue/L NA uelkg
SWB8I51A

* May also be analyzed by method SW8270C,

U.S. Air Force Center for Environmental Excellence
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A.3  Method SW8141A - Organophosphorus Pesticides

Please refer to Section 7.2.6 for a detailed description of the method. All calibration and QC
procedures detailed in Table 7.20 apply to the supplemental Appendix IX analytes, with the
exception of continuing calibration verification (advisory %D limit of 50%, no corrective
action or flagging), LCS (not required), and MS/MSD (not required).

Table A.3
MQLs for Appendix IX Compounds of SW8141A

oo Water Soil
Parameter/Method Analyte MQL Unit MQL Unit
Organophosphorus Dimethoate* 20 pg/L 660 uglk
Pesticides Ethyl parathion 0.5 pg/L 8.3 pg/kg
SW8141A Famphur 1.0 ug/L 33 ug/kg

0,0,0-Tnethyl phosphorothicate* 50 pg/L 1600 pglkg |
Sulfotepp* 50 ug/L 1600 pelkg |
Thionazin (zinophos) 0.5 pg/L 8.3 ug/kg

* May also be analyzed by Method SW8270C.

U S. dir Force Center for Environmental Excellence
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Method SW8260B - Volatile Organics

Please refer to Section 7.2.8 for a detailed description of the method. All calibration and QC
procedures detailed in Table 7.26 apply to the supplemental Appendix IX analytes, with the
exception of continuing calibration verification (advisory %D limit of 50%, no corrective
action or flagging), LCS (not required), and MS/MSD (not required).

Table A.4
MQLs for Appendix IX Compounds of SW8260B
! - Water- Soil

Parameter/Method Analyte MQL Unit MOQL Unit

VOCs Acetonitrile 100 pg/L 100 pglkg |

SW8260B Acrolein 100 ng/L 100 pgrkg |
Acrylonitrile 100 ug/l 100 ugikg
Allyl chloride 10 ug/L 10 uglks
Carbon disulfide 5.0 pg/L 5.0 pglkg |
Chloroprene 5.0 pg/L 5.0 ug/kg
trans-1,4-Dichloro-2-butene 50 ug/L 5.0 uglkg
1,4-Dioxane 500 pg/L 500 pe/ke
Ethyl methacrylate 5.0 pg/L 5.0 pelkg |
2-Hexanone 20 ug/L 20 pelke
Isobutyl alcohol 200 ng/L 200 pg/ke
Methacrylonitrile 50 ug/L 5.0 pgikg
Methyl iodide 50 ugiL 5.0 ugkg
Methyl methacrylate 5.0 pg/L 5.0 nelkg
Pentachloroethane* 2 pgfl 10 pglkg |
Proponitrile 20 pg/L 20 pglke
Viny! acetate 10 pg/L 10 peikg

* May also be analyzed by Method SW8270C.

U.S. Air Force Center for Environmental Excellence
M \Detiverables\AFCEE\DO33\Fial 2002 QAPPR03-02 B03_A doc
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A5

Method SW8270C-Semivolatile Organics

Please refer to Section 7.2.9 for a detailed description of the method. All calibration and QC
procedures detailed in Table 7.29 apply to the supplemental Appendix IX analytes, with the
exception of continuing calibration verification (advisory %D limit of 50%, no corrective

action or flagging), LCS (not required), and MS/MSD (not required).

Table A.S
MQLs for Appendix IX Compounds of SW8270C
. . Water Soil
Parameter/Method - Analyte MQL Unit MQL Unit
SVOCs Acetophenone 10 ug/L 330 pglkg
Swa270C 2-Acetylamunofluorene 100 ug/L 330 pglkg
4-Aminobiphenyl 50 pug/L 1600 ug/kg
Aniline 10 pg/L 330 pgkg
Aramite 20 pg/L 660 pglke
bis(2-Chloro-1-methylethyl)ether 10 pg/L 330 rgkg
Chlorobenzilate 10 pg/L 330 ug/kg
Duallate 10 pg/L 1600 pe/kg
2,6-Dichlorophenol 10 pg/L 330 uelkg
Dimethoate! 20 ug/L 660 uelkg
p-(Dimethylamino)azobenzene 20 ug/L 660 pe/kg
7,12-Dimethylbenzo[a)anthracene 20 ug/L 660 ug/kg
3,3’-Dimethylbenzidine 50 ug/L 1600 uglkg
a,a-Dimethylphenethylamine 50 pg/L 1600 uglkg
1,3-Dinitrobenzene 10 ug/L 330 uefkg
Diphenylamine 10 ug/L 330 ue/kg
Ethyl methanesulfonate 10 pg/L 330 ug/kg
Hexachlorocyclopentadiene 10 _ng/L 700 uglkg
Hexachlorophene? NA pg/L NA ug/kg
Hexachloropropene 100 ug/L 3300 ug/kg
Isodrin 10 ug/L 330 ug/kg
Isosafrole 20 ug/L 660 uglkg
Kepone? 100 ug/L 3300 ue/kg
Methapyrilene 50 ug/L 1600 uelkg
Methyl methanesuifonate 10 ug/L 330 ug/kg
1,4-Naphthoguinone 50 ug/L 1600 ug/kg
1-Naphthylamine 10 ug/L 330 ug/kg
2-Naphthylamine 10 pe/L 330 petkg |
4-Nutroquinoline-1-oxide 100 ug/L 3300 png/kg
N-Nutrosodi-n-butylamine 10 ug/L 330 pg/kg
N-Nitrosodiethylamine 10 ug/L 330 pg/kg
N-Nitrosodimethylamine 10 ugf/L 330 pe/ke
N-Nitrosomethylethylamine 10 ug/L 330 pg/kg
N-Nitrosomorpholine 10 ug/L 330 pelkg
N-Nitrosoptperidine 10 ug/L 330 ug/kg
N-Nitrosopyrrolidine 10 ug/L 330 pglkeg
U.S. Awr Force Center for Environmental Excellence
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Table A.5 (continued)

MQLs for Appendix IX Compounds of SW8270C

‘Water Soil
Parameter/Method Analyte MQL | Unit | * MQL Unit
SVOCs 5-Nitro-o-toluidine 20 pg/L 660 pglkg
SW8270C (contd ) Ethyl parathion' 50 pe/L 1600 uglkg
Pentachlorobenzene 10 pg/L 330 ugikg
Pentachloroethang’ 10 pg/L 330 pefkg
Pentachloronitrobenzene 50 ug/L 1600 ug/kg
Phenacetin 20 pg/L 660 pelke
p-Phenylenediamine 100 ug/L 3300 uglkg
2-Picoline 20 pg/L 660 pe/kg |
Benzo[k]fluoranthene 10 ug/L 330 peikg
3-Methylcholanthrene 20 pe/L 660 pe/kg
Pronamide 20 pg/L 660 palkg
Pyridine 20 pg/L 660 nglkg
Safrole 20 pg/L 660 pelkg
1,2,4,5-Tetrachlorobenzene 10 ng/L 330 ne'kg
2,3,4,6-Tetrachlorophenol 50 pg/L 1600 pelkg
Sulfotepp’ 50 pg/L 1600 pglkg
o-Toludine 10 ngll 660 peike
0,0,0-Triethy! phosphorothioate’ 50 pg/L 1600 pgikg
sym-Trinitrobenzene 50 ug/L 330 pefkg

R

May also be analyzed by Method SW8141A
May also be analyzed by Method SW8151A
May also be analyzed by Method SW8081A.
May also be analyzed by Method SW8260B

U S. Air Force Center for Environmental Excellence
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A.6  Method SW6010B/SW6020 - Trace Metals by ICP

Please refer to Section 7.2.14 and 7.2.15 for a description of the methods and the Summaries
of Calibration and QC Procedures. All calibration and QC procedures detailed in Tables 7.43
and 7.46 apply to the supplemental Appendix IX analyte, including continuing calibration

verification, LCSs, and MS/MSDs.

Table A.6
MQLs for Appendix IX Analytes of SW6010B/SW6020
: - Water Soil
Parameter/Method Analyte MQL Units MOQL Units
Metals Tin 0.10 mg/L, 10.0 mg/kg
SW6010B/SW6020
Table A.7
QC Acceptance Criteria for Appendix IX Analytes of SW6010B/SW6020
. Precision |
| Accuracy Water| Water Accuracy Soil Precision Soil
Method Analyte (%R) %RPD) " (%R) (%RPD)
Metals Tin 86-114 15 80-118 25
SW6010B/SW6020

U.S. Air Force Center for Environmental Excellence
A-8
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APPENDIX B

DATA REPORTING FORMS

All data packages transmitted from project laboratories will be in the format described in this
Appendix.

A screening data report package will consist of the following AFCEE forms or functional
equivalent: S-1, S-2, and S-3. A definitive data inorganic report package will consist of the
following AFCEE forms or functional equivalent: I-1, I-2, I-3, I-4, I-5, I-6, I-7, I-8 and I-9.

A definitive data organic report package will consist of the following AFCEE forms or
functional equivalent: O-1, 0-2, 0-3, 0-4, 0-5, 0-6, 0O-7, 0-8, 0-9 and 0-10.

Exceptions to these report forms are as follows: for mercury analysis, form I-3A will be
substituted for form I-3 in the inorganic report package; for cyanide analysis, form I-3B will be
substituted for form I-3 in the inorganic report package; for GC/MS analyses, forms O-3A and
O-3A will be used and form O-11 will be added to the organic report package.

Instructions for Completing AFCEE Report Forms

The following instructions will be used in completing the AFCEE report forms for screening
and definitive data. The bold lettering identifies the fields on the AFCEE report form.

Use as many sheets as necessary. Sheets may be duplicated with only those sections necessary
to be completed filled out (i.e., you do not have to duplicate previously reported information
from one sheet to the next). Sequentially number the sheets at the bottom of the page if more
than one sheet is necessary.

*Reporting Dilutions* Justification for diluting samples will be provided in the comments
section on the appropriate form (I-2, O-2 or W-2). If the result for any analyte is outside the
calibration range (i.e., greater than the highest calibration standard), the sample will be diluted
appropriately and reanalyzed. Results from the undiluted and diluted sample will be reported
on the appropriate form (I-2, O-2 or W-2). The results of the analysis of the diluted sample
will be reported with the dilution noted on the report form and the MDL and RL adjusted for
the dilution.

All Inorganic, Organic and Wet Chemistry Forms

AAB#. enter the unique AFCEE analytical batch number (see Section 4.4 of the AFCEE
QAPP for a definition of a batch)

Lab Name: enter the laboratory name (e.g., Garland Labs, Inc.)

U.S. Air Force Center for Environmental Excellence
M \Deliverables\ AFCEE\DO33\Final 2002 QAPPRO3-02 803_B doc B-1 HydreGeoLagic, Inc 34102
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Contract #: enter the Air Force contract number and delivery order number under which the
analytical work is being performed (e.g., F21625-94-D-8005/0001)

Comiments: enter any comments
Form I-1

Base/Command: enter the base name and the Air Force command (e.g., Banks AFB/
SPACECOM)

Prime Contractor: enter the name of the prime contractor (e.g., RDS, Inc)

Field Sample ID: enter the unique identifying number given to the field sample (includes MS,
MSD, field duplicate and field blanks)

Lab Sample ID: enter the unique identifying number given to the sample by the laboratory
that corresponds to the Field Sample ID

Form I-2
This form is completed for all environmental samples including the MD and MSD.

AAB#. enter the unique AFCEE analytical batch number (see Section 4.4 of the AFCEE
QAPP or a definition of a batch)

Field Sample ID: enter the unique identifying number given to the field sample (includes MS,
MSD, field duplicate and field blanks)

Lab Sample ID: enter the unique identifying number given to the sample by the laboratory
that corresponds to the Field Sample ID

Matrix: enter the sample matrix (e.g., water, soil)
% Solids: enter the % solids

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the sample results

Date Received/Prepared/Analyzed: enter the appropriate dates in the format DD-MMM-YY
(e.g., 3 Jun 96)

Concentration Units: enter the appropriate units (i.e., mg/L or mg/kg dry weight)

Analyte: enter all analyte names in the same order as listed in the tables in QAPP Section 7.0

U.S. Air Force Center for Environmental Excellence
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721 230

HydroGeoLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

Form I-2 (continued)

MDL: enter the laboratory derived method detection limit

RL: enter the project AFCEE reporting limit as stated in the QAPP or approved variance for
each analyte

Concentration: enter the numeric result

Dilution: enter the dilution (if applicable) (e.g., 1:5)

Qualifier: enter the qualifier flag (see QAPP Sections 7.0 and 8.0)

Form I-3

AAB#: (optional) enter the unique AFCEE analytical batch number if this calibration pertains
to all the samples from one batch (see Section 4.4 of the AFCEE QAPP for a

definition of a batch)

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Date of Initial Calibration: enter the appropriate date in the format DD-MMM-YY (e.g., 3
Jun 96)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event

Concentration Units: enter the appropriate units (i.e., mg/L or mg/kg)

Analyte: enter the name of the analytes (use the same name as used in the tables in Section
7.0 of the QAPP)

RF1, RF2, RF3: enter the response factor corresponding to the standard with the same
number

Std 1, Std2, Std3: enter the concentration of the standard
r: enter the correlation coefficient

Q: enter a “*” for all corresponding correlation coefficients that were not acceptable as per
QAPP Section 7.0

U.S. Air Force Center for Environmental Excellence
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Form I-3A (Mercury analyses only)

AAB#: (optional) enter the unique AFCEE analytical batch number if this calibration pertains
to all the samples from one batch (see Section 4.4 of the AFCEE QAPP for a
definition of a batch)

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Date of Initial Calibration: enter the appropriate date in the format DD-MMM-YY (e.g., 3
Jun 96)

Initial Calibration ID: enter the unique identifying number given to this initial calibration
event

Concentration Units: enter the appropriate units (i.e., mg/L or mg/kg)

RF1, RF2, RF3, RF4, RF5: enter the response factor corresponding to the standard with the
same number

Std 1, Sid 2, Std 3, Std 4, Std 5: enter the concentration of the standard
r: enter the correlation coefficient

Q: enter a “*” for all corresponding correlation coefficients that were not acceptable as per
QAPP Section 7.0 !

Form 1-3B (Cyanide analyses only)

AAB#: (optional) enter the unique AFCEE analytical batch number if this calibration pertains
to all the samples from one batch (see Section 4.4 of the AFCEE QAPP for a
definition of a batch)

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Date of Initial Calibration: enter the appropriate date in the format DD-MMM-YY (e.g., 3
Jun 96)

Initial Calibration ID: enter the unique identifying number given to this initial calibration
event

Concentration Units: enter the appropriate units (i.e., mg/L or mg/kg)

U.S. Air Force Center for Environmental Excellence
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Form I-3B (Cyanide analyses only)

RF1, RF2, RF3, RF4, RF5, RF6: enter the response factor corresponding to the standard
with the same number

Std 1, Std 2, Std 3, Std 4, Std 5, Std 6: enter the concentration of the standard
r: enter the correlation coefficient

Q: enter a “*” for all corresponding correlation coefficients that were not acceptable as per
QAPP Section 7.0

Expected: enter the expected result (i.e., the concentration of the calibration material).

Found: enter the measured result.

%D: enter the per cent difference between the expected and found

Form I-4

AAB#: (optional) enter the unique AFCEE analytical batch number if these calibration events
pertain to all the samples from one batch (see Section 4.4 of the AFCEE QAPP for a

definition of a batch)

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the calibration verification results

2nd Source ID: enter the unique identifier for the 2nd source standard such that the standard
could be traced back to its source material (the same ID number will be
found in the run sequence log, e.g., 25960603)

CCV #1 ID: enter the unique identification number for the first CCV such that the CCV could
be traced back to its source material (the same ID number will be found in the
run sequence log, e.g., CCV960603-1)

CCV #2 ID: enter the unique identification number for the second CCV such that the CCV
could be traced back to its source material (the same ID number will be found in

the run sequence log, e.g., CCV960603-2)

Concentration Units: enter the appropriate units (i.e., mg/L or mg/kg)

U.S. Air Force Center for Environmental Excellence
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Form I-4 (continued)

Analyte: enter all analyte names in the same order as listed in the tables in QAPP Section 7.0
Expected: enter the expected result (i.e., the concentration of the calibration material).

Found, Found 1, Found 2: enter the measured result. Found 1 corresponds to the first CCV
run, Found 2 corresponds to the second CCV run, etc.

%D: enter the per cent difference between the expected and found
Q: enter a “*” for any %D that was not acceptable as per QAPP Section 7.0
Form ]-5

AAB#: enter the unique AFCEE analytical batch number for the method blank (see Section
4.4 of the AFCEE QAPP for a definition of a batch)

Concentration Units: enter the appropriate units {(i.e., mg/L or mg/kg)

Initial Calibration Blank ID: enter the identification number for the calibration blank (the
same 1D number will be found in the run sequence log, e.g.,
CB%60603)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the initial calibration blank results

Method Blank ID: enter the unique identifying number given to the method blank (the same
ID number will be found in the run sequence log, e.g., MB960603)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the method blank results

CCB #1 ID: (used for 6010B analysis) enter the identification number for the first CCB (the
same ID number will be found in the run sequence log, e.g., CCB960603-1)

CCB #2 ID: (used for 6010B analysis) enter the identification number for the second CCB
(the same ID number will be found in the run sequence log, e.g., CCB960603-
2)

CCB #3 ID: (used for 6010B analysis) enter the identification number for the third CCB (the
same ID number will be found in the run sequence log, e.g., CCB960603-3)

Analyte: enter all analyte names in the same order as listed in the tables in QAPP Section 7.0

U.S. Air Force Center for Environmental Excellence
M \Deliverables\ AFCEE\DO33\Final 2002 QAPPARG3-02 803 B doc B-6 HydroGeoLagic, Inc  3/4/02



721 234

HydroGeolLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

Form I-5 (continued)

Initial Calibration Blank: enter a numeric result for the calibration blank

Continuing Calibration Blank 1: enter a numeric result for the first continuing calibration
blank run

Continuing Calibration Blank 2: enter a numeric result for the second continuing calibration
blank run

Continuing Calibration Blank 3: enter a numeric result for the third continuing calibration
blank run

Method Blank: enter a numeric result for the method blank

RL: enter the project AFCEE reporting limit as stated in the QAPP or approved variance for
each analyte

oM

Q: enter a for any calibration or method blank analytes that were not acceptable as per
QAPP Section 7.0

Form I-6

AAB#: enter the unique AFCEE analytical batch number (see Section 4.4 of the AFCEE
QAPP for a definition of a batch)

LCS ID: enter the unique identification number for the laboratory control sample such that the
LCS could be traced back to its source material (the same ID number will be found

in the run sequence log e.g., LCS960603)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the LCS results

Concentration Units: enter the appropriate units (i.e., mg/L or mg/kg)
Analyte: enter all analyte names in the same order as listed in the tables in QAPP Section 7.0

Expected: enter the expected result (i.e., the concentration at which the analyte was spiked in
LCS material)

Found: enter the measured result of the LSC analytes

%R: enter the per cent recovery

U.S. Air Force Center for Environmental Excellence
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Form I-6 (continued)

Control Limits: enter the control limits required to be met (see QAPP Section 7.0)
Q: enter a “*” for any %R that was not acceptable as per QAPP Section 7.0

Form I-7

Concentration Units: enter the appropriate units (i.e., mg/L or mg/kg)

% Solids: enter the % solids of the parent field sample

Parent Field Sample ID: enter the field sample ID of the parent sample (the sample spiked
for the MS and MSD)

MS ID: enter the unique identification number for the matrix spike such that the MS could be
traced back to the source material used for spiking (the same ID number will be found
in the run sequence log e.g., MS960603)

MSD ID: enter the unique identification number for the matrix spike duplicate such that the

MSD could be traced back to the source material used for spiking (the same ID
number will be found in the run sequence log e.g., MSD960603)

Analyte: enter all analyte names in the same order as listed in the tables in QAPP Section 7.0

Parent Sample Result: enter the numeric result of the parent sample. If an analyte was not
detected above the MDL, leave this column blank

Spike Added: enter the amount of spike added to the parent sample
Spiked Sample Result: enter the numeric result of the MS

%R enter the per cent recovery

Duplicate Spiked Sample Result: enter the numeric result of the MSD

%RPD: enter the relative per cent difference between the spike (MS) and spike duplicate
(MSD)

Control Limits %R: enter the control limits required to be met (see QAPP Section 7.0)
Control Limits %RPD: enter the control limits required to be met (see QAPP Section 7.0)

Q: enter the qualifier flag as needed (see QAPP Sections 7.0 and 8.0)

U.8. Air Force Center for Environmenial Excellence
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Form I-8

AAB#. enter the unique AFCEE analytical batch number (see Section 4.4 of the AFCEE
QAPP for a definition of a batch)

Field Sample ID: enter the unique identifying number given to the field sample (includes MS,
MSD, field duplicate and field blanks)

Date Collected: enter the date the sample was taken in the field in the format DD-MMM-YY
(e.g., 6 Jun 96)

Date Received: enter the date the sample was received at the laboratory in the format DD-
MMM-YY (e.g., 6 Jun 96)

Date Analyzed: enter the date the sample was analyzed by the laboratory in the format DD-
MMM-YY (e.g., 6 Jun 96)

Max. Holding Time: enter the maximum allowable holding time in days (see QAPP Section
5.0)

Time Held: enter the time in days elapsed between the date collected and the date analyzed

Q: enter a “*” for any holding times that were greater than the maximum allowable holding
time as per QAPP Section 5.0

Form I-9

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Field Sample ID/Std ID/Blank ID/QC Sample ID: enter the unique identifying number of
each sample (environmental sample,
standard, blank, LCS, MS, MSD, etc.)
in the sequence they were analyzed

Date Analysis Started: enter the date the sample analysis was started in the format DD-
MMM-YY (e.g., 6 Jun 96)

Time Analysis Started: enter the time the sample analysis was started in 24-hour format
(e.g., 0900, 2130)

U.S. Air Force Center for Environmemtal Excellence
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Form I-9 (continued)

Date Analysis Completed: enter the date the sample analysis was completed in the format
DD-MMM-YY (e.g., 6 Jun 96)

Time Analysis Completed: enter the time the sample analysis was completed in 24-hour
format (e.g., 0900, 2130)

Form O-1

Base/Command: enter the base name and the Air Force command (e.g., Banks AFB/
SPACECOM)

Prime Contractor: enter the name of the prime contractor (e.g., RDS, Inc)

Field Sample ID: enter the unique identifying number given to the field sample (includes MS,
‘MSD, field duplicate and field blanks)

Lab Sample ID: enter the unique identifying number given to the sample by the laboratory
that corresponds to the Field Sample ID

Form O-2
This form is completed for all environmental samples including the MD and MSD.

AAB#: enter the unique AFCEE analytical batch number (see Section 4.4 of the AFCEE
QAPP for a definition of a batch)

Field Sample ID: enter the unique identifying number given to the field sample (includes MS,
MSD, field duplicate and field blanks)

Lab Sample ID: enter the unique identifying number given to the sample by the laboratory
that corresponds to the Field Sample ID

Matrix: enter the sample matrix (e.g., water, soil)
% Solids: enter the % solids

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the sample results

Date Received/Prepared/Analyzed: enter the appropriate dates in the format DD-MMM-YY
(e.g., 3 Jun 96)

U. 8. Air Force Center for Environmental Excellence
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Form O-2 (continued)

Concentration Units: enter the appropriate units (i.e., pg/L or mg/kg dry weight)
Analyte: enter all analyte names in the same order as listed in the tables in QAPP Section 7.0
MDL: enter the laboratory derived method detection limit

RL: enter the project AFCEE reporting limit as stated in the QAPP or approved variance for
each analyte

Concentration: enter the numeric result

Dilution: enter the dilution (if applicable) (e.g., 1:5)

Confirm: enter the numeric result from the confirmation column/detector
Qualifier: enter the qualifier flag as needed (see QAPP Section 7.0)
Surrogate: enter the name of the surrogate(s) used

Recovery: enter the per cent recovery of the surrogate

Control Limits: enter the control limits for the recovery of the surrogate (see QAPP Section
7.0

Internal Std: (used for 8260B and 8270C analysis) enter the name of the internal standard(s)
used

Form O-3 and 3A

AAB#: (optional) enter the unique AFCEE analytical batch number if this calibration pertains
to all the samples from one batch (see Section 4.4 of the AFCEE QAPP for a
definition of a batch)

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Date of Initial Calibration: enter the appropriate date in the format DD-MMM-YY (e.g., 3
Jun 96)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event

U.S. Air Force Center for Environmental Excellence
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Form O-3 and 3A (continued)

Concentration Units: enter the appropriate units (i.e., ug/L or mg/kg)

Analyte: enter all analyte names in the same order as listed in the tables in QAPP Section 7.0.
(On form 3A, some analyte names already appear on the form as provided, leave
those analytes in that order.)

RF1, RF2, RF3, RF4, RF5, RF6, RF7: enter the response factor corresponding to the
standard with the same number (RF6 and RF7
are used for non-linear calibrations)

Std 1, Std 2, Std 3, Std 4, Std 5, Std 6, Std 7: enter the concentration of the standard (Std 6
and Std 7 are used for non-linear
calibrations)

%RSD: enter the per cent relative standard deviation of the response factors

Mean %RSD: enter the mean of the RSDs of all analytes for those analytes not using at least
squares regression or non-linear calibration

r: (optional) if least squares regression is used for the calibration of an analyte, enter the
correlation coefficient

COD: (optional) if a non-linear calibration is used for the calibration of an analyte, enter the
coefficient of determination

Q: enter a “*” for any calibration that was not acceptable as per QAPP Section 7.0 and for
any RFs not meeting minimum requirements for SPCCs and/or CCCs.

Form Q-4

AAB#: (optional) enter the unique AFCEE analytical batch number if this calibration event
pertains to all the samples from one batch (see Section 4.4 of the AFCEE QAPP for a
definition of a batch)

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name) :

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the second source calibration
verification results

U.8. Aiwr Force Center for Environmental Excellence
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Form O-4 (continued)

2nd Source ID: enter the unique identifier for the 2nd source standard such that the standard
could be traced back to its source material (the same ID number will be
found in the run sequence log, e.g., 25960603)

Analyte: enter all analyte names in the same order as listed in the tables in QAPP Section 7.0

Expected: enter the expected result (i.e., the concentration of the calibration material).

Found: enter the measured result.

%D: enter the per cent difference between the expected (i.e., the concentration of the second
source calibration material) and measured result

Q: enter a “*” for any % D that was not acceptable as per QAPP Section 7.0

Form O-5 and O-5A

AAB#: (optional) enter the unique AFCEE analytical batch number if these calibration events
pertain to all the samples from one batch (see Section 4.4 of the AFCEE QAPP for a
definition of a batch)

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the calibration verification results

ICV ID: enter the unique identification number for the ICV such that the ICV could be traced

back to its source material (the same ID number will be found in the run sequence
log, e.g., ICVI60603-1)

CCV #1 ID: enter the unique identification number for the CCV run after the first 12 hours of
operation such that the CCV could be traced back to its source material (the
same ID number will be found in the run sequence log, e.g., CCV960603-1)

CCV #2 ID: enter the unique identification number for the CCV run after the second 12 hours
of operation such that the CCV could be traced back to its source material (the
same 1D number will be found in the run sequence log, e.g., CCV960603-2)

Analyte: enter all analyte names in the same order as listed in the tables in QAPP Section 7.0.
(On form O-5A, some analyte names already appear on the form as provided, leave
those analytes in that order.)

U.8. Air Force Center for Environmental Excellence
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Form O-5 and O-5A (continued)

RF: (form O-5A) enter the response factor for the SPCCs only
% D: enter the per cent difference

% D or % drift: (form O-5) enter the per cent difference if using RFs or % drift if using CFs

Q: enter a “*” for any % drift that was not acceptable as per requirements in QAPP Section
7.0
Form O-6

AAB#: enter the unique AFCEE analytical batch number for the method blank (see Section
4.4 of the AFCEE QAPP for a definition of a batch)

Concentration Units: enter the appropriate units (i.e., pg/L or mg/kg)

Method Blank ID: enter the unique identification number for the method blank (the same ID
number will be found in the run sequence log, €.g., MB960603)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the method blank results

Analyte: enter the name of the analyte (use the same name as used in the tables in Section 7.0
of the QAPP)

Method Blank: enter a numeric result for the method blank

RL: enter the project AFCEE reporting limit as stated in the QAPP or approved variance for
each analyte

Q: enter a “*” for any method blank analyte result that was not acceptable as per QAPP
Section 7.0

Surrogate: enter the name of the surrogate(s) used
Recovery: enter the per cent recovery of the surrogate
Form O-7

Control Limits: enter the control limits for the recovery of the surrogate (see QAPP section
7.0)

U.S. Air Force Center for Environmental Excellence
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Form O-7 (continued)

Internal Std: (used for 8260B and 8270C analysis) enter the name of the internal standard(s)
used

AAB#. enter the unique AFCEE analytical batch number (see Section 4.4 of the AFCEE
QAPP for a definition of a batch)

LCS ID: enter the unique identification number for the laboratory control sample such that the
LCS could be traced back to its source material (the same ID number will be found
in the run sequence log, e.g., LCS960603)

Concentration Units: enter the appropriate units (i.e., pg/L or mg/kg)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the LCS results

Analyte: enter the name of the analyte (use the same name as used in the tables in Section 7.0
of the QAPP)

Expected: enter the expected result (i.e., the concentration at which the analyte was spiked in
the LCS)

Found: enter the measured result of the LSC analytes
%R: enter the per cent recovery
Control Limits: enter the control limits required to be met (see QAPP Section 7.0)

“wign

Q: enter a for any % R that was not acceptable as per QAPP Section 7.0
Surrogate: enter the name of the surrogate(s) used

Recovery: enter the per cent recovery of the surrogate

Internal Std: (used for 8260B and 8270C analysis) enter the name of the internal standard(s)
used

" Form O-8
Concentration Units: enter the appropriate units (i.e., pg/L or mg/kg)

Parent Field Sample ID: enter the field sample ID of the parent sample (the sample spiked
for the MS and MSD)

U.S. Air Force Center for Environmental Excellence
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Form O-8 (continued)

% Solids: enter the % solids
MS ID: enter the unique identification number for the matrix spike such that the MS could be
traced back to the source material used for spiking (the same ID number will be
found in the run sequence log, e.g., MS960603)
MSD ID: enter the identification number for the matrix spike duplicate such that the MSD
could be traced back to the source material used for spiking (the same ID number

will be found in the run sequence log, €.g., MSD960603)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
" event used in the determination of the MS/MSD results

Analyte: enter the name of the analyte (use the same name as used in the tables in Section 7.0
of the QAPP)

Parent Sample Result: enter the result of the parent sample. If an analyte was not detected
above the MDL, leave this column blank.

Spike Added: enter the amount of spike added to the parent sample
Spiked Sample Result: enter the numeric result of the MS

%X enter the per cent recovery

Duplicate Spiked Sample Result: enter the numeric result of the MSD

%RPD: enter the relative per cent difference between the spike (MS) and spike duplicate
(MSD)

Control Limits %R: enter the control limits required to be met (see QAPP Section 7.0)
Control Limits %RPD: enter the control limits required to be met (see QAPP Section 7.0)
Q: enter the qualifier flag as needed (see QAPP Sections 7.0)

Form O-9

AAB#: enter the unique AFCEE analytical batch number (see Section 4.4 of the AFCEE
QAPP for a definition of a batch)

U.S. Air Force Center for Environmental Excellence
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Form O-9 (continued)

Field Sample ID: enter the unique identifying number given to the field sample (includes MS,
MSD, field duplicate and field blanks)

Date Collected: enter the date the sample was taken in the field in the format DD-MMM-YY
(e.g., 3 Jun 96)

Date Received: enter the date the sample was received at the laboratory in the format DD-
MMM-YY (e.g., 3 Jun 96)

Date Extracted: enter the date the sample was extracted by the laboratory in the format DD-
MMM-YY (e.g., 3 Jun 96)

Max. Holding Time E: enter the maximum allowable holding time in days until the sample is
extracted (if applicable - see QAPP Section 5.0)

Time Held Ext.: enter the time in days elapsed between the date collected and the date
extracted (if applicable)

Date Analyzed: enter the date the sample was analyzed by the laboratory in the format DD-
MMM-YY (e.g., 3 Jun 96)

Max. Holding Time A: enter the maximum allowable holding time in days until the sample is
analyzed (see QAPP Section 5.0)

Time Held Anal.: enter the time in days elapsed between the date collected and the date
analyzed

Q: enter a “*” for any holding time (Max. Holding Time E, or Max. Holding Time A, or
Time Held Anal.) that was greater than the maximum holding time that was not acceptable
as per QAPP Section 5.0

Form O-10

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Field Sample ID/Std ID/Blank ID/QC Sample ID: enter the unique identifying number of
each sample (environmental sample,
standard, blank, LCS, MS, MSD, etc.)
in the sequence they were analyzed

U.S. Air Force Center for Environmental Excellence
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Form O-10 (continued)

Date Analysis Started: enter the date the sample analysis was started in the format DD-
MMM-YY (e.g., 3 Jun 96)

Time Analysis Started: enter the time the sample analysis was started in 24-hour format
(e.g., 0900, 2130)

Date Analysis Completed: enter the date the sample analysis was completed in the format
DD-MMM-YY (e.g., 3 Jun 96)

Time Analysis Completed: enter the time the sample analysis was completed in 24-hour
format (e.g., 0900, 2130)

Form O-11

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Compound: enter BFB or DFTPP as appropriate

Injection Date/Time: enter the date (in the format DD-MMM-YY) and time (in 24-hour
format) of the performance check

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the MS/MSD results

Mass: enter the mass of the ion used for tuning (see QAPP Section 7.0)
Ion Abundance Criteria: enter the criteria for the specific mass (see QAPP Section 7.0)
% Relative Abundance: enter the per cent relative abundance as the result of the tune

Q: enter a “*” for any % relative abundance results that was not acceptable as per QAPP
Section 7.0

Form W-1

Base/Command: enter the base name and the Air Force command (e.g., Banks AFB/
SPACECOM)

Prime Contractor: enter the name of the prime contractor {e.g., RDS, Inc)

U.S Air Force Center for Environmental Excellence
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Form W-1 (continued)

Field Sample ID: enter the unique identifying number given to the field sample (includes MS,
MSD, field duplicate and field blanks)

Lab Sample ID: enter the unique identifying number given to the sample by the laboratory
that corresponds to the Field Sample ID

Form W-2
This form is completed for all environmental samples including the MD and MSD.

AAB#: enter the unique AFCEE analytical batch number (see Section 4.4 of the AFCEE
QAPP for a definition of a batch)

Field Sample ID: enter the unique identifying number given to the field sample (includes MS,
MSD, field duplicate and field blanks)

Lab Sample ID: enter the unique identifying number given to the sample by the laboratory
that corresponds to the Field Sample ID

Matrix: enter the sample matrix (e.g., water, soil)
% Solids: enter the % solids

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the sample results

Date Received/Prepared/Analyzed: enter the appropriate dates in the format DD-MMM-YY
(e.g., 3 Jun 96)

Concentration Units: enter the appropriate units (i.e., mg/L or mg/kg dry weight)

Analyte: enter the name of the analytes (use the same name as used in the tables in Section
7.0 of the QAPP)

MDL: enter the laboratory derived method detection limit

RL: enter the project AFCEE reporting limit as stated in the QAPP or approved variance for
each analyte

Concentration: enter the numeric result

Dilution: enter the dilution (if applicable) (e.g., 1:5)

U.S. Air Force Center for Environmental Excellence
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Form W-2 (continued)

Qualifier: enter the qualifier flag (see QAPP Sections 7.0 and 8.0)

Form W-3

AAB#. (optional) enter the unique AFCEE analytical batch number if this calibration pertains
to all the samples from one batch (see Section 4.4 of the AFCEE QAPP for a

definition of a batch)

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Date of Initial Calibration: enter the appropriate date in the format DD-MMM-YY (e.g., 3
Jun 96)

Initial Calibration ID: enter the unique identifying number given to this initial calibration
event

Analyte: enter the name of the analytes (use the same name as used in the tables in Section
7.0 of the QAPP)

RF1, RF2, RF3: enter the response factor corresponding to the standard with the same
number

Std 1, Std2, Std3: enter the concentration of the standard
r: enter the correlation coefficient

Q: enter a “*” for any correlation coefficients that were not acceptable as per QAPP Section
7.0

Form W-4
AAB#: (optional) enter the unique AFCEE analytical batch number if these calibration events
pertain to all the samples from one batch (see Section 4.4 of the AFCEE QAPP for a

definition of a batch)

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the calibration verification results

U 8. Air Force Center for Environmental Excellence
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Form W-4 (continued)

2nd Source ID: enter the unique identifier for the 2nd source standard such that the standard
could be traced back to its source material (the same ID number will be
found in the run sequence log, e.g., 25960603)

ICV ID: enter the unique identification number for the ICV such that the ICV could be traced
back to its source material (the same ID number will be found in the run sequence
log, e.g., ICV960603)

CCV #1 ID: enter the unique identification number for the first CCV such that the CCV could
be traced back to its source material (the same ID number will be found in the
run sequence log, e.g., CCV960603-1)

CCV #2 ID: enter the unique identification number for the second CCV such that the CCV

could be traced back to its source material (the same ID number will be found
in the run sequence log, e.g., CCV960603-2)

Concentration Units: enter the appropriate units (i.e., mg/L or mg/kg)

Analyte: enter the name of the analytes (use the same name as used in the tables in Section
7.0 of the QAPP)

Expected: enter the expected result (i.e., the concentration of the calibration material)

Found, Found 1, Found 2: enter the measured result. Found 1 corresponds to the first CCV
run, Found 2 corresponds to the second CCV run, etc.

%D: enter the per cent difference between the expected and found
Q: enter a “*” for any %D that was not acceptable as per QAPP Section 7.0
Form W-5

AAB#. enter the unique AFCEE analytical batch number for the method blank (see Section
4.4 of the AFCEE QAPP for a definition of a batch)

Concentration Units: enter the appropriate units (i.e., mg/L or mg/kg)

Calibration Blank ID: enter the identification number for the calibration blarnk (the same ID
number will be found in the run sequence log, e.g., CB960603)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the calibration blank results

U.S. Air Force Center for Environmental Excellence
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Form W-5 (continued)

Method Blank ID: enter the identification number for the method blank (the same ID number
will be found in the run sequence log, e.g., MB960603)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the method blank results

Analyte: enter the name of the analytes (use the same name as used in the tables in Section
7.0 of the QAPP)

Calibration Blank: enter a numeric result for the calibration blank
Method Blank: enter a numeric result for the method blank

RL: enter the project AFCEE reporting limit as stated in the QAPP or approved variance for
each analyte

Q: enter a “*” for any calibration or method blank analyte that was not acceptable as per
QAPP Section 7.0

Form W-6

AAB#: enter the unique AFCEE analytical batch number (see Section 4.4 of the AFCEE
QAPP for a definition of a batch)

LCS ID: enter the unique identification number for the laboratory control sample such that the
LCS could be traced back to its source material (the same ID number will be found

in the run sequence log e.g., LCS960603)

Initial Calibration ID: enter the unique identifying number given to the initial calibration
event used in the determination of the LCS results

Concentration Units: enter the appropriate units (i.e., mg/L or mg/kg)

Analyte: enter the name of the analytes (use the same name as used in the tables in Section
7.0 of the QAPP)

Expected: enter the expected result (i.e., the concentration at which the analyte was spiked in
LCS material)

Found: enter the measured result of the L.CS analyte

%R: enter the per cent recovery

U.S. Air Force Center for Environmental Excellence
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Form W-6 (continued)

Control Limits: enter the control limits required to be met (see QAPP Section 7.0)
Q: enter a “*” for any %R that was not acceptable as per QAPP Section 7.0

Form W-7

% Solids: enter the % solids

Parent Field Sample ID: enter the field sample ID of the parent sample (the sample spiked
for the MS and MSD)

MS ID: enter the unique identification number for the matrix spike such that the MS could be
traced back to the source material used for spiking (the same ID number will be
found in the run sequence log e.g., MS960603)

MSD ID: enter the unique identification number for the matrix spike duplicate such that the

MSD could be traced back to the source material used for spiking (the same ID
number will be found in the run sequence log e.g., MSD960603)

Concentration Units: enter the appropriate units (i.e., mg/L or mg/kg)

Analyte: enter the name of the analytes (use the same name as used in the tables in Section
7.0 of the QAPP)

Parent Sample Result: enter the numeric result of the parent sample. If an analyte was not
detected above the MDL, leave this column blank

Spike Added: enter the amount of spike added to the parent sample
Spiked Sample Result: enter the numeric result of the MS

%R: enter the per cent recovery

Duplicate Spiked Sample Result: enter the numeric result of the MSD

%RPD: enter the relative per cent difference between the spike (MS) and spike duplicate
(MSD)

Control Limits %R: enter the control limits required to be met (see QAPP Section 7.0)

Control Limits %RPD: enter the control limits required to be met (see QAPP Section 7.0)

U.S. Air Force Center for Environmental Excellence
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Form W-7 {continued)

Q: enter the qualifter flag as needed (see QAPP Sections 7.0 and 8.0)
Form W-8

AAB#: enter the unique AFCEE analytical batch number (see Section 4.4 of the AFCEE
QAPP for a definition of a batch)

Field Sample ID: enter the unique identifying number given to the field sample {includes MS,
MSD, field duplicate and field blanks)

Date Collected: enter the date the sample was taken in the field in the format DD-MMM-YY
(e.g., 6 Jun 96)

Date Received: enter the date the sample was received at the laboratory in the format DD-
MMM-YY (e.g., 6 Jun 96)

Date Analyzed: enter the date the sample was analyzed by the laboratory in the format DD-
MMM-YY (e.g., 6 Jun 96)

Max. Holding Time: enter the maximum allowable holding time in days (see QAPP Section
5.0)

Time Held: enter the time in days elapsed between the date collected and the date analyzed

Q: enter a “*” for any holding time that was greater than the maximum allowable holding
time as per QAPP Section 5.0

Form W-9

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Field Sample ID/Std ID/Blank 1D/QC Sample ID: enter the unique identifying number of
each sample (environmental sample,
standard, blank, LCS, MS, MSD, etc.)
in the sequence they were analyzed

Date Analysis Started: enter the date the sample analysis was started in the format DD-
MMM-YY (e.g., 6 Jun 96)

Time Analysis Started: enter the time the sample analysis was started in 24-hour format
(e.g., 0900, 2130)

U.5. Air Force Center for Environmental Excellence
M \Deliverables\ AFCEENDO33\Final 2002 QAPPAR03-02 803 B doc B‘24 HydroGeologic, Inc  3/4/02



721 252

HydroGeoLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

Form W-9 (continued)

Date Analysis Completed: enter the date the sample analysis was completed in the format
DD-MMM-YY (e.g., 6 Jun 96}

Time Analysis Completed: enter the time the sample analysis was completed in 24-hour
format (e.g., 0900, 2130)

Form S-1

Base/Command: enter the base name and the Air Force command (e.g., Banks AFB/
SPACECOM)

Prime Contractor: enter the name of the prime contractor (e.g., RDS, Inc)

Field Sample ID: enter the unique identifying number given to the field sample (includes MS,
MSD, field duplicate and field blanks)

Signature: signature of person completing data package

Name: name of person completing data package

Date: enter the date the in the format DD-MMM-YY (e.g., 6 Jun 96)
Title: title of person completing data package

Form S-2

Field Sample ID: enter the unique identifying number given to the field sample (includes MS,
MSD, field duplicate and field blanks)

Matrix: enter the sample matrix (e.g., water, soil)

Date Analyzed: enter the appropriate dates in the format DD-MMM-YY (e.g., 3 Jun 96)
Units: enter the appropriate units (e.g., pg/L, mg/kg, degrees C)

Analyte/Test: enter the name of the analyte or test performed (e.g., pH)

MDL: enter the method detection limit if applicable

RL: enter the project AFCEE reporting limit as stated in the QAPP or approved variance for
each analyte

U.S. Air Force Center for Environmental Excellence
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7el 299
Form S-2 (continued)

Result: enter the result

Qualifier: enter the qualifier needed (see QAPP Sections 7.0 and 8.0)
Form S-3

Units: enter the appropriate units (e.g., pg/L, mg/kg, degrees C)
Analyte/Test: enter the name of the analyte or test performed (e.g., pH)
Sample Result: enter the result of the sample

Duplicate Sample Result: enter the result of the duplicate sample

%D or %RPD: enter the per cent or difference relative per cent difference between the
sample and duplicate as appropriate

Acceptance Criteria: enter the acceptance criteria required to be met (see QAPP Section 6.0)
Q: enter a “*” for any % D or % RPD that was not acceptable as per QAPP Section 6.0
MDL Form

Matrix: enter the sample matrix (e.g., water, soil)

Analysis Date: enter the date (or inclusive dates if performed over a peried of days) the MDL
was performed in the format DD-MMM-YY (e.g., 6 Jun 96)

Instrument ID: enter the instrument identifier (e.g., the serial number or other identifying
number/name)

Analyte: enter the name of the analyte (use the same name as used in the tables in Section 7.0
of the QAPP)

Amt. Spiked: enter the amount of spike added to the matrix
Replicate 1,2,3,4,5,6,7: enter the result of the replicate
Std. Dev.: enter the standard deviation of the seven replicates

MDL: enter the calculated MDL

U.S. Air Force Center for Environmental Excellence
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HydroGeoLogic, Inc.—2002 Basewide Quality Assurance Project Plan—NAS Fort Worth JRB, Texas

Chain of Custody Form

COC#: enter a unique number for each chain of custody form

Ship to: enter the laboratory name and address

Carrier: enter the name of the transporter (e.g., FedEx) or handcarried
Airbill#: enter the airbill number or transporter tracking number (if applicable)
Project Name: enter the project name (e.g., Banks AFB RI/FS)

Sampler Name: enter the name of the person collecting the samples

Sampler Signature: signature of the person collecting the samples

Send Results to: enter the name and address of the prime contractor

Field Sample ID: enter the unique identifying number given to the field sample (includes MS,
MSD, field duplicate and field blanks)

Date: enter the year and date the sample was collected in the format M/D (e.g., 6/3)

Time: enter the time the sample was collected in 24-hour format (e.g., 0900)

Matrix: enter the sample matrix (e.g., water, soil)

Pres: enter the preservative used (e.g., HNO3) or “none”

Filtered/Unfilt.: enter “F” if the sample was filtered or “U” if the sample was not filtered

# of Containers: enter the number of containers (i.e., jars, bottles) associated with the sample
MS/MSD: enter “X” if the sample is designated the MD/MSD

Analyses Requested: enter the method name of the analysis requested (e.g., SW6010B)
Comments: enter comments

Sample Condition Upon Receipt at Laboratory: enter any problems with the condition of
any sample(s)

Cooler Temperature: enter the internal temperature of the cooler, upon opening, in degrees
C

U.S. Air Force Center for Environmental Excellence
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721 255

Chain of Custody Form (continued)

Special Instructions/Comments: enter any special instructions or comments

Released by: (SIG): enter the signature of the person releasing custody of the samples
Company Name: enter the company name employing the person releasing/receiving custody
Received by: (SIG): enter the signature of the person receiving custody of the samples

Date: enter the date in the format M/D/YY (e.g., 6/3/96) when the samples were released/
received

Time: enter the time in 24-hour format (e.g., 0900) when the samples were released/received

U.S Air Force Center for Environmental Excellence
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AFCEE
INORGANIC ANALYSES DATA PACKAGE

Analytical Method: AAB #:
Lab Name: Contract #
Base/Command: Prime Contractor:

Field Sample ID Lab Sample ID
Comments:

I certify this data package is in compliance with the terms and conditions of the contract, both technically and for
completeness, for other than the conditions detailed above. Release of the data contained n this hardcopy data
package and in the computer-readable data submutted on diskette has been authorized by the Laboratory Manager or
the Manager’s designee, as verified by the following signature.

Signature: Name.

Date: Title:

AFCEE FORM I-1



721 257

AFCEE
INORGANIC ANALYSES DATA SHEET 2
RESULTS
Analytical Method:: Preparatory Method: AAB #:
Lab Name: Contract #:
Field Sample ID: Lab Sample ID: Matrix:
% Solids: Initial Calibration ID:
Date Received: Date Prepared: Date Analyzed:
Concentration Units (mg/L or mg/kg dry weight):
Analyte MDL RL Concentration Dilution Qualifier

Comments:

AFCEEFORM -2 Page _ of



Analytical Method:

AFCEE
INORGANIC ANALYSES DATA SHEET 3
INITIAL MULTIPOINT CALIBRATION

AAB #:

Lab Name:

Contract #:

Date of Initial Calibration:

Instrument ID:

Initial Calibration ID:

Concentration Units (mg/L or mg/kg):

721 258

€

Analyte Std 1

RF | Std 2 RF 2 Std 3

RF 3

Comments:

r = correlation coefficient

AFCEE FORM I-3



o

[

Analytical Method:

Lab Name:

AFCEE
INORGANIC ANALYSES DATA SHEET 3A
MERCURY INITIAL MULTIPOINT CALIBRATION

AAB #:

Contract #

Instrument ID:

Date of Initial Calibration*

Initial Calibration ID;

Concentratton Units (mg/L or mg/kg):

Analyte Std RF Std RF Std RF Sid RF Std RF r Q
1 1 2 2 3 3 4 4 5 5
Mercury
r = correlation coefficient
Comments:

AFCEE FORM I-3A
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AFCEE
INORGANIC ANALYSES DATA SHEET 3B
CYANIDE INITIAL MULTIPOINT CALIBRATION

Analytical Method: AAB #:

Lab Name: Contract #:

Instrument ID: Date of Initial Calibration:

Inutial Calibration ID: Concentration Units (mg/L or mg/kg):

Analyte | Std | RF | Std { RF | Std | RF | Std | RF | Std | RF | Std | RF r Q

Cyanide

r = correlation coefficient

Expected Found %D Q

High Distilled Standard

Low Distilled Standard

Comments

AFCEE FORM [-3B
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Analytical Method-'

Lab Name:

AFCEE
INORGANIC ANALYSES DATA SHEET 4
CALIBRATION VERIFICATION

AAB#

Contract #:

Instrument 1D:

Initial Calibration ID:

2nd Source ID:

CCV #1 1D:

ICV

ID-

CCV #21D:

Concentration Units (mg/L or mg/kg):

2nd Source Calibration Imtial Calibration Contmnuing Cahibration Verification
Analyte Verfication Verification
Expected | Found | %D | Expecied | Found | %D | Expected | Found | %D | Found | %D
1 2
Comments*

AFCEE FORM 14

Page of




AFCEE
INORGANIC ANALYSES DATA SHEET 5
S -, BLANKS
Analytical Method: AAB #:
Lab Name- Contract #:
Concentration Units (mg/L or mg/kg):
Initial Calibration Blank ID: Initial Calibration ID:
CCB #1 ID: CCB #21D: CCB #3 ID:
Method Blank 1D, Initial Calibration ID-
Imutial Continuing Calibration Blank
Analyte Calibration Method
Blank Blank
1 2 3

Comments:

721 262

AFCEE FORM I-5 Page  of
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AFCEE
INORGANIC ANALYSES DATA SHEET 6
LABORATORY CONTROL SAMPLE

Analytical Methed: AAB #:
Lab Name: Contract #:
LCS ID: Initial Cahibration ID:

Concentration Units (mg/L or mg/kg):

Analyte Expected Found %R Control Limits

Comments:

AFCEE FORM I-6



AFCEE
INORGANIC ANALYSES DATA SHEET 7
MATRIX SPIKE/MATRIX SPIKE DUPLICATE SAMPLE RECOVERY

Analytical Method:

72

1

&

Lab Name: Contract #:

Concentration Units {mg/L or mg/kg): % Solds:

Pareat Field Sample ID: MS ID: MSD ID:
Parent Spiked Duplicate Control | Control

Analyte Sample Spike Sample | %R Spiked %R | %RPD Limuts Liumts | Q
Result Added Result Sample %R %RPD
Result
Comments:

AFCEE FORM I-7

264
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&

Lab Name:

AFCEE
INORGANIC ANALYSES DATA SHEET 8
HOLDING TIMES
Analytical Method. AAB #:

Contract #:
Max. Time
Field Sample ID Date Collected | Date Received | Date Analyzed | Holding | Held
Time {days)

(days)

Comments:

AFCEE FORM I-8




Analytical Method:

Lab Name:

AFCEE
INORGANIC ANALYSES DATA SHEET 9
INSTRUMENT ANALYSIS SEQUENCE LOG

Contract #:

Instrument ID #.

721 268

Field Sample ID/Std ID/
Blank ID/QC Sample ID

Date Analysis
Started

Time Analysis
Started

Date Analysis
Completed

Time Analysis
Completed

Comments

AFCEE FORM I-9 Page  of
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AFCEE
ORGANIC ANALYSES DATA PACKAGE

Analytical Method: AAB #
Lab Name: Contract #:
Base/Command: Prime Contractor:

Field Sample ID Lab Sample ID
Comments*

I certify this data package is in compliance with the terms and conditions of the contract, both technically and for
completeness, for other than the conditions detailed above. Release of the data contained in this hardcopy data
package and 1n the computer-readable data submutted on diskette has been authorized by the Laboratory Manager or
the Manager’s designee, as verified by the following signature.

Signature. Name;

Date: ' Title:

AFCEE FORM 0O-1
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AFCEE
ORGANIC ANALYSES DATA SHEET 2
RESULTS
Analytical Method: Preparatory Method., AAB #:
Lab Name: Contract #:
Field Sample ID: Lab Sample ID: Matrix:
% Solids: Initial Calibration ID-
Date Received- Date Prepared: Date Analyzed:
Concentration Units (ug/L or mg/kg dry weight):
Analyte MDL RL Concentration | Dilution | Confirm | Qualifier
Surrogate Recovery Control Limits Qualifier
Internal Std Qualifier

Comments;

AFCEE FORM 0-2 Page _ of



721 269

Analytical Method:

AFCEE
ORGANIC ANALYSES DATA SHEET 3
INITIAL MULTIPOINT CALIBRATION-GC/MS ANALYSIS

AAB #:

Lab Name:

Contract #:

Instrument ID:

Date of Initial Calibration:

Initial Calibration ID:

Concentration Umits {ug/L or mg/kg):

Analyte

Std

RF | Std [ RE| Sd | RF| Sid | RF | Sid | RF
1 2 2 3 3 4 4 5 5

Std

Std

Comments:

AFCEE FORM O-3 Page _ of




721

AFCEE
ORGANIC ANALYSES DATA SHEET 3
INITIAL MULTIPOINT CALIBRATION-GC/MS ANALYSIS

Analytical Method: AAB #:
Lab Name- Contract #;
Instrument ID: Date of Initial Calibration:

Initial Calibration ID:

Comments:

Concentration Units (ug/L or mg/kg).

Analyte % mean r | COD | Q
RSD | %RSD

270

AFCEE FORM O-3 Page __ of
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Analytical Method:

AFCEE
ORGANIC ANALYSES DATA SHEET 3A
INITIAL MULTIPOINT CALIBRATION-GC/MS ANALYSIS

AAB #:

Lab Name:

Contract #:

Instrument ID:

Date of Initial Calibration:

Initial Calibration ID:

Concentration Units (ug/L or mg/kg):

Analyte

Std

RF | Std [ RF| Sd | RF| Std | RF | Sd | RF | Sid | RF
1 2 2 3 3 4 4 5 5 6 6

Std

RF

Chloromethane *

1,1-DCA *

Bromoform *

Chlorobenzene *

1,1,2,2-TCA *

1,1-DCE #

Chioroform #

1,2-DCP #

Toluene #

Ethylbenzene #

Vinyl chloride #

*SPCCs #CCCs

Comments:

AFCEE FORM O-3A Page __ of




Analytical Method:

ORGANIC ANALYSES DATA SHEET 3A
INITIAL MULTIPOINT CALIBRATION-GC/MS ANALYSIS

Lab Name:

Instrument ID:

Initial Calibration 1D:

*SPCCs # CCCs

Comments:

AFCEE

AAB #:

Contract #;

Date of Initial Calibration:

Concentration Umits (ug/L or mg/kg)

721 272

Analyte

%
RSD

mean
%RSD

CoD

Chloromethane *

1,1-DCA *

Bromoform *

Chlorobenzene *

1,1,22-TCA *

1,1-DCE #

Chloroform #

1,2-DCP #

Toluene #

Ethylbenzene #

Vinyl chloride #

AFCEE FORM 0-3A Page __ of
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Analytical Method:

Lab Name:

AFCEE
ORGANIC ANALYSES DATA SHEET 4
SECOND SOURCE CALIBRATION VERIFICATION

AAB #

Contract #:

Instrument ID:

Initial Calibration ID:

2nd Source ID:

Comiments:

Concentration Units (ug/L or mg/kg):

Analyte Expected | Found %D

AFCEE FORM 0-4 Page __ of




Analytcal Method.

Lab Name:

721

AFCEE
ORGANIC ANALYSES DATA SHEET 5
CALIBRATION VERIFICATION

AAB #:

Contract #:

Instrument ID:

Irutial Calibration ID:

ICV ID: CCV #11D: CCV #2 1D
ICV CCV#1 CCV#2
Anmnalyte %D or % drift %D or % drift %D or % Q
drift
Comments.

274

AFCEE FORM O-5 Page __ of
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Analytical Method:

ORGANIC ANALYSES DATA SHEET 5A

AFCEE

CALIBRATION VERIFICATION-GC/MS ANALYSIS

Lab Name:

AAB #:

Contract #:

Instrument ID:

Initial Calibration ID:

ICV ID; CCV #1 1D: CCV #2 1D:
ICV CCV #1 CCV #2
Analyte RF % D RF % D RF % D
Chloromethane *
1,1-DCA *

Bromoform *

Chlorobenzene *

1,1,2,2-TCA *

1,1-DCE #

Chloroform #

1,2-DCP #

Toluene #

Ethylbenzene #

Vinyl chloride #

* SPCCs

Comments:

# CCCs

AFCEE FORM O-SA Page __ of




721 2786

AFCEE
ORGANIC ANALYSES DATA SHEET 6

BLANK
Analytical Method: AAB #:
Lab Name: Contract #:
Concentration Units (ug/L or mg/kg): Method Btank ID:
Initial Calibration 1D.

Analyte Method Blank RL Q
Surrogate Recovery Control Limits Qualifier

Internal Std

Qualifier

Comments:

AFCEE FORM O-6 Page __ of



721 277

Analytical Method:

Lab Name:

ORGANIC ANALYSES DATA SHEET 7

AFCEE

LABORATORY CONTROL SAMPLE

AAB #:

Contract #:

LCS ID:

Concentration Units (ug/L or mg/ke):

Initial Calhibration ID:

Analyte Expected Found %R Control Limuts
Surrogate Recovery Control Limits Qualifier
Internal Std Qualifier
Comments:

AFCEE FORM O-7 Page __ of




AFCEE
ORGANIC ANALYSES DATA SHEET 8
MATRIX SPIKE/MATRIX SPIKE DUPLICATE SAMPLE RECOVERY

Analytical Method:

721 278

Lab Name: Contract #.

Concentration Units (ug/L or mg/kg): % Sohds:

Parent Field Sample ID: MS ID: MSD ID:
Parent Spiked Duplicate

Analyte Sample | Spike | Sample | %R | Spiked %R | %RPD | Control Comrol | Q
Result | Added | Result Sample Limits Limits
Result %R %RPD
Comments:

AFCEE FORM 0-8 Page __ of



AFCEE

721 279 ORGANIC ANALYSES DATA SHEET 9
HOLDING TIMES
Analytical Method: AAB #
Lab Name: Contract #:
Max Time Max. Time
Field Sample ID Date Date Date Holding Held Date Holding | Held
Collected | Received | Extracted | Time E Ext. Analyzed | Time A | Anal.

Comments:

AFCEE FORM 0-9 Page  of




Analytical Method:

AFCEE

ORGANIC ANALYSES DATA SHEET 10

Lab Name:

Contract #:

Instrument ID #:

INSTRUMENT ANALYSIS SEQUENCE LOG

721 280

Field Sample [D/Sid 1D/
Blank ID/QC Sample ID

Date Analysis
Started

Tume Analysis
Started

Date Analysis
Completed

Time Analysis
Completed

Comments:

AFCEE FORM 0-10 Page  of



721 281 AFCEE

ORGANIC ANALYSES DATA SHEET 11
INSTRUMENT PERFORMANCE CHECK
(BFB or DFTPP)

Analytical Method-

Lab Name: Contract #:

Instrument ID: Compound: Injection Date/Time:

Initial Calibration 1D:

Mass lon Abundance Criteria % Relative Abundance

AFCEE FORM O-11 Page _ of



721 282

AFCEE
WET CHEM ANALYSES DATA PACKAGE

Analytical Method:; AAB #:

Lab Name: Contract #:

Base/Command: Prime Contractor;
Field Sample ID Lab Sample ID

Comments:

I certify this data package 15 in compliance with the terms and conditions of the contract, both technically and for
completeness, for other than the conditions detailed above. Release of the data contamned in this hardcopy data
package and in the computer-readable data submutted on diskette has been authorized by the Laboratory Manager or
the Manager’s designee, as verified by the following signature.

Signature: Name-

Date: Title:

AFCEE FORM W-1



721 283 AFCEE

WET CHEM ANALYSES DATA SHEET 2

RESULTS

Analytical Method: AAB#:
Lab Name: Contract #:
Field Sample ID: Lab Sample ID: Matrix.
% Solids: Initial Calibration ID:
Date Received: Date Prepared: Date Analyzed:
Concentration Units (mg/L or mg/kg dry weight):

Analyte MDL RL Concentration | Dilution Qualifier

Comments:

AFCEE FORM W-2 Page __ of



Analytical Method:

721

AFCEE
WET CHEM ANALYSES DATA SHEET 3
INITIAL MULTIPOINT CALIBRATION

AAB #;

Lab Name:

Contract #:

Instrument ID:

Date of Initial Calibration:

Initial Calibration ID:

Concentration Units (mg/L or mg/kg):

Analyte

Std 1 RF 1 Std 2 RF 2 Std 3 RF 3 r Q

Comments:

r = correlation coefficient

284

AFCEE FORM W-3



721 283

Analytical Methed-

AFCEE
WET CHEM ANALYSES DATA SHEET 4
CALIBRATION VERIFICATION

AAB #:

Lab Name:

Contract #:

Instrument ID:

Initial Calibration ID:

2nd Source ID CCV #1 1D CCV #21D.
2nd Source Calibration Continuing Caltbration Venification
Analyte Verification
Expected Found %D Expected Found 1 %D Found 2 %D
Comments:

AFCEE FORM W-4




Analytical Method:

Lab Name:

AFCEE

WET CHEM ANALYSES DATA SHEET 5

Concentration Units  (mg/L or mg/kg):

Calibration Blank ID:

Method Blank ID:

BLANKS

AAB #:

Contract #:

Initial Calibration ID:

Initial Calibration ID:

Analyte

Calibration
Blank

Method Blank

RL

Comments:

721

286

AFCEE FORM W-5



¢
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Analytical Method:

Lab Name:

AFCEE
WET CHEM ANALYSES DATA SHEET 6
LABORATORY CONTROL SAMPLE

AAB #:

Contract #:

LCS ID:

Initial Calibration ID:

Concentration Units (mg/L or mg/kg):

Analyte

Expected Found %R Control Limits

Comments:

AFCEE FORM W-6




721 288

AFCEE
WET CHEM ANALYSES DATA SHEET 7 o
MATRIX SPIKE/MATRIX SPIKE DUPLICATE SAMPLE RECOVERY

Analytical Method: AAB #:

Lab Name: Contract #:

% Solids: Initial Calibration ID-

Parent Field Sample ID, MS ID: MSD ID:

Concentration Units (mg/L or mg/kg)-
Parent Spiked Duplicate Contro! | Contro]

Analyte Sample Spike Sample | %R Spiked %R %RPD Lumats Limts Q
Result Added Result Sample %R %RPD
Result
Comments:

AFCEE FORM W-7



721 289

Analytical Method-

AFCEE
WET CHEM ANALYSES DATA SHEET 8
HOLDING TIMES

AAB #:

Lab Name:

Contract #:

Field Sample iD

Max. Time
Date Collected | Date Received | Date Analyzed | Holding | Held
Time (days)
(days)

Comments:

AFCEE FORM W-8




Analytical Method:

Lab Name.

AFCEE
WET CHEM ANALYSES DATA SHEET 9
INSTRUMENT ANALYSIS SEQUENCE LOG

Contract #:

Instrument ID #:

721 290

Field Sample ID/Std ID/
Blank ID/QC Sample ID

Date Analysis
Started

Time Analysis
Started

Date Analysis
Completed

Time Analysis
Completed

Comments:

AFCEE FORM W-9 Page __ of



721 291

Analytical Method:

AFCEE
SCREENING DATA PACKAGE

Contract #:

Base/Command; Prime Contractor:
Field Sample ID
Comments:
Signature: Name:
Date: Title:

AFCEE FORM §S-1



Analytical Method:

AFCEE

SCREENING DATA SHEET 2

RESULTS

Contract #:

Field Sample ID:

Matrix;

Concentration Umts (ug/L, mg/kg dry weight or °C):

Date Analyzed:

721 2932

Analyte/Test

MDL RL

Result

Qualifier

Comments:

AFCEE FORM §8-2 Page  of
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721 293 AFCEE
SCREENING DATA SHEET 3
FIELD DUPLICATES
Analytical Method: Contract #*
Units:
_ Analyte/Test Sample Duplicate %D or | Acceptance
Result | Sample Result | %RPD Criteria

Comments:

AFCEE FORM S$-3

Page _ of
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721
MDL STUDY REPORT FORM
Lab Name: Analytical Method. Matrix:
Analysis Date. Instrument ID:
Concentration Units {mg/L or mg/kg):
Replicate
Analyte Amt 2 3 4 6 7 Std. MDL
Spiked Dev.

MDL FORM Method

Page of
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