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Executive Summary

AGVIQ-CH2M HILL Constructors, Inc. Joint Venture III (AGVIQ-CH2M HILL) was
contracted by the Department of the Navy (Navy), Naval Facilities Engineering Command
Southeast (NAVFAC SE), to conduct corrective measures at and prepare an Annual Report
for Solid Waste Management Unit (SWMU) 55 located at the Naval Activity Puerto Rico
(NAPR), formerly known as Naval Station Roosevelt Roads (NSRR), in Ceiba, Puerto Rico.
The work was performed under Contract Number N62470-08-D-1006, Task Order

Number JM04. This report documents the work performed between November 2012 and
November 2014 to implement and monitor progress of the corrective measures
implemented to reduce trichloroethene (TCE) concentrations in groundwater to the revised
(June 2012) corrective action objective (CAO) of 193 micrograms per liter (ug/L).

In December 2009, AGVIQ-CH2M HILL performed an in-situ chemical oxidation (ISCO)
pilot-scale study to evaluate the ability of sodium permanganate (NaMnO,, herein referred
to as permanganate) to reduce TCE concentrations in source area groundwater. The results
of the pilot-scale study indicated ISCO was only partially effective because of incomplete
contact with TCE residuals and because permanganate persistence was low in the
subsurface. Based on this finding, AGVIQ-CH2M HILL prepared a Corrective Measures
Study (CMS) Addendum in June 2012 to revise the remedial strategy for the site. The
revised strategy augmented the ISCO approach to include the excavation of soil within the
source area, infiltration of permanganate in the bottom of the source area excavation, and
construction of a bioreactor in the source area excavation. These actions were followed by
in-situ bioremediation (ISB) using emulsified vegetable oil (EVO) injections in groundwater
outside the source area. The CMS Addendum also included a revised CAO for TCE in
groundwater of 193 ng/L.

From November 2012 to November 2014 the following activities were performed: additional
source zone characterization, source area excavation, installation of an infiltration
gallery/bioreactor, injection well installation, ISCO application, injection of EVO
downgradient of the source, and completion of seven groundwater sampling events.

The groundwater monitoring data indicate a reduction in TCE plume size and concentration
in both the source area and downgradient plume areas of the plume following the
implementation of the corrective measures. In both the source area and the downgradient
plume, TCE concentrations in all shallow wells were reduced below the CAO of 193
micrograms per liter (ug/L). The corrective measures have also impacted the deep wells in
the source area, bringing TCE below the CAO in this zone, but the effects of EVO injection
in the mid-plume wells has yet to be seen in the deeper downgradient wells. Based on the
results of the groundwater monitoring, AGVIQ-CH2M HILL recommends the continued
operation of the bioreactor in the source area coupled with annual sampling of site wells for
the analysis of TCE, cis-1,2-dichloroethene, vinyl chloride, and geochemical indicators. The
operation and monitoring data will be evaluated to determine if additional EVO injections
into the mid-plume injection wells is necessary to expedite TCE degradation in the
downgradient deep wells.
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1.0 Introduction

AGVIQ-CH2M HILL Constructors, Inc. Joint Venture III (AGVIQ-CH2M HILL) was
contracted by the Department of the Navy (Navy), Naval Facilities Engineering Command
Southeast (NAVFAC SE), to conduct corrective measures at and prepare an Annual Report
for Solid Waste Management Unit (SWMU) 55 located at the Naval Activity Puerto Rico
(NAPR), formerly known as Naval Station Roosevelt Roads (NSRR), in Ceiba, Puerto Rico
(Figure 1-1). The work was performed under Contract Number N62470-08-D-1006 and Task
Order Number JM04. This annual report documents field activities conducted between 2012
and 2014 to implement and monitor progress of the corrective measures taken to address
trichloroethene (TCE) in groundwater beneath SWMU 55.

1.1  Facility Description and History

In 1943, NSRR was commissioned as a Naval Operations Base and then re-designated as a
Naval Station in 1957. The naval station was utilized for flight practice, as well as other
missions to control the area’s air space until 2004 when it became inoperative. The NAPR
was established at this time. The northern entrance to NAPR is approximately 35 miles east
of San Juan, along PR Highway 53. The nearest large city is Fajardo, located approximately
10 miles north of NAPR on Route PR Highway 53. The town of Ceiba adjoins the west
boundary of NAPR (Figure 1-1).

The proposed future usage of SWMU 55 is described in the Final Supplemental Environmental
Assessment for Disposal of Naval Activity Puerto Rico (NAVFAC, 2011). The Navy has advised
EPA that the Local Redevelopment Authority (LRA) application for an Economic
Development Conveyance transfer has been approved for the proposed “Caribbean Riviera”
development and that the “Port Parcel,” including SWMU 55, was transferred to the LRA
on January 25, 2012 pursuant to an approved Covenant Deferral Request allowing transfer
prior to completion of the required cleanups.

1.2 Site Location and History

Prior to 1993, environmental activities at the former NSRR, exclusive of operation of
underground storage tanks, were conducted in compliance with the Comprehensive
Environmental Response, Compensation, and Liability Act (CERCLA) regulations under the
Navy’s Installation Restoration Program (IRP). In October 1994, EPA Region 2 issued a Final
Resource Conservation and Recovery Act (RCRA) Part B Permit to the NSRR, now NAPR.
The permit contained requirements for RCRA facility investigation activities at 24 SWMUs
and 3 areas of concern, including SWMU 55. The RCRA Part B Permit, issued for the
Defense Reutilization and Marketing Office at NAPR, included conditions for corrective
action under the Hazardous and Solid Waste Amendments provisions of RCRA.

SWMU 55 is the TCE plume near the Tow Way Fuel Farm and is located south of
Forrestal Drive near former Building 2314 (formerly Building 46). Former Building 2314,
located directly northeast of well 7MW07, was reportedly used for the storage and
maintenance of small watercraft. The exact maintenance activities completed here and
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specific materials stored in the building are unknown, and the source of TCE could not be
determined based on available records. Former Building 2314 was destroyed by

Hurricane Hugo in September 1989 (Baker Environmental, Inc. [Baker], 2005). However, the
pad remains, and the former location of the building is shown on Figure 1-2.

1.3  Background

In December 2009, AGVIQ-CH2M HILL performed an in situ chemical oxidation (ISCO)
pilot-scale test, as prescribed in the Corrective Measures Study Final Report for SWMUs 54
and 55 (Baker, 2005) (hereinafter referred to as the CMS), to evaluate the ability of sodium
permanganate (NaMnO,, referred to as permanganate in this report) to reduce TCE
concentrations in source area groundwater. The results of the pilot-scale study indicated the
ISCO remedy proposed in the CMS was only partially viable to address TCE contamination
in groundwater because of insufficient contact with TCE residuals and because of limited
permanganate persistence in the subsurface (Appendix C of the CMS Addendum, AGVIQ-
CH2M HILL, 2012a). Therefore, a combination of remedial technologies, including
excavation and ISCO, in addition to in-situ bioremediation (ISB) were proposed in an
addendum to the CMS (AGVIQ-CH2M HILL, 2012a). The combined approach was expected
to rapidly reduce TCE concentrations in the source area using excavation of TCE-impacted
shallow soils and ISCO infiltration prior to implementing ISB, and reduce the time required
to complete the overall remedial action.

During the pilot-scale testing during 2009 to 2010, the 2005 CAQO for TCE was used to
delineate the TCE plume and to design the corrective measures. In May 2012, the 2005
CAOs were revised using EPA’s regional Screening Levels (November 2011) based
calculation methods and toxicity factors, as recommended by EPA Region 2 during their
review of the CMS Addendum. The revised CAOs are based on continued industrial land
use and were developed for industrial (indoor) worker and construction worker scenarios,
as presented in the Revised Corrective Action Objectives for Solid Waste Management Units 7&8,
54, and 55 Technical Memorandum (Appendix A of the CMS Addendum, AGVIQ-

CH2M HILL, 2012a).

During CAO development, the groundwater beneath SWMU 55 was demonstrated to be
unusable as a potable water supply due to the brackish/saline nature of the area
groundwater, with high levels of total dissolved solids and salinity, as detailed in the
Groundwater Usability Assessment, Naval Activity Puerto Rico, Ceiba, Puerto Rico Technical
Memorandum (Appendix B of the CMS Addendum, AGVIQ-CH2M HILL, 2012a).
Therefore, potable use based drinking water standards (e.g., maximum contamination
levels) are not applicable for SWMU 55.

Under current land use, no direct exposure to site groundwater is occurring at or
downgradient of SWMU 55, as area groundwater is expected to discharge to the Ensenada
Honda, thus future use of groundwater is unlikely. However, indirect exposure pathway
through volatilization of TCE to ambient air and indoor air could have occurred in the
SWMU 55 TCE plume area. Therefore, this indirect exposure pathway was considered
complete for deriving the CAOs for the site groundwater. The revised CAO for TCE in
groundwater is 193 ug/L.

1-2 EN0618151012ATL



1.4 Purpose and Scope

This annual report documents field activities conducted between November 2012 and
November 2014 to implement and monitor the corrective measures as detailed in the
Corrective Measures Implementation (CMI) Plan (AGVIQ-CH2M HILL, 2012b) at the
SWMU 55 site. The field activities consisted of additional characterization in the source
zone, groundwater monitoring, shallow source soils excavation, installation of the
infiltration gallery/bioreactor, ISCO application, injection well installation, and emulsified
vegetable oil (EVO) injection as outlined in the CMI Plan (AGVIQ-CH2M HILL, 2012b) and
Sampling and Analysis Plan (SAP) (AGVIQ-CH2M HILL, 2012c).

The following tasks were performed:

November 2012: Pre-corrective measures monitoring

April 2013: Source zone additional characterization and downgradient plume injection
well installation, shallow source zone excavation, infiltration of permanganate in the
bottom of the shallow excavation, and bioreactor construction

July - September 2013: Post-ISCO performance monitoring
October 2013: Pre-ISB monitoring

November 2013: Conversion of the ISCO infiltration gallery to the bioreactor, bioreactor
start up, and operations.

February 2014: Mid-plume EVO injection

February, April, August, and November 2014: Bioreactor and mid-plume ISB
monitoring and TCE plume stability monitoring

This report is organized as follows:

EN0618151012ATL

Section 1.0 Introduction includes the site background information and a summary of
the project objectives and scope of the work performed.

Section 2.0 Summary of Field Activities summarizes the field activities conducted
between November 2012 and December 2014.

Section 3.0 Discussion of Results presents the data obtained between November 2012
and November 2014 related to corrective measures monitoring and TCE plume stability
monitoring.

Section 4.0 Conclusions and Recommendations summarizes the major conclusions
drawn from completion of the corrective measures and the overall system effectiveness
based on performance monitoring. This section also provides recommendations for
future monitoring at the site.

Section 5.0 References contains a list of the works cited in this report.
Appendix A contains standard groundwater sampling procedures.

Appendix B contains copies of soil boring logs.
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Appendix C contains copies of well construction diagrams.
Appendix D contains copies of well development logs.
Appendix E contains a copy of the survey for SWMU 55.

Appendix F contains soil and water waste characterization sample summary results and
waste manifests for SWMU 55.

Appendix G contains purge data from wells sampled.

Appendix H contains laboratory data packages for all groundwater samples and waste
characterization samples as well as data validation reports for groundwater samples.

EN0618151012ATL



2.0 Summary of Field Activities for
Implementation of Corrective Measures

This section provides a summary of the field activities conducted as part of the corrective
measures at the SWMU 55 TCE Plume. As described in Section 1.2, the corrective measures
implementation included groundwater monitoring and bioreactor construction and
operations. The activities described below were conducted in accordance with the CMS
Addendum (AGVIQ-CH2M HILL, 2012a), CMI Plan (AGVIQ-CH2M HILL, 2012b), and SAP
(AGVIQ-CH2M HILL, 2012c). During completion of all fieldwork, protection of air, water,
and land resources, including fish and wildlife, as well as spill prevention measures were
implemented according to the Environmental Protection Plan (part of the Pilot Test Work
Plan [AGVIQ-CH2M HILL, 2009]). In addition, quality control (QC) measures were
maintained for all work. The QC measures were performed in accordance with the protocols
described in the Quality Control Plan included in the Pilot Test Work Plan (AGVIQ-

CH2M HILL, 2009). For clarification, the field activities are summarized in this section in
chronological order, and standard procedures for activities such as groundwater monitoring
are summarized in Appendix A.

The following tasks were performed between November 2012 and November 2014:

e November 2012: Performed pre-corrective measures (baseline) groundwater sampling
event.

e April 2013: Installed injection wells and additional monitoring well.

e April and November 2013: Performed source zone excavation, ISCO infiltration, and
constructed in situ bioreactor.

e July through September 2013: Performed post-ISCO monitoring.
e October 2013: Performed pre-ISB monitoring.
e February 2014: Performed downgradient EVO injections.

e February, April, August, and November 2014: Performed bioreactor, mid-plume ISB,
and TCE plume stability monitoring.

2.1  Pre-Corrective Action Groundwater Sampling -
November 2012

The pre-corrective measures (baseline) groundwater sampling event was conducted from
November 27 to 30, 2012. Gauging was performed in accordance with guidelines adopted
from ASTM International (ASTM) D4750 Standard Test Method for Determining Subsurface
Liquid Levels in a Borehole or Monitoring Well. Gauging data were recorded in site-specific
waterproof logbooks for each of the groundwater sampling events. The gauging data are
provided in Table 2-1.

EN0618151012ATL 2-1



Prior to sampling, a round of water level measurements was collected from SWMU 55
groundwater monitoring and injection wells. The data from this groundwater monitoring
event were used to establish the TCE plume geometry and baseline aquifer conditions prior
to implementation of the corrective measures. Groundwater samples were collected from
the following 36 monitoring wells:

o 7MWO07 e 55MWO06 e 55MW18
e 7MWO8 e 55MWO07 e 55MW19
e 7MWI10 e 55MWO08 e 55MW20
e 7MW21 e 55MW09 e 55MW21
e 7MW22 e 55MWI10 e 55MW22
e 7MW23 e 55MWI11 e 55MW23
o 7MW24 e 55MW12 e 55MW24
e 55MWO1 e 55MW13 e 55MW25
e 55MWO02 e 55MW14 e 55IW01
e 55MWO03 e 55MW15 e 55IW02
e 55MW04 e 55MW16 e 55IW03
e 55MWO05 e 55MW17 e 55IW04

Groundwater samples were analyzed for select VOCs [TCE, cis-1,2-dichloroethene
(1,2-DCE), and vinyl chloride (VC)] using SW-846 EPA Method 8260B. Samples from select
wells were also analyzed for geochemical indicators: total alkalinity (EPA Method 2320B),
chloride, nitrate/nitrite, and sulfate (SW9056A), ethane, ethene, and methane (RSK-175),
sulfide (A450052D), and total organic carbon (TOC) (A5310B). In addition, wells sampled
for geochemical indicators were also sampled and analyzed in the field for ferrous iron
(Fe2*) (unfiltered and filtered with 0.45 micron disposable filter) using a Hach® 890
Colorimeter. Purge water was contained pending proper disposal, in accordance with
Section 1.7 of the CMI Plan (AGVIQ-CH2M HILL, 2012b), and as discussed in detail in
Section 2.9.

One additional monitoring well, 55MW26, was installed and sampled in April 2013; those
analytical results are considered part of the pre-corrective action monitoring data. The
groundwater sample collected from monitoring well 55MW26 was sampled and analyzed
for TCE, cis-1,2-DCE, and VC only. Details of the 55MW26 well installation are provided in
Section 2.2. Analytical results from the pre-corrective action monitoring are discussed in
Section 3.2.

2.2  Source Zone Additional Characterization and
Downgradient Injection Well Installation

To complete the horizontal delineation of the source area and improve the siting of the
bioreactor, one shallow well (655MW26) was installed in the source zone. Eight wells were
also installed downgradient of the bioreactor location (approximately mid-plume) to be
used for injection of EVO. Two additional injection wells were installed beyond the six
planned in the CMI Plan (AGVIQ-CH2M HILL, 2012b) in the event the EVO was depleted
sooner than expected and the TCE plume was not being reduced as quickly as planned. The
following subsections briefly describe well installation and development of the nine wells
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that were installed from April 9 to 29, 2013. Remediation-derived waste generated during
well installation was stored, transported, and disposed of in accordance with the procedures

detailed in Section 1.7 of the CMI Plan (AGVIQ-CH2M HILL, 2012b) and are further
discussed in Section 2.9.

2.2.1  Drilling Procedures

On April 9 and 10, 2013, monitoring well 55MW26 was installed. Additionally, on April 8
and 29, 2014, eight wells, 55IW05 through 55IW12, were installed. Well drilling and
installation procedures were performed in accordance with the SOPs provided in
Appendix B of the SAP (AGVIQ-CH2MHILL, 2012c) and the general requirements of EPA
Region 4 Science and Ecosystem Support Division (SESD) Field Branches Quality System and
Technical Procedures (EPA, 2009).

Monitoring well 55MW26 was drilled to a depth of 25.5 feet below ground surface (bgs),
and the eight injection wells were drilled to depths ranging from 21 to 45.5 feet bgs,
depending on the depth at which bedrock was encountered.

2.2.2  Well Installation Procedures

All wells were installed using hollow-stem auger (HSA) drilling techniques. As the boring
was advanced, soil samples were collected at 5-foot intervals for lithologic description using
standard split spoon sampling techniques. VOC concentrations were measured in soil
headspace using a photoionization detector (PID); these measurements are provided on the
soil boring logs (Appendix B). Soil was classified according to the Unified Soil Classification
System (UCS) by AGVIQ-CH2M HILL field staff. Because split spoon samplers were not
used during drilling at wells 55IW11 and 55IW12, a soil boring log was not generated for
these two wells. The geology at these wells is similar to that observed during installation of
well 55IW03, which is located near 55IW11 and 55IW12. The soil boring logs for the
remaining injection wells and monitoring well are provided in Appendix B. Well
construction details are summarized in Table 2-2, well construction diagrams are presented
in Appendix C, and the well locations are shown on Figure 1-2.

All wells were constructed using 10.1 to 28.4 feet of 2-inch inner diameter (ID) Schedule 40
(SCH40) polyvinyl chloride (PVC) casing. Monitoring well 55MW26 was constructed with
14.8 feet of SCH40 PVC 0.020-inch slot screen. The injection wells were constructed using a
0.020-inch continuously wrapped Vee-wire® screen. The screen intervals for injection wells
varied, as summarized in Table 2-2. In all wells, the sand filter pack extended a minimum of
1.5 feet above the screen and a 2-foot-thick (minimum) bentonite seal was placed above the
filter pack. The cement grout seal consisted of Portland Type I cement conforming to ASTM
C-150 standards. The cement grout seal was extended from the top of the bentonite seal to
ground surface where the well pad was placed. All wells were finished as aboveground
completions with a locking well vault set in 3-foot square concrete pads. Additionally, four
bollards were installed at each corner of the injection well pads to protect each well from
vehicular damage. Well construction details are summarized on Table 2-2 and on well
construction diagrams presented in Appendix C.

Following well installations, a well tag was affixed to the outside of the well vault. The tag
included well identification number, date installed, and total well depth for each of the
monitoring well and injection wells.

EN0618151012ATL 2-3



2.2.3  Well Development

Each well was developed following the well development procedures outlined in CMI Plan
(AGVIQ-CH2M HILL, 2012b). Development commenced after the grout had been cured for
24 hours. The wells were developed using a surge block. After surging, a submersible pump
equipped with disposable polyethylene tubing was used to remove suspended sediment.
Well development at 55MW26 was continued until the water produced was clear and
relatively free of sediment. Well development at the eight injection wells was continued
until three successive measurements of water quality parameters remained stable (within
10 percent). Well development logs for monitoring well and injections wells are provided in
Appendix D. Post-development samples were collected from monitoring well 55MW26 for
analysis of select VOCs and geochemical indicators.

2.24  Surveying

PJDC Inc., San Juan - Professional Land Surveyors registered in Puerto Rico surveyed the
locations and elevations of the monitoring and injection wells. The horizontal location of the
wells were surveyed relative to the North American Datum (NAD) 83 (latest adjustment),
and the top of casing and ground surface elevations were surveyed relative to a local tide
study made by the U.S. Navy survey section in 1941, using a mean low water of 100 feet as
base datum. The survey coordinates use the mean low water datum as 0.00 feet, without the
100 feet offset. The survey is provided in Appendix E. The survey data received from the
surveyor for each of the monitoring well and injection wells are summarized in Table 2-2.

2.3 Source Zone Excavation and Infiltration Gallery
Construction

2.3.1  Site Preparation

Preparations for the source zone excavation commenced on April 8, 2013 with staking of the
infiltration gallery/bioreactor location using global positioning system (GPS) coordinates.
After the excavation location was staked, it was determined to be too close to 7MWO07,
which is the well that will be used as an extraction well once the infiltration gallery is
converted into a bioreactor. Therefore, to ensure the integrity of 7MWO07, the proposed
infiltration gallery/bioreactor location was revised. The revised location was selected using
the analytical results from post-development sampling at monitoring well 55MW26 and
field observations. The infiltration gallery/bioreactor excavation footprint was shifted north
by approximately 3 feet. The final location is shown on Figure 1-2. A lined soil stockpile area
was established and stormwater management controls including berms were constructed.

On April 10, 2013, the utility locate was completed by GeoEnvirotech, a third party utility
locate contractor through Right Way Environmental. The work area and lined soil stockpile
area were also established, including stormwater management controls consisting of berms
were constructed.

2.3.2  Excavation

On April 17 and 18, 2013, AGVIQ-CH2M HILL completed the planned excavation in the
source zone for the infiltration gallery/bioreactor. The final limits of excavation measured
20 feet square with a final depth of 12 feet bgs, as specified in the CMI Plan (AGVIQ-
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CH2M HILL. 2012b). An estimated 178 cubic yards (yd?3) of soil was excavated and placed in
the soil stockpile area using a CAT 330D excavator.

During excavation, breathing zone air monitoring was conducted to protect onsite workers
from potential vaporization exposure during excavation and stockpiling operations. The air
monitoring was conducted in accordance with the approved site-specific health and safety
plan (HASP) (AGVIQ-CH2M HILL, 2012d). The breathing zone air monitoring for VOCs
was conducted using a photoionization detector (PID) during soil excavation and
stockpiling operations. Air monitoring readings were recorded in the field logbook.

The soil excavated from the source area was segregated during excavation and stockpiled
on secondary containment pads lined with two layers of 6-mil plastic sheeting. Based on
previous soil characterization conducted during the pilot-scale testing in 2009, soil from 0 to
2 feet bgs was expected to be non-hazardous and was stockpiled separately from soil
excavated from 2 to 12 feet bgs. VOCs in soil headspace was measured in samples from each
soil stockpile by collecting a composite soil sample in a plastic bag. The headspace inside the
bag was allowed to equilibrate for 1 minute prior to inserting the PID sensor into the bag.
One headspace VOC measurement was taken for soil excavated from 0 to 2 feet bgs, and a
separate measurement was taken for every 10 yd? excavated from 2 to 12 feet bgs. The
headspace VOC concentration from the 0 to 2 feet bgs soil stockpile was measured at

0.1 part per million (ppm). The headspace VOC concentrations measured during excavation
from 2 to 10 feet bgs stockpile ranged from 0.0 ppm to 3.0 ppm. The highest PID reading of
3.0 ppm was measured in the headspace of soil excavated from the northeast corner of the
excavation from the 11 to 12 feet bgs. Overall, no significant breathing zone or headspace
VOC concentrations were measured during excavation and stockpiling operations.

Remediation-derived waste generated during excavation and well installation was stored,
transported, and disposed of in accordance with the procedures in Section 1.7 of the

CMI Plan (AGVIQ-CH2M HILL, 2012b), and are further detailed in Section 2.9. One
composite soil sample was collected from each of the soil stockpiles for waste
characterization. Appendix F provides soil analytical results for both composite samples
collected.

2.3.3 Infiltration Gallery/Bioreactor Construction and ISCO Application

Construction of the infiltration gallery/bioreactor was conducted in three separate phases:
installation of a monitoring point and backfilling with gravel, ISCO application using
permanganate solution, and conversion of the excavation into a bioreactor.

On April 18, 2013, immediately following excavation, Phase I of the infiltration gallery/
bioreactor was constructed. Initial construction of the infiltration gallery/bioreactor
consisted of installing one monitoring point (55BW01) near the center of the excavation and
backfilling the bottom 4 feet (from 8 to 12 feet bgs, the infiltration gallery) with 60 yd? of
%-inch gravel. The monitoring point was constructed of 2-inch SCH40 PVC, screened within
the gravel from 8 to 12 feet bgs, and was installed to monitor the presence of permanganate
after ISCO application as well as TCE treatment achieved in the bioreactor during bioreactor
operations. A schematic of the bioreactor cross-section is provided on Figure 2-1. The well
location shown on Figure 1-2 is approximate because the well location was not surveyed.

Following monitoring point installation and gravel placement, the ISCO application was
completed with introduction of approximately 2,000 gallons of a 60.1 gallons per liter
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sodium permanganate (NaMnOy) solution into the infiltration gallery (bottom 4 feet of
excavation backfilled with gravel in Phase I). The NaMNOs solution was added to the
infiltration gallery until the gravel was completely saturated. All chemical handling
activities were conducted in accordance with the HASP (AGVIQ-CH2M HILL, 2012d) and
in accordance with the procedures in Section 1.7 of the CMI Plan (AGVIQ-CH2M HILL,
2012b), and are further detailed in Section 2.9.

After the ISCO application, the bioreactor was constructed in the excavation above the
infiltration gallery by backfilling with a mixture of 70 percent mulch and 30 percent gravel
(by volume). Prior to backfilling, two wells (55BW02 and 55BW03) were placed off-center in
the gravel/ mulch zone as possible monitoring or injection points. The two wells were set
east and west of monitoring point 55BW01, as shown on Figure 1-2. The well locations are
approximate because they were not surveyed. The two injection points were constructed
with a 2-inch inner diameter SCH40 PVC 10 feet riser connected to 6-feet of a 2-inch SCH40
PVC 0.02-inch Vee-wire ® continuous slot screen. The injection points will be used in the
future for injections of EVO in the bioreactor to replenish TOC, if necessary.

The excavation was backfilled from 1 to 8 feet bgs with a mixture of 80 yd3 of mulch, 40 yd?
of gravel (by volume), and approximately 63 gallons of soybean vegetable oil to complete
construction of the bioreactor. Prior to placement, the mulch, gravel, and oil were mixed
thoroughly using the excavator bucket and the front end loader. The gravel used was
washed river rock or river gravel 0.5 to 1.25 inches in size. The mulch consisted of locally-
sourced composted organic mulch containing leaves and small wood chips with a 3-inch
maximum dimension.

A drip irrigation piping system was installed within the excavation above the mulch/gravel
layer to distribute groundwater. The drip irrigation piping was assembled as a large square
and placed flat on top of the bioreactor mulch/gravel backfill (Figure 2-2). The drip
irrigation piping consisted of two separate (primary and secondary) distribution racks
constructed of 1/2-inch diameter SCH40 PVC pipe with 3/16-inch-diameter holes located
approximately every 3 feet along the 10 foot sections of pipe. The primary distribution rack
was placed at 1 foot bgs whereas the secondary distribution rack was placed at 1.5 feet bgs.
Currently, the primary distribution rack is plumbed to extraction well 7/MWO07. The
secondary distribution rack will be reserved for possible future use, if the primary rack gets
clogged, or if additional distribution capacity is required.

Geotextile fabric (Geofabric plastic Terra Tex NOg4) was placed above the drip irrigation
piping. Based on the toxicity characteristic leaching procedure (TCLP) soil analytical results,
it was determined that the soil from 0 to 2 feet bgs that was stockpiled during excavation
could be returned as backfill at the top of the bioreactor. The excavation was backfilled to
grade and mounded an additional 24 inches to account for settling/compression of the
mulch and to promote drainage. The work zone and soil and materials stockpiles were
fenced for security.

Site Restoration

The remaining open excavation was backfilled with soil excavated from the 0 to 2 feet bgs
stockpile. The soil placed in the excavation was compacted using the flat-end of the
excavator bucket to lightly compact the soil. The bioreactor mound was rough-graded to
divert surface water away from the center of the bioreactor. The site was graded to prevent
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erosion and erosion controls (hay bales) were left in place until local vegetation was
reestablished in the disturbed areas.

The remaining excavated soil (i.e., 2 to 12 feet bgs) from the source was transported and
disposed offsite from June 10 through 21, 2013. A total of 388 tons of soil was disposed of as
non-hazardous waste at Ponce Sanitary Landfill. All waste manifests and waste
characterization samples are located in Appendix F. Additional details regarding waste
management can be found in Section 2.9.

2.4 Post-ISCO Performance Monitoring

Two post-ISCO groundwater sampling events were conducted to monitor the distribution
of NaMNO, below the excavation and in select adjacent monitoring wells. The wells were
purged and a sample was collected for visual field analysis for presence of permanganate.
The post-ISCO monitoring events were completed in July 2013 and September 2013. The
following 12 wells were included in each post-ISCO monitoring event:

o 7MWO07 e 55MWO1 o 55MW25
e 7MWI10 e 55MWO02 o 55MW26
o 7MW23 e 55MW12 e 55IW02
o 7MW24 e 55MW14 e 55IW04

In July of 2013, permanganate was observed in 4 of the 12 wells: 7MW07, 7MW24, 55IW02,
and 55IW04. In September 2013, permanganate was not observed in any of the wells
monitored, indicating the oxidation phase of the source area treatment was complete. Purge
data for these monitoring events are included in Appendix G. All sampling and analysis
was conducted in accordance with the SAP (AGVIQ-CH2M HILL, 2012c). Details regarding
storage, handling, and disposal of remediation derived waste are included in Section 2.9.

2.5  Pre-ISB Monitoring

A pre-ISB monitoring event was completed prior to initiating the ISB remediation phase to
determine the success of TCE reduction and aquifer conditions following ISCO application.
The pre-ISB groundwater monitoring event was conducted between October 22 and 28,
2013. Prior to sampling, a comprehensive round of water levels were collected from
SWMU 55 groundwater monitoring and injection wells. The following 23 wells were
sampled during the pre-ISB monitoring event:

o 7MWO07 e 55MWO1 o 55MWI14
o 7MWI10 e 55MWO02 e 55MWI15
o 7MW22 e 55MWO05 o 55MW16
o 7MW23 e 55MWO06 o 55MW17
o 7MW24 e 55MW09 e 55MWI18

e 55IWO02 e 55MW10 o 55MW25
e 55IW04 e 55MWI11 o 55MW26
e 55BWO01 e 55MW12

The groundwater samples collected were analyzed for select VOCs using SW-846 EPA
Method 8260B. The wells were also sampled for geochemical indicators including alkalinity
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using method SM 2320; methane, ethane, and ethene using RSK-175; total dissolved iron
(filtered-using 0.45 micron disposal filter) using SW-846 6010; nitrate/nitrite using EPA
Method 300.0; sulfate (SO%) and chloride (Cl-) using EPA Method 300.0; sulfide using
Method SM 4500-52-F; and TOC using SM 5310-B. In addition, the wells sampled for
geochemical indicators were also sampled for ferrous iron filtered (filtered with 0.45 micron
disposable filter) and unfiltered) using the Hach® 890 colorimeter. Purge data for these
monitoring events are included in Appendix G. All sampling and analysis was conducted in
accordance with the SAP (AGVIQ-CH2M HILL, 2011c). Details regarding storage, handling,
and disposal of remediation derived waste are included in Section 2.9.

2.6 Conversion from Infiltration Gallery to Bioreactor

From November 4 to 7, 2013, the remaining components for the bioreactor, consisting of the
solar powered extraction well and conveyance piping, flow totalizer and pressure gauge for
monitoring flow to the bioreactor (Figure 2-2), were installed.

On November 5 and 6, 2013, a trench was excavated between the bioreactor and extraction
well 7MWO07, and the conveyance piping, totalizing flow meter, and pressure gauge were
installed. The trench for conveyance piping trench was approximately 1 foot wide, 1 foot
deep, and 30 feet long. The conveyance piping consisted of ¥-inch SCH40 PVC. The
conveyance piping trench was backfilled with 12 inches of sand following placement of the
piping. A plastic valve box was installed at the end of the groundwater conveyance trench
and on top of the bioreactor in a 24 inches long, 18 inches wide and 18 inches deep vault.
The vault included the totalizing flow meter and pressure gauge to track infiltration system
pressure and a sampling port to collect samples of groundwater being pumped to the
bioreactor from well 7MWO07. Groundwater exiting the valve box passes through a flow
control valve before connecting to the infiltration piping that is used to distribute water
across the top of the bioreactor. Clean soil excavated during trenching was spread over the
bioreactor and compacted.

On November 6, 2013, a Grundfos™ SQFlex (11SQF-2), 4-inch centrifugal, solar-powered
pumping system was installed in well 7MWO07. The pump extracts contaminated
groundwater and circulates it through conveyance piping to the bioreactor for treatment.
The design flow rate is 1 gallon per minute (gpm) under mid-day solar conditions. Two
50-watt, 17.4-volt solar panels mounted on top of an abandoned refrigeration box located
adjacent to the bioreactor (see Figure 2-3) provide power to the CU200 Control Unit that
controls the pump. The solar panels are mounted at an angle of 10 degrees facing south-
southeast. The CU200 Control Unit regulates power from the solar panels to the pump and
includes a volt-meter, amp-meter, diagnostic tools, and an on/ off switch.

The electrical supply to the extraction pump at 7MWO07 was installed in 1-inch PVC
electrical conduit placed along the perimeter of the bioreactor. The low-voltage DC power
conduit was buried approximately 12 inches below the surface.

2.7 Mid-Plume EVO Injection

Injection of EVO at the eight mid-plume injection wells (55IW05 through 55IW12) was
conducted on February 6 and 7, 2014, to enhance downgradient attenuation of the TCE
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plume. A total of 16,399 gallons of 1.6 percent EVO by volume (mixture of 60 percent
EDS-ER EVO solution and water) was injected.

The EVO was staged onsite as a 60 percent solution in 250-gallon totes, and was mixed
onsite prior to injection in 508-gallon batches. The 60 percent EVO solution was diluted
using a ratio of 62.5 gallons of water per gallon of 60 percent EVO solution to achieve a
1.6 percent (by volume) injection concentration.

According to the CMI Plan (AGVIQ-CH2M HILL, 2012b), injections of an equal amount
(4,600 gallons) of EVO were planned for each new injection well. However, because of
difficulty injecting EVO at 55IW05, injections were terminated and the remaining oil allotted
for well 55IW05 was split between wells 55IW08 and 55IW09, but at a higher concentration.
Although not originally planned, injection also was completed at wells 55IW11 and 55IW12.
Daylighting occurred during injections at 55IW12; therefore, injection at that well was
terminated after a total of 447 gallons were injected and the remaining oil allotted for
55IW12 was added to 55IW11, although at a higher concentration. The total injection
volume for each well is as follows:

e 55IW05: 10 gallons of 1.5 percent EVO by volume
e 55IW06: 3,066 gallons of 1.5 percent EVO by volume
e 55IW07: 1,534 gallons of 1.5 percent EVO by volume

e 55IW08: 3,066 gallons of 1.5 percent EVO by volume and 424 gallons of 5.6 percent EVO
by volume

e 55IW09: 3,068 gallons of 1.5 percent EVO by volume and 424 gallons of 5.6 percent EVO
by volume

e 55IW10: 3,080 gallons of 1.5 percent EVO by volume

e 55IW11: 1,533 gallons of 1.5 percent EVO by volume and 116 gallons of 13.8 percent
EVO by volume

e 55IW12: 447 gallons of 1.5 percent EVO by volume

2.8  Bioreactor and Mid-Plume Performance Monitoring and
TCE Plume Stability Monitoring

In February, April, August, and November 2014, water quality sampling was performed to
evaluate performance of the bioreactor and mid-plume ISB injection, and monitor the
configuration of the TCE plume. The following wells sampled during each event:

e February 2014: 7MWO07 (bioreactor influent), 55BWO01 (bioreactor effluent), 55IW02,
55IW03, and 55IW04

e April and November 2014: 7MWO07 (bioreactor influent), 7MW10, 7MW22, 7TMW23,
7MW24, 55IW02, 55IW04, 55BW01 (bioreactor effluent), 55MW01, 55MW02, 55MW10,
55MW05, 55MW06, 55MW09, 55MW10, 55MW11, 55MW12, 55MW14, 55MW15,
55MW16, 55MW17, 55MW18, 55MW25, and 55W26
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e August 2014: 7MWO07 (bioreactor influent), 55BWO01 (bioreactor effluent), 55IW02,
and 55IW04

Bioreactor influent, bioreactor effluent, and samples from monitoring wells were analyzed
for select VOCs (TCE, DCE, and VC) and geochemical indicators (alkalinity, chloride,
ferrous iron, nitrate, nitrite, sulfate, sulfide, TOC, and MEE). Field parameters, including
DO, turbidity, conductivity, pH, temperature and ORP, were recorded during well purging.
All sampling and analysis were conducted in accordance with the SAP (AGVIQ-
CH2MHILL, 2012c). Purge water was contained pending proper disposal as detailed in
Section 2.9.

2.9  Waste Management

Remediation-derived waste was generated during the well installation, well development,
bioreactor construction, groundwater sampling, and decontamination operations. The waste
streams associated with this project included:

Personal protective equipment (PPE) and used sampling supplies
Soil cuttings and excess excavated material

Equipment decontamination fluid

Purge water

Soil, groundwater, and decontamination waste was stored, transported, and disposed of in
accordance with the procedures in Section 1.7 of the CMI Plan (AGVIQ-CH2M HILL, 2012b)
and are further detailed in the following subsections.

29.1 Temporary Storage

PPE and used sampling supplies associated with the generation of non-hazardous wastes
and general debris were collected in black, non-translucent trash bags and disposed of in
onsite refuse dumpsters. Soil cuttings generated from well installation were containerized in
55-gallon drums at a Base-approved temporary storage location pending waste
characterization and offsite disposal. Purge water, development water and decontamination
fluids were collected in bulk containers (i.e., 600-gallon blue poly tanks with secondary
containment), and staged onsite for subsequent offsite disposal.

2.9.2  Waste Characterization

Soil

Soil cuttings, produced during the installation of monitoring well 55MW26 and injection
wells 55IW05 through 55IW12 were temporarily stored in 55-gallon drums onsite. One
composite soil sample (TD495) was collected from these drums for waste characterization
on May 2, 2013. Material excavated during bioreactor construction was segregated into two

piles according to depth interval and contained on bermed plastic sheeting. A composite soil
sample was collected from each stockpile on April 18, 2013.

Waste characterization soil samples were analyzed for the following parameters:

e TCLP VOCs (Methods SW1311/8260C)
e TCLP semivolatile organic compounds (SVOCs) (Methods SW1311/8270D)
e TCLP metals (Methods SW1311/6010C/7470A)
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TCLP pesticides (Methods SW1311/8081B)

TCLP herbicides (Methods SW1311/8151A)
Polychlorinated biphenyls (PCBs) (Method SW8082)
Corrosivity (Method SW9045)

Ignitability (Method SW1010)

All soil was characterized as non-hazardous. Laboratory data packages and waste manifests

are included in Appendix F.
Water

One liquid sample (TD491) from contained purge water was collected on December 6, 2012,

and analyzed for the following parameters:

RCRA VOCs (Method SW8260C)

RCRA SVOCs (Method SW8270D)

RCRA metals (Methods SW6010C/7470A)
RCRA pesticides (Method SW8081B)

e PCBs (Method SW8082A)

e Herbicides (Method SW8151A)

e Corrosivity (Method SW9045)

e Ignitability (Method SW 1010)

The water was characterized as non-hazardous. Laboratory data packages and waste
manifests are included in Appendix F.
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3.0 Performance Monitoring and Horizontal
Delineation Results

3.1  Groundwater Flow

A groundwater potentiometric surface map presenting baseline water levels measured in
November 2012 prior to implementation of corrective measures is shown on Figures 3-1
(shallow aquifer zone - wells screened to 25 feet bgs or less) and 3-2 (deep aquifer zone -
wells screened greater than 25 feet bgs). Figures 3-3 and 3-4 show the most recent site-wide
gauging event (November 2014) for the shallow and deep aquifer zones, respectively. The
measured water levels for all the site-wide gauging events conducted since November 2012
are summarized in Table 2-1. Note that the water levels provided in Table 2-1 are not
adjusted for potential tidal influences.

Based on interpretation of the gauging data, groundwater flows from north/northeast to
south/southwest across the site with a hydraulic gradient of 0.006 foot per foot for the
shallow aquifer and 0.005 foot per foot for the deep aquifer zone. Groundwater elevations
across the site vary between 1.34 feet (at UGW-11) and 8.39 feet (at 7MW?20).

3.2  VOC Concentrations in Groundwater

Since November 2012, corrective measures, including application of potassium
permanganate, soil excavation, and construction of a bioreactor in the TCE source area, and
mid-plume EVO injection have impacted TCE concentrations in the shallow and deep
aquifer zones. Groundwater samples were collected after implementation of each phase of
the corrective measures in order to gauge effectiveness and progress of remediation.
Analytical results are summarized in Table 3-1 and Appendix H contains the laboratory
analytical data packages and data validation reports.

3.2.1  Source Area
VOC Concentrations Trends at Shallow Wells (Screened above 25 feet bgs)

Baseline TCE concentrations in groundwater samples collected from shallow wells 7MWO07,
7MW?24, 55IW03, 55MW25, and 5SMW26 in November 2012 contained TCE concentrations
ranging from 16.4 to 10,300 pg/L. Figure 3-5 shows the baseline TCE plume configuration
for the shallow (less than 25 feet bgs) zone. Figure 3-6 depicts the baseline plume
configuration for the deep (greater than 25 feet bgs) aquifer. The TCE concentrations
measured in the shallow and deep aquifer in October 2013, representative of the post-ISCO
groundwater concentrations, are presented on Figures 3-7 and 3-8. These figures indicate a
significant reduction in the TCE concentrations in both intervals of the aquifer.

Because there were no TCE exceedances of the CAO in shallow wells in November 2014, a
figure showing the current TCE plume configuration is not included in this document. A
significant reduction of VOCs has occurred in the shallow source area wells, with the
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greatest decrease in TCE, cis-1,2-DCE, and VC observed at well 7MWO07. This result is to be
expected since it is the closest shallow well to the bioreactor. VOC concentrations also
declined at wells 7MW24 and 55IW03 (see Table 3-1).

During the reporting period, cis-1,2-DCE and VC increased slightly at well 7MW24
following implementation of the corrective measures, which is an indication of
biodegradation of TCE. At 7MW24, the cis-1,2-DCE concentration increased from non-detect
in November 2012 to 5.88 ng/L in November 2014 and VC concentrations increased from
non-detect in November 2012 to 22.4 pug/L in November. The cis-1,2-DCE concentration is
below the CAO for cis-1,2-DCE and there is no CAO for VC (AGVIQ-CH2M HILL. 2012a).
Concentrations of 1,2-DCE and VC are expected to fluctuate over time as these compounds
are biodegradation products of TCE.

The total molar concentrations of TCE, 1,2-cis-DCE, and VC were used to evaluate whether
the shallow SWMU 55 TCE plume is being completely oxidized or biodegraded without
significant production of 1,2-cis DCE or VC byproducts. The total molar concentrations of
TCE, 1,2-cis-DCE, and VC were calculated for each shallow source area well by dividing the
measured concentration by its respective molecular weight and summing the results for
TCE, 1,2-cis-DCE, and VC for each data point. The percent change in total molar
concentration between the November 2012 and November 2014 data was then calculated to
evaluate the change in total molar concentration over the reporting period.

As summarized in Table 3-2, since implementation of the corrective measures within the
source area, the total molar concentration has decreased at shallow source area monitoring
locations between 93 and 100 percent. The bioreactor is achieving a 99 percent molar
reduction based on the influent groundwater extracted from well 7MWO07 and the bioreactor
effluent measured in 55BW01.

Geochemical Trends at Shallow Source Area Wells

Samples were collected for analysis of geochemical indicators from shallow wells in the
source area prior to corrective measures implementation, following ISCO application, and
several times during 2014 to monitor the impacts of the bioreactor and EVO injections on
aquifer conditions. Table 3-3 summarizes guideline concentrations for geochemical
conditions that indicate a potential for biological reductive dechlorination. In general, the
geochemical data support the conclusion that conditions for TCE reduction exist in the
shallow source area groundwater.

For example, at wells 7MW07 and 7MW24, background methane concentrations were
non-detect in November 2012 and prior to bioreactor operations. Methane was measured at
7MWO07 at concentrations of 8,180 ng/L in October 2013 and 1,950 pg/L in November 2014,
and was measured at 7MW23 at a concentration of 4,740 ng/L in November 2014, indicating
strong reducing conditions. TOC was not detected in 7MWO07 or 7MW?24 prior to operation
of the bioreactor, and was measured at 47.7 milligrams per liter (mg/L) and 10.8 mg/L,
respectively, in November 2014. Elevated iron levels (3.41 mg/L) at 7MWO07 is a positive
indicator of reducing conditions. Chloride levels at 7MWO07 have also increased to

301 mg/L, six times higher than pre-treatment levels, which indicates the complete
breakdown of TCE is producing a chloride byproduct. ORP levels at 7MW07 and 55BW01
are negative and indicate the general reducing conditions in source area groundwater. DO
measured in the field prior to sample collection was depressed in shallow wells in the
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source area until November 2014, when DO concentrations were measured at
approximately 3 mg/L. Because oxygen can be introduced into the sample during
measurement in the field, leading to erroneously high DO concentrations, DO is a secondary
indicator parameter.

VOC Concentration Trends at Source Area Deep Wells (Screened below 25 feet bgs)

Baseline TCE concentrations in samples collected from deep wells in the source area
contained TCE concentrations ranging from 42.5 to 777 pg/L. Figure 3-7 shows the baseline
TCE plume configuration. Figure 3-8 depicts the October 2013 plume configuration after
ISCO application in the source area. The current deep well plume configuration is shown on
Figure 3-9. During the reporting period, an overall trend in TCE reduction is seen in
55IW02; however, fluctuations in TCE concentrations have occurred at 55IW04. Well 55IW04
is farther away from the bioreactor, and slower concentration reduction is expected at that
location. Cis-1,2-DCE and VC concentrations increased at both of these deep source area
wells following implementation of the bioreactor remedy, indicating biodegradation of TCE
is occurring in the deep zone. Concentrations of the biodegradation products cis-1,2-DCE
and VC are expected to initially increase and then decrease over time.

As summarized in Table 3-2, since implementation of the corrective measures within the
source area, the total molar concentration has decreased at 55IW02 by 96 percent, while total
molar concentration has increased at 55IW04 by 40 percent. The increase is due to increasing
concentrations of cis-1,2-DCE and VC at this location with no corresponding decrease in
TCE, and could also be an effect of mobilization of TCE following startup of the bioreactor.
Wells 55IW04 and 55MWO01 will continue to be monitored to evaluate long-term impacts of
bioremediation on the deep source area and downgradient aquifer.

Geochemical Indicators at Deep Source Area Wells

Samples for baseline geochemical indicators were not collected at deep wells in the source
area. Samples collected in May and November 2014 from deep source area wells 55IW02
and 55IW04 contained elevated levels of total organic carbon (>10 mg/L), indicating that the
bioreactor is releasing TOC to the deeper aquifer. TOC levels at downgradient well 55MW01
have not increased above 10 mg/L, indicating that TOC influence in the deeper aquifer is
confined to within 40 to 90 feet of the bioreactor. Wells 55IW04 and 55IW02 contain elevated
methane levels (296 to 6,268 ug/L), which is indicative of reducing conditions that promote
reductive dechlorination. ORP values in wells 55IW02 and 55IW04 were slightly negative
(-13.2. and -36.3) in the February 2014 monitoring event but were positive in the August and
November 2014 monitoring events. This indicates that additional TOC may be needed to
sustain reductive dechlorination in the deep source area groundwater. No relevant trends
were observed in other geochemical indicators.

3.22  Downgradient Plume

TCE concentrations have decreased or remained stable at all shallow and deep wells in the
downgradient plume area since implementation of the corrective measures, as evidenced
when comparing baseline VOC concentrations from November 2012 to data collected in
November 2014. In addition, concentrations of TCE in samples collected in November 2014
from all shallow wells within the downgradient plume area were well below the CAO of
193 ng/L. Samples from three of the five deep wells within the downgradient plume
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contained TCE above the CAQ, but all the deep wells demonstrate decreasing TCE
concentrations.

VOC Concentrations Trends at Shallow Wells (Screened less than 25 feet bgs)

Baseline TCE concentrations in samples collected from shallow wells 7MW23, 55MW02,
55MW10, 55MW17, and 7MW10 in the downgradient plume area contained TCE
concentrations ranging from 0.2 U pg/L (non-detect) to 496 pg/L. An overall trend in
reduction of VOCs is seen in the shallow downgradient plume area wells, with the greatest
decrease in TCE observed at well 55MW10. Cis-1,2-DCE concentrations at downgradient
plume shallow wells also followed decreasing or stable trends. There was an increase in VC
at several wells following downgradient EVO injections. Increases of cis-1,2-DCE and VC
are indications of biodegradation of TCE. The CAO for cis-1,2-DCE presented in the CMS
Addendum (AGVIQ-CH2M HILL, 2012a) is 20,901 pg/L and no CAO exists for VC.
Concentrations of 1,2-DCE and VC are expected to initially increase then decrease at the site.
These concentration reduction trends indicate that the goal of the corrective measures as
described in the CMI Plan (AGVIQ-CH2M HILL, 2012b) of treating the downgradient TCE
plume area over an extended timeframe through limited injections of EVO and monitored
natural attenuation (MNA) are progressing as expected. The MNA potential and stability of
the distal portion of the plume is continuing to be evaluated.

As summarized in Table 3-2, since implementation of the corrective measures, the total
molar concentration has decreased at shallow monitoring well locations in the
downgradient plume area between 6 and 60 percent.

Geochemical Indicators at Shallow Downgradient Plume Area Wells

Samples were collected for analysis of geochemical indicators from shallow wells in the
downgradient plume area prior to corrective measures implementation, following EVO
injection, and several times during 2014 to monitor progress of the corrective measures. In
general, geochemical indicators support the conclusions that degradation of TCE is
occurring.

Shallow wells 7MW23, 7MW24, 55MW02, and 55MW10 are in the areas targeted by EVO
injections. There is no indication of significant TOC influence in these wells; however,
elevated methane concentrations in 7MW23, 7MW24, and 55MW10 indicate groundwater at
these locations is being impacted by the EVO injections. ORP values in these wells have also
been trending downward, indicating that more reducing conditions are occurring
upgradient in EVO injection areas. No relevant trends were observed in other geochemical
indicators.

VOC Concentration Trends at Deep Wells (Screened below 25 feet bgs)

TCE concentrations in samples collected from deep wells in the downgradient plume area
decreased or remained stable when compared to November 2012 (baseline) concentrations.
Samples from 55MW01, 55MW14, and 55MW09 collected in November 2014 contained TCE
at concentrations above the CAO level of 193 pug/L. Concentrations of cis-1,2-DCE and VC
remained stable or decreased at the deep downgradient plume area wells following
implementation of the corrective measures. Concentrations of cis-1,2-DCE and VC are
expected to fluctuate over time as biodegradation products of TCE.
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As summarized in Table 3-3, since implementation of the corrective measures, the total
molar concentration has decreased at deep downgradient plume area monitoring locations
between 15 and 63 percent.

Geochemical Indicators at Deep Downgradient Plume Area Wells

Samples were collected for analysis of geochemical indicators from deep wells in the
downgradient plume area prior to corrective measures implementation, following EVO
injection, and several times during 2014 to monitor progress of the corrective measures.
Wells 55MW01, 55MW09, and 55MW14 are in areas downgradient of EVO injections and
should be the first to experience TOC increases. There is no indication of significant TOC
influence in these wells; however, elevated methane concentrations in 55MW01 (196 ug/L)
indicates that this groundwater is being impacted by the EVO injections. Ethane and ethene
were detected at elevated concentrations at well 55MW01, indicating upgradient
biodegradation of VOCs near EVO injection wells. ORP values in 55MW01 and 55MW14
have also been trending downward, indicating that more reducing conditions are occurring
upgradient in EVO injection areas. No relevant trends were observed in other geochemical
indicators.

3.3  Bioreactor Operation and Maintenance

Recirculation of groundwater from monitoring/extraction well 7MW07 was initiated on
November 7, 2013. From November 7, 2013 to December 26, 2014, the solar pump extracted
64,600 gallons of groundwater that was processed through the bioreactor. The average
pump flow rate is approximately 265 gallons per day, but can vary based on weather
conditions. Trained local technicians inspect the bioreactor system, including flow rates,
water levels within the bioreactor, and system pressure on a quarterly basis. Because the
bioreactor is a simple system, utilizing only solar-powered pumps for mechanical
equipment, little maintenance is required.

In May 2014, a loose pump connection between the pump and the top of extraction well
7MWO07 and the bioreactor was discovered. No groundwater was spilled outside the
extraction well. This connection was repaired in July 2014; however, flow to the bioreactor
was not restarted until September 2014. Therefore, samples in the vicinity of the bioreactor
were collected in August 2014 for evaluation of VOC rebound. The analytical results for this
sampling are included in Table 3-1. No VOC rebound was observed in source zone well
7MWO07, indicating that source zone treatment was successful.
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4.0 Conclusions and Recommendations

4.1 Conclusions

The groundwater monitoring data collected since November 2012 demonstrates a reduction
in TCE plume size and concentration in both the source area and downgradient plume
following the implementation of the corrective measures. In both the source area and the
downgradient plume, TCE concentrations in all shallow wells were reduced below the CAO
of 193 pg/L. The corrective measures have also impacted the deep wells in the source area,
bringing TCE below the CAO in this zone, but thus far there have been limited impacts from
the mid-plume EVO injection on the deeper downgradient wells. These overall
concentration reduction trends indicate that the goal of the corrective measures, as
described in the CMI of aggressively reducing the mass of TCE in the source area through
excavation, ISCO, and long-term bioreactor operations is being achieved.

4.2 Recommendations

¢ Continue monitoring deep wells on an annual basis for select VOCs (TCE, cis-1,2-DCE,
and VC) and geochemical indicators until CAOs are met. Recommend late summer
monitoring events to coincide with SWMU 54 groundwater monitoring.

e TCE concentrations in shallow wells in the source area and downgradient plume area
are all below the CAO of 193 ng/L, most for three consecutive monitoring events. It is
recommended to eliminate monitoring shallow from the groundwater monitoring
program.

e Continue operation of the bioreactor to impact deeper source area wells. This could
include relocating the solar powered pump to new deep extraction well located near
55IW04.

e Continue to evaluate VOC and geochemical data to determine if a second round of EVO
injection into the mid-plume injection wells is necessary to increase TOC levels and
increase TCE degradation rate in the downgradient deep wells.
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TABLE 2-1

Depth to Groundwater Measurements
SWMU 55, Naval Activity Puerto Rico

November 2012 July 2013 October 2013 May 2014 November 2014
waip  [TopetCasmg Eaton| - orw | ST | o S | o | e | o | Saeaon | o | Geaion
(ft PRVD02) (ft PRVD02) (ft PRVD02) (ft PRVD02) (ft PRVD02)
Wells Screened 25 ft bgs and Less

55I1W01 16.19 13.47 2.72 Abandoned Abandoned Abandoned Abandoned Abandoned | Abandoned | Abandoned | Abandoned
55IW03 15.60 13.05 2.55 NM NM NM NM 12.69 2.91 11.9 3.70
55MW02 14.82 11.96 2.86 11.32 3.50 11.80 3.02 10.60 4.22 10.84 3.98
55MW04 16.40 13.65 2.75 NM NM NM NM NM NM 12.7 3.70
55MWO06 13.87 10.80 3.07 NM NM 10.58 3.29 9.54 4.33 9.98 3.89
55MW08 14.55 12.26 2.29 NM NM NM NM 11.14 3.41 11.77 2.78
55MW10 10.16 8.56 1.60 NM NM 8.42 1.74 8.62 1.54 8.13 2.03
55MW12 16.01 13.76 2.25 13.65 2.36 13.29 2.72 10.78 5.23 12.5 3.51
55MW13 12.57 11.00 1.57 NM NM NM NM 10.41 2.16 10.35 2.22
55MW16 14.36 11.39 2.97 NM NM 11.12 3.24 9.91 4.45 10.4 3.96
55MW17 9.62 8.09 1.53 NM NM 7.47 2.15 7.42 2.20 7.44 2.18
55MW20 8.18 6.67 1.51 NM NM NM NM 6.45 1.73 6.2 1.98
UGW-16 13.80 11.28 2.52 NM NM NM NM 9.66 4.14 10.22 3.58
7MWO07 15.47 13.81 1.66 12.43 3.04 12.47 3.00 NM NM 11.53 3.94
7MW10 7.03 5.88 1.15 5.82 1.21 5.66 1.37 5.40 1.63 5.4 1.63
7MW21 6.65 5.47 1.18 NM NM NM NM 4.94 1.71 4.98 1.67
7MW22 9.79 7.74 2.05 NM NM 7.43 2.36 6.90 2.89 7.11 2.68
7MW23 9.06 7.21 1.85 7.20 1.86 6.86 2.20 6.65 2.41 6.75 2.31
7MW24 10.49 8.26 2.23 8.04 2.45 7.95 2.54 7.32 3.17 7.52 2.97
55MW26 13.86 NI NI 10.66 3.20 10.7 3.16 9.51 4.35 NM NM

Wells Screened Greater Than 25 ft bgs

55I1W02 16.12 13.42 2.70 13.12 3.00 13.14 2.98 12.00 4.12 12.3 3.82
55Iw04 16.03 13.41 2.62 13.10 2.93 13.12 2.91 12.00 4.03 12.25 3.78
55IW05 16.58 NI NI NM NM NM NM 12.82 3.76 NM NM
55IW06 13.20 NI NI NM NM NM NM 11.05 2.15 NM NM
55IW07 11.75 NI NI NM NM NM NM 9.51 2.24 NM NM
55IW08 10.44 NI NI NM NM NM NM 8.51 1.93 NM NM
55I1W09 9.77 NI NI NM NM NM NM 8.41 1.36 NM NM
55IW10 9.59 NI NI NM NM NM NM 8.62 0.97 NM NM
55IW11 14.81 NI NI NM NM NM NM 11.25 3.56 NM NM
55IW12 13.42 NI NI NM NM NM NM 10.56 2.86 NM NM
55MW01 14.89 12.28 2.61 11.95 2.94 11.87 3.02 10.91 3.98 11.32 3.57
55MW03 16.66 14.03 2.63 NM NM NM NM 12.69 3.97 13.1 3.56
55MWO05 13.81 10.70 3.11 NM NM 10.50 3.31 9.41 4.40 9.85 3.96
55MW07 14.59 12.29 2.30 NM NM NM NM 10.99 3.60 11.38 3.21
55MWO09 10.16 8.45 1.71 NM NM 8.42 1.74 8.25 1.91 8.17 1.99
55MW11 10.49 8.88 1.61 NM NM 8.82 1.67 NM NM 8.55 1.94
55MW14 12.69 10.85 1.84 10.96 1.73 10.68 2.01 10.41 2.28 10.42 2.27
55MW15 14.29 11.31 2.98 NM NM 11.05 3.24 9.85 4.44 10.3 3.99
55MW18 8.87 7.58 1.29 NM NM 7.54 1.33 7.38 1.49 7.12 1.75
55MW19 8.08 5.93 2.15 NM NM NM NM 5.90 2.18 5.65 2.43
55MW21 10.03 8.91 1.12 NM NM NM NM 8.79 1.24 8.61 1.42
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TABLE 2-1

Depth to Groundwater Measurements
SWMU 55, Naval Activity Puerto Rico

November 2012 July 2013 October 2013 May 2014 November 2014
waip  [TopetCasmg Eaton| - orw | ST | o S | o | e | o | Saeaon | o | Geaion
(ft PRVD02) (ft PRVD02) (ft PRVD02) (ft PRVD02) (ft PRVD02)
55MW22 10.03 8.80 1.23 NM NM NM NM 8.71 1.32 8.55 1.48
55MW23 9.84 8.03 1.81 NM NM NM NM 8.61 1.23 NM NM
55MW24 13.50 11.10 2.40 Abandoned Abandoned Abandoned Abandoned Abandoned | Abandoned | Abandoned | Abandoned
55MW25 13.50 11.07 2.43 10.70 2.80 10.81 2.69 9.55 3.95 NM NM
7MW20 13.54 10.92 2.62 NM NM NM NM 4.55 8.99 5.15 8.39
UGW-18 14.64 11.72 2.92 NM NM NM NM 9.85 4.79 10.15 4.49
UGW-11 9.79 8.65 1.14 NM NM NM NM 8.35 1.44 8.45 1.34
Notes:
NI = not yet installed ft = feet

NM = not measured

DTW = Depth to Water

btoc = below top of casing

ID = identification

Horizontal Datum is North American Datum 83 (latest adjustment).

Vertical Datum used is a local tide study made by the U.S. Navy Survey Section in 1941, using a mean low water of 100 feet as base datum. These survey coordinates use the mean low water datum as 0.00 feet, without the 100 foot offset.
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TABLE 2-2
Well Construction Details
SWMU 55, Naval Activity Puerto Ricc

Ground Top of Casing Height from Riser Inner
Northing (NAD | Easting (NAD | Elevation (ft Elevation (ft TOC to Ground |Top of Screen (ft|  Bottom of Total Depth Diameter Screen
Well ID 1983) 1983) PRVD02) PRVD02) Flush/Stick-up Surface (ft) bgs) Screen (ft bgs) (ft bgs) Riser Material | (inches) Length (ft) | Date Installed
Monitoring Well
55MW26 | 145539.650 | 782607.437| 1375 | 1386 | stick-up | 011 | 299 | 247 | 255 [sch4opPvc| 2 | 147 | 4n0/2013
Injection Wells
55IW05 145468.042 782661.764 13.57 16.58 stick-up 3.01 21.51 41.51 36.4 Sch 40 PVC 2 20 4/25/2013
55IW06 145431.245 | 782621.076 10.44 13.2 stick-up 2.76 26.06 46.06 41.5 Sch 40 PVC 2 20 4/25/2013
55IW07 145398.142 | 782586.815 8.7 11.75 stick-up 3.05 18.65 28.55 23.5 Sch 40 PVC 2 9.9 4/24/2013
55IW08 145368.154 | 782559.414 7.43 10.44 stick-up 3.01 20.51 40.51 35.5 Sch 40 PVC 2 20 4/23/2013
55IW09 145335.173 | 782518.419 6.64 9.77 stick-up 3.13 29.73 49.73 44.5 Sch 40 PVC 2 20 4/22/2013
55IW10 145304.534 | 782484.210 6.19 9.59 stick-up 3.4 31.31 51.31 45.5 Sch 40 PVC 2 20 4/18/2013
55IW11 145472.340 | 782603.881 11.82 14.81 stick-up 2.99 21.0 31.0 26.0 Sch 40 PVC 2 10 4/26/2013
55IW12 145477.283 | 782569.437 10.38 13.42 stick-up 3.04 16.54 26.54 21 Sch 40 PVC 2 10 4/29/2013
Notes:
ft = feet

PVC = polyvinyl chloride

ID = identification

SCH 40 = schedule 40

NAD = North American Datum.

PRVD = Puerto Rico Vertical Datum

TOC = top of casing

bgs = below ground surface

Horizontal Datum is North American Datum 83 (latest adjustment).

Vertical Datum used is a local tide study made by the U.S. Navy Survey Section in 1941, using a mean low water of 100 feet as base datum. These survey coordinates use the mean low water datum as 0.00
feet, without the 100 foot offset.



TABLE 3-1

Summary of Analytical Data
SWMU 55, Naval Activity Puerto Rico

) cis-1,2- - ! ! Dissolved Ferrous Fgrrous Irqn Eerrous Irpn . s ) Dissolved
Trichloroethylene | . ! Vinyl Chloride | Alkalinity" Chloride Ethane’ Ethene’ Iron (lab (unfiltered - field | (filtered - field Methane Nitrate Nitrite Sulfate Sulfide Temperature [ pH ORP TOC
Screen Dichloroethylene Iron Oxygen
Well ID Interval Sample Date Sample ID analyzed) analyzed) analyzed)

ugiL ug/L nglL mg/L mg/L ug/L ug/L mg/L mg/L mg/L mg/L ug/L mg/C mg/C mg/L mg/C °C) mv mg/C mgiL
11/30/2012 | JM04-7MW07-113012 10,300 217 20 Ul 384 [u| 539 |[u| 022 |u| 029 |U - - -- -- 1.09 U 05 |uUu|l 01 U] 155 U] 0.01 |U 29.73 7.39 97.8 2.96 9.1 |U

10/24/2013 | IM04-7MW07-102413 0.509 J 79.50 1.64 1,110 403 |[JB| 0.368 |J| 0.29 |U| 3.41 1.9 - - 8,180 05 |U| 05 |U| 277 |JB| 0.01 |UJ 31.88 7.13 | -116.5 0.15 181

Mwo7 | shatiow 2/18/2014 | JIM04-7MW07-021814 8.75 4.13 18.5 -- -- -- -- - - -- -- -- -- -- -- -- NM NM NM NM 8.1
5/2/2014 JM04-7MW07-050214 7.94 3.42 18.4 902 735 |[JB| 0.22 |U| 0.29 |U| 2.22 0.82 -- -- 3,420 1 U 1 U| 28.8 |JB| 0.01 |U 33.36 6.91 130.8 NM 48.4 [JB

8/26/2014 | IM04-7MW07-082614 5.19 1.67 15.4 -- -- -- -- - - -- -- -- -- -- -- -- 32.33 6.63 -19.8 0.31 375

11/17/2014 | IM04-7TMWO07-111714 3.09 1.1 0.20 (U] 803 301 0.22 {uf 0.29 [uU - 041 |J 1.98 1.33 1,950 05 |U| 05 |UJ 5.96 0.02 | U 32.8 6.77 -87.4 2.94 47.7

11/28/2012 | IJM04-7MW10-112812 0.2 U 17.7 0.2 U| 423 1,940 0.22 |U| 029 [(U -- -- 0 0 290 1 U 1 Ul 269 0.01 U 29.7 7.56 -289.9 1.37 13.7

7MW10 | Shatiow 10/22/2013 | IM04-7MW10-102213 0.2 U 9.85 0.2 Ul 314 519 [JB| 0.22 |U| 0.29 |U|] 01 |U| 0.1 U 0.06 0.01 37 0563 |J| 05 |U| 86.1 0.01 |U 28.06 7.69 | -2235 0.35 2.1

4/30/2014 JM04-7MW10-043014 0.2 U 10.9 0.2 U 298 [JB| 402 |JB| 0.22 |U| 0.29 |(U 0.1 U 0.1 9} -- -- 722 0.5 U 0.5 U 65 JB| 0.028 26.55 7.54 -274.9 0.32 6.9

11/14/2014 | IM04-7MW10-111414 0.2 U 10.5 2.59 350 840 0.220 |U| 0.290 |U - 0.17 |J 0.03 0.02 2,550 05 |U| 05 |U| 67.8 0.055 |JB 28.61 7.34 | -250.2 3.42 2.9

7MW21 | Shallow | 11/28/2012 | JM04-7MW?21-112812 0.2 U 1.25 0.2 U -- -- -- -- - - -- -- -- -- -- -- -- 28.22 7.14 | -339.3 0.42 --
11/29/2012 | IMO04-7MW?22-112912 4.29 0.2 U 0.2 U[ 421 [uf 1,210 (U] 0.22 |U| 0.29 |U - - -- -- 1.09 U 25 |U| 05 |JU| 236 |U]| 001 |U 30.11 7.62 100.2 1.56 126 | U

mw22 | shatiow 10/23/2013 | IM04-7MW22-102313 4.21 0.2 U 0.2 Ul 439 1,080 022 [uUf 029 (uf 01 fuf 01 U 0.04 0.01 1.09 U| 0501 |J| 05 |U| 239 0.01 |U 28.09 7.04 99.8 0.31 5.2
5/1/2014 JM04-7MW22-050114 1.87 0.732 J 0.2 U[ 436 ([JB[ 1,130 [JB] 0.22 |U| 0.29 |U| 0.061 |J| 0.061 {J 0 0 1.09 U 2 U 1 U| 275 |JB| 0.01 |U 29.09 7.07 95.3 0.24 5 U
11/20/2014 | IM04-7TMW22-112014 2.52 0.2 U 0.2 Ul 467 1,270 0.22 (Ul 0.29 (U - 025 |U 0.07 0.14 1.09 U| 0816 |J 1 U| 240 0.01 |U 29.05 6.96 310.1 0.18 1 U

11/28/2012 | IJMO04-7MW?23-112812 397 106 1 U[ 386 1,060 0.22 {uf 0.29 [u - - 0 0 281 05 |U| 05 |U| 130 0.01 |U 28.9 6.85 -59.3 0.96 16.2

w23 | shatiow 10/22/2013 | IM04-7MW23-102213 3.97 13.5 0.2 Ul 640 389 [JB| 0.22 |U| 0.29 |U| 0.31 0.1 U 0.34 0.3 270 05 |U| 05 |U| 69.8 0.01 |U 27.94 7.09 | -128.2 0.26 4.5
4/29/2014 | IM04-7MW23-042914 76 12.1 117 456 [JB[ 855 [JB| 0.22 |U| 0.712 |J| 1.41 0.24 -- -- 2,460 05 |U| 05 |U| 899 |JB| 0.01 |U 26.75 7.11 | -172.3 0.31 9.6 |[JB
11/20/2014 | IMO04-7MW23-112014 109 14.2 70.9 612 [JB| 1,140 |JB| 0.22 |U| 1.01 -- 0.25 U 0.67 0.57 1,830 1 U 1 U| 124 [JB]| 0.02 U 28.55 7.21 -149.2 3.07 2 U
11/29/2012 | IMO04-7MW?24-112912 969 1 U 1 U[ 353 [uf 1,270 U] 0.22 |U| 0.29 |U - - 0 0 1.09 U 25 |U|l 05 |u|l 8.9 |U| 001 |U 29.74 6.96 213.1 0.84 13 U

Mw24 | shatiow 10/23/2013 | IM04-7MW?24-102313 77.3 0.973 J 0.2 U[ 617 [JB[ 481 [JB| 0.22 |U| 0.29 |U| 0.1 0.1 U 0.04 0 1.09 U 05 |U| 05 |U| 76.6 |JB| 0.01 |U 30.1 7.52 229.8 0.17 14.7
5/1/2014 JM04-7MW?24-050114 0.20 U 0.463 J 0.2 Ul 479 [JB| 712 [JB] 0.179 |J| 0.29 |U] 0.067 |J]| 0.067 [J 0 0 1,720 0.5 U 0.5 U| 38.8 [JB| 0.01 U 29.23 7.28 453.2 0.19 15.6 |JB

11/14/2014 | IM04-7TMW?24-111414 13.4 5.88 22.4 675 1,190 0.220 |U| 0.290 |U - 025 |U 0.03 0 4,740 05 |U| 05 |U| 452 0.054 |JB 29.88 7.02 47.6 3.09 10.8

10/24/2013 | JM04-55BW01-102413 0.744 J 1.56 0.2 Ul 1,480 281 [JB[ 0.220 |U| 0.290 [U] 2.06 1.22 0.92 0.84 5,720 0.5 U 0.5 U 0.5 U 0.01 U 34.31 6.55 -124.1 0.12 174

2/18/2014 | JM04-BRW01-021814 0.2 U 0.419 J 0.2 U - 281.0 |JB] - - - - -- -- -- -- -- -- - 33.94 6.46 26.2 0.03 62.3

55BWO01 | Shallow | 5/1/2014 |JMO04-55BRW01-050114 4.2 0.2 U 0.2 U 947 721 [JB[ 0.22 |U| 0.29 |[U] 1.27 1.25 -- -- 5,790 0.5 U 0.5 U| 5.84 [JB| 0.01 U 35.7 6.61 -151.6 1.79 67.5

8/27/2014 JM04-BRWO01-082714 0.2 U 0.2 U 0.2 U - - -- -- - - - - - - - - - 37.38 6.69 -121.2 0.19 48.1
11/14/2014 | IM04-55BRW01-111414 0.2 U 0.2 U 0.2 U 700 207 0.220 |U| 0.290 (U -- 0.30 0.93 0.73 4,510 2 U 2 U 2 U | 0.069 |JB 33.76 6.54 -38.3 0.16 81.4 |J

55IW01 | Shallow | 11/30/2012 [ JM04-55IW01-113012 5,320 10 10 U - -- - - - - -- -- -- -- -- -- - 30 7.36 203.3 0.3 -

11/30/2012 | IM04-55IW02-113012 777 2 U 2 U -- -- -- - - - -- -- -- -- -- -- -- 31.69 NM 225.4 4.15 --

10/24/2013 | IM04-55IW02-102413 5.72 20.7 0.2 U[ 552 [JB[ 679 [JB| 0.450 |J| 0.290 |U| 0.82 |J| 0.82 [J - - 6,260 05 |U| 05 |U| 558 |JB| 0.010 |U 32.26 7.21 -42.5 0.51 66.9

55W02 | Deep 2/17/2014 | JMO04-55IW02-021714 10.7 6.88 9.34 -- -- -- -- - - -- -- -- -- -- -- -- 31.55 6.72 -13.2 0.03 73.2
5/1/2014 JMO04-551W02-050114 86.5 24.8 1.8 953 844 |[JB| 0.22 |U| 0.29 |U| 0.62 0.51 0.14 0.11 3,260 05 |U| 05 |U| 375 |JB| 001 |U 31.09 6.51 172 NM 48.9 [JB

8/27/2014 | JMO04-55IW02-082714 17 3.93 11.5 -- -- -- -- - - -- -- -- -- -- -- -- 33.28 6.6 81.9 0.29 29.4

11/14/2014 | IM04-551W02-111414 14.6 2.73 6.51 848 578 0.220 |U| 0.290 |U - 0.15 |J 0.24 0.12 680 05 |U| 05 |U| 176 0.028 |JB 31.78 6.66 26.6 0.24 32.5

55W03 | Shallow 11/29/2012 | IM04-55IW03-112912 1,070 2 U 2 U -- -- -- -- - - -- -- -- -- -- -- -- 29.48 6.92 284.4 0.89 --

2/17/2014 JM04-IW03-021714 78 7.71 2.86 - - - - - -- - -- -- -- - - - 30.03 7.33 | -287.6 0.02 34.4

11/30/2012 | JIM04-55IW04-113012 42.5 0.2 U 0.2 U -- -- -- -- - - - - - - - - - 30.18 6.77 418.6 0.48 --

10/24/2013 | IM04-55IW04-102413 37.1 4.91 0.2 U[ 493 [JB[ 1,020 [JB] 0.152 |J| 0.29 |U| 01 |U|] 01 |U 0.03 0 2,380 05 |U| 05 |U| 834 |JB| 001 |U 30.24 6.99 374.8 0.58 23

551W04 | Deep 2/17/2014 JMO04-IW04-021714 193 6.31 3.23 -- -- -- -- - - - - - - - - - 31.86 6.78 -36.3 0.04 30.6
5/1/2014 JM04-55IW04-050114 100 5.46 0.2 U[ 782 1,210 (B[ 0.22 {uf 0.29 fuf 0.15 [Jf 0.11 |J 0.25 0.04 720 05 |U| 05 |U| 711 |JB| 001 |U 29.21 6.52 83.5 NM 26.1 |JB

8/27/2014 | JMO04-55IW04-082714 22.3 3.05 4.30 -- -- -- - - - - - - - - - - 315 6.58 123.2 0.27 9.8

11/14/2014 | JM04-551W04-111414 46.6 2.50 4.44 715 1,220 0.220 |U| 0.290 |U - 0.085 |J 0 0.01 296 05 |U| 05 |U| 505 0.057 |JB 30.62 6.6 97.5 0.23 13.3
11/29/2012 | IM04-55MW01-112912 948 2 U 2 U] 439 |U| 1,080 |U[ 0.22 (U] 0.29 |U - - 0.5 0.5 1.09 U 25 |U| 05 |U| 89.2 |U| 0.02 |UJ 29.72 6.95 | -174.1 0.35 128 |U
55MW01 | Deep 10/23/2013 | IM04-55MW01-102313 492 1 U 1 U[ 518 [JB[ 884 [JB] 0.22 |U| 029 |U] 01 |U|] 01 |U - -- 1.09 U 1 Ul 05 |U| 484 |JB| 0.01 |U 30.06 7.63 164.7 0.73 5.3 |[JB
4/30/2014 | IM04-55MW01-043014 1,220 2 U 2 U[ 526 [JB[ 373 [JB| 0.22 |U| 029 |U|] 01 |uU| 01 |U 0 0 1.09 U 1 Ul 05 |U| 532 |JB| 001 |U 31.41 7.13 304 NM 6.4 |JB

11/20/2014 | IM04-55MW01-112014 349 1 U 1 U[ 452 [JB[ 388 [JB| 38.9 37.7 - 0.1 (U -- -- 196 04 |U| 04 |U| 352 |JB| 0.01 |UJ 29.83 7.15 | -115.6 2.84 1.8
11/29/2012 | IM04-55MW02-112912 0.2 U 0.2 U 0.2 U] 323 |U| 179 |U[ 022 (U] 0.29 |U - - 0 0 1.09 U 05 |U|l 01 |U| 84 |U| 001 |U 29.75 6.96 119.1 0.3 61 |U
55MW02 | Shallow 10/23/2013 | IM04-55MW02-102313 0.2 U 0.2 U 0.2 U| 341 |JB| 225 |JB] 0.22 |U| 029 |U|] 01 |JU| 01 |U - - 1.09 U 01 |U| 01 |U| 116 |JB| 001 |U 29.52 7.17 191.3 0.38 1 U
4/29/2014 | IM04-55MW02-042914 0.831 J 0.2 U 0.2 U| 325 |JB| 19.5 |JB| 0.22 |U| 0.29 |U 0.1 U 0.1 U 0 0 1.09 U 0.2 U 0.2 U| 8.32 [JB]| 0.01 U 26.87 6.86 255 NM 25 |JB
11/20/2014 | JM04-55MW02-112014 1.21 JB 0.2 U 0.2 Ul 319 [sB[ 27.1 [JB] 0.22 |U| 0.29 |U - 0.05 |uU 0.22 0.21 1.09 U 0.1 |uU| 0.1 |uj 9.77 |JB| 0.01 |U 29.02 7.41 25.2 3.25 1 U

55MW03 | Deep | 11/29/2012 | JM04-55MW03-112912 29.70 0.2 U 0.2 U - -- - - - - -- -- -- -- -- -- -- 30.7 6.77 195.4 0.29 --

55MW04 | Shallow | 11/29/2012 | JM04-55MW04-112912 2.26 0.2 U 0.2 U -- -- -- -- - - -- -- -- -- -- -- -- 31.8 7.82 158.5 5.35 --

11/28/2012 | JM04-55MW05-112812 0.2 U 0.2 U 0.2 U| 523 230 0.22 {uf 0.29 [u - - 0 0 3,330 02 |U| 02 |U| 6.44 0.01 |U 29.77 6.76 -28.1 0.35 16.9
55MW05 | Deep 10/23/2013 | JM04-55MW05-102313 0.2 U 0.2 U 0.2 Ul 470 (B[ 2,330 [JB] 0.22 |u| 0.29 |U| 0.19 |J 0.1 U 0.24 0.22 9.97 05 |uUu|l 05 |uU| 129 |JB| 0.01 |U 30.2 6.65 94.1 0.59 6.6 |JB
4/30/2014 | IJM04-55MW05-042914 0.2 U 0.2 U 0.2 U[ 507 [JB[ 895 [JB] 0.22 |U| 0.29 |U| 0.28 0.23 - -- 1,230 05 |U| 05 |U| 611 |JB| 0.01 |U 30.73 6.76 -97.6 2.1 10.5 |JB
11/12/2014 | JM04-55MW05-111214 0.2 U 0.2 U 0.2 U 507 2,010 0.220 |U| 0.290 (U -- 0.25 U 0.29 0.02 173 2 U 2 Ul 124 0.01 U 30.77 6.62 87.1 0.21 1.3 J

11/28/2012 | IM04-55MW06-112812 0.87 J 0.2 U 0.2 U| 486 362 0.22 {uf 0.29 [uU - - 0.5 0.5 186 02 |U| 02 |U| 271 0.01 |U 29.1 6.84 72.2 0.36 5.4
55MW06 | Shallow 10/23/2013 | JM04-55MW06-102313 0.2 U 0.2 U 0.2 Ul 460 [JB| 473 [JB| 0.22 |U| 0.29 |U]| 0.079 |J 0.1 U 0.09 0.09 14.1 0.5 U 0.5 Ul 52.1 |JB| 0.01 U 30.67 7.01 66.1 2.41 2 U
4/30/2014 | IJM04-55MW06-043014 0.2 U 0.2 U 0.2 U[ 432 [iB[ 740 [JB] 0.22 |U| 0.22 |U| 01 |J 0.1 J - - 35.6 05 |U| 05 |U| 449 |JB| 0.01 |U 30.54 6.86 -5.7 2.09 7.2 |JB
11/12/2014 | JM04-55MW06-111214 0.2 U 0.2 U 0.2 Ul 492 1,100 0.220 |U| 0.290 (U -- 0.25 9} 0.11 0.08 39.5 1 U 1 Ul 62.6 0.02 30.81 6.73 69.8 0.23 5 U

55MWO07 | Deep | 11/28/2012 | JM04-55MW07-112812 2.75 0.2 U 0.2 U 512 1,140 0.22 |U| 029 |U - - 0 0 1.09 U 0.5 U 0.5 U| 246 0.01 U 30.2 6.8 337.4 0.35 8.6
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TABLE 3-1

Summary of Analytical Data
SWMU 55, Naval Activity Puerto Rico

) cis-1,2- - ! ! Dissolved Ferrous Fgrrousqun lferrouslrpn . . ) Dissolved
Trichloroethylene | . ! Vinyl Chloride | Alkalinity" Chloride Ethane’ Ethene’ Iron (lab (unfiltered - field | (filtered - field Methane Nitrate Nitrite Sulfate Sulfide Temperature [ pH ORP TOC
Screen Dichloroethylene Iron Oxygen
Well ID Interval Sample Date Sample ID analyzed) analyzed) analyzed)
ugiL ug/L nglL mg/L mg/L ug/L ug/L mg/L mg/L mg/L mg/L ug/L mg/C mg/C mg/L mg/C °C) mv mg/C mgiL
55MW08 | Shallow | 11/28/2012 | JM04-55MW08-112812 2.34 0.2 U 0.2 U -- -- -- - - - -- -- -- -- -- -- -- 30.87 6.87 286.8 0.39 --
11/28/2012 | JM04-55MW09-112812 1,020 2 U 2 Ul 364 7,480 0.22 [uUf 0.286 {J - - 0 0 1.03 J 2 U 2 U| 1,260 001 |U 29.94 6.86 122.2 0.35 10.3
55MW09 | Deep 10/28/2013 | JM04-55MW09-102813 1,010 2 U 2 Ul 447 5,340 0.22 [uf 0.153 [Jf 0.1 fuf o021 U 0.01 0 1.06 J 2 U 2 U| 853 0.01 |U 30.59 6.93 42.9 0.18 4
5/1/2014 | JM04-55MW09-050114 1,010 2 U 2 U 373 (B[ 6,590 [JB] 0.22 |U| 0.29 |U|] 01 |U| 0.1 U -- -- 1.43 J 2 U 2 uU| 1,110 |JB| 0.01 | U 28.06 6.8 141.6 0.31 5 U
11/17/2014 | JM04-55MW09-111714 865 2.97 J 1 Ul 417 5,300 0.22 [ufl 029 [u - 1 U 0.17 0.07 2.02 5 U 5 U| 840 0.01 |U 30.07 6.83 315.2 0.26 2 U
11/28/2012 | JM04-55MW10-112812 496 34.0 18.2 892 4,850 0.22 {uf 0.29 [uU - - 0 0 1,110 2 U 2 U| 759 0.01 |U 29.69 7.3 -304.2 0.08 22.1
55MW10 | Shallow 10/28/2013 | JM04-55MW10-102813 344 33.7 86.2 719 3,020 0.22 |U| 0.366 [J| 0.24 0.1 9} 0.33 0.31 835 1 U 1 Ul 444 0.024 29.34 7.33 -185.3 0.26 5 U
5/2/2014 | JM04-55MW10-050214 314 19.5 0.4 U[ 835 3,330 |JB] 0.22 |U| 0.29 |U]| 0.086 |J 0.1 U -- -- 492 2 U 2 U| 581 |JB| 0.053 27.18 7.4 -299 0.69 8.2 |JB
11/17/2014 | JM04-55MW10-111714 2.30 3.19 107 654 2,000 0.134 | J| 0.409 |J -- 0.5 U 0 0.17 844 2 U 2 Ul 256 0.02 U 29.44 7.22 -157.6 0.12 1 U
11/28/2012 | JM04-55MW11-112812 456 10.6 1 U[ 459 4,200 0.22 {uf 0.29 [uU - - - -- 2.84 J 2 U 2 U| 655 0.01 |U 30.39 7.65 -55.9 1.12 10.1
55MW11| Deep 10/22/2013 | JM04-55MW11-102213 476 5.66 1 U| 436 4,020 0.22 |U| 0.29 [U 0.1 0.1 9} 0.1 0.05 1.5 J 2 U 2 Ul 410 0.01 U 28.14 7.29 39.4 0.29 1 U
5/1/2014 | IJM04-55MW11-050114 359 8.02 0.4 U[ 620 [JB| 4,400 [JB] 0.127 |J| 0.29 |U| 0.069 |J 0.1 U -- -- 1.77 J 2 U 2 U| 846 |JB| 0.01 |U 27.25 7.2 132.3 0.47 5 U
11/14/2014 | IM04-55MW11-111414 113 5.7 0.2 Ul 497 6,910 0.150 | J| 0.290 |U - 0.50 |U 0.06 0.03 436 2 U 2 U| 726 0.042 |JB 28.79 7.2 30.3 6 14 |J
11/29/2012 | IM04-55MW12-112912 3.5 0.2 U 0.2 U[f 250 [uf| 12.7 U] 0.22 |U| 0.29 |U - - -- -- 1.09 U 05 |U| 01 |JU| 621 |U| 001 |U 29.39 7.36 103.7 4 49 |U
ssmMwi2 | shatiow 10/23/2013 | IM04-55MW12-102313 3.15 0.2 U 0.2 Ul 258 49.1 022 (Ul 029 [uf 0.1 0.1 U 0.03 0.03 262 01 |U| 01 |U| 513 001 |U 29.7 7.08 20.8 0.68 9.5
5/1/2014 | JM04-55MW12-050114 2.64 0.905 J 0.2 U[ 657 [JB[ 270 [JB] 0.22 |U| 0.29 |U| 0.18 |J| 0.18 [J - - 4,670 05 |U| 05 |U| 356 |JB| 0.01 |U 30.72 6.78 -18.1 2.15 30.8 [JB
11/20/2014 | IM04-55MW12-112014 1.360 0.74 J 0.2 Ul 697 237 [JB| 0.22 |U| 0.29 |U - 0.071 |J 0.12 0.13 206 02 |U| 02 |U| 265 001 |U 31.25 6.73 49 0.31 57 |J
55MW13 | Shallow | 11/29/2012 | JM04-55MW13-112912 0.20 U 0.20 U 0.20 U -- -- -- -- -- -- -- -- -- -- -- -- -- 27.11 6.85 -295.1 0.26 --
11/28/2012 | IM04-55MW14-112812 641 4.56 J 1 Ul 345 1,720 0.22 (U 029 (U - - 0 0 3.33 J| 0803 [J] 05 [U[ 180 0.01 |U 29.36 7.11 101.7 0.23 34 |J
55MW14 | Deep 10/28/2013 [ IM04-55MW 14-102813 626 9.36 1 U[ 337 (B[ 1,210 [JB] 0.22 |U| 0.29 |U|] 01 |U| 0.1 U 0.01 0.01 0.47 J 1 U 1 U| 113 |JB| 0.01 | U 29.33 6.78 300.1 0.37 42 |3
4/30/2014 | IM04-55MW 14-043014 608 3.84 J 1 U[ 402 [JB[ 1,380 [JB] 0.22 |U| 0.29 |U| 01 |U| 0.1 U - - 4.71 2 U 1 U| 153 |JB| 0.01 |U 26.99 6.84 179.6 0.5 6.1 |JB
11/20/2014 | JM04-55MW14-112014 522 1 U 1 U 346 |JB| 1,570 [JB| 0.22 |U| 0.29 (U -- 0.25 U 0.25 0.22 1.09 U 1 U 1 U| 123 [JB| 0.02 U 28.92 6.98 35 3.05 1.4
11/27/2012 | IM04-55MW15-0112712 18.5 0.2 U 0.2 Ul 501 3,680 0.22 (Ul 029 (U - - 0 0 1.13 J 1 U 2 U| 273 0.01 |U 30.83 6.57 285.2 0.23 13.1
55MW15 | Deep 10/22/2013 | JM04-55MW15-102213 13.5 0.2 U 0.2 Ul 468 [JB| 2,800 [JB] 0.22 |U| 0.29 |U 0.1 U 0.1 U - -- 5 U 1 U 1 U| 194 [JB| 0.01 U 31.04 6.64 208.7 0.34 7 JB
4/28/2014 | IM04-55MW 15-042814 10.8 0.2 U 0.2 U[ 458 [JB[ 3,680 [JB] 0.22 |U| 0.29 |U| 01 |U| 0.1 U - - 271 |JB 2 U 2 U| 400 | U] 0.007 | J 30.95 6.41 60 2 7.7 |JB
11/12/2014 | JM04-55MW15-111214 14.7 0.38 J 0.2 Ul 440 3,600 0.220 |U| 0.290 (U -- 0.5 U 0.37 0.22 1.09 U 3 U 3 U| 211 0.01 U 30.85 6.45 115.1 3.02 2 U
11/27/2012 | JM04-55MW16-112712 4.46 0.2 U 0.2 U 585 1,170 0.22 |U| 0.29 |U - - 0 0 1.07 J 0.5 U 0.5 U] 112 0.01 U 31.19 7.03 228.2 0.65 12.2
55MW16 | Shallow 10/23/2013 | JM04-55MW16-102313 1.11 0.2 U 0.2 U 500 |JB| 536 [JB| 0.22 |U| 0.29 (U 0.1 U 0.1 9} 0.04 0 1.09 U 0.5 U 0.5 U| 67.7 [JB| 0.01 U 31.32 7.02 165.3 0.5 9.4
4/28/2014 | IM04-55MW 16-042814 2.72 0.2 U 0.2 U[ 541 [JB[ 722 [JB| 0.22 |U| 029 |U| 01 |U| 0.1 U - - 1.09 U 05 |U| 05 |U| 100 |U| 0.01 |U 31.6 7.08 138.7 2 8.3 |[JB
11/12/2014 | JM04-55MW16-111214 1.40 0.2 U 0.2 Ul 317 326 0.220 |U| 0.290 |U - 0.1 U 0.29 0.18 1.09 U| 0387 |J] 05 |U| 35 0.01 |U 30.8 7.25 81 0.19 1 U
11/28/2012 [ IM04-55MW17-112812 59.1 0.2 U 0.2 U - -- - - - - -- -- -- -- - - - 31.16 6.86 87.4 0.26 -
55MwW17 | Shallow 10/28/2013 | JM04-55MW17-102813 32.5 0.61 J 0.2 U[ 401 1,560 [JBf 0.22 {uf 0.29 [uf 0.1 [uf 01 U 0.3 0.3 2.99 J 05 |U| 05 |uU| 143 |JB| 0.01 |U 30.44 6.76 308.1 0.5 7.1 |JB
4/29/2014 | IM04-55MW17-042914 63 0.37 J 0.2 U[ 416 ([JB[ 2,810 [JB] 0.22 |U| 0.29 |U| 01 |U| 0.1 U - - 1.09 U 1 U 1 U| 294 |JB| 0.01 |U 29.62 6.8 74.3 2 51 |[JB
11/12/2014 | JM04-55MW17-111214 54.8 0.51 J 0.2 Ul 411 4,740 [J| 3.30 3.14 - 05 (U 0.07 0 16.4 3 U 3 U| 332 0.01 |U 30.12 268.1| 268.1 0.19 1 U
11/28/2012 [ IM04-55MW18-112812 0.934 J 0.2 U 0.2 Ul 219 20,100 0.329 |J| 0.657 |J - - 1 1 3.82 J 5 U 5 U| 2,460 0.01 |U 30.16 6.66 32.5 0.22 8
55MW18 | Deep 10/22/2013 | JM04-55MW18-102213 0.2 0.2 U 0.2 U[ 231 ([JB| 18,400 (JB| 0.22 |U| 0.29 |U| 0.49 0.2 U 1.48 0.64 1.52 J 5 U 5 U| 2,100 |JB| 0.01 | U 30.68 6.61 7.1 0.19 3.9
4/29/2014 | IM04-55MW 18-042914 2.78 0.2 U 0.2 U[ 230 [JB| 16,600 (JB] 0.22 |U| 0.29 |U| 03 |J 05 |U - - 2 U 5 U 5 U| 1,280 |JB| 0.01 | U 29.09 6.61 -75.3 1.77 2 JB
11/12/2014 | JM04-55MW18-111214 0.2 U 0.2 U 0.2 U 238 20,200 0.220 |U| 0.290 (U -- 0.25 U 0.79 0.65 1.09 U 10 U 10 Ul 2,210 0.01 U 29.41 6.56 -30.1 2.8 0.37 J
55MW19 | Deep | 11/28/2012 | JM04-55MW19-112812 2 U 0.2 U 0.2 U - - - - -- -- -- -- - - - - - 29.58 6.58 22.1 0.21 -
55MW?20 | Shallow | 11/27/2012 | JM04-55MW?20-112712 3.37 28.4 0.2 U -- -- -- - - - -- -- -- -- -- -- -- 30.85 6.91 [ -292.1 0.11 --
55MW21 | Deep | 11/27/2012 | JM04-55MW21-112712 0.2 0.2 U 0.2 U - - - - - - -- -- - - - - - 31.32 6.84 49.1 1.84 -
55MW22 | Deep | 11/27/2012 | JM04-55MW22-112712 0.413 J 0.2 U 0.2 U -- -- -- -- - - -- -- -- -- -- -- -- 31.52 6.42 30.2 0.5 --
55MW23 | Deep | 11/29/2012 | JM04-55MW23-112912 48.9 1.36 0.2 U - - - - - - -- -- - - - - - 29.1 6.8 -10.9 1.6 -
55MW24 | Shallow | 11/29/2012 | JM04-55IMW24-112912 4,380 10 U 10 U -- -- -- - - - -- -- - - - - - 31.54 7.9 99.8 7.53 --
11/29/2012 | JM04-55MW25-112912 26.9 0.2 U 0.2 U[ 306 (Ul 526 [U| 022 |U| 029 |U - - 0 0 1.09 U 1 Ul 02 |U| 489 |U| 001 |U 31.86 7.26 177.9 2.44 113 | U
55MW25 | Shallow 10/24/2013 | IM04-55MW25-102413 0.664 J 5.85 0.2 Uf 1,200 290 |JB| 0.314 |J| 0.29 |U| 3.12 0.53 1.3 2.55 8,090 05 |U| 05 |U 1 U| 001 |U 32.14 6.75 | -106.1 0.22 220
4/30/2014 | JM04-55MW25-043014 0.2 U 0.757 J 0.2 U[ 991 536 |JB| 0.22 |U| 0.29 |U| 7.07 6.1 1.81 0.97 4,470 05 |U| 05 |U| 05 U| 001 |U 32.94 6.05 -60.2 0.69 91.3
11/20/2014 | IM04-55MW25-112014 0.2 U 0.2 U 0.2 Uf 733 215 022 (Ul 0.29 (U - 0.75 1.57 0.74 3,640 02 |U| 02 |U| 02 U| 001 |U 33.14 6.62 -50.1 0.22 58.3
4/12/2013| JM04-55MW26-041212 16.4 0.2 U 0.2 U - -- -- - -- -- -- -- -- -- -- -- -- 31.36 6.67 -85.2 0.8 --
55MwW26 | Shallow 10/24/2013 | JM04-55MW26-102413 24.8 0.2 U 0.2 U[ 438 [JB[ 755 [JB] 0.22 |U| 029 |U|] 01 |U| o0.1 U 0.02 0 0.767 J 05 |U| 05 |U| 769 |JB| 0.01 |U 31.6 6.87 215.6 0.83 4.7 |JB
4/30/2014 | JM04-55MW26-043014 33.2 2.3 0.2 U| 147 (o8l 233 [JB] 0.22 Ju| 029 |u|] 01 Ju|] 0.1 |uU 0.35 0.7 211 2 U 2 U| 47,5 |JB| 0.009 | J 31.22 6.86 309.2 NM 6 JB
11/20/2014| JM04-55MW26-112014 16 3.45 0.83 J| 607 343 0.22 (U] 029 |U - 01 |U 0.1 0 250 04 |U| 04 |U| 154 001 |U 31.99 7.04 329.8 0.24 7.4
Notes:
* Dissolved IW = Injection Well

ug/L = micrograms per liter
mg/L - milligrams per liter
B = The analyte was detected in the associated method blank.

J = Estimated. The analyte was present but the reported value may not be accurate or precise.

U = Undetected. The analyte was analyzed for but not detected above the method detection limit.
TOC = Total Organic Carbon
MW = Monitoring Well

-- = Not analyzed

NM = not measured
ORP = oxidation reduction potential
°C = degrees Celsius
Shaded cells indicate corrective action objective exceedence.
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TABLE 3-2
Total Molar Concentrations
SWMU 55, Naval Activity Puerto Rico

November 2012 (Pre-Corrective Action Sampling) October 2013(Pre-ISB Sampling) April/May 2014 ISB Performance and TCE Plume Stability Monitoring November 2014 ISB Performance and TCE Plume Stability Monitoring Change in Total
Total Molar Total Molar Total Molar Total Molar Molar )
Well ID Screen TCE cis+1,2-DCE ve Total CVOC | (1 centration TCE cis+1,2-DCE ve Total CVOC | ¢ ntration TCE cis-1,2-DCE ve Total CVOC | ¢ entration TCE cis+1,2-DCE ve Total CVOC| ¢ entration | SOnCentration
Interval (nglL) (nglL) (na/L) (molL) Compared to
(UML) (kML) (uMIL) (uMIL) Baseline®
7MWO7 Shallow | NI0/30000 217 20 [u| 10517 80.63 0.509 79.50 1.64 81.649 0.85 7.94 3.42 18.4 29.76 0.39 3.09 11 020 Ju| 419 0.03 100%
7MW10 Shallow 02 [u[ 177 02 |[ul[ 177 0.18 0.2 9.85 02 [ul 985 0.10 0.2 10.9 02  [ul 109 0.11 02 [u[ 105 2.59 13.09 0.15 18%
7MW21 Shallow 02 [uU[ 125 02  [u[ 125 0.01 - - - - - - - - - - - - - - - -
7TMW22 Shallow 4.29 02 [ul o2 [ul[ 429 0.03 4.21 02 [u[ o2 Jul 421 0.03 1.87 0732 |3 02 [U[ 2.602 0.02 2.52 02 [u[ o2 Jul| 252 0.02 41%
7MW23 Shallow 106 1 ul 503 411 3.97 135 02  [ul 17.47 0.17 76 12.1 117 205.1 2.57 109 14.2 70.9 194.1 2.11 49%
7MW24 Shallow 1 U 1 Ul 969 7.37 773 0973 [J[ o2 [ul 78273 0.60 0.20 0463 |3 02 [U[ 0463 0.00 134 5.88 22.4 41.68 0.52 93%
55BRWO01 N NI NI -- -- 0.744 1.56 0.2 u[ 2.304 0.02 4.2 0.2 U 0.2 u 4.2 0.03 0.2 u 0.2 U 0.2 U 0 0.00 100%
55IW01 Shallow 10 U 10 ul[ 5320 40.49 - - - - - - - - - - - - - - - -
55IW02 Deep 2 u 2 ul 777 5.91 5.72 20.7 02  [u[ 26.42 0.20 86.5 24.8 18 113.1 0.94 14.6 2.73 6.51 23.84 0.24 96%
55IW03 Shallow 2 U 2 u[ 1,070 8.14 - - - - - - - - - - - - - - - -
55/W04 Deep 425 02 [u] o2 [ul[ 425 0.32 37.1 4.91 02  [u[ 4201 0.33 100 5.46 02 |[U[ 105.46 0.82 46.6 2.50 4.44 53.54 0.45 -40%
55MWO1 Deep 2 u 2 U[ o948 7.22 1 u 1 ul 492 3.74 2 u 2 ul 1,220 9.29 1 U 1 u[ 349 2.66 63%
55MW02 Shallow 02 [u[ o2 Jul o2 Ju 0 0.00 0.2 02 [u[ o2 Ju 0 0.00 0.831 02  [u| o2 [u| o831 0.01 121 [B] 02 [ul[ o2 Jul 121 0.01 -
55MW03 Deep 29.7 02 [ul o2 [ul[ 297 0.23 - - - - - - - - - - - - - - - -
55MW04 Shallow 2.26 02 [u[ o2 [ul[ 226 0.02 - - - - - - - - - - - - - - - -
55MW05 Deep 02 [u[ o2 Jul o2 Ju 0 0.00 0.2 02 [u[ 02 Ju 0 0.00 0.2 02 [u| o2 Ju 0 0.00 02 [u[ o2 Jul o2 Ju 0 0.00 -
55MW06 Shallow 087 [J] o2 Ju| o2 [|u| o087 0.01 0.2 02 [u[ o2 Ju 0 0.00 0.2 02 [u| o2 Ju 0 0.00 02 [u[ o2 Jul o2 Ju 0 0.00 100%
55MW07 Deep 2.75 02 [u] o2 Ju[ 275 0.02 - - - - - - - - - - - - - - - -
55MW08 Shallow 2.34 02 [ul o2 [u[ 234 0.02 - - - - - - - - - - - - - - - -
55MW09 Deep 2 u 2 ul 1,020 7.76 2 u 2 ul 1,010 7.69 2 u 2 ul 1,010 7.69 297 |3 1 u| 867.97 6.61 15%
55MW10 Shallow 34 18.2 548.2 4.42 337 [ 862 | 463.9 4.34 19.5 04 |u| 3335 2.59 2.30 3.19 107 112.49 1.76 60%
55MW11 Deep 10.6 1 Ul 466.6 3.58 5.66 1 U| 481.66 3.68 8.02 04 |u| 367.02 2.82 113 5.7 02 [ul 1187 0.92 74%
55MW12 Shallow 3.5 02 [u[ o2 Ju 35 0.03 3.15 02 [u[ o2 Jul 315 0.02 2.64 0905 [J 02 [ul 3545 0.03 1.360 074 3] 02 |ul| 2.096 0.02 33%
55MW13 Shallow 02 Ul o2 Jul o2 Ju 0 0.00 - - - - - - - - - - - - - - - -
55MW14 Deep | INGATIN 456 |3 1 U| 645.56 4.93 9.36 1 U| 635.36 4.86 384 |3 1 U| 611.84 4.67 1 U 1 u| 522 3.97 19%
55MW15 Deep 185 02 |u] o2 [ul 185 0.14 135 02 [u[ 02 Jul| 135 0.10 108 02 [u| o2 [ul 108 0.08 14.7 038 [J] o2 [ul 1508 0.12 18%
55MW16 Shallow 4.46 02 [u[ o2 [ul[ 446 0.03 111 02 [u[ o2 Jul 111 0.01 2.72 02 [u| o2 [u[ 272 0.02 1.40 02 [u[ o2 [ul 140 0.01 69%
55MW17 Shallow 59.1 02  [u] o2 [ul 591 0.45 325 061 [J] o2 [ul 3311 0.25 63 037 |3 02 [uUl 6337 0.48 54.8 051 [J] o2 [ul 5531 0.42 6%
55MW18 Deep 093¢ [J] 02 [u[ o2 [u| 0934 0.01 0.2 02 [u[ o2 Ju 0 0.00 2.78 02 [u| o2 [u[ 278 0.02 02 [u[ o2 Jul o2 Ju 0 0.00 100%
55MW19 Deep 2 02 [u[ 02 Ju 2 0.02 - - - - - - - - - - - - - - - -
55MW20 Shallow 3.37 284 02 [ul 3177 0.32 - - - - - - - - - - - - - - - -
55MW21 Deep 02 [u[ o2 Jul 02 Ju 0 0.00 - - - - - - - - - - - - - - - -
55MW22 Deep 0413 [J[ 02 02 [u[ 0413 0.00 - - - - - - - - - - - - - - - -
55MW23 Deep 48.9 1.36 02 [U| 5026 0.39 - - - - - - - - - - - - - - - -
55MW24 Shallow | INASB0NN 10 |u[ 10 [u[ 4380 33.34 - - - - - - - - - - |- - - - - -
55MW25 Shallow 26.9 02 [ul o2 [ul 269 0.20 0.664 5.85 02 [U 6.514] 0.07 0.2 0757 |3 02 [ul 0757 0.01 02 [u[ o2 Jul o2 Ju 0 0.00 100%
55MW26 Shallow NI NI NI NI NI 24.8 02 [u[ o2 Ju 248 019 332 2.3 02 [u[ 355 0.28 16 3.45 083 | J] 20.278 0.17 10%

Notes:

Shading indicates analyte exceeded the corrective action objective concentration.
Cis-1,2-Dichloroethylene project action limit/screening criteria is 20,901 pg/L.

Ug/L = micrograms per liter

-- = not sampled

NI = not yet installed

J = Estimated. The analyte was present but the reported value may not be accurate or precise.
U = Undetected. The analyte was analyzed for but not detected above the method detection limit.
ISB = in situ bioremediation

AB = Well was abandoned

MW = Monitoring Well

IW = Injection Well

* Baseline is defined as the November/December 2012 sampling event.

TCE molecular weight 131.39
Cis molecular weight 96.95
VC molecular weight 62.51




TABLE 3-3

Guidelines for Interpreting Geochemical Indicators
SWMU 55, Naval Activity Puerto Rico

Purpose for

Concentration in Most
Contaminated Zone

Parameter Sample Collection Conducive to ERD Interpretation
Indicator of Depressed nitrate indicates onset of reducing
Nitrate successful ERD <1 mg/L%? conditions. At higher concentrations may compete
) with reductive pathway.
Indicator of The presence of reduced iron indicates moderately
successful ERD reducing conditions. Reductive pathway possible;
; 3 : 1 vinyl chloride may be oxidized under reducing
Dissolved Iron(lf) gbeicc:)ftsiisary for >1 mg/L conditions that generate iron (Il). Creates iron sulfide
transformations minerals under sulfate reducing conditions that
: support abiotic reduction.
Indicator of <20 mg/L%? Reduction in sulfate concentration indicates
successful ERD moderate to strong reducing conditions. At higher
Sulfate Necessary for concentrations may compete with biological
abiotic y >20 mg/L? reduction; however, sulfate is the source of sulfide,
transformations which is required to form iron sulfide minerals, which
) promote abiotic reduction.
The presence of sulfide in groundwater indicated
Indicator of moderate to strongly reducing conditions. Sulfide is
Sulfide sucoessful ERD >1 mg/L! not always detected when present. Sulfide combines
: with iron (1) to form sulfide minerals which promote
abiotic reduction.
<500 Og/Lt Vinyl chloride oxidizes.
M Indicator of Methane and carbon dioxide are the ultimate
ethane successful ERD >500 Og/L*

>1,000 Og/L?

product of anaerobic degradation of organic
material; indicative of highly reducing conditions.

Tetrachloroethene

Monitor decrease in
chlorinated ethene
concentrations.

Not applicable

Parent compound released during solvent spill.

Trichloroethene

Monitor decrease in
chlorinated ethene
concentrations.

Not applicable

Parent compound released during solvent spill
and/or daughter product of tetrachloroethene.

cis- and trans-
1,2-
Dichloroethene

Monitor decrease in
chlorinated ethene
concentrations.

Not applicable

Infrequent parent compounds released during solvent
spill.

Primary biological reduction daughter products of
trichloroethene. May be absent if abiotic degradation
is occurring.

Monitor decrease in

Biological reduction daughter product of
1,2-dichloroethene.

Vinyl chloride gglr?é:annitrggoeggene Not applicable May be absent or at low concentrations if abiotic
) degradation is occurring.
Indicator of 1 Short-lived daughter product of vinyl chloride or
Ethene bioactivity. >10 Dgil acetylene.
Indicator of 1 i
Ethane bioactivity. >100 Og/L Short-lived daughter product of ethene.

Secondary Lines of Evidence

TOC is monitored to
evaluate the
distribution and

Carbon and energy source; drives dechlorination; can

" 1,2

TOC consumption of >10-20 mg/l be natural or anthropogenic.

biologically available

organic carbon.

Indicator of

ﬁui:celsjsf#l ERD and Alkalinity>100 mg/L as Res_LfJIts from in}elraction be(tiwz?l?nl_carbon diloxide and

o elps buffer _ CaCO:s is favorable for aquifer materials; increased alkalinity correlates to

Alkalinity groundwater against buffering? increased carbon dioxide in zones of microbial

byproducts of Alkalinitv>300 ma/L2 activity or abiotic degradation. This may be masked

anaerobic alinity mg by high natural alkalinity.

biodegradation.

1of2




TABLE 3-3

Guidelines for Interpreting Geochemical Indicators
SWMU 55, Naval Activity Puerto Rico

Purpose for

Concentration in Most
Contaminated Zone

Parameter Sample Collection Conducive to ERD Interpretation
Increases when initial Biological and abiotic daughter product of organic

Chloride Indicator of TCE levels are = or > chlorine. At many site, concentrations of chloride
successful ERD. than background higher than COC concentrations limits chloride’s

chloride! usefulness for interpreting ERD.

Reductive pathway possible. Field measurements
<50 mv* 5 are not always reliable and field ORP should be
<0 mVv25 used as a general indicator of relative increase or

In general, low and decrease of reducing conditions.
negative ORP - - -

ORP values are indicative Reductive pathway likely. Field measurements are
of highly reducing not always reliable and corrected to proper
conditions. <-150 mVt5 reference probe and should be confirmed relative to

other lines of evidence. Field ORP should be used

as a general indicator of relative increase or
decrease of reducing conditions.

Tolerated by dehalorespiring bacteria; suppresses
<0.5 mg/L! reductive pathway at higher concentrations. Field

DO concentrations <1.0 mg/L%* measurements are not always reliable and should
Oxvaen will be depressed be confirmed relative to other lines of evidence.
¥ under anaerobic Not tolerated by dehalorespiring bacteria; however,
conditions. >5 ma/LL 4 vinyl chloride may be oxidized aerobically. Field
9 measurements are not always reliable and should
be confirmed relative to other lines of evidence.
During ERD, 5<pH<9% 2 Optimal range for reductive pathway.
groundwater pH will
decrease during

oH biodegradation of TO(
as fatty acids and pH<5 or pH>9?! Outside optimal range for reductive pathway.
carbon dioxide are
produced as
byproducts.

Temperature Isr:ilgg;%?l?leRD. >20 degrees Celsius? Biochemical process is accelerated.

Notes:

1From the Principles and Practices of Enhanced Anaerobic Bioremediation of Chlorinated Solvents (Parsons, 2004) and
Technical Protocol for Evaluating Natural Attenuation of Chlorinated Solvents in Groundwater (EPA, 1998).
2From the Technical Protocol for Enhanced Anaerobic Bioremediation Using Permeable Mulch Biowalls and Bioreactors

(AFCEE, 2008).

3Analyzed as dissolved iron.
4Oxygen is not considered to be available if iron(ll) is >0.5 mg/L or if methane is present at >0.005 mg/L. Therefore, field DO
readings should not be relied on if DO is detected by the field probe under these conditions (personal communication with

Todd Wiedemeier [Wiedemeier et al., 2014]).

Current research has identified low nitrate, high dissolved iron, and high methane as some of the important conditions to
support a multiple lines of evidence approach for justifying biological and abiotic degradation of chlorinated ethenes
(personal communication with Todd Wiedemeier [see Wiedemeier, 2014]).

5 Measured or corrected versus a silver/silver chloride electrode (see EPA 1998)

ERD = enhanced reductive dechlorination
mg/L = milligram(s) per liter

mV = millivolt(s)

ORP = oxidation reduction potential
TOC = total organic carbon

20f2
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In Situ Bioreactor Cross Section Schematic
SWMU 55

Naval Activity, Puerto Rico

ES101310002417KNV



CONEX

Solar Panels On Roof

/Power Conduit

= — — — — — —|\
— —
o —— — e T S \
r— - ® Ground \
3/4” Stub Up
\ (Not Used) \
\ lo— —e— \
\ 3/16" Hole \
| 3/4” Stub \
\ Up (Used)
\
\ ) 1/2" PVC Pipe \
\ \
() 55BW03 &
\‘ SSBWOZ'with Pressure \\ ®551W02
‘ Float Switch ©558W01 Gauge ‘
\ Flow Meter ‘
Val
\ /04 a ve\ \
\ \
| |
\ S \ |
\ %- \
Bioreactor Extent <
| <5, \ Power
\ ot e \ Supply
| N
| " 7MWO07
\ o — -
\ ="
———
L=——""
FIGURE 2-2
A NOTTO SCALE Bioreactor As-Built
ort SWMU 55
ES080912182911KNV NAPR_SWMUS55_BioreactorAsBuilt_r1 7/9/14/ Ik

Naval Activity Puerto Rico




UGW16
2.52 2.8 ft.
2.4 ft. 2.6 ft.
2.2 ft. 3.0 ft.
55MWO07
\6 éSSI\/IWOS
s5MW08 2 55BW03 % 55MWO6
2.29 55M\W24 3.07
55BW02 /
. 55MW25
55MW12 8 N\e
2.25 R
Q N\ 551W02
551W01 ><EL
201t. 2.72 N\ 7MWO7
551W03 BN 551W04
2.55
55MW03
W22 o 55MWO04
1.8 ft. 2,75
; 55MW16
ﬂﬁ 2.05 TMW24 S So7 a0t
2.23
@ 2>2MWo01 @\ 2.8 ft.
2.86
2.6 ft.
2.4 ft.
1.4 ft.
TMW23
1.85 2.2 ft.
1.2 ft.
' 7MW10 201t
- ®\55|\/IW14
55MW11
&< 1.8 1t.
1.6 ft.
121t 5\ 55MW17
1.53
I“gﬁl 55MW10
: 55|\/IWO9\% 1.60
1.4 ft. ¢
gé55MW18
G455|\/IW23
55MW19
55|\/IW20\-é5/
N 20 40
[ —
1 inch = 40 feet
Note:
1. Gray wells not used to create contours.
& Monitoring Well Screened Primarily Less Than 25 feet bgs (®  Bioreactor Monitoring Well FIGURE 3-1
(4]

Injection Well Screened Primarily Less Than 25 feet bgs
@ Bioreactor Injection Well

1‘}/@ Existing monitoring wells not used to develop contours

Fence

Groundwater Contour - November 26, 2012

—> Groundwater Flow Direction
: __ _: Bioreactor

Shallow Aquifer Zone (Wells Screened Less than 25 Feet bgs)
Potentiometric Surface Map - Pre-Corrective Action

November 26, 2012

SWMU 55

Naval Activity Puerto Rico

R:\USNavyPuertoRico20000317\MapFiles\SWMU_55\2015\Fig_3-1_SWMU55_Potentiometric_Shallow_201211.mxd 5/29/2015 JCarr_ch2mhillenvgis




s
2.8 ft.
2.4 ft.
3.0 ft.
55MWO07 55MW05
230 @ qz 3.11
55SMW08 >BWo3 M— 55MW06
55MW24
2.2 ft.
55BW02 55MW25
55MW12 —H 2.43
Cewos 55IW02
7|\/IW\O.7 o
®— 55IW04
2ot 55IW03 ~) 2.62 55MW03
2.63
& 55MW04
7MW24
7TMW22
Lef. Eﬁ E£ 55MWO01
0/ 261 55MW15
2.98
5( 55MW16 » e/
55MW02 3.0ft.
2.8 ft.
{é 7MW23
2.4 ft.
1.6 ft.
55MW11
161 55MW14
7MW10 /ﬂé 1.84 221,
2.0 ft. )}
14t 55MW17
1.8 ft.
55MW09
4 7MW21 L4ft. 1.71 16 ft.
B 55MW10
1.6 ft.
1.4 ft.
55MW18
Lef. 1.29
1.4 ft.
ssMw23 A0
181 1.6 ft.
1.8 ft.
55MW19
55MW20 E&{
N 0 20 40
A e — 2SS
1 inch = 40 feet
Note:
1. Gray wells not used to create contours.

e Monitoring Well Screened Primarily Greater Than 25 feet bgs
@ Injection Well Screened Primarily Greater Than 25 feet bgs
@ Bioreactor Injection Well

1‘}/6 Existing monitoring wells not used to develop contours

®

—>

Bioreactor Monitoring Well

Fence

Groundwater Contour - November 26, 2012
Groundwater Flow Direction

Bioreactor

FIGURE 3-2

Deep Aquifer Zone (Wells Screened Greater than 25 Feet bgs)
Potentiometric Surface Map - Pre-Corrective Action

November 26, 2012

SWMU 55

Naval Activity Puerto Rico

R:\USNavyPuertoRico20000317\MapFiles\SWMU_55\2015\Fig_3-2_SWMU55_Potentiometric_Deep_201211.mxd 5/29/2015 JCarr_ch2mhillenvgis




o,
G\S‘[
Q/O
,/V
UGW16
3.58
35 ft. 4.0 ft.
JFormer Building 2314
3.0 ft. 55MW26
) /
@ 55MW06
55MW08 /E 389
278 55BW02
5EMW12 55BW03
351 55MW25
55BW01 NM
~ NG @
TMWO7
551W03 o 3.94
370, Nl
TMW22 /Z‘
25ft. 268 551W12 [5——55IwW1l &
R 55MW04
55IW05 3.70
TMW24
2.97 & 401t
55MW16 @
A 55MW02 3.96
2.0 ft. 55IW06 3.98 35ft.
55IW07 —+
3.0 ft.
ﬁ\ 7MW23
B\ @ 220
55IW08
2.5 ft.
)
7MW 10
1.63 /Z
55I1W09 =N 55MW17
2.18
X
&
55IW10 — o S
S
N
O‘D’
s 7Mw21 G'ﬁ&\ 55MW10
1.67 2.03
)
)
N 20 40 55MW20 /‘é5
A — et 108
1inch = 40 feet
Notes:
1. * - Monitoring well (55MW26) and injection wells 2.0 ft.
(55IW05 through 55IW12) were installed in April 2013.
2. Monitoring well 55MW24 and injection well 55IW01
were abandoned on April 10, 2013
™ Monitoring Well Screened Primarily Less Than 25 feet bgs /@ Existing monitoring wells not used to develop contours FIGURE 3-3
[4]  Injection Well Screened Primarily Less Than 25 feet bgs Fence Shallow Aquifer Zone (Wells Screened Less than 25 Feet bgs)
(® Bioreactor Injection Well Groundwater Contour - November 19, 2014 Potentiometric Surface Map - November 19, 2014
(®  Bioreactor Monitoring Well —> Groundwater Flow Direction SWMU 55
@ Abandoned Well o -_: Bioreactor Naval Activity Puerto Rico

R:\USNavyPuertoRico20000317\MapFiles\SWMU_55\2015\Fig_3-3_SWMU55_Potentiometric_Shallow_201411.mxd 5/29/2015 JCarr_ch2mhillenvgis




R

Oy,
/;
Q
N\ Q/O
7, /.V
Q

}‘Former Building 2314

3.5 ft.
4.0 ft.
SSM\Q/% 55MWO05
' " 3.96
"
55MW25
55BW02
NM
55IW02
55BW01 382
a) & 551W04 55MW03
5] 3.78
3.0ft. A _
* %
” ="
55MW01 &
B& 357
2.5 ft.
] 40 ft.
55MW15 /B
3.99
3.5 ft.
[+
"
2.0 ft. iy 3.0 ft.
69\ 55MW14
e 2.01
[ 25ft.
55MwW11
1.94 &
X
&
[+ ?
N
O‘Zr
55MW09 o
X 1.74 =
2.0 ft.
s5Mwis _—9
1.75
55MW23
@& NM
1i@/ 55MW19
N 0 20 40 Notes: o
A [ — Y 1. * - Monitoring well (55MW26) an_d injection Well_s
(55IW05 through 55IW12) were installed in April 2013.
1inch = 40 feet 2. Monitoring well 55MW24 and injection well 55IW01
were abandoned on April 10, 2013
Monitoring Well Screened Primarily Greater Than 25 feet bgs /@ Existing monitoring wells not used to develop contours FIGURE3-4

POOOS

Injection Well Screened Primarily Greater Than 25 feet bgs Fence

Groundwater Contour - November 19, 2014
—> Groundwater Flow Direction

-

1 .
| Bioreactor

Bioreactor Injection Well
Bioreactor Monitoring Well

Abandoned Well [

Deep Aquifer Zone (Wells Screened Greater than 25 Feet bgs)
Potentiometric Surface Map - November 19, 2014

SWMU 55

Naval Activity Puerto Rico

R:\USNavyPuertoRico20000317\MapFiles\SWMU_55\2015\Fig_3-4_SWMU55_Potentiometric_Deep_201411.mxd 5/29/2015 JCarr_ch2mhillenvgis




TCE
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Notes:
1. Mining Visualization System (MVS) software was used to
create a 3-D interpretation of groundwater analytical results
using data from the December 2012 Baseline sampling event.
2. This figure is a "slice" of the 3-D image at approximately 14 ft bgs.
3. Corrective Action Objective (CAQ) for Trichloroethene
(TCE) = 193 pg/L.
@ Proposed Bioreactor Monitoring Well FIGURE 3-5 )
B Monitoring Well Screened Primarily Less than 25 ft bgs Shallow Aquifer _(WeIIs Screened Less th_an 25 Feet bgs) Zone
[4] Injection Well Screened Primarily Less than 25 ft bgs TCE Concentrations - Pre-Corrective Action
/ Existing monitoring wells not used to develop 3-D interpretation. December 2012
"7 71 Bioreactor SWMU 55- - ;
'--- Naval Activity Puerto Rico
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(TCE) =193 pg/L.
. - FIGURE 3-6
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Notes:
1. Mining Visualization System (MVS) software was used to TCE
create a 3-D interpretation of groundwater analytical results
using data from the October 2013 sampling event.
2. This figure is a "slice" of the 3-D image at approximately 18 ft bgs. 30,000 IJQ/L
3. Corrective Action Objective (CAQ) for Trichloroethene
(TCE) = 193 pg/L.
4. * - Monitoring well (65MW26) and injections wells
(55IW05 through 55IW12) were installed in April 2013.
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Injection Well Screened Primarily Less than 25 ft bgs
Monitoring Well Screened Primarily Greater than 25 ft bgs
Injection Well Screened Primarily Greater than 25 ft bgs
Bioreactor Monitoring Well

@O&H "

.
1 Bioreactor

S Notes:
o”l”e 1. Mining Visualization System (MVS) software was used to TCE
SIQ/ create a 3-D interpretation of groundwater analytical results
ing data from the October 2013 li t.
0’7'1,@ 2. 'llj'lswlir;%igﬁrz igoaT "sli?:e" (:)fo th?er 3-D ims:grgpe:tngpep\:gzimately 42 ft bgs. 30,000 pg/L
3. Corrective Action Objective (CAQ) for Trichloroethene
(TCE) = 193 pg/L.
4. * - Monitoring well (65MW26) and injections wells
(55IW05 through 55IW12) were installed in April 2013.
5. Monitoring well 55MW24 and injection well 551W01
were abandoned on April 10, 2013
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Monitoring Well Screened Primarily Greater than 25 ft bgs
Injection Well Screened Primarily Greater than 25 ft bgs
Bioreactor Monitoring Well

@O&H "

o”l”e Notes:
'gle 1. Mining Visualization System (MVS) software was used to TCE
/ s create a 3-D interpretation of groundwater analytical results
'lle using data from the November 2013 sampling event.
2. This figure is a "slice" of the 3-D image at approximately 42 ft bgs. 30,000 |.lg/L
3. Corrective Action Objective (CAQ) for Trichloroethene
(TCE) = 193 pg/L.
4. * - Monitoring well (65MW26) and injections wells
(55IW05 through 55IW12) were installed in April 2013.
5. Monitoring well 55MW24 and injection well 551W01
were abandoned on April 10, 2013
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ol
55I1W12* =
55IW11*
™ | [55Wos*
7TMW24
4 Mw22 fﬁ 55MW02
55MWO01 55MW15
55IW06* \E G‘ 55MW16 M Gé
iSSIWO?*
]4 7TMW23
55Iw08*
é Gé 55MW14
7TMW10 \EL
55MW11 ?
55IwW09* »
55MW17
é55lw1 0*
w,
&
bf'.)
>
VAN ©
55MWO09 55MW10
Qé 55MW18
55MW2y 55MW19
N 20 40
A I Feet
1inch = 40 feet
Monitoring Well Screened Primarily Less than 25 ft bgs _ 1 _/ |/ (®Wells not used to develop 3-D interpretation. FIGURE 3-9
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Appendix A
Standard Groundwater Monitoring Procedures

Groundwater Monitoring Procedures

This section describes the field procedures followed during the collection and analysis of
groundwater samples.

Groundwater Sample Collection

Monitoring wells were purged and sampled in accordance with the low-flow/ low-volume
(micro-purge) method described in the standard operating procedures (SOPs) provided in
Appendix B of the SAP (AGVIQ-CH2M HILL, 2012c), and in general accordance with the
requirements described in EPA Region 4 SESD Field Branches Quality System and Technical
Procedures (EPA, 2009).

A minimum of one well volume was purged from each well, and samples were collected
after water quality parameters stabilized over three consecutive readings, or if a maximum
of five well volumes had been purged. Parameters were considered stable when:

e Temperature remained constant

e pH did not fluctuate more than 0.1 standard units

e Conductivity did not vary more than 3 percent

e Oxidation-reduction potential (ORP) did not fluctuate more than 10 millivolts
e Dissolved oxygen did not vary more than 10 percent

e Turbidity did not vary more than 10 percent

If the recharge rate of the well was so low that the well purged dry, the pump was turned
off, and the field team allowed the well to recharge to a sufficient level to obtain the
necessary sample volume. Samples were collected within 24 hours.

Quality Assurance/Quality Control Samples

The following quality assurance (QA)/QC samples were collected to conduct the data
validation required to ensure all data were useable as reported:

One field duplicate sample per every 10 samples

One trip blank per sample cooler containing VOC samples

One equipment blank for each equipment used per day of sampling
One matrix spike/matrix spike duplicate sample per 20 samples

Laboratory data reports submitted for each event were reviewed and quality flags were
applied as described in data validation reports.
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PROJECT NUMBER: BORING NUMBER:
378718 55IW05 SHEET 1 OF 2

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico
ELEVATION : 13.57 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago
COORDINATES : 145468.0 N 782661.0 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers
STATIC WATER LEVEL: ft BTOC () START: 04/25/2013 END: 04/25/2013 LOGGER : James Fank/RAL
ES § (;F!EW) o SOIL DESCRIPTION COMMENTS WELL DIAGRAM
g [ 2 |& o | pSTANDARD | S| SOIL NAME, USCS GROUP SYMBOL, DB O NG z,
22g| 2|38 £o| § |TesTresuLts| T |COLORMOISTURE CONTENT, RELATIVE RATE. DRILLING (Casing Top Elev: 1658 () | &
=) E S £5 2 o DENSITY OR CONSISTENCY, SOIL FLU’lD LOSS Casing Type: Sch 40 PVC < &
g 3 = g | 8N H oo X STRUCTURE, MINERALOGY TESTS. 8 3o siok | 52
g N) INSTRUMENTATION up
1 0.0 FILL ] s » | CEMENT
] ] GROUT T
R 40| NM | NM NM i ]
] i 10 ]
4.0
| % CLAYEY GRAVEL (GC) ] .
5_| 07 NM | 0.0 39-50/4 / tan-light brown-orange, damp, hard, ]
’ (50/4") 1/8-1/2 inch gravel, trace very h
1 s0 fine-fine sand .
i No Recovery i 1
] i 5_
9.0 |
i " | oo % SILTY GRAVEL (GC) ] ]
10_] 13 "~ | 35-37-50/3 tan-light gray, dry, hard, 1/8-1/2inch _| 1
| L am | o (87/9") gravel, trace very fine sand N h
11.0 ) No Recovery :
] ] BENTONITE] T
] i 0_|
14.0 .
| NYER % SILTY GRAVEL (GC) . FILTER T
15_] 03 ' 50/4 tan-light gray, dry, hard, 1/8-1/2 inch PACK i
| ’ (50/4") gravel, trace very fine sand ] h
16.0 No Recovery. Refusal at 15.5 ft bgs. End of T
| _| boring. Offset 5 ft northeast SCREEN T
| _| and start drilling again. T
i i 5
19.0 ]
] ~“®™Z~  SILTY GRAVEL (GC) a ]
20_] 02| nal 0o 50/2 tan-light gray, dry, hard, 1/8-1/2 inch i
i ’ ' (50/2") gravel, trace very fine sand ] 1
21.0 No Recovery :
i i 0]
24.0 |
| Ao s, SILTY GRAVEL (GC) . T
25_ | 50/6 tan-light gray, dry, hard, 1/8-1/2 inch ]
i 03] NM 1001 50/6m) \ gravel, fine sand . .
26.0 No Recovery :
] i -15 |
29.0 ]
i Ao s Soil Description on next page y T
30 MO0 5o | [] 1




PROJECT NUMBER: BORING NUMBER:
378718 55IW05 SHEET 2 OF 2

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico
ELEVATION : 13.57 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago
COORDINATES : 145468.0 N 782661.0 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers
STATIC WATER LEVEL: ft BTOC () START: 04/25/2013 END: 04/25/2013 LOGGER : James Fank/RAL
= ¢ (;F!EW) o® SOIL DESCRIPTION COMMENTS WELL DIAGRAM
X
0F | 2 |& STANDARD | 9 | 5OIL NAME, USCS GROUP SYMBOL, DEPTH OF CASING, z
w2 [ =Y o 9 | PENETRATION | © DRILLING o
22zl E2 (g 2y| & |Testresurs| £ |COLORMOISTURE CONTENT, RELATIVE RATE DRILLING (Casing Top Elev: 1658 (1) | = N
E S E S = £5 @' o DENSITY OR CONSISTENCY, SOIL FLU’lD LOSS Casing Type: Sch 40 PVC < &
- N " " " ’ w
w é 4 g § 6"-6"-6 % STRUCTURE, MINERALOGY TESTS. & g
3 (N) INSTRUMENTATION
] 0.3 (o0 ) SILTY GRAVEL (GC)
31.0 tan-light gray, dry, hard, 1/8-1/2 inch ]
gravel, fine sand T
7] No Recovery(Soil Description ] T
T Repeated) 7] 1
i il -20
34.0 ]
] NV 00 ™2~ SILTY GRAVEL (GC) a ]
35| 0.2 ’ 50/2 tan-light gray, dry, hard, 1/8-1/2 inch 7]
i : (50/2") gravel, fine sand ] E
36.0 No Recovery - T
| | 0.5ft Sump T
] _| Boring terminated at 36.5 ft ]
i _| bgs ]
i i 25
40_] | i
i i -30
45_] | i
i i 35
50 ] _ ]
i i -40
55 ] _ ]
i i 45
60_] ] ]




PROJECT NUMBER: BORING NUMBER:
378718 55IW06 SHEET 1 OF 2

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico
ELEVATION : 10.44 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago
COORDINATES : 145431.2 N 782621.1 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers
STATIC WATER LEVEL: ft BTOC () START: 04/24/2013 END: 04/24/2013 LOGGER : James Fank/RAL
> § (;g'%) o SOIL DESCRIPTION COMMENTS WELL DIAGRAM
JE [ 2 |& o | pSTANDARD | S| SOIL NAME, USCS GROUP SYMBOL, DR S ING. Z.,
22g| 2|38 £o| § |TesTresuLts| T |COLORMOISTURE CONTENT, RELATIVE RATE. DRILLING Casing Top Elev: 1320 (1) | 2 &
=) E S £5 2 o DENSITY OR CONSISTENCY, SOIL FLU’lD LOSS Casing Type: Sch 40 PVC < &
E 8 = 4 g N § 6"-6"-6"-6" % STRUCTURE, MINERALOGY TESTS, & ! 2.77ft Stick EZ
& (N) INSTRUMENTATION up
1 0.0 FILL ] s » | CEMENT [ 10_]
] i [N > ]
| ] GROUT i
B 40| NM | NM NM E 1
1 40 ] i
| "M | 0o W CLAYEY GRAVEL (GC) ] i
5 | 15 ’ 30-26-27-33 tan-light brown-orange, damp, hard, | |
. 53 1/4 inch gravel, trace fine-medium 5
— NM | 0.0 (53) ]
6.0 : sand |
] No Recovery i |
1 90 ] ]
| M | 0.0 RERAE SILTY SAND (SM) ] ]
10_| 18 ’ 18-26-33-40 |11 tan-light brown, damp, hard, trace ] |
. 59 - 1/4 inch gravel, very fine-medium 0
E NM | 0.0 (59) : B —
11.0 : NAA grained sand |
] No Recovery i |
1 140 ] i
] % SILTY GRAVEL (GC) ] ]
15_| 0.7 NM | 0.0 33-50/6 / tan-light brown, hard, 1/4 inch |
: 50/6" \ gravel ]C BENTONITE] -5
1 NM | 0.0 ( ) m )|
16.0 ) No Recovery. ]
] ] FILTER ]
19.0 i PACK ]
| NM | 0.0 % SILTY GRAVEL (GC) ]
20| 0.8 ) 33-50/5 4, tan-light brown, hard, 1/4 inch |
: 50/5" ravel 7C -10
E NM | 0.0 (80/5") J . =
21.0 ) No Recovery ]
i i SCREEN i
1 240 ] i
| " | oo W SILTY GRAVEL (GC) ]
25_ | 18 26-28-50/6 Fan-light brown, wet, hard, 1/4 ] |
1 260 | oo (78/12") 7 inch gravel i -15 |
- No Recovery T
1 200 ] ]
i Ao s Soil Description on next page y |
30 NM | 00 50/4 | i




PROJECT NUMBER: BORING NUMBER:
378718 55IW06 SHEET 2 OF 2

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico
ELEVATION : 10.44 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago
COORDINATES : 145431.2 N 782621.1 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers
STATIC WATER LEVEL: ft BTOC () START: 04/24/2013 END: 04/24/2013 LOGGER : James Fank/RAL
= ¢ (;F!EW) o® SOIL DESCRIPTION COMMENTS WELL DIAGRAM
<
0F | 2 |& STANDARD | 3 | SOIL NAME, USCS GROUP SYMBOL, DEPTH OF CASING, z
42 - 2= |Y o) 8 | PENETRATION | © DRILLING o
gl xe |3 g < ® = |COLOR,MOISTURE CONTENT, RELATIVE Casing Top Elev: 13.20 (ft =
Tof| UE |QE ce| & |TESTRESULTS| T RATE, DRILLING asing Top Elev: 13.20 (ft) ko
te = 3 £5| & o DENSITY OR CONSISTENCY, SOIL FLUID LOSS Casing Type: Sch 40 PVC >3
E 2 £ g |2V § [ e x STRUCTURE, MINERALOGY TESTS. & a2
& (N) INSTRUMENTATION
| 0.5 M | 0.0 (o0/47) SILTY GRAVEL (GC) ] -20
31.0 tan-light brown, wet, hard, 1/4 |
inch gravel i
7] No Recovery(Soil Description ] 1
T Repeated) 7] i
1 340 ] i
| M | 0.0 SILTY GRAVEL (GC) ] ]
35| 11 ) 20-50/4 tan-light brown, wet, hard, 1/4
| : am | o0 (50/4") inch gravel i -25
36.0 ) No Recovery ]
1 390 ] ]
| M | 0.0 SILTY GRAVEL (GC) ] ]
40_ | 0.2 ’ 50/2 tan-light brown, wet, hard, 1/4
| ’ (50/2") inch gravel ] .30
41.0 No Recovery - ]
| *+| 0.5ft Sump |
i _| Boring terminated at 41.5 ft i
i _| bgs ]
45 ] 7 i
-35
50 ] _ i
-40
55 | ] i
-45
60 ] ] i




PROJECT NUMBER:

378718

BORING NUMBER:
55I1W07

SHEET

1 OF 1

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04

LOCATION : Ceiba, Puerto Rico

ELEVATION : 8.70 ft (NGVD 29)

DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago

COORDINATES : 145398.1 N 782586.8 E

DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers

STATIC WATER LEVEL: ft BTOC () START: 04/24/2013 END: 04/24/2013 LOGGER : James Fank/RAL
> § (;g'%) o SOIL DESCRIPTION COMMENTS WELL DIAGRAM
JE [ 2 |& o | pSTANDARD | S| SOIL NAME, USCS GROUP SYMBOL, DR S ING. Z.,
22zl E2 (g 2y| & |Testresurs| £ |COLORMOISTURE CONTENT, RELATIVE RATE. DRILLING Casing Top Elev: 1175 (1) | &
=) E S £5 @' o DENSITY OR CONSISTENCY, SOIL FLU’lD LOSS Casing Type: Sch 40 PVC < &
E 3 z g |8X g [ oeoe x STRUCTURE, MINERALOGY TESTS. & 3.0sft stick | 2
& (N) INSTRUMENTATION up
1 0.0 FILL ] s » | CEMENT E
] i [N > 1
| ] GROUT 1
R 40| NM | NM NM . ]
1 40 ] 3
| M | 0.0 SAND (SP) ] 1
5_ | 0.8 ’ 2-1-2-3 tan-orange-brown, moist, -
. (3) medium-dense, very fine-med grained]C 1
— NM | 0.0 -1
6.0 ) No Recovery 1
] T BENTONITE| ~
1 90 ] o
| " | oo W SILTY GRAVEL (GC) ] g
10_| 17 ) 8-8-10-50 dark gray, wet, loose, 1/4 inch ] B
: 18 gravel ]
— NM | 0.0 (18)
11.0 ) \ SILTY GRAVEL (GC) 1
i tan-orange-brown, wet, loose, 1/4 i 2| FWLTER E
] inch gravel ] | eack |
i No Recovery | h
] T SCREEN -
1 140 i -5 |
| " | 00 %S SILTY GRAVEL (GC) | 1
15_| 04 ) 50/6 tan-orange-brown, wet, loose, 1/4 B
: 50/6" inch gravel ]
i NM | 0.0 ( ) 9 i
16.0 ) No Recovery. 1
i ] 101
19.0 ] 9
| % SILTY GRAVEL (GC) ] 1
20| 0.2 NM | 0.0 50/2 / tan-orange-brown, wet, loose, 1/4 B
| ’ (50/2") \ inch gravel ]C_ i
21.0 No Recovery 1
] | Auger refusal at 23.5 ft bgs E
] ] 0.5t sump | 4 =
| _| Boring terminated at 23.5 ft ]
| | bgs 1
25 | | 1
i . -20
30_] ] =




PROJECT NUMBER: BORING NUMBER:
378718 55IW08 SHEET 1 OF 2

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico
ELEVATION : 7.43 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago
COORDINATES : 145368.2 N 782559.4 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers
STATIC WATER LEVEL: ft BTOC () START: 04/22/2013 END: 04/23/2013 LOGGER : James Fank/RAL
> § (;1'%) o SOIL DESCRIPTION COMMENTS WELL DIAGRAM
g [ 2 |& o | pSTANDARD | S| SOIL NAME, USCS GROUP SYMBOL, DB O NG z,
—_ —_ ~ o O . =
Sogl e |3g fy| § |tesTResuLts| T |COLORMOISTURE CONTENT, RELATIVE RATE. DRILLING Casing Top Elev: 1044 (1) | £
te = o £5| & o DENSITY OR CONSISTENCY, SOIL FLUID LOSS Casing Type: Sch 40 PVC >3
E 3 z g [2%] 3 [ 6660 x STRUCTURE, MINERALOGY TESTS & 3ot stiok | 22
< ’
& (N) INSTRUMENTATION up
1 0.0 FILL ] s » | CEMENT ]
[N > ]
] ] GROUT |
R 40| NM | NM NM B / 5 ]
1 40 ] / / i
| % CLAYEY GRAVEL (GC) ] ]
5 ] 13 3-4-3-2 /4 orange-tan-brown, moist, ] / / |
| : (7) medium-dense | |
6.0 No Recovery / / i
] ] Y 0
1 90 ] / / i
] SILT (ML) ] i
10_| 0.7 NM | 0.0 3-2-2-2 | | | | dark gray, moist, soft, strong odor / / ]
i NM | 0.0 (4) No Recovery i BENTONITE] i
11.0 i
i i 5]
1 ] : ) FILTER ]
1 140 ] : PACK i
| " | oo W SILTY GRAVEL (GC) ] : i
15_| 15 ) 14-21-50/6 dark gray, wet, hard, 1/2 inch gravel ’ ; |
] "IN | 00 (Tnz) —_ g SCREEN |
16.0 i No Recovery. Y i
—
T—: -
. 7 S
I ;.
] ] = -10 |
i ] —:
. _ n
] ] ’: -
19.0 | = i
| A SILTY GRAVEL (GC) | g — ]
20| 15 NM | 0.0 8-12-15-20 % orange-brown, wet, hard, 1/2 in. gravel | e |
’ (27) — i
1 NM | 0.0
21.0 No Recovery = ]
[ 1
- .- T -
i
— ]
7 . = 5]
- ] Y —
7] 1 1
7 1 ) — 1
20 L SAND (SW) i = ]
- NM | 0.0 % . . § — .
25| NM NM white-tan, wet, loose ] ]
] . — .
26.0 NM | 0.0 j : : ]
[ 1
i | i ]
H —1
1°
] T = -20
] - Y —
i | —- ]
| ] o — ]
29.0 ] = -
| % SAND (SW) | y s |
30 2.4-6-5 ,é white-tan, wet, loose
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PROJECT NUMBER: BORING NUMBER:
378718 55IW08 SHEET 2 OF 2

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico
ELEVATION : 7.43 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago
COORDINATES : 145368.2 N 782559.4 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers
STATIC WATER LEVEL: ft BTOC () START: 04/22/2013 END: 04/23/2013 LOGGER : James Fank/RAL
= ¢ (PPF!EW) o® SOIL DESCRIPTION COMMENTS WELL DIAGRAM
X
0F | 2 |& STANDARD | 9 | 5OIL NAME, USCS GROUP SYMBOL, DEPTH OF CASING, z
B3g| e |2g 2. | & |PENETRATION | 9 |GOLOR MOISTURE CONTENT, RELATIVE DRILLING : oR
PEl KE |3 E So| 8 |TESTRESULTS| T , : RATE, DRILLING Casing Top Elev: 10.44 (f) | £
E S E S £5 2 o DENSITY OR CONSISTENCY, SOIL FLU’lD LOSS Casing Type: Sch 40 PVC < &
i é = 4 g N § 6"-6"-6"-6" % STRUCTURE, MINERALOGY TESTS, & ! éz
3 (N) INSTRUMENTATION
NM (10) % i
31.0 7% i
] ] -25
1 340 ] i
i W SAND (SW) | Auger refusal at 35.5 ft bgs |
35| NM 8-1-5-50/3 white-tan, wet, loose ] ]
] (6) -.| 0.5ft Sump i
36.0 j Boring terminated at 35.5 ft ]
| _| bgs i
] ] -30
40_] ] ]
] ] -35
45 ] ] ]
] ] -40
50 | B i
] ] -45
55 | B ]
i i -50]
60_] . i




PROJECT NUMBER: BORING NUMBER:
378718 55IW09 SHEET 1 OF 2

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico
ELEVATION : 6.64 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago
COORDINATES : 145335.2 N 7825184 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers
STATIC WATER LEVEL: ft BTOC () START: 04/18/2013 END: 04/22/2013 LOGGER : James Fank/RAL
ES ¢ (;F!EW) o SOIL DESCRIPTION COMMENTS WELL DIAGRAM
<
Sk | 2 |& STANDARD | S | SOIL NAME, USCS GROUP SYMBOL, DEPTH OF CASING, 2
ua | = (Y o) 8 | PENETRATION | © DRILLING o
22zl E2 (g 2y| & |Testresurs| £ |COLORMOISTURE CONTENT, RELATIVE RATE. DRILLING (Casing Top Elev: 9.77 (ft) 28
E S E S = £5 @' o DENSITY OR CONSISTENCY, SOIL FLU’lD LOSS Casing Type: Sch 40 PVC < &
33 < |8 Y § [ eeoe | E STRUCTURE, MINERALOGY TESTS, & 3.1 Stk ue
& (N) INSTRUMENTATION P
1 0.0 FILL | No PID readings collected. s » | CEMENT ]
i a S > 1
i a GROUT 5_-
— 4.0 NM - / i
1 40 ] / i
i | LIMESTONE i 1
5_| 15 8-2-10-12 I [ white-tan, wet, fine-medium, grained | / 7]
i ’ (12) T sand with shells ]
6.0 No Recovery / / h
] a 0 7
1 90 ] / / R
[ LIMESTONE T 1
10_| 13 1-2-0-5 : white-tan, wet, fine-medium, grained / / 1
| ’ (2) \ sand with shells ]C_ B
11.0 No Recovery / / ]
] a -5 7
1 140 N 0 -
[ LIMESTONE T 1
15_ | 18 0-1-2-4 | white-tan, wet, fine-medium, grained | / / 1
] : 3) L | sand with shells .
16.0 No Recovery. / / ]
e - -10]
i i S ]
19.0 ] BENTONITE] T
i o SAND (SW) | 1
20| 07 12-3-1-2 | white-tan, wet, loose ] E
i ' @ L -
21.0 No Recovery T
FILTER 1
7] ] Pack |12
] 240 ] 4
i SAND (SW) ] SCREEN 1
25_ | 20 1-2-2-5 white-tan, wet, loose ] B
i ' 4) i 7]
26.0 T
h - -20
1 29.0 ] :
| R SAND (SW) ] ]
30 NM-NM-NM- |- white-tan, wet, loose E




PROJECT NUMBER: BORING NUMBER:
378718 55IW09 SHEET 2 OF 2

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico
ELEVATION : 6.64 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago
COORDINATES : 145335.2 N 7825184 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers
STATIC WATER LEVEL: ft BTOC () START: 04/18/2013 END: 04/22/2013 LOGGER : James Fank/RAL
= ¢ (;rilr?ﬂ) o® SOIL DESCRIPTION COMMENTS WELL DIAGRAM
X
0F | 2 |& STANDARD | 9 | 5OIL NAME, USCS GROUP SYMBOL, DEPTH OF CASING, z
B3g| e |2g 2. | & |PENETRATION | 9 |GOLOR MOISTURE CONTENT, RELATIVE DRILLING . oR
CE| BEE|3E £e| & |TESTRESULTS| I y : RATE, DRILLING [Casing Top Elev: 9.77 (ft) Lo
o =18 e 2 a SITY OR CONSISTENCY, SO ' i - <
E2 E 3 Z5| 2 Z DENSITY OR NSISTENCY, IL FLUID LOSS Casing Type: Sch 40 PVC S 5
i § = 4 g N § 6"-6"-6"-6" % STRUCTURE, MINERALOGY TESTS, & ! gz
3 (N) INSTRUMENTATION
NM LY o E
31.0 T
i i 25 ]|
1 340 ] ]
] "]  SAND (SW) ] 1
35 NM-NM-NM- white-tan, wet, loose E
— NM — i
= NM -
36.0 T
i i -30
] 39.0 ] b
] "] SAND (SW) ] 1
40 NM-NM-NM- white-tan, wet, loose E
— NM — i
= NM -
41.0 T
i i -35
: ] b ) 0.5ft Sump T
45 | __| Boring terminated at 44.5 ft T
i _| bgs b
i _| Auger refusal at 44.5 ft bgs 1
i i -40]
50 | ] b
i i -45
55_| ] b
i i -50
60_] ] .




PROJECT NUMBER: BORING NUMBER:
378718 55IW10 SHEET 1 OF 2

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico
ELEVATION : 6.19 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago
COORDINATES : 145304.5 N 7824842 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers
STATIC WATER LEVEL: ft BTOC () START: 04/18/2013 END: 04/18/2013 LOGGER : James Fank/RAL
= ¢ (PPF!EW) o® SOIL DESCRIPTION COMMENTS WELL DIAGRAM
X
ok | 2 |& . | STANDARD | S | SOIL NAME, USCS GROUP SYMBOL, DR S ING. z_
0B3o| 2o |2 2 | § |PENETRATION | O | COLOR,MOISTURE CONTENT, RELATIVE , . o
e = &l £ I g ; Casing Top Elev: 9.60 (ft) E
2 & 38 £o| & |TESTRESULTS| I RATE, DRILLING ing Top Eo
=z = Q 25| 9 2 DENSITY OR CONSISTENCY, SOIL FLUID LOSS Casing Type: Sch 40 PVC ==
o3 £ |z [eV] 3| 6666 | X STRUCTURE, MINERALOGY TESTS & a1tttk | 2
[Shr < s u w
& (N) INSTRUMENTATION P
1 0.0 FILL ] s » | CEMENT B
| i > > 5 1
| | GROUT —
1 4.0| NM | NM NM . > i
1 40 ] / .
| LIMESTONE T
5_| 18 NM | 00 8-6-5-4 I [ white-light tan, wet, loosely ] / E
: (11) I cemented fine-medium grained E
1 60 NM | 0.0 : sand with shells N /Y o
| No Recovery i —
1 90 i / / 4
[ LIMESTONE T
10_| 15 NM | 0.0 4-1-0-0 | white-light tan, wet, loosely ] / / E
: (1) l T cemented fine-medium grained R
1 110 NM | 0.0 sand with shells / / 5
| No Recovery i —
1 140 i / / i
[ LIMESTONE B
15_ | 18 NM | 00 0-1-0-1 I [ white-light tan, wet, loosely ] / / E
: (1) I cemented fine-medium grained
1 16.0 NM | 0.0 I sand with shells 7] / / 107
| No Recovery. i —
1 190 i 0 i
Shell hash > 50 ] BENTONITE|
20_] A S R .
] 1wl 0o 4 [T7] SAND (SW) i
21.0 ) white-tan, wet, loose 1571
] T FILTER E
7] ] PACK i
1 240 ] -
| SAND (SW) | B
25 | 18 NM | 0.0 NA white-tan, wet, loose ] B
: SCREEN B
1 260 NM | 1.0 g
. No Recovery -20
1 290 ] -
| o SAND (SW) _| Very hard augering at 29 ft 1
30 white-tan, wet, loose bgs B




PROJECT NUMBER: BORING NUMBER:
378718 55IW10 SHEET 2 OF 2

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico
ELEVATION : 6.19 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago
COORDINATES : 145304.5 N 7824842 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers
STATIC WATER LEVEL: ft BTOC () START: 04/18/2013 END: 04/18/2013 LOGGER : James Fank/RAL
= ¢ (;;ilr?w) o® SOIL DESCRIPTION COMMENTS WELL DIAGRAM
<
0F | 2 |& STANDARD | 9 | 5OIL NAME, USCS GROUP SYMBOL, DEPTH OF CASING, z
B3g| e |2g 2. | & |PENETRATION | 9 |GOLOR MOISTURE CONTENT, RELATIVE DRILLING . oR
T2E| BEE |3 E £o| 8 |TESTRESULTS| I y : RATE, DRILLING [Casing Top Elev: 9.60 (ft) Lo
EZ E S £5 2 o DENSITY OR CONSISTENCY, SOIL FLU’lD LOSS Casing Type: Sch 40 PVC %5
- N " " " " ’
i § € |[EY] §| 6666 € STRUCTURE, MINERALOGY TESTS, & 52
3 (N) INSTRUMENTATION
] 2.0 NA _| No PID readings collected as T
31.0 -/ the pump stopped working on 2571
i | the multirae =
] 340 ] E
| SAND (SW) ] 1
35| 17 NA white-tan, wet, loose ] :
36.0 No Recovery -30
] 39.0 ] E
| X SAND (SW) ] 1
40_ | 15 NA R white-tan, wet, loose ] :
1 410 No Recovery 35
45 ] ] E
i X - "~ | 0.5ft Sump b
| _| Boring terminated at 45.5 ft 40
. | bgs —
50 | ] E
B - -45
55_| ] 1
i - -50 |
60_] ] b




PROJECT NUMBER: BORING NUMBER:
378718 55IW11 SHEET 1 OF 1

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico
ELEVATION : 11.82 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago
COORDINATES : 145472.3 N _782603.9 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers
STATIC WATER LEVEL: ft BTOC () START: 04/26/2013 END: 04/26/2013 LOGGER : James Fank/RAL
= ¢ (PPFiIf?W) o® SOIL DESCRIPTION COMMENTS WELL DIAGRAM
X
JE [ 2 |& o | pSTANDARD | S| SOIL NAME, USCS GROUP SYMBOL, DR S ING. Z.,
2dg| e |2a 2] § |FEariRallot| 2 |COLORMOISTURE CONTENT, RELATIVE Casing Top Elev: 1481 (1) | 28
ToE| WwE Q& £e| & |TESTRESULTS| T RATE, DRILLING asing Top Elev: 14.81 (ft) ko
te E S £5| & o DENSITY OR CONSISTENCY, SOIL FLUID LOSS Casing Type: Sch 40 PVC >3
% 8 = 4 g N § 6"-6"-6" % STRUCTURE, MINERALOGY TESTS, & ’ 2.99ft Stick éz
& (N) INSTRUMENTATION up
] i s » | CEMENT ]
| | > IS i
GROUT |
| B 10_|
5_] ] .
- - 5__
10_] _ .
] T BENTONITE| ]
| ] 0]
] T FILTER i
] 1 PACK ]
15_] ] 4
] ] SCREEN |
. . 5]
20 ] ] 4
. . 0]
25 ] _ .
: ] 0.5ft Sump
| - -15 ]
30_] ] i




PROJECT NUMBER: BORING NUMBER:
378718 55IW12 SHEET 1 OF 1

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico
ELEVATION : 10.38 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago
COORDINATES : 145477.3 N _782569.4 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 8.25-in OD augers
STATIC WATER LEVEL: ft BTOC () START: 04/29/2013 END: 04/29/2013 LOGGER : James Fank/RAL
= ¢ (PPF!EW) o® SOIL DESCRIPTION COMMENTS WELL DIAGRAM
<
JE [ 2 |& o | pSTANDARD | S| SOIL NAME, USCS GROUP SYMBOL, DR S ING. Z.,
nong|l ze|ze 2. $ £ |COLOR MOISTURE CONTENT, RELATIVE Casing Top Elev: 1342 (f) | 2
ToE HE|B3E £o| & |TESTRESULTS| I DENSITY OR CONSISTENGY. SOIL RATE, DRILLING ing Top Elev: 13. Ea
FZ g ] Ts| B < , FLUID LOSS ICasing Type: Sch 40 PVC =3
E 8 = 4 g N § 6"-6"-6" % STRUCTURE, MINERALOGY TESTS, & ’ 3.05ft Stick | 2=
& (N) INSTRUMENTATION up
] i s » | CEMENT | TU_}
| | > > i
| ] GROUT ]
5 | ] ]
5_
] ] enTonTe
] ] FILTER i
10_| ] PACK ]
0_
] ] SCREEN i
15_] _ .
_5_
20 _ .
-10 ]
] ] 0.5ft Sump i
25 ] _ .
-15 ]|
30_] ] i




PROJECT NUMBER:

378718

BORING NUMBER:

55MW26 SHEET 1 OF 1

Soil Boring Log

PROJECT : Naval Activity Puerto Rico JM04 LOCATION : Ceiba, Puerto Rico

ELEVATION : 13.75 ft (NGVD 29) DRILLING CONTRACTOR : Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago

COORDINATES : 145539.7 N 782607.4 E DRILLING METHOD AND EQUIPMENT : Mobil B61, Hollow-stem auger, 4.25-in ID augers

STATIC WATER LEVEL: ft BTOC () START: 04/08/2013 END: 04/08/2013 LOGGER : James Frank/RAL
ES § (;F!EW) o SOIL DESCRIPTION COMMENTS WELL DIAGRAM
ok | 2 |& . | STANDARD | S | SOIL NAME, USCS GROUP SYMBOL, DR S ING. z_
0B3o| 2o |2 2 | § |PENETRATION | O | COLOR,MOISTURE CONTENT, RELATIVE , . o
£ g £ 2 I S ' ! Casing Top Elev: 13.86 (ft) =
T a fE|8€ £o| & TESTRESULTS| I RATE, DRILLING i , Ro
=z E o 25| 8 2 DENSITY OR CONSISTENCY, SOIL FLUID LOSS Casing Type: Sch 40 PVC ==
g 3 e & |gn g | o660 x STRUCTURE, MINERALOGY TESTS. & 59
% (N) INSTRUMENTATION
0.0 FILL s » | CEMENT -]
7] 7 Flush Mount i
] - Riser
] | GROUT R
. 4.0 NM | NM NM ] :
1 40 ] 10 |
| % GRAVEL (GC) i i
5 | 17 NM | 0.0 23-43-38-23 % brown-gray, dry, hard, with siltand | .
_ ’ YRR (81) clay, subangular gravel < 1 inch i BENTONITE g
6.0 ‘ No Recovery :
1 80 i _ _ T
| SILT (ML) | N c 0| FILTER i
] aq | MO0 16121422 yellowish-brown, dry, stiff, trace ] pack | 5_]
| | wm | oo (26) gravel ] i
10 10.0 ) No Recovery 1
T i SCREEN B
1 120 ] ]
] SILT (ML) | i
i 0.7 NM | 0.3 7-50 | | | | yellowish-brown, dry, stiff, trace . .
| "I am | oz (50) \ gravel /i 0
14.0 ) No Recovery —
15_] _ ]
1 16.0 ] ]
| % % CLAYEY GRAVEL (GC) | -
B 50/5 yellow-brown, wet, dense, 1/4 inch 4 E
i 08| NM | 00 (50/5") gravel /: ]
18.0 No Recovery B
— . _5__
20 ] 200 _ ]
| % CLAYEY GRAVEL (GC) 4
] 37-50/4 yellow-brown, wet, dense, 1/4 inch /: B
’ 051 NM 1 0.0 “5014m) \ gravel ] ]
22.0 No Recovery B
1 240 ] -10 |
i A GRAVEL (GC) i
25_ | 28-50 gabbaro, purple-black, dry, hard .
i 05| NM | 0.0 (50) No Recovery ] - i "] 0.5ft Sump 1
26.0 b
] _| Boring terminated at 26 ft bgs E
] | End of boring at 26 ft bgs .
— . _1 5__
30_] ] ]




Appendix C
Well Construction Diagrams




PROJECT NUMBER

i 378718

BORING NUMBER: 551W05

WELL COMPLETION DIAGRAM

PROJECT:
Naval Activity Puerto Rico JM04

LOCATION
SWMU 55

IDRILLING METHOD:

Hollow-stem auger, 8.25-in OD augers, Mobil B61

DRILLING CONTRACTOR:

Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago

WELL DIAGRAM IS NOT TO SCALE

TOP OF CASING ELEVATION (NGVD29): |NORTHING (NAD83 Z 20): EASTING (NADS3 Z 20): STATIC WATER LEVEL:
16.58 ft 145468.04 782661.76 ft BTOC ()
GROUND ELEVATION (NGVD29): START: FINISH: LOGGED BY:
13.57 ft 04/25/2013 04/25/2013 James Fank/RAL
TOP OF CASING —] STICK-UP MONUMENT
31,7 21 NEIE
ok ks 1
WELL CONSTRUCTION DETAILS
CASING MATERIAL: Sch 40 PVC
CASING DIAMETER: 2-in (ID)
SCREEN TYPE: continuous wrap PVC
SLOT SIZE: 0.02-in
FILTER PACK TYPE: 5/12 sand
FILTER PACK QTY: 10 50-Ib bags
NOTES: SEAL TYPE: 3/8 Bentonite Pellets
ALL DEPTHS ARE REPORTED AS FEET :
BELOW TOP OF CASING (ft BTOC). SEAL QTY: 1 5-gal bucket
BOREHOLE DIAMETER: 8.5-in
BOREHOLE DEPTH: 39.4 ft BTOC
— PORTLAND CEMENT GROUT
15.0 ft BTOC TOP OF BENTONITE SEAL
17.0 ft BTOC TOP OF FILTER PACK
TOP OF SCREEN  18.5 ft BTOC
BOTTOM OF SCREEN 38.5 ft BTOC
BOTTOM OF WELL CASING 39.0 ft BTOC
39.4 ft BTOC BOTTOM OF BOREHOLE




PROJECT NUMBER: 378718

BORING NUMBER:

55IW06

WELL COMPLETION DIAGRAM

|PROAESTVity Puerto Rico JM04 LOGALION:

DRDLINGEMETHOPS.25-in OD augers, Mobil B61

DRILEINGIGONTRAMCTORA! Services, Driller: Eduardo Santiago

TOP OF CASING EREVATION (NGVD29): |NORTHING4{BHBD23 Z 20):

EASTING (NRDRE31220):

STATIC WATER LEVEL:

WELL DIAGRAM IS NOT TO SCALE

ft BTOC ()
GROUND ELEVATEGNt(NGVD29): START:  04/24/2013 FINISH: LOGGEDBK/RAL
04/24/2013
TOP OF CASING STICK-UP MONUMENT
31,7 21 NEIE
ST T 7 ‘I
WELL CONSTRUCTION DETAILS
Sch 40 PVC
CASING MATERIAL: 2-in (D)
CASING DIAMETER: continuous wrap PVC
SCREEN TYPE: 0.02-in
SLOT SIZE: 5/12 sand
FILTER PACK TYPE: 11 50-Ib bags
NOTES: FILTER PACK QTY: .
ALL DEPTHS ARE REPO+.5 SEAL TYPE: 3/8 Bentonite Pellets
RTED AS FEET ) 1 5-gal bucket
BELOW TOP OF CASING (ft BTOC). SEAL QTY: 8.5-in
BOREHOLE DIAMETER: 44.3 ft BTOC
BOREHOLE DEPTH:
PORTLAND CEMENT GROUT
17.8 ft BTOC TOP OF BENTONITE SEAL
20.8 ft BTOC TOP OF FILTER PACK
TOP OF SCREEN 23.3 ft BTOC
BOTTOM OF SCREEN  43.3 ft BTOC
43.8 ft BTOC
BOTTOM OF WELL CASING
44.3 ft BTOC BOTTOM OF BOREHOLE




PROJECT NUMBER

i 378718

BORING NUMBER: 551W07

WELL COMPLETION DIAGRAM

PROJECT:
Naval Activity Puerto Rico JM04

LOCATION
SWMU 55

IDRILLING METHOD:

Hollow-stem auger, 8.25-in OD augers, Mobil B61

DRILLING CONTRACTOR:

Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago

WELL DIAGRAM IS NOT TO SCALE

TOP OF CASING ELEVATION (NGVD29): |NORTHING (NADS83 Z 20): EASTING (NADS3 Z 20): STATIC WATER LEVEL:
11.75 ft 145398.14 782586.82 ft BTOC ()
GROUND ELEVATION (NGVD29): START: FINISH: LOGGED BY:
8.70 ft 04/24/2013 04/24/2013 James Fank/RAL
TOP OF CASING ] STICK-UP MONUMENT
3T, 21 DENESE
ok ks 1
WELL CONSTRUCTION DETAILS
CASING MATERIAL:  Sch 40 PVC
CASING DIAMETER:  2-in (ID)
SCREEN TYPE: continuous wrap PVC
SLOT SIZE: 0.02-in
FILTER PACK TYPE:  5/12 sand
FILTER PACK QTY: 4.5 50-Ib bags
NOTES: _ .
ALL DEPTHS ARE REPORTED AS FEET SEAL TYPE: 3/8 Bentonite Pellets
BELOW TOP OF CASING (ft BTOC). SEAL QTY: 1 5-gal bucket
BOREHOLE DIAMETER: 8.5-in
BOREHOLE DEPTH:  26.5 ft BTOC
L PORTLAND CEMENT GROUT
11.0 ft BTOC  TOP OF BENTONITE SEAL
14.0 ft BTOC  TOP OF FILTER PACK
TOP OF SCREEN ~ 15.6 ft BTOC
BOTTOM OF SCREEN  25.5 ft BTOC
BOTTOM OF WELL CASING  26.0 ft BTOC
26.5 ft BTOC  BOTTOM OF BOREHOLE




PROJECT NUMBER

i 378718

BORING NUMBER: 551W08

WELL COMPLETION DIAGRAM

PROJECT:
Naval Activity Puerto Rico JM04

LOCATION
SWMU 55

IDRILLING METHOD:

Hollow-stem auger, 8.25-in OD augers, Mobil B61

DRILLING CONTRACTOR:

Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago

WELL DIAGRAM IS NOT TO SCALE

TOP OF CASING ELEVATION (NGVD29): |NORTHING (NAD83 Z 20): EASTING (NADS3 Z 20): STATIC WATER LEVEL:
10.44 ft 145368.15 782559.41 ft BTOC ()
GROUND ELEVATION (NGVD29): START: FINISH: LOGGED BY:
7.43 ft 04/22/2013 04/23/2013 James Fank/RAL
TOP OF CASING —] STICK-UP MONUMENT
31,7 21 NEIE
ok ks 1
WELL CONSTRUCTION DETAILS
CASING MATERIAL: Sch 40 PVC
CASING DIAMETER: 2-in (ID)
SCREEN TYPE: continuous wrap PVC
SLOT SIZE: 0.02-in
FILTER PACK TYPE: 5/12 sand
FILTER PACK QTY: 11 50-Ib bags
NOTES: SEAL TYPE: 3/8 Bentonite Pellets
ALL DEPTHS ARE REPORTED AS FEET :
BELOW TOP OF CASING (ft BTOC). SEAL QTY: 1 5-gal bucket
BOREHOLE DIAMETER: 8.5-in
BOREHOLE DEPTH: 38.5 ft BTOC
— PORTLAND CEMENT GROUT
13.0 ft BTOC TOP OF BENTONITE SEAL
16.0 ft BTOC  TOP OF FILTER PACK
TOP OF SCREEN ~ 17.5 ft BTOC
BOTTOM OF SCREEN 37.5 ft BTOC
BOTTOM OF WELL CASING 38.0 ft BTOC
38.5 ft BTOC BOTTOM OF BOREHOLE




PROJECT NUMBER:

378718

BORING NUMBER: 551W09

WELL COMPLETION DIAGRAM

PROJECT:
Naval Activity Puerto Rico JM04

SWMU 55

LOCATION:

IDRILLING METHOD:

Hollow-stem auger, 8.25-in OD augers, Mobil B61

DRILLING CONTRACTOR:

Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago

WELL DIAGRAM IS NOT TO SCALE

TOP OF CASING ELEVATION (NGVD29): |NORTHING (NAD83 Z 20): EASTING (NADS3 Z 20): STATIC WATER LEVEL:
9.77 ft 145335.17 782518.42 ft BTOC ()
GROUND ELEVATION (NGVD29): START: FINISH: LOGGED BY:
6.64 ft 04/18/2013 04/22/2013 James Fank/RAL
TOP OF CASING —] STICK-UP MONUMENT
31,7 21 NEIE
ok ks 1
WELL CONSTRUCTION DETAILS
CASING MATERIAL: Sch 40 PVC
CASING DIAMETER: 2-in (ID)
SCREEN TYPE: continuous wrap PVC
SLOT SIZE: 0.02-in
FILTER PACK TYPE: 5/12 sand
FILTER PACK QTY: 9 50-Ib bags
NOTES: SEAL TYPE: 3/8 Bentonite Pellets
ALL DEPTHS ARE REPORTED AS FEET :
BELOW TOP OF CASING (ft BTOC). SEAL QTY: 1 5-gal bucket
BOREHOLE DIAMETER: 8.5-in
BOREHOLE DEPTH: 47.6 ft BTOC
— PORTLAND CEMENT GROUT
21.6 ft BTOC TOP OF BENTONITE SEAL
24.1 ft BTOC TOP OF FILTER PACK
TOP OF SCREEN  26.6 ft BTOC
BOTTOM OF SCREEN 46.6 ft BTOC
BOTTOM OF WELL CASING  47.1 ft BTOC
47.6 ft BTOC BOTTOM OF BOREHOLE




PROJECT NUMBER:

378718

BORING NUMBER: 551W10

WELL COMPLETION DIAGRAM

PROJECT:
Naval Activity Puerto Rico JM04

SWMU 55

LOCATION:

IDRILLING METHOD:

Hollow-stem auger, 8.25-in OD augers, Mobil B61

DRILLING CONTRACTOR:

Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago

WELL DIAGRAM IS NOT TO SCALE

TOP OF CASING ELEVATION (NGVD29): |NORTHING (NAD83 Z 20): EASTING (NADS3 Z 20): STATIC WATER LEVEL:
9.60 ft 145304.53 782484.21 ft BTOC ()
GROUND ELEVATION (NGVD29): START: FINISH: LOGGED BY:
6.19 ft 04/18/2013 04/18/2013 James Fank/RAL
TOP OF CASING —] STICK-UP MONUMENT
31,7 21 NEIE
ok ks 1
WELL CONSTRUCTION DETAILS
CASING MATERIAL: Sch 40 PVC
CASING DIAMETER: 2-in (ID)
SCREEN TYPE: continuous wrap PVC
SLOT SIZE: 0.02-in
FILTER PACK TYPE: 5/12 sand
FILTER PACK QTY: 12 50-Ib bags
NOTES: SEAL TYPE: 3/8 Bentonite Pellets
ALL DEPTHS ARE REPORTED AS FEET :
BELOW TOP OF CASING (ft BTOC). SEAL QTY: 1 5-gal bucket
BOREHOLE DIAMETER: 8.5-in
BOREHOLE DEPTH: 48.9 ft BTOC
— PORTLAND CEMENT GROUT
22.4 ft BTOC TOP OF BENTONITE SEAL
25.4 ft BTOC TOP OF FILTER PACK
TOP OF SCREEN  27.9 ft BTOC
BOTTOM OF SCREEN 47.9 ft BTOC
BOTTOM OF WELL CASING  48.4 ft BTOC
48.9 ft BTOC BOTTOM OF BOREHOLE




PROJECT NUMBER

i 378718

BORING NUMBER: 551W11

WELL COMPLETION DIAGRAM

PROJECT:
Naval Activity Puerto Rico JM04

LOCATION
SWMU 55

IDRILLING METHOD:

Hollow-stem auger, 8.25-in OD augers, Mobil B61

DRILLING CONTRACTOR:

Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago

WELL DIAGRAM IS NOT TO SCALE

TOP OF CASING ELEVATION (NGVD29): |NORTHING (NAD83 Z 20): EASTING (NADS3 Z 20): STATIC WATER LEVEL:
14.81 ft 145472.34 782603.88 ft BTOC ()
GROUND ELEVATION (NGVD29): START: FINISH: LOGGED BY:
11.82 ft 04/26/2013 04/26/2013 James Fank/RAL
TOP OF CASING —] STICK-UP MONUMENT
31,7 21 NEIE
ok ks 1
WELL CONSTRUCTION DETAILS
CASING MATERIAL: Sch 40 PVC
CASING DIAMETER: 2-in (ID)
SCREEN TYPE: continuous wrap PVC
SLOT SIZE: 0.02-in
FILTER PACK TYPE: 5/12 sand
FILTER PACK QTY: 6 50-Ib bags
NOTES: SEAL TYPE: 3/8 Bentonite Pellets
ALL DEPTHS ARE REPORTED AS FEET :
BELOW TOP OF CASING (ft BTOC). SEAL QTY: 1 5-gal bucket
BOREHOLE DIAMETER: 8.5-in
BOREHOLE DEPTH: 29.0 ft BTOC
— PORTLAND CEMENT GROUT
14.0 ft BTOC TOP OF BENTONITE SEAL
16.0 ft BTOC TOP OF FILTER PACK
TOP OF SCREEN  18.0 ft BTOC
BOTTOM OF SCREEN 28.0 ft BTOC
BOTTOM OF WELL CASING 28.5 ft BTOC
29.0 ft BTOC BOTTOM OF BOREHOLE




PROJECT NUMBER

i 378718

BORING NUMBER: 551W12

WELL COMPLETION DIAGRAM

PROJECT:
Naval Activity Puerto Rico JM04

LOCATION
SWMU 55

IDRILLING METHOD:

Hollow-stem auger, 8.25-in OD augers, Mobil B61

DRILLING CONTRACTOR:

Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago

WELL DIAGRAM IS NOT TO SCALE

TOP OF CASING ELEVATION (NGVD29): |NORTHING (NAD83 Z 20): EASTING (NADS3 Z 20): STATIC WATER LEVEL:
13.42 ft 145477.28 782569.38 ft BTOC ()
GROUND ELEVATION (NGVD29): START: FINISH: LOGGED BY:
10.38 ft 04/29/2013 04/29/2013 James Fank/RAL
TOP OF CASING —] STICK-UP MONUMENT
3T, Py Al'A NE
ok ks 1
WELL CONSTRUCTION DETAILS
CASING MATERIAL: Sch 40 PVC
CASING DIAMETER: 2-in (ID)
SCREEN TYPE: continuous wrap PVC
SLOT SIZE: 0.02-in
FILTER PACK TYPE: 5/12 sand
FILTER PACK QTY: 5 50-Ib bags
NOTES: SEAL TYPE: 3/8 Bentonite Pellets
ALL DEPTHS ARE REPORTED AS FEET :
BELOW TOP OF CASING (ft BTOC). SEAL QTY: 1 5-gal bucket
BOREHOLE DIAMETER: 8.5-in
BOREHOLE DEPTH: 24.0 ft BTOC
— PORTLAND CEMENT GROUT
10.0 ft BTOC TOP OF BENTONITE SEAL
12.0 ft BTOC TOP OF FILTER PACK
TOP OF SCREEN  13.5 ft BTOC
BOTTOM OF SCREEN 23.5 ft BTOC
BOTTOM OF WELL CASING  24.0 ft BTOC
24.0 ft BTOC BOTTOM OF BOREHOLE




PROJECT NUMBER: 378718

BORING NUMBER: 55MW26

WELL COMPLETION DIAGRAM

PROJECT:
Naval Activity Puerto Rico JM04

LOCATION:

SWMU 55

IDRILLING METHOD:
Hollow-stem auger, 4.25-in ID augers, Mobil B61

DRILLING CONTRACTOR:
Jaca and Sierra Geotechnical Services, Driller: Eduardo Santiago

WELL DIAGRAM IS NOT TO SCALE

TOP OF CASING ELEVATION (NGVD29): |NORTHING (NADS83 Z 20): EASTING (NADS3 Z 20): STATIC WATER LEVEL:
13.86 ft 145539.65 782607.44 ft BTOC ()
GROUND ELEVATION (NGVD29): START: FINISH: LOGGED BY:
13.75 ft 04/08/2013 04/08/2013 James Frank/RAL
TOP OF CASING ] STICK-UP MONUMENT
3T, 21 DENESE
ok ks 1
WELL CONSTRUCTION DETAILS
CASING MATERIAL:  Sch 40 PVC
CASING DIAMETER:  2-in (ID)
SCREEN TYPE: slotted PVC
SLOT SIZE: 0.02-in
FILTER PACK TYPE:  5/12 sand
FILTER PACK QTY: 9.5 50-Ib bags
NOTES: , .
ALL DEPTHS ARE REPORTED AS FEET SEAL TYPE: 3/8 Bentonite Pellets
BELOW TOP OF CASING (ft BTOC). SEAL QTY: 1 5-gal bucket
BOREHOLE DIAMETER: 8.5-in
BOREHOLE DEPTH:  25.6 ft BTOC
L PORTLAND CEMENT GROUT
5.1 ft BTOC  TOP OF BENTONITE SEAL
8.1 ftBTOC  TOP OF FILTER PACK
TOP OF SCREEN ~ 10.1 ft BTOC
BOTTOM OF SCREEN  24.6 ft BTOC
BOTTOM OF WELL CASING ~ 25.1 ft BTOC
25.6 ft BTOC  BOTTOM OF BOREHOLE




Appendix D
Well Development Logs




WELL DEVELOPMENT LOG

WELL ID: 55MW26

Project Name: NAPR SWMU 55

Project Number: 378718

Installation Date:

Development Team:

Log Book ID/Page:

Well Depth: 25 ft btoc
Well Diameter: 2in

Screened Interval: ft btoc
Static Water Level: 1 ft btoc

Well Materials:

Start Date:
Start Time:
End Date:
End Time:

Development:

Equipment:

Development Information

4/11/2013

1105

4/11/2013

1537

Contractor Information

Jaca & Sierra Geotechnical

Services

Development Method: Surge/Pump

Purging Equipment: YSI 6920V2 w/

GRUNDFOS Submersible

WELL STABILIZATION DATA

Volume Turbidity Sp. Cond.
Time Removed DO (mg/L) (NTU) ORP (mV) Temp. (°C) pH (mS/cm) Remarks
1425 130 2.50 103.6 45.10 32.82 7.07 4.765
1439 133 2.06 43.5 20.40 33.80 7.07 4.934
1455 137 3.78 335 17.20 33.34 7.14 4.950
1513 144 3.49 19.2 13.40 33.12 7.14 4.962
1523 152 2.28 15.0 27.50 32.89 7.07 4.885
1537 158 2.72 13.0 22.70 32.27 7.18 4.955

STABILIZATION SUMMARY

Range or Average Pump Rate:

Maxium Drawdown during pumping:

Total quantity of material bailed:

Total quantity of water discharged by pumping:

158.9

gpm
ft
gal
gal

Purge Water Description:

Comments: Started purging clear at 1425. Take paramaters w/ YSI




WELL DEVELOPMENT LOG

WELL ID:

55IW05

Project Name:

NAPR SWMU 55

Development Information

Development Method: Air lift

Project Number: 378718 Start Date: 5/1/2013
Installation Date: Start Time: 1044
Development Team: End Date: 5/1/2013
End Time: 1122
Log Book ID/Page:
Well Depth: 30.45 ft btoc Contractor Information Purging Equipment:
Well Diameter: Development: Jaca & Sierra Geotechnical
Screened Interval: ft btoc Services
Static Water Level: 15.24 ft btoc Equipment:
Well Materials:
WELL STABILIZATION DATA
Volume Turbidity Sp. Cond.
Time Removed DO (mg/L) (NTU) ORP (mV) Temp. (°C) pH (mS/cm) Remarks
1050 15 7.37 >1500 197.7 31.17 8.12 2.097
1055 - 7.52 >1500 197.6 31.36 7.95 2.098
1100 - 7.49 1312.2 191.0 31.60 8.04 4.559
1105 20 6.70 1430.9 192.2 31.66 8.03 4.877
1110 - 7.22 1601.6 194.3 31.85 8.03 4.991
1115 - 7.43 1603.6 184.9 31.95 8.09 4.941
1120 80 7.47 1603.2 179.8 31.94 8.12 5.330
STABILIZATION SUMMARY
Range or Average Pump Rate: gpm Purge Water Description:
Maxium Drawdown during pumping: ft
Total quantity of material bailed: gal Comments:
Total quantity of water discharged by pumping: 80 gal




WELL DEVELOPMENT LOG

WELL ID: 55I1W06

Project Name:

NAPR SWMU 55

Development Information

Development Method: Air lift

Project Number: 378718 Start Date: 5/1/2013
Installation Date: Start Time: 940
Development Team: End Date: 5/1/2013
End Time: 1010
Log Book ID/Page:
Well Depth: ft btoc Contractor Information Purging Equipment:
Well Diameter: 2 in Development: Jaca & Sierra Geotechnical
Screened Interval: ft btoc Services
Static Water Level: ft btoc Equipment:
Well Materials:
WELL STABILIZATION DATA
Volume Turbidity Sp. Cond.
Time Removed DO (mg/L) (NTU) ORP (mV) Temp. (°C) pH (mS/cm) Remarks
940 20 7.61 1577.3 197.3 29.65 8.12 5.638
950 40 7.70 1573.6 196.1 29.39 8.02 5.759
955 50 7.74 1574.6 196.7 29.44 8.03 5.830
1000 60 7.67 1572.6 200.6 29.28 8.04 5.884
1005 75 7.70 1573.9 197.8 29.26 8.04 5.910
1010 80 7.71 1572.4 206.7 29.29 8.03 5.913
STABILIZATION SUMMARY
Range or Average Pump Rate: gpm Purge Water Description:
Maxium Drawdown during pumping: ft
Total quantity of material bailed: gal Comments: Did not get a static level or total depth (T.D.)
Total quantity of water discharged by pumping: 80 gal




WELL DEVELOPMENT LOG

WELL ID:

55I1WO07

Project Name: NAPR SWMU 55

Development Information

Development Method:

Project Number: 378718 Start Date: 4/30/2013
Installation Date: Start Time: 1644
Development Team: End Date: 5/1/2013
End Time: 925
Log Book ID/Page:
Well Depth: 21.39 ft btoc Contractor Information Purging Equipment:
Well Diameter: 2in Development: Jaca & Sierra Geotechnical
Screened Interval: ft btoc Services
Static Water Level: 11.25 ft btoc Equipment:
Well Materials:
WELL STABILIZATION DATA
Volume Turbidity Sp. Cond.
Time Removed DO (mg/L) (NTU) ORP (mV) Temp. (°C) pH (mS/cm) Remarks
1644 20 7.46 1493.6 94.5 30.48 8.41 3.935
1649 - 7.54 1492.2 132.3 30.39 8.33 4.004
1656 40 7.49 1492.0 148.8 30.39 8.36 4.081
1701 - 7.55 1491.5 157.7 30.29 8.39 4,129
1706 50 7.59 1495.3 156.6 30.64 8.41 2.177
1710 - - - - - - - Stop until next day
0830 70 7.93 1568.9 156.6 28.92 7.54 4,232
0835 - 7.73 1574.6 154.8 29.38 8.30 4.309
0840 - 7.41 1574.1 165.6 29.60 8.36 3.300
0845 90 7.70 1528.6 167.6 29.87 8.37 4.338
0850 - 7.78 1459.6 166.1 30.27 8.43 4.313
0855 110 7.85 1200.8 171.3 30.31 8.39 4.298
0900 - 7.60 1028.6 177.5 33.42 8.38 2.294
0905 - 7.73 1443.2 176.5 30.33 8.36 4.395
0910 - 7.75 1267.4 176.1 30.42 8.36 4.376
0915 - 7.73 1158.6 177.4 30.52 8.37 4.391
0920 150 7.59 1510.8 176.3 30.50 8.37 4.396
0925 160 7.70 1014.5 177.4 31.20 8.54 2.392
STABILIZATION SUMMARY
Range or Average Pump Rate: gpm Purge Water Description:
Maxium Drawdown during pumping: ft
Total quantity of material bailed: gal Comments: stopped on 4/30 to let well recharge
Total quantity of water discharged by pumping: 160 gal start again on 5/1




WELL DEVELOPMENT LOG

WELL ID: 55IW08

Project Name:

NAPR SWMU 55

Development Information

Development Method: Air lift

Project Number: 378718 Start Date: 4/30/2013
Installation Date: Start Time: 1431
Development Team: John Santoputio/HOU End Date: 4/30/2013
End Time: 1601
Log Book ID/Page:
Well Depth: 28.06 ft btoc Contractor Information Purging Equipment:
Well Diameter: 2in Development: Jaca & Sierra Geotechnical
Screened Interval: ft btoc Services
Static Water Level: 10.18 ft btoc Equipment:
Well Materials:
WELL STABILIZATION DATA
Volume Turbidity Sp. Cond.
Time Removed DO (mg/L) (NTU) ORP (mV) Temp. (°C) pH (mS/cm) Remarks
1436 - 7.64 715.5 128.5 28.70 7.98 5.819
1441 100 7.71 1395.4 140.4 28.49 7.87 3.105
1446 - 7.72 1472.3 150.9 28.51 7.85 5.624
1451 - 7.68 1473.0 154.8 28.61 7.89 6.236
1456 200 7.71 1472.2 154.3 28.58 7.87 5.812
1501 - - - - - - - Tank full - run to dump purged water
1506 - - - - - - - Tank full - run to dump purged water
1511 - - - - - - - Tank full - run to dump purged water
1516 - - - - - - - Tank full - run to dump purged water
1521 - - - - B - B Tank full - run to dump purged water
1526 B - B - B - B Back from dumping the purge water
1531 220 7.52 1482.5 166.9 29.46 7.87 6.286
1536 280 7.66 1477.2 163.4 29.05 7.85 6.359
1541 - 7.57 1477.6 173.1 29.04 7.84 6.426
1546 360 7.66 1473.6 177.4 28.69 7.82 6.455
1551 - 7.68 1473.3 178.2 28.59 7.83 6.379
1556 - 7.68 1472.5 179.4 28.62 7.83 6.045
1601 400 7.70 1474.3 178.0 28.74 7.84 2.920
STABILIZATION SUMMARY
Range or Average Pump Rate: gpm Purge Water Description:
Maxium Drawdown during pumping: ft
Total quantity of material bailed: gal Comments: still very silt (like chocolate milk)
Total quantity of water discharged by pumping: 400 gal




WELL DEVELOPMENT LOG

WELL ID: 55I1W09

Project Name: NAPR SWMU 55

Project Number: 378718

Installation Date:

Development Team: John Santoputio/HOU

Log Book ID/Page:

Development Information
Start Date: 4/30/2013
Start Time: --
End Date: 4/30/2013
End Time: 1418

Development Method: Air lift

Well Depth: ft btoc Contractor Information Purging Equipment:
Well Diameter: 2 in Development: Jaca & Sierra Geotechnical
Screened Interval: ft btoc Services
Static Water Level: ft btoc Equipment:
Well Materials:
WELL STABILIZATION DATA
Volume Turbidity Sp. Cond.
Time Removed DO (mg/L) (NTU) ORP (mV) Temp. (°C) pH (mS/cm) Remarks
1239 160 7.16 218.8 113.5 29.86 7.64 23.36
1244 200 7.18 638.4 119.2 29.38 7.62 23.50 between 1244 and 1315 water tank was
1315 210 6.25 437.2 140.6 30.00 7.55 21.14 dumped.
1320 230 7.19 289.9 142.9 29.58 7.52 21.71
1325 340 7.31 101.3 147.2 29.46 7.52 15.77
1330 370 7.09 100.9 149.9 25.81 7.48 23.81
1335 400 7.09 100.4 151.8 29.15 7.47 23.77 between 1335 and 1357 contractor dumped
1403 420 7.09 103.1 167.4 30.05 7.17 26.94 water in system.
1408 440 7.13 101.0 167.1 28.99 7.17 24.99
1413 500 7.17 100.6 169.0 28.62 7.11 25.35
STABILIZATION SUMMARY
Range or Average Pump Rate: gpm Purge Water Description:
Maxium Drawdown during pumping: ft
Total quantity of material bailed: gal Comments: Drillers started without development team present.
Total quantity of water discharged by pumping: 500 gal No total depth, start time, or static water level recorded.




WELL DEVELOPMENT LOG WELL ID: 55IW10
Project Name: NAPR SWMU 55 Development Information Development Method: Air lift
Project Number: 378718 Start Date: 4/30/2013
Installation Date: Start Time: 1111
Development Team: John Santoputio/HOU End Date: 4/30/2013
End Time: 1136
Log Book ID/Page:
Well Depth: 47.45 ft btoc Contractor Information Purging Equipment:
Well Diameter: 2 in Development: Jaca & Sierra Geotechnical
Screened Interval: ft btoc Services
Static Water Level: 8.78 ft btoc Equipment:
Well Materials:
WELL STABILIZATION DATA
Volume Turbidity Sp. Cond.

Time Removed DO (mg/L) (NTU) ORP (mV) Temp. (°C) pH (mS/cm) Remarks

1111 44 6.76 1483.3 123.1 29.55 7.31 38.89

1116 88 6.75 1421.1 135.3 28.96 7.38 40.29

1121 130 6.76 343.6 138.3 28.86 7.39 41.01

1126 175 6.27 222.7 137.8 28.89 7.38 41.14

1131 185 6.5 200.2 128.2 28.81 7.39 41.34

1136 200 6.73 100.9 117.9 28.73 7.37 41.39

STABILIZATION SUMMARY
Range or Average Pump Rate: gpm Purge Water Description:
Maxium Drawdown during pumping: ft
Total quantity of material bailed: gal Comments:
Total quantity of water discharged by pumping: 200 gal




WELL DEVELOPMENT LOG

WELL ID:

55IW11

Project Name:

NAPR SWMU 55

Development Information

Development Method: Air lift

Project Number: 378718 Start Date: 5/1/2013
Installation Date: Start Time: 1335
Development Team: End Date: 5/1/2013
End Time: 1422
Log Book ID/Page:
Well Depth: ft btoc Contractor Information Purging Equipment:
Well Diameter: 2 in Development: Jaca & Sierra Geotechnical
Screened Interval: ft btoc Services
Static Water Level: ft btoc Equipment:
Well Materials:
WELL STABILIZATION DATA
Volume Turbidity Sp. Cond.
Time Removed DO (mg/L) (NTU) ORP (mV) Temp. (°C) pH (mS/cm) Remarks
1340 - 7.74 >1600 173.6 20.89 8.65 0.900
1345 - 7.68 >1600 182.6 29.76 8.43 1.192
1350 - 7.66 1565.5 181.2 30.00 8.47 1.409
1355 - - - - - - -
1400 - 7.34 1249.8 188.1 30.60 8.50 1.906
1410 50 7.62 1039.4 185.1 30.31 8.49 1.949
1415 60 7.82 577.3 179.8 30.24 8.50 2.002
Done 70 - - - - - -
STABILIZATION SUMMARY
Range or Average Pump Rate: gpm Purge Water Description:
Maxium Drawdown during pumping: ft
Total quantity of material bailed: gal Comments:
Total quantity of water discharged by pumping: 70 gal




WELL DEVELOPMENT LOG

WELL ID:

55IW12

Project Name:

NAPR SWMU 55

Development Information

Development Method: Air lift

Project Number: 378718 Start Date: 5/1/2013
Installation Date: Start Time: 1242
Development Team: End Date: 5/1/2013
End Time: 1325
Log Book ID/Page:
Well Depth: 22.67 ft btoc Contractor Information Purging Equipment:
Well Diameter: Development: Jaca & Sierra Geotechnical
Screened Interval: ft btoc Services
Static Water Level: 12.30 ft btoc Equipment:
Well Materials:
WELL STABILIZATION DATA
Volume Turbidity Sp. Cond.
Time Removed DO (mg/L) (NTU) ORP (mV) Temp. (°C) pH (mS/cm) Remarks
1255 - 7.00 1603.5 112.8 31.87 8.39 2.121
1300 - 6.33 1594.2 140.3 31.29 8.35 2.307
1305 50 7.61 1595.4 164.8 31.28 8.35 2.523
1310 - 7.81 1595.6 170.5 31.31 8.32 2.548
1315 - 7.69 1590.4 162.5 30.97 8.43 2.686
1320 - 7.72 1484.2 164.9 30.98 8.47 2.769
1325 75 7.51 1121.6 168.4 30.98 8.48 2.792
STABILIZATION SUMMARY
Range or Average Pump Rate: gpm Purge Water Description:
Maxium Drawdown during pumping: ft
Total quantity of material bailed: gal Comments:
Total quantity of water discharged by pumping: 80 gal




Appendix E
Survey Location Plan of SWMU 7/8 and SWMU 55







Appendix F
Summary of Waste Characterization Sample Results and
Waste Manifests




Waste Characetrization - Soil Analytical Results (TCLP)
Data Summary Table

SWMU55

Naval Activity Puerto Rico

Location SPLW SPUP
Sample ID JM04-SPLW-041813 JM04-SPUP-041813
Sample Depth (ft) 0-0 0-0
Sample Date 4/18/2013 4/18/2013
Analyte Units TCLP S

SW6010C (MGIL)

ARSENIC MGI/L 5 0.01 U 0.01 U
BARIUM MGI/L 100 0.36 J 0.029 J
CADMIUM MGI/L 1 0.0032 J 0.0025 U
CHROMIUM, TOTAL MGI/L 5 0.005 U 0.005 U
LEAD MGI/L 5 0.0075 U 0.0075 U
SELENIUM MGI/L 1 0.012 J 0.02 U
SILVER MGI/L 5 0.005 U 0.005 U
SW7470A (MGIL)

Mercury MGI/L 0.2 0.0002 U 0.0002 U
SW8081B (MGIL)

CHLORDANE MGI/L 0.03 0.0005 U 0.0005 U
ENDRIN MGI/L 0.02 0.0001 U 0.0001 U
GAMMA BHC (LINDANE) MGI/L 0.4 0.0001 U 0.0001 U
HEPTACHLOR MGI/L 0.008 0.0001 U 0.0001 U
HEPTACHLOR EPOXIDE MGI/L 0.008 0.0001 U 0.0001 U
METHOXYCHLOR MGI/L 10 0.0001 U 0.0001 U
TOXAPHENE MGI/L 0.5 0.01 U 0.01 U
SW8151A (MGIL)

2,4-D (DICHLOROPHENOXYACETIC ACID) MGI/L 10 0.0015 U 0.0015 U
SILVEX (2,4,5-TP) MGI/L 1 0.0015 U 0.0015 U
SW8260B (MGIL)

1,1-DICHLOROETHENE MGI/L 0.7 0.008 U 0.008 U
1,2-DICHLOROETHANE MGI/L 0.5 0.008 U 0.008 U
BENZENE MGI/L 0.5 0.008 U 0.008 U
CARBON TETRACHLORIDE MGI/L 0.5 0.02 U 0.02 U
CHLOROBENZENE MGI/L 100 0.008 U 0.008 U
CHLOROFORM MGI/L 6 0.008 U 0.008 U
METHYL ETHYL KETONE (2-BUTANONE) MGI/L 200 0.02 U 0.02 U
TETRACHLOROETHENE (PCE) MGI/L 0.7 0.02 U 0.02 U
TRICHLOROETHENE (TCE) MGI/L 0.5 0.008 U 0.008 U

VINYL CHLORIDE MGI/L 0.2 0.008 U 0.008 U




Waste Characetrization - Soil Analytical Results (TCLP)
Data Summary Table

SWMU55

Naval Activity Puerto Rico

Location SPLW SPUP
Sample ID JM04-SPLW-041813 JM04-SPUP-041813
Sample Depth (ft) 0-0 0-0
Sample Date 4/18/2013 4/18/2013
Analyte Units TCLP S

SW8270D (MGI/L)

1,4-DICHLOROBENZENE MGI/L 7.5 0.0025 U 0.0025 U
2,4,5-TRICHLOROPHENOL MGI/L 400 0.0025 U 0.0025 U
2,4,6-TRICHLOROPHENOL MGI/L 2 0.0025 U 0.0025 U
2,4-DINITROTOLUENE MGI/L 0.13 0.0025 U 0.0025 U
2-METHYLPHENOL (O-CRESOL) MGI/L 200 0.0025 U 0.0025 U
3 & 4-Methylphenol MGI/L - 0.0025 U 0.0025 U
CRESOLS, TOTAL MGI/L 200 0.005 U 0.005 U
HEXACHLOROBENZENE MGI/L 0.13 0.0025 U 0.0025 U
HEXACHLOROBUTADIENE MGI/L 0.5 0.0025 U 0.0025 U
HEXACHLOROETHANE MGI/L 3 0.0025 U 0.0025 U
NITROBENZENE MGI/L 2 0.0025 U 0.0025 U
PENTACHLOROPHENOL MGI/L 100 0.0025 U 0.0025 U
PYRIDINE MGI/L 5 0.025 U 0.025 U
Notes:

NA = Not analyzed

J = The analyte was positively identified: the associated numerical value is the approximate concentration of the analyte in the sample.
U = The analyte was analyzed for, but was not detected above the reported sample quantitation limit.

mg/l = Milligrams per Liter
ug/kg = Micrograms per Kilogram
Bold indicates the analyte was detected

Shading indicates the analyte exceded screening criteria

TCLP S" - EPA TCLP Screening Limit



Waste Characetrization - Soil Analytical Results
Data Summary Table

SWMU55

Naval Activity Puerto Rico

Location SPLW SPUP

Sample ID JM04-SPLW-041813 JM04-SPLW-041813D JM04-SPUP-041813 JM04-SPUP-041813D
Sample Depth (ft) 0-0 0-0 0-0 0-0
Sample Date 4/18/2013 4/18/2013 4/18/2013 4/18/2013
Analyte Units

SW1030 (NONE)

Ignitability NONE ou NA ouU 0 U
SWB8082A (UG/KG)

PCB-1016 (AROCLOR 1016) UG/KG 21 U NA 212 U NA
PCB-1221 (AROCLOR 1221) UG/KG 421 U NA 425 U NA
PCB-1232 (AROCLOR 1232) UG/KG 21 U NA 212 U NA
PCB-1242 (AROCLOR 1242) UG/KG 21 U NA 212 U NA
PCB-1248 (AROCLOR 1248) UG/KG 21 U NA 212 U NA
PCB-1254 (AROCLOR 1254) UG/KG 21 U NA 212 U NA
PCB-1260 (AROCLOR 1260) UG/KG 21 U NA 212 U NA
SW9045D (PH UNITS)

pH PH UNITS 8.84 8.85 9.4 NA
Notes:

NA = Not analyzed

J = The analyte was positively identified: the associated numerical value is the approximate concentration of the analyte in the sample.
U = The analyte was analyzed for, but was not detected above the reported sample quantitation limit.

mg/l = Milligrams per Liter

ug/kg = Micrograms per Kilogram

Bold indicates the analyte was detected



Waste Characetrization - Water Analytical Results
Data Summary Table

SWMU55

Naval Activity Puerto Rico

Location TD491
Sample ID JM04-TD491-120612
Sample Depth (ft) 0-0
Sample Date 12/6/2012
Analyte Units | TCLP**

SW8260B (UG/L)

1,1,1-TRICHLOROETHANE UG/L - 02 U
1,1,2,2-TETRACHLOROETHANE UG/L - 0.2 U
1,1,2-TRICHLOROETHANE UG/L - 02 U
1,1-DICHLOROETHANE UG/L - 0.2 U
1,1-DICHLOROETHENE UG/L 700 05 U
1,2,3-TRICHLOROBENZENE UG/L - 0.2 U
1,2,4-TRICHLOROBENZENE UG/L - 0.2 U
1,2-DIBROMO-3-CHLOROPROPANE UG/L - 0.2 U
1,2-DIBROMOETHANE (EDB) UG/L - 0.2 U
1,2-DICHLOROBENZENE UG/L - 0.2 U
1,2-DICHLOROETHANE UG/L 500 0.2 U
1,2-DICHLOROPROPANE UG/L - 0.2 U
1,3-DICHLOROBENZENE UG/L - 02 U
1,4-DICHLOROBENZENE UG/L 7500 0.2 U
2-HEXANONE UG/L - 1U
ACETONE UG/L - 1U
BENZENE UG/L 500 02 U
BROMOCHLOROMETHANE UG/L - 05U
BROMODICHLOROMETHANE UG/L -- 02 U
BROMOFORM UG/L - 05U
BROMOMETHANE UG/L -- 05 U
CARBON DISULFIDE UG/L -- 05U
CARBON TETRACHLORIDE UG/L 500 05 U
CHLOROBENZENE UG/L | 100000 0.2 U
CHLOROETHANE UG/L - 05 U
CHLOROFORM UG/L 6000 0.2 U
CHLOROMETHANE UG/L - 0.2 U
cis-1,2-DICHLOROETHYLENE UG/L -- 0.652 J
cis-1,3-DICHLOROPROPENE UG/L - 0.2 U
CYCLOHEXANE UG/L -- 05U
DIBROMOCHLOROMETHANE UG/L - 0.2 U
DICHLORODIFLUOROMETHANE UG/L -- 0.2 U
ETHYL BENZENE UG/L - 0.2 U
FREON 113 UG/L - 05U
Isopropylbenzene UG/L - 02 U




METHYL ACETATE UG/L - 2 U
METHYL ETHYL KETONE (2-BUTANONE) UG/L | 200000 05U
METHYL ISOBUTYL KETONE (4-METHYL-2-PENTAIJUG/L - 05U
METHYL TERT-BUTYL ETHER (MTBE) UG/L -- 0.2 U
METHYLCYCLOHEXANE UG/L -- 0.2 U
METHYLENE CHLORIDE UG/L -- 05U
STYRENE UG/L -- 0.2 U
TETRACHLOROETHENE (PCE) UG/L 700 05U
TOLUENE UG/L -- 0.2 U
trans-1,2-DICHLOROETHENE UG/L - 0.2 U
trans-1,3-DICHLOROPROPENE UG/L -- 0.2 U
TRICHLOROETHENE (TCE) UG/L 500 48.5 =
TRICHLOROFLUOROMETHANE UG/L -- 0.2 U
VINYL CHLORIDE UG/L 200 0.2 U
XYLENES, TOTAL UG/L - 0.6 U
Notes:

Bold indicates the analyte was detected

Shading indicates the analyte exceded screening criteria

NA = Not analyzed

J = The analyte was positively identified: the associated numerical value is the approximate concentration of the analyte in the sample.
U = The analyte was analyzed for, but was not detected above the reported sample quantitation limit.

ug/l = Micrograms per Liter

TCLP 5" - EPA TCLP Screening Limit



AGVIQ ROSEVELT ROADS CEIBA
CONTAMINATED SOIL DISPOSAL
CONTRACT AV13-3A007

PO Ammount 270 Tons
Disposed 387.77 Tons
Diference -117.77 Tons

General Trash Disposal

1 Ton

PICKUP DATE DELIVERY DATE MANIFEST# TONELAGE

6/10/2013 6/11/2013
6/10/2013 6/11/2013
6/10/2013 6/11/2013
6/12/2013 6/12/2013
6/12/2013 6/12/2013
6/12/2013 6/12/2013
6/13/2013 6/13/2013
6/13/2013 6/13/2013
6/13/2013 6/13/2013
6/17/2013 6/17/2013
6/17/2013 6/17/2013
6/17/2013 6/17/2013
6/18/2013 6/18/2013
6/18/2013 6/18/2013
6/18/2013 6/18/2013
6/19/2013 6/19/2013
6/19/2013 6/19/2013
6/19/2013 6/19/2013
6/20/2013 6/20/2013
6/20/2013 6/20/2013
6/20/2013 6/20/2013
6/20/2013 6/20/2013
6/21/2013 6/21/2013
6/21/2013 6/21/2013
6/21/2013 6/21/2013

TOTALS

28494
28495
31604
31605
31606
31603
31608
31607
31609
31610
31611
31612
31615
31616
31617
31618
31619
31620
32882
32883
32884
32885
32886
32887
32888

14.79
16.99
15.83
19.86
13.16
15.31
19.21
11.65
13.62
13.55
14.18
16.89
14.15
14.66
17.18
14.57
13.97
18.74
14.63
15.01
15.66
20.12
14.63
14.81

14.6

387.77

























































































































































Appendix G
Purge Data




Appendix G

Purge Data
SWMU 55 Plume, Naval Activity Puerto Rico
Temperature (°| Specific Conductivity Salinity ORP Dissolved Oxygen | Turbidity
Well ID Date/Time Sampling Event <) (mSfcm) (ppt) pH (mV) (mgiL) (NTU) Comments
11/30/2012 9:40 ([Pre-Corrective Action 29.73 0.959 0.47 7.39 97.8 2.96 8.3 4 gallons purged
7/8/2013 11:45 Post-Corrective Action NM NM NM NM NM NM NM Permanganate observed
10/24/2013 10:20 |Pre-ISB 31.88 3.752 NM 7.13| -116.5 0.15 2.6 7 gallons purged
7MWO07  (5/2/2014 11:00 TCE Plume Stability 33.36 2.156 NM 6.91 130.8 NM 30.5 NA
Bioreactor and Mid-Plume
8/26/2014 13:55 |Performance Monitoring 32.33 2.508 NM 6.63 -19.8 0.31 0 27 gallons purged; no odor, clear
11/17/2014 10:40 |TCE Plume Stability 32.8 2.212 NM 6.77 -87.4 2.94 0 3 gallons purged
11/28/2012 9:20 |Pre-Corrective Action 29.7 7.469 4.08 7.56| -289.9 1.37 5.9 3 gallons purged
7/8/2013 14:10 Post-Corrective Action 29.44 6.715 NM 7.54 -245.1 0.32 NM No permanganate observed
7MW10  (10/22/2013 9:25 |Pre-ISB 28.06 2.516 NM 7.69| -223.5 0.35 0 2.9 gallons purged
4/30/2014 14:40 |TCE Plume Stability 26.55 1.928 NM 7.54( -2749 0.32 4.5 2.2 gallons purged
11/14/2014 11:00 |TCE Plume Stability 28.61 2.263 NM 7.34| -250.2 3.43 2.3 5 gallons purged
7MW21  [(11/28/2012 13:50 |Pre-Corrective Action 28.22 15.51 9.02 7.14( -339.3 0.42 35.4 |3.5gallons purged
11/29/2012 10:45 |Pre-Corrective Action 30.11 51.59 2.73 7.62 100.2 1.56 1.6 3 gallons purged
10/23/2013 13:45 |Pre-ISB 28.09 4.192 NM 7.04 99.8 0.31 0 4.5 gallons purged
5/1/2014 10:25 TCE Plume Stability 29.09 4.523 NM 7.07 95.3 0.24 10.0 |5 gallons purged
7MW22  (11/13/2014 15:35 |TCE Plume Stability 29.1 4.272 NM 6.85 205.9 0.17 0 3.5 gallons purged
5 gallons purged; resampled after Fed
Ex cooler containing 11/13 samples
11/20/2014 15:32 |TCE Plume Stability 29.05 4.089 NM 6.96 310.1 0.18 0 lost
11/28/12 16:00 Pre-Corrective Action 28.9 43.95 2.01 6.85 -59.3 0.96 77 4 gallons purged
7/8/13 13:35 Post-Corrective Action 29.47 3.646 NM 6.94 -76.2 0.72 NM No permanganate observed
10/22/13 14:17 Pre-ISB 27.94 2.508 NM 7.09( -128.2 0.26 0.1 5 gallons purged
ZMW23 4/29/14 13:55 TCE Plume Stability 26.75 3.229 NM 7.11( -1723 0.31 0 2.2 gallons purged
11/13/14 13:35 TCE Plume Stability 28.35 3.529 NM 7.01| -13.01 3.13 15 5 gallons purged
5 gallons purged; resampled after Fed
Ex cooler containing 11/13 samples
11/20/14 15:05 TCE Plume Stability 28.55 3.544 NM 7.21| -149.2 3.07 9.3 lost
11/29/12 13:05 Pre-Corrective Action 29.74 4213 2.16 6.96| 213.1 0.84 0 6 gallons purged
7/8/13 12:00 Post-Corrective Action NM NM NM NM NM NM NM Permanganate observed
T™MW24 10/23/13 14:00 Pre-ISB 30.1 2.207 NM 7.52 229.8 0.17 0 3.3 gallons purged
5/1/14 14:00 TCE Plume Stability 29.23 3.015 NM 7.28| 453.2 0.19 12.3 |5 gallons purged
11/14/14 13:50 TCE Plume Stability 29.88 3.544 NM 7.02 47.6 3.09 8.3 2.5 gallons purged
55lwo01?  [11/30/12 9:30 Pre-Corrective Action 30 0.613 0.3 7.36 203.3 0.3 58.5 6 gallons purged
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Appendix G

Purge Data
SWMU 55 Plume, Naval Activity Puerto Rico
Temperature (°| Specific Conductivity Salinity ORP Dissolved Oxygen | Turbidity
Well ID Date/Time Sampling Event <) (mSfcm) (ppt) pH (mV) (mgiL) (NTU) Comments
11/30/13 11:55 Pre-Corrective Action 31.69 5.466 2.91 NM 225.4 4.15 5.3 3.5 gallons purged
7/8/13 11:50 Post-Corrective Action NM NM NM NM NM NM NM Permanganate observed
10/24/13 14:30 Pre-ISB 32.26 3.502 NM 7.21 -42.5 0.51 8.3 5 gallons purged
Bioreactor and Mid-Plume
55IW02  |2/17/14 14:55 Performance Monitoring 31.55 3.712 NM 6.72 -13.2 0.03 22.2 |5 gallons purged
5/1/14 14:35 TCE Plume Stability 31.09 4.457 NM 6.51 172 NM 42 NA
Bioreactor and Mid-Plume
8/27/14 14:45 Performance Monitoring 33.28 3.050 NM 6.6 81.9 0.29 3.2 2.5 gallons purged; clear, no odor
11/14/14 10:00 TCE Plume Stability 31.78 2.858 NM 6.66 26.6 0.24 5.7 4 gallons purged
11/29/12 14:00 Pre-Corrective Action 29.48 4,533 2.4 6.92 284.4 0.89 22.4 4.0 gallons purged
55IW03 Bioreactor and Mid-Plume
2/17/14 9:40 Performance Monitoring 30.03 2.53 NM 7.33 -287.6 0.02 30.9 3.8 gallons purged
11/30/12 12:30 Pre-Corrective Action 30.18 6.556 3.55 6.77 418.6 0.48 14.5 6 gallons purged
7/8/13 11:55 Post-Corrective Action NM NM NM NM NM NM NM Permanganage observed
10/24/13 10:35 Pre-ISB 30.24 5.95 NM 6.99 374.8 0.58 7.4 6 gallons purged
Bioreactor and Mid-Plume
55IW04 2/17/14 11:10 Performance Monitoring 31.86 4.129 NM 6.78 -36.3 0.04 23.8 4 gallons purged
5/1/14 10:45 TCE Plume Stability 29.21 5.077 NM 6.52 83.5 NM 210 NA
Bioreactor and Mid-Plume
8/27/14 13:05 Performance Monitoring 31.50 4.55 NM 6.58 123.2 0.27 0 2.25 gallons purged; clear, no odor
11/14/14 13:50 TCE Plume Stability 30.62 3.899 NM 6.6 97.5 0.23 0.9 3.5 gallons purged
11/29/2012 9:35 Pre-Corrective Action 29.72 3.587 1.88 6.95 -174.1 0.35 0 6 gallons purged
7/8/2013 12:10 Post-Corrective Action 30.06 411 NM 7.03 150 2.99 NM No permanganate observed
10/23/2013 9:55 Pre-ISB 29.88 13.03 NM 7.63 164.7 0.73 0.1 6 gallons purged
55MWO1  |4/30/2014 11:30 TCE Plume Stability 31.41 1.5 NM 7.13 304 NM 101  |NA
11/13/2014 10:55 TCE Plume Stability 29.65 2.531 NM 7.28 -71.2 3.07 16.6 6 gallons purged
5 gallons purged; resampled after Fed Ex
11/20/2014 11:00 TCE Plume Stability 29.83 1.31 NM 7.15 -115.6 2.84 9.5 cooler containing 11/13 samples lost
10/24/2013 14:10 Pre-ISB 34.31 3.379 NM 6.55 -124.1 0.12 0 1.3 gallons purged
Bioreactor and Mid-Plume
2/18/2014 14:20 Performance Monitoring 33.94 3.465 NM 6.46 26.2 0.03 4.2
55BW01 5/1/2014 14:25 TCE Plume Stability 35.7 3.632 NM 6.61 -151.6 1.79 10.7 9 gallons purged
Bioreactor and Mid-Plume 2.5 gallons purged; clear, no odor, no
8/27/14 10:15 Performance Monitoring 37.38 0.930 NM 6.69 -121.2 0.19 0 NaMNO4 color
11/14/2014 11:08 TCE Plume Stability 33.76 1.731 NM 6.54 -38.3 0.16 15 2.5 gallons purged
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Appendix G

Purge Data

SWMU 55 Plume, Naval Activity Puerto Rico

Temperature (°| Specific Conductivity Salinity ORP Dissolved Oxygen | Turbidity
Well ID Date/Time Sampling Event C) (mS/cm) (ppt) pH (mV) (mg/L) (NTU) Comments
11/29/12 11:20 Pre-Corrective Action 29.75 0.669 0.31 6.96 119.1 0.3 10 6 gallons purged
718/13 12:25 Post-Corrective Action 29.7 0.895 NM 7.35 205 2 NM No permanganate observed
10/23/13 13:55 Pre-ISB 29.52 0.752 NM 7.17 191.3 0.38 5.3 6 gallons purged
55MWO02  |4/29/14 14:20 TCE Plume Stability 26.87 0.703 NM 6.86 255 NM 14.3 NA
11/13/14 9:20 TCE Plume Stability 29.18 0.609 NM 7.11 93.4 3.23 14 4 gallons purged
5 gallons purged; resampled after Fed Ex
11/20/14 9:30 TCE Plume Stability 29.02 0.609 NM 7.41 25.2 3.25 6.6 cooler containing 11/13 samples lost
55MWO03  [11/29/12 9:05 Pre-Corrective Action 30.7 7.55 413 6.77 195.4 0.29 25.5 2.8 gallons purged
55MW04  |11/29/12 10:55 Pre-Corrective Action 31.8 1.13 0.55 7.82 158.5 5.35 80.2 3.0 gallons purged
11/28/12 10:35 Pre-Corrective Action 29.77 1.681 0.84 6.76 -28.1 0.35 0 3.2 gallons purged
5EMWO5 10/23/13 14:39 Pre-1ISB 30.2 7.169 NM 6.65 94.1 0.59 0 6 gallons purged
4/30/14 10:30 TCE Plume Stability 30.73 3.801 NM 6.76 -97.6 2.10 3.12 8 gallons purged
11/12/14 11:34 TCE Plume Stability 30.77 5.357 NM 6.62 87.1 0.21 2.0 4 gallons purged
11/28/12 8:50 Pre-Corrective Action 29.1 2.032 1.03 6.84 72.2 0.36 0.1 3.0 gallons purged
EEMWO6 10/23/13 10:05 Pre-1ISB 30.67 2.195 NM 7.01 66.1 2.41 0 3.25 gallons purged
4/30/14 14:25 TCE Plume Stability 30.54 3.118 NM 6.86 -5.7 2.09 9.8 9 gallons purged
11/12/14 13:05 TCE Plume Stability 30.81 3.232 NM 6.73 69.8 0.23 6.3 2.5 gallons purged
55MWO07  [11/28/12 14:10 Pre-Corrective Action 30.2 4.573 241 6.8 3374 0.35 27.7 4.5 gallons purged
55MWO08  [11/28/12 12:00 Pre-Corrective Action 30.87 3.073 1.59 6.87 286.8 0.39 19.9 2.5 gallons purged
11/28/12 9:20 Pre-Corrective Action 29.94 19.2 11.39 6.86 122.2 0.35 1.6 5 gallons purged
10/22/13 11:40 Pre-ISB 29.9 16.42 NM 6.95 210.9 0.60 4.9 3 gallons purge; sample
55MW09  |10/28/13 11:25 Pre-1ISB 30.59 17.11 NM 6.93 42.9 0.18 12.9 3.5 gallons purged; re-sample
5/1/14 14:40 TCE Plume Stability 28.06 19.76 NM 6.8 141.6 0.31 5.7 5.7 gallons purged
11/17/14 10:32 TCE Plume Stability 30.07 16.08 NM 6.83 315.2 0.26 9.5 4.5 gallons purged
11/28/12 10:50 Pre-Corrective Action 29.69 15.37 8.99 7.3 -304.2 0.08 16.1 6 gallons purged
10/22/13 9:35 Pre-ISB 29.94 8.511 NM 7.41 -138.4 0.56 7.5 2.75 gallons purged; sample
55MW10 (10/28/13 9:25 Pre-1SB 29.34 10.85 NM 7.33 -185.3 0.26 7.5 3 gallons purged; re-sample
5/2/14 11:00 TCE Plume Stability 27.18 11.05 NM 7.40 -299.0 0.69 4.8 2.2 gallons purged
11/17/14 12:53 TCE Plume Stability 29.44 7.802 NM 7.22 -157.6 0.12 8.7 3 gallons purged
11/28/12 11:25 Pre-Corrective Action 30.39 13.35 7.65 7.65 -55.9 1.12 120.1 3 gallons purged
EEMW11 10/22/13 11:37 Pre-ISB 28.14 11.55 NM 7.29 394 0.29 0 5.8 gallons purged
4/30/14 10:40 TCE Plume Stability 27.25 12.6 NM 7.2 132.3 0.47 7.4 4 gallons purged
11/14/14 9:30 TCE Plume Stability 28.79 13.32 NM 7.2 30.3 6.00 22 5 gallons purged
11/29/12 12:05 Pre-Corrective Action 29.39 0.515 0.25 7.36 103.7 4 195 3.8 gallons purged
7/8/13 13:30 Post-Corrective Action 31 0.605 NM 6.88 1145 3.65 NM No permanganate observed
10/23/13 10:02 Pre-ISB 29.70 0.712 NM 7.08 20.8 0.68 0 4 gallons purged
55MW12 |5/1/14 10:20 TCE Plume Stability 30.72 1.925 NM 6.78 -18.1 2.15 10.9 8 gallons purged
11/13/14 13:35 TCE Plume Stability 31.51 1.842 NM 6.59 94.7 0.45 0 1.25 gallons purged
2.5 gallons purged; resampled after Fed Ex
11/20/14 13:26 TCE Plume Stability 31.25 1.757 NM 6.73 49 0.31 3.7 cooler containing 11/13 samples lost
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Appendix G

Purge Data

SWMU 55 Plume, Naval Activity Puerto Rico

Temperature (°| Specific Conductivity Salinity ORP Dissolved Oxygen | Turbidity
Well ID Date/Time Sampling Event C) (mS/cm) (ppt) pH (mV) (mg/L) (NTU) Comments
55MW13  |11/29/12 10:25 Pre-Corrective Action 27.11 23.87 14.39 6.85 -295.1 0.26 14.7 3.0 gallons purged
11/28/2012 12:50 Pre-Corrective Action 29.36 3.986 2.12 7.11 101.7 0.23 0 6 gallons purged
7/8/2013 13:50 Post-Corrective Action 29.42 4.836 NM 6.83 76.5 1.42 NM No permanganate observed
10/22/2013 14:00 Pre-ISB 28.76 5.036 NM 7.02 460.4 0.69 3 gallons purged; sample
10/28/2013 9:15 Pre-ISB 29.33 5.885 NM 6.78 300.1 0.37 5 gallons purged; re-sample
SSMWI4 - [4/30/2014 10:55 | TCE Plume Stability 26.99 4.03 NM 6.84| 1796 05 37 |22 gallons purged
11/13/2014 15:05 TCE Plume Stability 29.39 4.03 NM 6.99 40.2 3.12 0.5 5 gallons purged
4.5 gallons purged; resampled after Fed Ex
11/20/2014 13:30 TCE Plume Stability 28.92 3.982 NM 6.98 35 3.05 8.5 cooler containing 11/13 samples lost
11/27/12 13:50 Pre-Corrective Action 30.83 10.31 5.78 6.57 285.2 0.23 55.8 4.2 gallons purged
55MW15 10/22/13 14:25 Pre-1ISB 31.04 9.19 NM 6.64 208.7 0.34 11.8 6 gallons purged
4/28/14 14:50 TCE Plume Stability 30.95 10.34 NM 6.41 60.0 2.00 3.5 5 gallons purged
11/12/14 12:00 TCE Plume Stability 30.85 9.546 NM 6.45 115.1 3.02 18.1 6 gallons purged
11/27/12 11:40 Pre-Corrective Action 31.19 4.306 2.08 7.03 228.2 0.65 39 5.3 gallons purged
55MW16 10/23/13 10:15 Pre-1ISB 31.32 2.801 NM 7.02 165.3 0.28 19.1 3.8 gallons purged
4/28/14 16:20 TCE Plume Stability 31.6 2.289 NM 7.08 138.7 2.02 8.6 5 gallons purged
11/12/14 14:30 TCE Plume Stability 30.8 0.989 NM 7.25 81 3.67 18.2 6 gallons purged
11/28/12 13:15 Pre-Corrective Action 31.16 10.47 5.86 6.86 87.4 0.26 34 2.2 gallons purged
10/22/13 13:35 Pre-ISB 30.31 8.195 NM 6.86 178.8 0.25 55 3.8 gallons purged; sampled
55MW17  110/28/13 14:30 Pre-1SB 30.44 7.803 NM 6.76 308.1 0.5 0.1 6 gallons purged; re-sampled
4/29/14 13:40 TCE Plume Stability 29.62 8.454 NM 6.8 74.3 2.00 21.7 7 gallons purged
11/12/14 16:00 TCE Plume Stability 30.12 10.4 NM 6.68 268.1 0.19 4.1 2.5 gallons purged
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Appendix G

Purge Data
SWMU 55 Plume, Naval Activity Puerto Rico
Temperature (°| Specific Conductivity Salinity ORP Dissolved Oxygen | Turbidity
Well ID Date/Time Sampling Event <) (mSfcm) (ppt) pH (mV) (mgiL) (NTU) Comments
11/28/12 11:15 Pre-Corrective Action 30.16 45.18 29.09 6.66 325 0.22 105 3.3 gallons purged
55MW18 10/22/13 9:45 Pre-ISB 30.68 48.07 NM 6.61 7.1 0.19 17.7 4.2 gallons purged
4/29/14 9:30 TCE Plume Stability 29.09 41.06 NM 6.61 -75.3 1.77 18.7 5 gallons purged
11/12/14 16:05 TCE Plume Stability 29.41 42.35 NM 6.56 -30.1 2.80 125 5 gallons purged
55MW19 |11/28/12 9:10 Pre-Corrective Action 29.58 49.68 32.38 6.58 22.1 0.21 82.9 3.6 gallons purged
55MW20 |11/27/12 12:05 Pre-Corrective Action 30.85 24.64 14.86 6.91 -292.1 0.11 18.5 2.5 gallons purged
55MW21  |11/27/12 11:45 Pre-Corrective Action 31.32 37.8 23.81 6.84 49.1 1.84 199 3.5 gallons purged
55MW22  |11/27/12 13:50 Pre-Corrective Action 31.52 49.15 31.92 6.42 30.2 0.5 260 NA
55MW23  |11/29/12 9:20 Pre-Corrective Action 29.1 43.71 28.15 6.8 -10.9 1.6 200 3 gallons purged
55MW24  |11/29/12 13:40 Pre-Corrective Action 31.54 0.71 0.34 7.9 99.8 7.53 73.9 4 gallons purged
11/29/12 13:45 Pre-Corrective Action 31.86 2.323 1.18 7.26 177.9 2.44 8.2 4.0 gallons purged
7/8/13 15:15 Post-Corrective Action 33.07 2.489 NM 7.58 -11 1.53 NM No permanganate observed
10/24/13 10:43 Pre-ISB 32.14 3.168 NM 6.75 -106.1 0.22 54.8 5.5 gallons purged
55MwW25  |4/30/14 15:30 TCE Plume Stability 32.94 3.430 NM 6.05 -60.2 0.69 18 3.3 gallons purged
11/13/14 10:56 TCE Plume Stability 33.55 1.674 NM 6.54 -53.3 0.14 1.4 3.5 gallons purged
2.5 gallons purged; resampled after Fed Ex
11/20/14 10:58 TCE Plume Stability 33.14 1.77 NM 6.62 -50.1 0.22 9.1 cooler containing 11/13 samples lost
4/12/13 11:25 Pre-Corrective Action 31.36 5.144 6.67 6.67 -85.2 0.8 12.9 3.5 gallons purged
7/8/13 15:20 Post-Corrective Action 31.21 3.947 NM 6.87 53.1 0.95 NM No permanganate observed
10/24/13 10:15 Pre-ISB 31.6 3.35 NM 6.87 215.6 0.83 125 4.3 gallons purged
55MW26  |4/30/14 14:55 TCE Plume Stability 31.22 2.887 NM 6.86 309.2 NM 211 NA
11/13/14 9:35 TCE Plume Stability 32.22 2.048 NM 6.95 341.3 0.23 0 5 gallons purged
4 gallons purged; resampled after
Fed Ex cooler containing 11/13 samples
11/20/14 9:49 TCE Plume Stability 31.99 1.897 NM 7.04 329.8 0.24 9.5 lost
Notes:

455IW01 was destroyed during installation of ISB in April/May 2013

° C - degrees Celsius

mS/cm - microsiemens per centimeter

mV - millivolt

mg/L - milligram per liter

NTU - nephelometric turbidity unit

NM -not measured

NA - not available
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Appendix H
Laboratory Data Packages and Data Validation Reports

(Provided separately on CD)

Laboratory SDGs have been added to NIRIS as seperate files. See list below:

Laboratory SDG NIRIS Record Number
212112812 N40003_002510
212112812 REV1 N40003_002511
212113005 N40003_002512
213041308 N40003_002513
213102418 N40003_002514
213102418 REV1 N40003_002515
213102530 N40003_002516
213102530 REV1 N40003_002517
213102811 N40003_002518
213102903 N40003_002519
214021812 N40003_002520
214021930 N40003_002521
214042912 N40003_002522
214042912 REV1 N40003_002523
214043008 N40003_002524
214043008 REV1 N40003_002525
214043008 REV2 N40003_002526
214050111 N40003_002527
214050111 REV1 N40003_002528
214050209 N40003_002529
214050304 N40003_002530
214082833 N40003_002531
214082833 REV1 N40003_002532
214082834 N40003_002533
214082834 REV1 N40003_002534
214111307 N40003_002535
214111307 REV1 N40003_002536
214111511 N40003_002537
214111904 N40003_002538
214111904 REV1 N40003_002539

214112116

N40003_002540



Quality Assurance Review Memorandum JMO4/SWMLUSS CH2MH|LL

NA Puerto Rico

FPREFARED FOR: NA Puerto Rico / SWMU 35 Baseline Groundwater Sampling 2012

FINAL REVIEWER/

INTIAL REVIEWER Camden Robinson/ Project Chemist/CH2M Hill

COPIES: Tom Beisel /Project Manager/AGVIQ-CH2M HILL
DATE: February 1%, 2013
SUBJECT: Quality Assessment for Samples coltected November 28™, 2012 thru

November 30™, 2012

This quality assurance memorandum is based upon a review of analytical data generated
for the groundwater samples and the associated field quality control samples collected
November 28t, 2012 thru November 30%, 2012 at the Naval Activity Puerto Rico in Ceiba,
Puerto Rico. The samples were collected as a part of the SWMU 55 Baseline Groundwater
sampling event conducted at the site. The specific samples and analytical fractions reviewed
are summarized below in Table 1.

The Quality Control areas that were reviewed and the resulting findings are documented
within each subsection that follows. Data validation was conducted using the validation
criteria outlined in the uniform federal policy- quality assurance project plan (UFP-QAPP
CH2M HILL, June 2012), Standard Operating Procedure (5OP) HW-24 Revision 2 Validating
Volatile Organic Compounds by Gas Chromatograph/Mass Spectrometry SW-846 Method
8260B, guidance procedures described in the Environmental Protection Agency (EPA
National Functional Guidelines for Organic Data Review (EPA 2008), and/ or the general
guidance provided in the Department of Defense (DOD) Quality Systems Manual - Version
4.2 Final October 2010 (based on NELAC Voted Version - 5 June 2003). Analytical methods
and laboratory standard operating procedures (SOPs) presented in the UFP-QAPP were
used to evaluate compliance against quality assurance (QA)/QC criteria. If QA /QC criteria
were not met, data was considered for qualification.

Samples were submitted to Gulf Coast Analytical Laboratories, Inc. of Baton Rouge,
Louisiana for the following analyses: SW-846 8260B Volatile Organic Compounds
Trichloroethene, Cis-1,2-Dichloroethene, and Vinyl Chloride, RSK-175 Methane, Ethane, and
Ethene, Standard Method 2320B Alkalinity, Standard Method Total Organic Carbon (TOC),
Standard Method 450052-D Sulfide, and SW-846 9056 A Chloride, Nitrate, Nitrite, and
Sulfate.

Saimnple results that were not within the acceptance limits were appended with a qualifying
flag, which consisted of a single- or double-letter code that indicated a possible problem
with the data. The qualifying flags originated during the data review and validation
processes. These aiso include the secondary, or the tvo/ three-digit “sub-qualifier” flags.

JWA04 SWHAU 55 B-SELINE GF SUNDWETER SAMPL NG 2012 QARM_Fitia o



The secondary qualifiers provide the reasoning behind the assignment of a qualifier flag to
the data. The secondary qualifiers are presented and defined below.

Attachment 1 lists the changes in data qualificrs, due to the validation process.

The following primary flags were used to qualify the data:

=] Detected. The analyte was analyzed for and detected at the concentration shown.,
Ul Estimated. The analyte was present but the reported value may not be accurate or
precise.

[U]  Undetected. The analyte was analyzed for but not detected above the method
detection limit. The data validator may also apply this qualifier to indicate that a
concentration was not detected at significantly greater than that in an associated blank.

[UJ]] Detection limit estimated. The analyte was analyzed for but qualified as not
detected; the result is estimated.

[UR] Rejected. The data is not useable. The absence of the analyte cannot be verified.

[R] Rejected. The data is not useable.

Secondary Qualifier Codes

Code Definition

25H Second Source Accuracy High

251 Second Source Accuracy Low

BD Blank Spike/ Blank Spike Duplicate (LCS/LCSD) Precision
BL Blank

BSH Blank Spike/LCS Recovery High

BSL Blank Spike/LCS Recovery Low

CCH Continuing Calibration Verification Accuracy High

CCL Continuing Calibration Verification Accuracy Low

DL Dilution

FB Field Blank Contamination

FD Field Duplicate

LD Laboratory Duplicate

HT Holding Time

ICH Initial Calibration High

ICL Initial Calibration Low

ISH Internal Standard Arca Response High

ISL Internal Standard Area Response Low

LR Linear Range (Exceeded calibration range)

MD Matrix Spike/ Matrix Spike Duplicate Precision

MSH Matrix Spike and/or Matrix Spike Duplicate Recovery High
MSL Matrix Spike and/or Matrix Spike Duplicate Recovery Low
OoT Other
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RF
55H
SSL
TN
EMPC

Re-extraction

Response Factor

Spiked Surrogate Recovery High

Spiked Surrogate Recovery Low

Tune

Estimated Maximum Possible Concentration
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Organic Parameters

Quality Control Review

The following list represents the QA /QC measures that were reviewed during the data
quality evaluation procedure for organic data.

Holding Times - The holding times are evaluated to verify that samples were extracted
and analyzed within holding times.

Blank samples - Method blanks, equipment blanks, and trip blanks were provided for
this project. Blank samples enable the reviewer to determine if an analyte may be
atiributed to sampling or laboratory procedures, rather than environmental
contamination from site activities.

Surrogate Recoveries - Surrogate Compounds are added to each sample and the
recoveries are used to monitor lab performance and possible matrix interference.

Lab Control Sample (LCS) - This sample is a “controlled matrix”, either laboratorv
reagent water or Ottawa sand, in which target compounds have been added prior to
extraction/ analysis. The recoveries serve as a monitor of the overall performance of each
step during the analysis, including sample preparation.

Matrix Spike/Matrix Spike Duplicate {(MS/MSD) Samples - Spike recovery is used to
evaluate potential matrix interferences, as well as accuracy. Precision imformaton is also
determined by calculating the reproducibility between the recoveries of each spiked
parameter.

Field Duplicate Samples - These samples are collected to determine precision between
a native and it's duplicate. This information can only be determined when target
compounds are detected.

GC/MS Tuning - The mass spectrum of the tuning compound is evaluated for method
compliance. The criteria are established to verify the proper mass assignment and mass
resolution.

Initial Calibration - The initial calibration ensures that the instrument is capable of
producing acceptable qualitative and quantitative data for the compounds of intercst.

Continuing Calibration - The continuing calibration checks satisfactory performance of
the instrument and its predicted response to the target compounds.

Internal Standards - The internal standards (retention time and response} are evaluated
for method compliance. The internal standards are used in quantitation of the target
parameters and monitor the instrument sensitivity and response for stability during
each analysis.
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General Package

The chain-of-custody associated with SDG 212112812 also included samples
collected that were not part of this review and accordingly not in this report. Only
the specific samples listed in table T were reviewed for this report. The samples not
included in this report were validated by a third party validator.

Major Technical Issues

No major technical issues were identified.

Minor Technical Issues for Volatile Organic Compounds (VOCs)
Analyses

Holding Time

All samples analyses werce performed within held time.

GC/MS Instrument Performance

All GC/MS Instrument Performance criteria were met.

Calibration

All Initial, 2¢d Source, and Continuing Calibration criteria were met.

Blanks

There were no detections in the trip, equipment, and method blank samples.

Laboratory Control Sample Recoveries

Laboratory control samples (LCS) and laboratory control sample duplicate (LCSD) were
prepared and analyzed with each sample preparation batch and analytical run. Laboratory
accuracy objectives were met for all LCS/LCSD samples.

Matrix Spike and Matrix Spike Duplicate Recoveries

A matrix spike and spike duplicate samples were collected and analyzed using field
samples JM04-7MW10-112812. The matrix spike / matrix spike duplicate (MS/MSD)
accuracy and precision objectives were met.

Surrogate Recoveries

All surrogate recoveries were within acceptable quality control limits.

Internal Standard Recoveries

All internal standard recoveries were within acceptable quality control limits.
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GROUNDWATER PROJECT ACTION LIMITS

All samples collected and analyzed tor the month of November 2012 for the volatile organic
compound — trichloroethene were less than the groundwater project action limits with the exception
of the samples listed below:

Analyte Affected Sample Sample Groundwater
Results Cleanup Target

(Volatile List) (ug/l Levels (ug/l)
Trichloroethene JIMO4-551W01-1313012 3320 193
Trichloroethene IMO04-551W02-113012 777 193
Trichloroethene IMO04-551W03-112912 1070 193
Trichloroethene JMO04-55MW01-112912 18 193
Trichloroethene JIMO4-55MW09-112812 1020 193
Trichloroethene JMO4-55MW10-112812 496 193
Trichloroethene IMO4-55MWI11-112812 456 193
Trichloroethene JMO04-55MW14-112812 641 193
Trichloroethene IM04-55MW24-112912 4380 193
Trichloroethene IMO4-7TMW07-113012 10300 193
Trichloroethene JM04-FDO1-113012 10200 193
Trichlorocthenc IMO04-TMW23-112812 397 193
Trichloroethene JMU04-FDO1-112812 692 193
Trichloroethene IMO4-7TMW24-112912 969 193

Major Technical Issues

No major technical issues were identified.

Minor Technical Issues for Methane, Ethane, and Ethene
Analyses

Holding Time

All samples analvses were performed within hold time.

Calibration

All Inifial, 2 Source, and Continumg Calibration criteria were met.
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Data Rejected during the Data Validation Process

Some samples may be analyzed multiple times by the laboratory because of dilution
requirements or because spike recoveries are outside the method target acceptance limits.
The laboratory reports all analyses; therefore, it is possible that several sample resulis may
exist for a specific sample and analysis. During the data validation, all the sample results are
evaluated and the “best answer” for each sample and analysis is chosen, and the other
results are rejected.

The initial results for methane noted in Table 3 above were rejected because the samples
required a dilution in order to obtain a result within the method target acceptance limits.
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Inorganic Parameters

Quality Control Review

The following list represents the QA/QC measures that were reviewed during the data
quality evaluation procedure for inorganic data.

Holding Times - The holding times are evaluated to verify that samples were extracted
and analyzed within holding times.

Blank samples — Method blanks, equipment blanks, initial calibration, and continuing
calibration blanks were provided for this project. Blank samples enable the reviewer to
determine if an analyte may be attributed to sampling or laboratory procedures, rather
than environmental contaminabion from site activities.

Lab Control Sample (LCS) - This sample is a "controlled matrix", either laboratory
reagent water or Ottawa sand, in which target compounds have been added prior to
extraction/analysis. The recoveries serve as a monitor of the overall performance of each
step during the analyvsis, including sample preparation.

Matrix Spike/Matrix Spike Duplicate (MS/MSD} Samples - Spike recovery is used to
evaluate potential matrix interferences, as well as accuracy. Precision information is also
determined by calculating the reproducibility between the recoveries of each spiked
parameter.

Field Duplicate Samples - These samples are collected to determine precision between
a native and it's duplicate. This information can only be determined when target
compounds are detected.

Initial Calibration - The initial calibration ensures that the instrument is capable of
producing acceptable quahtative and quantitative data for the compounds of interest.

Continuing Calibration - The continuing calibration checks satisfactorv performance of
the instrument and its predicted response to the target compounds.
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Data Usability

A review of the analytical data submitted regarding the NA Puerto Rico SWMU 55 Baseline
Groundwater Sampling 2012, by CH2M HILL has been completed. An overall evaluation of
the data indicates that the sample handling, shipment, and analytical procedures have been
adequately completed, and that the analvtical results should be considered usable as
qualified. The validation review demonstrated that the analytical systems werc generally in
control and the data results can be used m the decision making process.

Data reviewed in this report meet the data quality goals stated in the project quality
assurance project plan (QAPP). The data user can use the data recognizing the potential data
biases indicated by the data qualifiers assigned to some results. Data was qualified for a
subset of results based on equipment blank contamination, low matrix spike and matrix
spike duplicate recoveries, and field duplicate imprecision biases.
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Disclaimer:

The validation performed and reported he rein is bas ed on specifications and
procedures presented to eDAT Apro with the associated data package. Any
qualifications or review not specified with package requirements was based on
direction and/or input from the CH2Mhill project Chemist.

Information contained in this repor t based solely on the hardcopy and/or
electronic deliverables that were submi tted to eDAT Apro. EDATApro re serves
the rights to modify or change the va lidation report if new information is
presented or if this report is determined to be inaccurate or incomplete.
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INTRODUCTION:

CTO Number; JM-04

Project Name: SMWU-55

Area: Baseline Groundwater Sampling

Laboratory; Gulf Coast Analytical Laboratories, Inc.
Laboratory Package No. 212112812

Matrix: Water

Environmental Data Professional, LLC {(eDATApro)re ceived one data package
containing five field samples, one matrix spike/duplicate pair and one trip blank sample.

These samples were validated utilizing

Department of Defense Quality System Man
Installation Restoration Chemical Data Quality Manual (IRCDQM}

specific Scope of Work.

The following samples were reviewed:

CCl-approved checklists based on the

ual as part of the DOD QSM — Navy
and the pr oject

Sample iD Matrix Lab ID Parent Sample ID g:::"tl:'tiir:: Analyses
JMO4-55MW15-112712 Water | 21211281201 1142712 14:00 {1-9]
JMO04-55MW16-112712 Water | 21211231202 11/27/12 11:50 [1-91
JMO4-55MW20-112712 Water | 21211281203 1127112 12:05 [1]
JMO4-55MW20-112712M5 Water | 21211281204 JMO4-55MW20-112712 1127112 12:05 i
JMO4-55MW20-1127125D Water | 21211281205 JMO4-55MW20-112712 11/27/12 12:05 [1]
JMO4-55MW22-112712 Water | 21211281206 11427112 14.00 [1]
JMO4-55MW21-112712 Water | 21211281207 1142712 11:50 1]
JMO4-TBO1-112712 Water | 21211281208 M

Analyses Performed Codes:

[1] - Trichloroethene, Vinyl Chicride and cis-1,2-Dichlorothene — SW-846 82608

[2] - Methane, Ethane and Ethene — RSK 175
[3] - Totat Alkalinity — SM 23208

4] — Total Organic Carbon — SM 53108
[5] — Sulfide — SM 450082-D
[6] — Nitrate — SW-846 9056A

[7] - Chioride — SW-846 9056A

[8] — Nitrite — SW-B46 9056A
[9] - Sulfate — SW-846 9056A
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DATA VALIDATION FINDINGS SUMMARY

General Package:

Please note that the project specific analyle lists and project specific reporling limits were
evaluated by an AGVIQ CH2M HILL quality assurance chemist.

The chain-of-custody associated with SDG 212112812 also inciuded samples collected
on 11/28/2012. As per instructions from the project chemist, only samples collected on
11/27/2012 were reviewed.

Please note thatthere were not any equipment blanks or field duplicate samples
associated with the samples reviewed for this reporl.

Executive Summary:

The findings of this quality assurance report are based upon the comprehensive review of
the following data categories: chain of custody documentation, holding times, laboratory
method and field blank analyse s, surrogate compound recoveries, matrix spi ke
compound recoveries a nd reproducibility, GCMS mass tuning results, initial and
continuing calibration, second source recovery and internal standard area performance
summaries, target compound identification, aboratory control sample resulils, laboratory
and blind field dupticate sample results, detection limits/sensitivity, and el ectronic data
deliverables.

The analyses were performed acceptably, but require several qualifying statemenits; it is
recommended thatth & analytical data be used only with the qualifying statements
provided below. Any aspects of the data, which are not discussed in this re port, should
be considered qualitatively and quantitatively valid as reporled, based on the deliverables
reviewed.

Organic Analyses:

» Trichloroethene, Vinyl Chloride and cis-1,2-Dichlorothene — SW-846 82608:
All quality assurance and quality control (QA/QC} components presented by the
laboratory satisfied method and data review acceptance criteria; therefore, no data
qualifications were necessary.

»  Methane, Ethane and Ethene — RSK 175:

All quality assurance and quality conirol (QA/QC) components presented by the
laboratory satisfied method and data review acceptance criteria; therefore, no data
qualifications were necessary.

» Total Alkalinity — SM 23208:

All quality assurance and quality control (QA/QC) components presented by the
laboratory satisfied method and data review acceptance criteria; therefore, no data

quatifications were necessary.

« Total Organic Carbon — SM 53108:
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The laboratory diiuted the samples JM04-55MW15-112712 and JM04-55MW16-
112712 to ensure the results were within the calibration range. The laboratory
adjusted the reporling limits accordingly.

All quality assurance and quality control (QA/QC) compenents presented by the
laboratory satisfied method and data review acceptance criteria; therefore, no daia
qualifications were necessary.

Sulfide — 5M 450052-D:

All quality assurance and quality control (QA/QC) components presented by the
laboratory satisfied method and data review accepiance cnteria; therefore, no data
gualifications were necessary.

Nitrate - SW-846 9056A:

The taboratory noted that chemical or physical interference necessitated a dilution for
samples JM04-55MW15-112712 and JMO04-55MW16-112712. Th e laboratery
adjusted the reporting limits accordingly.

All quality assurance and quality control (QA/QC) components presented by the
laboratory satisfied method and data review acceptance criteria; therefore, no data
qualifications were necessary.

Chleride — SW-846 9056A:

The laboratory diluied the samples JM04-55MW15-112712 and JM0D4-55MW16-
112712 to ensure the results were within the calibration range. The taboratory
adjusted the reporting limits accordingly.

Ali quality assurance and quality control (QA/QC) componenis presented by the
laboratory satisfied method and data review acceptance criteria; therefore, no data
gualifications were necessary.

Nitrite — 5W-846 9056A:

The laboratory noted that chemical or physical interference necessitated a dilution for
samples JM04-55MW15-112712 and JM04-55MW16-112712. Th e laboratory
adjusted the reporling limits accordingly.

All quality assurance and quality control (QA/QC) components presented by the
laboratory satisfied method and data review acceptance criteria; therefore, no data
qualifications were necessary.

Sulfate - SW-846 9056A:

The laboratory diluted the samples JM04-55MW15-112712 and JM04-55MW16-
112712 io ensure the results were within the calibration range. The laboratory
adjusted the reporling limits accordingly.

All guality assurance and quality controt (QA/QC) components presented by the
laboratory satisfied method and data review acceptance criteria; therefore, no data
gualifications were necessary.
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TABLE 11

SUMMARY OF QUALIFIED DATA

No gualifications were applied to this data package.



TABLE 1-2
ACRONYMS AND ABBREVIATIONS
%R — Percent Recovery
%D — Percent Difference
EDD - Electronic Data Deliverable
LCS — Laboratory Control Sample
LCSD - Laboratory Control Sample Duplicate
MS — Matrix Spike
MSD - Matrix Spike Duplicate

QC — Quality Control

¢DATApro



TABLE 1-3

c¢DATApro

DATA QUALIFIER REFERENCE

Qualifier Organics Inorganics
The material was analyzed for, but was not detected above the level
u :;heoigzlifmw?es aggmﬁzggr{i:ﬁt was not detected above the of the associated value. The associated value is either the sample
p pieq ' guantitation limit or the sample detection limit.
The analyte was positively identified: the associated numerical . . . .
! value is the approximate concentration of the analyte in the sample. The associated value is an estimated quantity.
The analysis indicated the presence cf an analyte for which there .
N was presumptive evidence fo make a "tentative identification” Not applicable.
The analysis indicates the presence of an anatyte that has been
NJ "tentatively identified” and the associated numerical value Not applicable.
represents its approximate concentration.
The analyte was not deemed above the reported sample
quanntgtlon. However, the reporled quantitation limit 'S The material was analyzed for, but was not detected. The
uJ approximate and may or may not represent the actual limit of associated value is an estimate and may be inaccurate or imprecise
quantitation necessary to accurately and precisely measure the y P '
analyte in the sample.
The sample results are rejected due to serious deficiencies in the
R ability to anafyze the sample and to meet the quality control criteria. | The data are unusable. (Note: Analyte may or not be present)
The presence or absence of the analyte cannot be verified.
G The analyte detected in the asscciated field, equipment, and/or trip | The analyte detected in the asscciated field, equipment, and/or trip
blank. blank.
B The analyte detected in the associated method and/or calibration The analyte detected in the associated method and/or calibration

blank

blank
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TABLE 14

QUALIFICATION CODE REFERENCE

No qualifications were applied to this data package.
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Appendix |
Form 1 Data (Qualified)



VOLATILE ORGANICS ANALYSIS DATA SHEET

LabName: GCAL Contract

1A

SAMPLE NO.

JSWO4-G5MW15-112712

Lab Code: LAY Casa No.:
Mairic {solwaley)  Waler

SASNo:

Lab Sample I, 21211281201
Lab Fla il  212$125pfe1693

SDG Mo: 212112812

Date CGollected;

Semplewici: § _ {gm) mL

Levek: (low/med)

% Moishune: not dec.

GG Coumn:  HTX-VIMS-30 ID: 25 (mm}

Instrument ID:~ MSY7

Daty Recaved
Cale Analyred:

Soil Extract Violkame: {pL)
Sal Alqual Volume: tL}

CONCENTRATION UNITS:  uplL

Drlution Factar,
Prep Baich

WETHZ Time: 1400
1212

1130/t2 Thmes {147
1 Analst EDS

Analytical Balch, 495545

Aralytical Methoct _EW-84882608

CAS NO. COMPOUND RESULT Q@ MDL LOD LogQ o)
F5-01-6 Trctioroeinens T 0.161 0.200 1.00 -
75014 Vi chionide 0,200 ] 0027 0.200 1.00 Ww
156 502 [is-1,2-Dichoroethene 0.200 ] 010 D200 1,00 "
O Qev et
D2- el Coa
FORM | VDA



1A SAMPLE NO.
VCOLATILE CRGANICS ANALYSIS DATA SHEET
JMOS-SERAY 1E6-112712 l

LabName: GCAL Coniract

Leb Code:  LAGM Case No: SAS No: SDG No: 212912812 _

Maliix (soivwale)  Water

Samplewthek 5 @m) mL Lab Sampie ID: 21214281202

Levet: (kawimexd) LabFie D 2121129p/e1684

% s ture: nol dec. Date Collectst  1%/2FH2 Temee 1150

BC Coum  RTX.VMS-30 D 25 (mm)  DaleFecohed: 312812

Instumet ID: - MSVT Deie Anahzat 11042 Time 0207

Scl Extract Vokame: (M) DMfnFake 1 Anclyst:  EDS

S0l Aluct Vokume: {bL)  PrepBaih Arclyical Baiclt 495645
CONCENTRATION UNTTS:  ugL Anghical Methat _ SWB46 52608
CAS NO. COMPOUND RESULT @ MDL LOD LOQ o)
79018 Tigtmadiens Iy 0.160 5200 ) o
7501 Vil chicrige 0200 T B 0300 .00 “
TS5 502 11 2 Dichioroatiena 920 [V ST 0290 .00 W

o‘—-Qﬁv))l.u_p
D250 L\.ﬁ—? Co(li

FORM 1 VDA



1A

YOLATILE ORGAMIGS AMAL Y'SIS DATA SHEET

SAMPLE NO.

[ JMO4-S5MW20-112712

Lad N GCAL Contract:

Lab Coder  LADR4 Casa Na.: SAS No: SDG Na: 2121126812

Malrix (sciwaler)  Waler

Samglewtivak 5 (gl mL Lab Sample ;212112841203

Levet (lowmed) Leb FielD: 2121128p/61695

% Moksture: pot dec. Date Colectect 112712 Timer 1205

GG Column:  RTX-VMS-30 D 25 (mm)  DaleRecevet  11/28/12

Instrumen ID;  MSV? Dato Analyzoct: 113012 Time 0297

S0 Extract Vohume: (WL}  Diuion Factor: 1 Andiyst:  EDS

Sal Aliuot Vohame: (WL}  PrepBach: Anatical Balch: 495645

CONCENTRATION UNITS:  ugl

Anghyfical Method  SW-848 8260D

CAS NO. COMPOLUND RESULT @ MDOL LOD LOGO 2_[
79-01-8 Trichioroethene a7 0.16% 0.200 1.00
[F501-4 [Virmd chioride 0,200 u 0T 0.200 1.00 LA
156-55-2 ig-1 2-Dichiorosthens 28.4 0.103 0.200 1.00
O) ——QQ\/ .Q \_,_o.p
o Jr. e -D L—-G.O CO J 2
FORAM 1 VOA



1A

VOLATILE ORGANICS ANALYSIS DATA SHEET

SAMPLE NO.

JMO4-SEMW Z2-1127 12

LabName: GCAL Condract:
Lab Coder  LADPA Caso Na.: SAS Moo SDG Ho: 212112812
Malrix (so¥water)  Waler
Sample wivd: 5 {gmh mL Laby Sample ID: 21211201206
Levet: fiowmed) tabFle D 2121120p1706
% Moisture: ol dec. Dale Colectet  11/27112 Time: 1400
QC Columr  RTX-VMS-30 iD: ()  DaeReceived  11/28M2
Insinument ID: MSY7 Dato Anatyzad 11730012 Time  CBO7
Soil Extract Violume: (L)  Diution Factor 1 Anast  JOX
5ol ABqual Yalume {pL) Prep Baich: Aralybical Baxch: 435845
CAS NO. COMPOUND RESULT @ MDL LOD LOGQ
o)
76010 Achioroethens gai3 3 8361 0.200 1,00 T
(75014 Vird chionde 0200 u 0,127 0.200 1.00 LV
356-59-2 cis-1,2-Dichicroethane 0.200 u 0,03 0.200 1.00 (VY
O -—QW —D \»J
02.5% l,ﬁn.( C D(\ @
FORM | YDA
>

oz



1A SAMPLE NO.
VOLATILE ORGAMICS ANALYSIS DATA SHEET
i JWO4-SEMW21-112712 J

Lab Coder  LAG24 Case Na: S5AS5 Ho.: SDG Mo 212112812

Lab Names  GCAL Contract

Malrix (safwater) Waler

Samplewtha: 5 fom)  mL Lab Sample [D: 21211281207
Level: low/mexd) Lab FlalD;  2121120pfe1609

5% Wcisture: rol dec. Date Collectect _11/27112 Tme 1150 _
6C Columre  ATX-VMS-30 D 25 (mm}  DeleReceied: 1172842 ]

Instrumenit 1D:  MSVT Dals Analyzed: 113012 Time: (0047

Sai Extract Voume: (UL}  Dhution Factor 1 Analyst: EDS

Sail Allquol Volhume: (L}  PrepBatch: Araiyiical Baicte 496645

CONCENTRATION UNITS:  ugl. Anglytical Malhod: - SW-BAC 62608

CAS NO. COMPOUND RESULT Q MDL LoD LOG o
79016 T Rchionoatiwane 0200 [¥] 0.161 0.200 1.00 _l:\-
7014 [Vingl ¢Hiorde 0.200 u 0177 Q200 1.00

156-60-2 F‘s—LZ-Did’lﬂ’Odhene 0.200 V] 0.103 0.200 1.00 _L

o\._@&\l::)\ﬁap
02 ~Oevak Code
nJ

FORM | VDA



1A

VOLATILE ORGAMICS ANALYSIS DATA SHEET

SAMPLE NO.

JMO-TED- 112712

Leb Nan  GCAL Contract
Lab Code: LA Case No.t SAS Mo.! SDG No: 212112812
Wabric (soibecin’}  Waler
Sample wthl: 5 {omh mL Lab Sample . 21211281208
Levet: {lowrmexd) Lab Fla D 2121129p/e1700
% Moistures nol dec. Dot Collected: 1172712 Time 0000
GC Coumn:  RTX-VMS-30 D 25 {mm) Dale Received:  11/2812
instrument ID: MSVT ‘Date Anabyzerk  11/30/12 Time 0407
Sal Extract Yol (pL) Diution Factor: 1 Anghst  EDS
Sal Aliquot Volurne: {pt) Prep Bawht Analyfical Baich: 485845
CONCENTRATON UNITS:  trt. Anahtical Method:  SW-B46 82608
CAS ND. COMPOUND RESULT @ MDL LoD LoQ PPN
[To-01-6 | T ichiorgethens 0200 u 0.161 0200 1.00 _Ul—
75014 Vinyl chioride 0200 U 0.127 0.200 1.00
156 55-2 cis-1.2-Dichiarcethens 0200 V] 0.103 0200 1.00
O Ravdot
D2~ Dl 0=
FORM | VOA
212142042 ED



1D

ORGANICS AMALYSIS DATA SHEET

Lab Namer  GCAL Sample 1D: JMO4-SSMW15-112712 N

LabCoder  LAOZ4 Gase No. e B
Malric  Water SAS No.: . SDGHNo: 212112812
Samplewib: 5 Units:s mb o toSavplelD: 21291281201

lewl owmedsy o Date Collectod:  14/27142 Tima: 1400 o
% Molsture: . decanted: (YN} Date Recaived: 1172812 B N

GG Colymo:  GS-0 20 iD: .53 {mm) Date Extracted: o o )
Concontrated Extract Volume; sooy o {yL) Dale Analyzed: 1_2@?______ Tirm: 1358
5ol Allquat Vohume {pL) DitionFeci: 1 Anayst BMR_

njEction Yolume: 1 {pL) Prep Method: e
| GPC Cloanmagx (YM) N P AedaMebod RSKMTS
Prep Baich: Analyficel Batch: 486111 Suttur Clesmaap: (YN} JL.._ Ingtryrnent ID: _Gﬂa;A___w_
CONCENTRATION UNITS:  ugrl Lab Fila ID: 21212068019 e
CAS NO. COMPOUND RESULT @ MDL LOD Lo@ o1
74840 Ethana 0.220 u 0.135 0Z20 1.00 b—:—
74-85-1 Ethena 0200 u 0157 0.260 1.00 v
ffARE  |Methawe 113 J 0.458 108 500 T

O ~Q¢J9\A—-«D

o2 2 wpf\:.aﬂ_.

FORM 1 ORG-1

o2



1D

DRGAMNICS AMALYSIS DATA SHEET

Sample ID: JMOM-55WAV1B-112712

Lo Coder  LAQR4 CeseMNo:  Coobadk e -
Matbe Waer SASNo . SDGNo: 212112812
Sampewin: 5 Unis: oL o Leb Sampls ID: 21211281202

Levet Qowmedy ... (|deColeced MZ7AZ 0 Time 1150

%, Muistune; ____ decanted: (YA) . DaleRecewed: HiR6M2 -

GC Coum:  G5Q 30 ID: 83 {mm} Dote Exraciedt | — -
Concenrated Exiract Valumer 5000 tpL) D Analyzed: 1200812 Time: 1443
Soll At Volumer twL} DivponFact: 1 Anayst: BMR
Injestion Vohamee 1 {pL} Prep Method: e
GPC Cleanup: (rM) M pH: ) " Anoyiical Method:  RSKATS

Prep Batch: Analyticel Baleh: 296131 SuffurCleanup: (YW} N Imsiument D! GCVBA =~
CONCENTRATION UNITS:  uglL Lab File ID: 21242068021 o
CAS NO. COMPOUND RESULT @ MDL Lop Log o,
74540 |Ethane 0220 u 0,135 0.220 1,00 -
T4-B5-4 jEthena 0.290 u 0.157 0.290 1.00 (W]
Ta828  |Meinane 107 J 0.455 166 5.00 3

el -(Qo_v.;l W-Q

O~ b COAQ

"\j FORM | ORG-1



SM 23208 Alkalinity

Prep Datn Prep Balch Prep Method Dilution  Analyzed By Analytical Baich

1 12922 18 JEM 495050
CASE Parameter Resvul RDL DL Units
000000-00-5  Total ABallnity 501 10 0.29  mgi CaCO3

OI—QQJ_QM,O
b2 Dk e

nJ
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SM 23208 Alkalinity

Prep Date Prep Batch Frep Method Diluilenr  Analyzed By Anatylical Baich

1 11/282012 0518 JEM 495559
CASS Paratneter Resul RDL [ B Units
00D000-00-8 Totad Alkalinity 585 1.0 0.19 mgL CaC0o3

O} -—QQ.VQJ

OZ-QJ&»(IL
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SM 53108 TOC

Prep Date Prep Batch Prep Method Dilution  Analyzed By Analytical Balch

5 19/3072012 1531 DHM 495803 19!
CASH Parameter Result RDL MDL Units
co12 Total Organie Carbon 134 B0 15 mot.

o(“de_wa
Z)ZHQJCQéP
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SM 5310B TOC

Prep Date Prep Baich Prep Method Dilvtlon  Analyzed By Analytical Batch

2 11531012 1123 DHM 495503
GAS? Parametey Result RDL MO Units
o2 Total Organic Carbon 122 20 0.61 mgfl.

orfav Y
o 3 QwQ Coéﬁz
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SM 450052- D Sulfide

Prep Data Prep Batch Prep Method Dilvtlon  Analyred By Analytical Baich

1 10U 2 14004 JEM 495638
CASE Paramelier Resull RDL MDL Units
18496-25-8 Sulfice o.Mov D.020 0.005 mgL

Ol_.Re)/lu«O
o2 — 3 L,u_/Q CGAL
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SM 32— ul'ﬁde

Prep Dats Prep Baich Prep Method Dilution  Analyzed By Analytical Baich

1 12D4Z0M2 1403 JEM 495539
CASSE Parameter Resul RDL MDL Units
184985-25-8 Eulfide o.00U D.o20 D005 /L

o}_QaJ-QAJ
o2 -2k Cde

N
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Prep Disin Prep Batch Prep Methaod Diluton  Analyzed By Analythcal Batch

10 11282012 15:42 AFL 495538 =18 Q__Z___
CASS Paramstler Result RDL MDL Units
14797-558 Nl 1.00U 5.00 1.00 mot A

o ._QQ,\/Qu-A-Q
O — QL'-J? C>d <

p A

GCAL Report HM2112852
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SW-846 9056A

Prep Date Prep Batch Prap Method Dilvton  Analyred By Anadyticat Beteh

20 1292042 0330 AEL 405538
CASE Parameisr Resulk RDL WD Linita
14797650 Nitrite 2.000 100 0500 mgdL

o)) —QQ-«\/Q.J
02w Coda i

!

GCAL Reporl 212112812
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SW-B46 9056A

Dilution  Analyzed

N _..-GZQ\/_Q u»-o
o2 - 2R Cac\e.,

5 117282012 16234
Reaun RDL
D.500) 2.50
0.5004) 50

GCAL Repon 212112812
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SW-846 S056A

Prep Dadn FPrep Bateh Prep Method Dilutioh Anadyred By Anajytical Batch

2000 111282012 2355 AEL 495538
CASS Parameter Result RDL MDL [
18887-00-8 Chloride 3880 200 128 mglL

O ,..QWQM.—Q
or- Aud Cada
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SW-846 GO56A

Prep Dats Prep Batch Prep Method Dilution  Analyzed By Anaiytical Baich

1000 11/202012 00n48  AEL 465538
CASH Parcmater Result ROL MOL Units
18867008  Chiodida 170 100 8.0 oL

o1 —Ravd A

Dz-Qw’?C)A" .
oA

GCAL Report 212112812



Prep Data Prep Balch Prept Bethod Dilution  Anatyred By Aradytical Datrh

200 112902012 10:23  AEL ]
CASS Farameler Aesult RDL WDL Unils
44600-79-8 Sulfate 273 0.0 0.0 mL

[ ] }—QOA/\:)J
02-2.8 Crda

GCAL Report 212112812
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SW-846 S056A

Prep Date Prep Botch Prap lcthod Dilution  Anatyzad By Anatytical Batch

i00 172592012 11118 AEL 495538 b_'l_ ag
CASS Farameter Result RDL MDL Unils
14008-75-8 Suifate 192 wno 1.5 mgiL

O)-_Q(L\/,Q\.L&’Q
D2 -2 ek Cada
o
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AL " @ o s y ' C0xs NUMBER:
s ooy CHAIN-OF-CUSTODY RECORD 378718-112712-01
PROJECT NAME: PROJECT NIMBER: [ LAR NAME AND CONTACT: F! FAX AND MAB, REBORTS/EDD Tox “ag\a_
R ECIMRNT | (wne gl Company
Naval Acitvity Puarto Rico 378718.20.31,0107 |GCAL Tom Belrsl/CHIM RILL, ATL, ;:no Aborll;;lq Road, Salts 1608 Atianta GA34325
FROJECT PHASE ST/ TASR: [ CTO OR DO NURBER: [ LAk O NUMBER:
SWMU §5 Beaselins Sampliug | NGZ470-0-0-1008 |TBD 1000 Abernsthy Road, Sulte 1600 Allants GA,30328
710-604-9182
FROJECT CONTACT: " PROVBCT TELING AND [ LAB TRL NO AND FAX NO:
(FAX NO:
Tom Boleed T70.604.9182 $15345-1115 1 6183455436
ST
5 g § § 23 § s,\;m: v -
" E = B - COMMEMTS! LanD
 TEM ¥ 3AMPLE DDHIFER R AT Ei 5 ?S gg fi é 5 g g i g — ECREEHING READIKOA (for o uoe)
1 B = o -
& _! 2 ) m S0P
Hos S0 3 (8 3 i i ilE
1} IMOLSSMWIS-112T12 SSMWIS Q| vz | yan ) cv ;:; wl|s| 2] 1]17]a VOG- TCE, DCE and ¥C I
2 | TMOLESMWIG 11T SSMWI6 AQ | nam |, oy | OV ;:; wlas|l 2z 1| ] 3 YOO TCE, DCE mand VC Z_
1| aMedssMwWIe-112722 MWD AQ| Ml | g | OOV ‘:: s la VOG- TCE,DCRamd VC | 6
14
< | aMosssMwan112712M5 SAMW20 Al A | o, el e[| 33 P, | VOOr TOLDCE and vC 4
ta E and V
3 | IMO4-SSMWI0-1127125D SIMW20 R T Rl M M_:_D VOO TCE, DCRand V| -
6 | JMOESSMWII-112712 saMwI AQ | w2 |, pypg| COY .::;, sfs YOO TCE, DCE and ¥C [f
11 IModasMW21-112712 ssMw21 AQ | w2y, o | €AV ::; 3]s YOO TCE, DCE and VC —l
) TMOCTBOL-113712 TpBlak | aQ) oV ;::' 3]s TPy | Yoo TorpcRmave %
i
i
1z
Andrew 0Conor, J. Righ, Simon Kline, J. FedEx: 873693472332 JJ .
FrackCHIM HILL - | cooler )
 — T T DATE t: _w’ PATS Be
Nasaa s Sigrmbay: vy M " - ?.—_ I
Androw O'Conor / ATL 11/272012 1500 Py //éj’/ 2, D50
‘Nz o Signanar. intad Mo ind Bigratuys: !

IIKMNO?JM. //7
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100

' COC MUMBER:

A Q2 Armin, GA B2
A i o CHAIN-OF-CUSTODY RECORD TS50
pr - Far Mo (7T 0042153
TRDIECT NAME: T PROJECT RUMBER: | LAR NAME AND CONTACT: T FAX AND MATL REFOKTIEDD 10 215
Naval Activity Puerto Rico 178718.20.21.01.07 |GCAL ‘Tom Belyel/CHIM HILL ATL 10040 Abernathy Koad, Sulte 1600 Atlanta GA 0328
TT0-404-91582
" PROJECT PHASESTTETASK: [ OTD OR DO RUMBER: [ LAB PO NUMEER: " FA AND MATL REPORTS/ITD TO:
SWMU 55 Bascline Semapling N624T0-08-D-1006  |TBD ectAmsnds Struse/CHIM HILL 1000 Abernathy Road, Sulte 1600 Atlants GA,30324
TH-504-9151
" PROIECT CONTACT: " PROJECT TEL NO AND |™ LAB TEL N AND FAX NO: l:r.\x AND MAIL REMORTSEDD TOx:
Tom Belsed 170.604.9182 618-345-1115/§18-345-5426
ot
X 3 G r ) G
g AmpLE E % 5 g % . £ i 4 E m:m
" g g g 3 T COOMMENTS *1LABID
e ™ § AMFLE IDENTIFLER mmzwmam 5 i : g E { r g g § F_i g 2 | F M“x_ SCAEENING READINGE For by use)
L] - -
5 53| £ : p an BOR}
1 ik %g : 1] ; :
v | Mosssmwas e SSMW1B aq | mmnz | ws | cav ;:; wlafz2 1|13 VOCs- TCE, DCE and VC ..m'
2 IMO4-5SMW19-112812 S5MW19 AQ | nngnz | o0 | cav ;:; 3 ]2 YOCs- TCR, DCE and VO J 2
3 IM04-3EMWOG-1 12812 S5MW0S AQ | 1azaz | omsi | cav ;:; 0] 23 z 1 1 3 YOO TCE, DCE and VC ! O
¢ | sMoassMwes 112812 SSMwis a0 | naviz | 106 | cav ;:; o] ] 2 11| o3 VOCs- TCE, DCE and VC , |
3| JMOESMWOB-112812 SSMWOS AQ | nasma | 1201 | cav ;:; s f 3 VOCs- TCE, DCE aad VC “{
s | IMO-SSMWOT-112812 SAMWOT AQ | naez | oan | cav ;:; w3 2 1 1 3 vOOw TCE, DCE ané ¥C
7 TMO4TBO2-112812 TripBiank | AQ o ;_‘; ' 8| voo-repEmive |)g
1
1t
1
1
Andrew O'Cenor, J. High, Smon Kline, J. FedEx: 8736 5347 2340
[}
Frank/CHIM HILL 2 coolers 124 30, a.q1°c
B ~ DATE RECEIVED BY N DATE e
Andrew O'Conor / ATL 11/28/2012 1530
niod Neme med Bxgnatim;
E “Dinwibuiron; [ ) Drixinal - Laboalory (To b0 Ficinod with Amlyesl Rport). | | Oopy I - Frovect Fo; T | R T HLEQ )



00

' (X WUMBRR:
A, A M2 .
[ PROJBCT NAMER: [ PROSECT WLOJEER: ' LAB RAME AND CONTACT: FAN AND MAlL REPCRTIELD TO:: R
(Naval Activily Pusrto Rice ITHTIAZ0.21.01.07 |GCAL ‘o Bebool CHIM HILL ATL 1880 Absranthy Road, Sulie 1600 Atisaty GAJ0IZE
182
[ PROJECT PHASBSTDSTARK: I CTO/OR DONUMEER: [ LAB PO NUSMBER:
SWMU 53 Besseline Sumpling Ré2470-06-D-1006 |TBD 1080 Abtruathy Road, Salts 1600 Atlants GA,MIZ8
TH-604-9152
F FROTECT CONTACT. FROIBCT THL MO ATD rmmmmrmm
B
Tom Beinsl TT0.684.9152 lﬁ 153451118 / 615-H55425
‘Boatle 7 G

o ® SAMPLE 2 g g § ,_,@ __E ) s ¥ COMWENTS MLABD

T * SAMPLE MENTITER DESCRIFIRLOCATION §i E Eg fj é a‘ g @ e SCREENING READCNGS (foe ad use)

A AHi e
1 1 ! E_ g g
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L] Jhie-TMW L)-112812 THMIW2LY AQ | 12802 o oY ‘:: i [} 3 2 1 2 3 VOO TCE, DCE and ¥C ao

§ JMad-TMIW10-112812 Mwio AQ | L1282 [ [#i173 ‘::; 1# 3 i 1 1 3 Yoo»- TCE, DCE and VC \

7 | IMO-TMW10-112812MS TMWLG AQ1 l2anz | o938 vy j; w3 2 ] 1 3 M S YOC»- TCE, DCE and VO ;9_

1 | JMOTMWIe-1118125D TMW10 AQ | nasnz | w0 § o ::; whal| 2| 1]} 3 PG} VOO-TCLPCRamdVC | 92

o | IMeaSSMWLI.112812 LsMwil ao | n2ma | e | cav ::"2 whs)l 21 ]1]3 VOO TCY, DCE and VC J

n JMe-25MW21-112812 S5MW21 AQ | 12812 1325 Yy ‘::; 3 3 VOO TCE, DCE and VO 6

iz | JMMEEMWI7-112812 SEMW17 aQ | vz | 1315 | cav’ ‘::;_ £ I VOO TCBR. DR Ve |G o
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7 S bt ol T DATH e
oimie mac! Slgraicare: —
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Quality Assurance Review Memorandum JMOI/ESWMLSS CHZMHILL

NA Puerto Rico

FREPARED FOR: NA Puerto Rico / SWMU 55 Baseline-2 Groundwater Sampling 2013

FINAL REVIEWER/

TNITIAL REVIEWER Camden Robinsorn/ Project Chemist/CH2ZM Hill

COPIES: Tom Beisel /Project Manager/AGVIQ-CH2M HILL
DATE: Jupe 10", 2013
SUBJECT: Quality Assessment for Samples collected April 12%, 2013

This quality assurance memorandum is based upon a review of analytical data generated
for the groundwater samples and the associated field quality control samples collected April
121, 2013 at the Naval Activity Puerto Rico in Ceiba, Puerto Rico. The samples were
collected as a part of the SWMU 55 Baseline-2 Groundwater sampling event conducted at

the site. The specific samples and analytical fractions reviewed are summarized below i
Table 1.

The Quality Control areas that were reviewed and the resulting findings are documented
within each subsection that follows. Data validation was conducted using the validation
criteria outlined in the uniforin federal policy- quality assurance project plan (UFP-QAPP
CH2M HILL, June 2012), Standard Operating Procedure (SOP’) HW-24 Revision 2 Validating
Volatile Organic Compounds by Gas Chromatograph/Mass Spectrometry SW-846 Method
82608, guidance procedures described n the Environmental Protection Agency (EPA
National Functional Guidelines for Organic Data Review (EPA 2008), and /or the general
guidance provided in the Department of Defense (DOD) Quality Systems Manual - Version
4.2 Final October 2010 (based on NELAC Voted Version - 5 June 2003). Analytical methods
and laboratory standard operating procedures (SOPs) presented in the UFP-QAPP were
used to evaluate compliance against quality assurance (QA)/QC criteria. If QA /QC criteria
were not met, data was considered for qualification.

Samples were submitted to Gulf Coast Analytical Laboratories, Inc. of Baton Rouge,
Louisiana for the following analyses: SW-846 8260B Volatile Organic Compounds
Trichloroethene, Cis-1,2-Dichloroethene, and Vinyl Chloride.

Sample results that were not within the acceptance limits were appended with a qualifying
flag, which consisted of a single- or double-letter code that indicated a possible problem
with the data. The qualifying flags originated during the data review and validation
processes. These also include the secondary, or the two/ three-digit “sub-qualifier” flags.
The secondary qualifiers provide the reasoning behind the assignment of a qualifier flag to
the data. The secondary qualifiers are presented and defined below.

Attachment 1 lists the changes in data qualifiers, due to the validation process.

The following primary flags were used to qualify the data:

JHANA SWIAL 55 BA3E, INF-2 BROUNDWATER SAWELING 2013 QARM_FHa_ !



[=] Detected. The analyte was analyzed for and detected at the concentration shown.

I Estimated. The analyte was present but the reported value may not be accurate or
precise.

[Ul  Undetected. The analyte was analyzed for but not detected above the method
detection limit. The data validator may also apply this qualificr to indicate thata
concentration was not detected at significantly greater than that m an associated blank.

[UJ]] Detection limit estimated. The analyte was analyzed for but qualified as not
detected; the result is estimated.

[UR] Rejected. The data is not useable. The absence of the analyte cannot be verified.

[Rf  Rejected. The data is not useable.

Secondary Qualifier Codes

Code Definition

25H Second Source Accuracy High

251 Second Source Accuracy Low

BD Blank Spike/Blank Spike Duplicate (LCS/LCSD) Precision
BL Blank

BSH Blank Spike/LCS5 Recovery High

BSL Blank Spike/ LCS Recovery Low

CCH Continuing Calibration Verification Accuracy High

CCL Continuing Calibration Verification Accuracy Low

DL Dilution

FB Field Blank Contamination

FD Field Duplicate

LD Laboratory Duphcate

HT Holding Time

ICH Initial Calibration High

ICL Initial Calibration Low

ISH Internal Standard Area Response High

ISL Internal Standard Area Response Low

LR Linear Range (Exceeded calibration range)

MD Matrix Spike/Matrix Spike Duplicate Precision

MSH Matrix Spike and/or Matrix Spike Duplicate Recovery High
MSL Matrix Spike and / or Matrix Spike Duplicate Recovery Low
oT Other

RE Re-extracdon

RF Response Factor

SSH Spiked Surrogate Recovery High

SSL Spiked Surrogate Recovery Low

™ Tune

EMPC Estimated Maximum Possible Concentration

JADE S ML A5 BrislNE-? GROUND® S CR SayF oHG 2013 TARM _Finay <






Organic Parameters

Quality Control Review

The following list represents the QA /QC measurcs that were reviewed during the data
quality evaluation procedure for organic data.

+ Holding Times - The holding times are evaluated to verify that samples were extracted
and analyzed within holding Hmes.

¢« Blank samples - Method blanks, equipment blanks, and trip blanks were provided for
this project. Blank samples enable the reviewer to determine if an analyte mayv be
attributed to sampling or laboratory procedures, rather than environmental
contamination from site activities.

+ Surrogate Recoveries - Surrogate Compounds are added to cach sample and the
recoveries are used to monitor lab performance and possible matrix interference.

e Lab Control Sample (LCS) - This sample is a “controlled matrix”, either laboratory
reagent water or Ottawa sand, in which target compounds have been added prior to
extraction/analysis. The recoveries serve as a monitor of the overall performance of each
step during the analysis, including sample preparation.

» Matrix Spike/Matrix Spike Duplicate (MS/MSD) Samples - Spike recovery is used to
evaluate potential matrix interferences, as well as accuracy. Precision information is also
determined by calculating the reproducibility between the recoveries of each spiked
parameter.

e Field Duplicate Samples - These samples are collected to determine precision between
a native and it's duplicate. This information can only be determined when target
compounds are detected.

»  GC/MS Tuning - The mass spectrum of the tuning compound is evaluated for method
compliance. The criteria are established to verify the proper mass assignment and mass
resolution.

e Initial Calibration - The initial calibration ensures that the instrument is capable of
producing acceptable qualitative and quantitative data for the compounds of iterest.

¢ Continuing Calibration - The continuing calibration checks satisfactory performance of
the instrument and its predicted response to the target compounds.

« Internal Standards - The internal standards (retention time and response) are evaluated
for method compliance. The internal standards are used in quantitation of the target
parameters and monitor the instrument sensitivity and response for stability during
each analysis.

JRAGA SWEA) A5 B-ICLNE-2 GF Duhm 2 ER Sake WG 2017 JARM Fihjal



Major Technical Issues

No major technical issues were identificd.

Minor Technical Issues for Volatile Organic Compounds (VOCs)
Analyses

Holding Time

All samples analyses were performed within hold time.

GC/MS Instrument Performance

All GC/MS Instrument Performance criteria were met.

Calibration

All Initial, 2nd Source, and Continuing Calibration criteria were met.

Blanks

There were no detections in the trip, equipment, and method blank samples.

Laboratory Control Sample Recoveries

Laboratory control samples (LCS) and laboratory control sample duplicate (LCSD) were
prepared and analyzed with each sample preparation batch and analytical run. Laboratory
accuracy objectives were met for all LCS/LCSD samples.

Matrix Spike and Matrix Spike Duplicate Recoveries

A maltrix spike and spike duplicate samples were collected and analyzed using field
samples ]M04-55MW26-041213. The matrix spike / matrix spike duplicate (MS/MSD)
accuracy and precision objectives were met.

Surrogate Recoveries

All surrogate recoveries were within acceptable quality control limits.

Internal Standard Recoveries

All internal standard recoveries were within acceptable quality control limits.

Field Duplicates

Field sample JM04-55MW26-041213 was collected and analyzed in duplicate. Field duplicate
precision objectives were met.

Rejected Data

No data were rejected based upon the validation process for this sampling event.

J0A04 SRR S5 B-2kLNE 2 GROUNDW -ER SAMP_ING 2013 GARM_F sl



GROUNDWATER PROJECT ACTION LIMITS

All samples coliected and analyzed for the month of April 2013 for the volatile organic compound —
trichloroethene were less than the groundwater project action limnits.

Data Usability

A review of the analytical data submitted regarding the NA Puerto Rico SWMU 55 Baseline-
2 Groundwater Sampling 2013, by CH2M HILL has been completed. An overall evaluation
of the data mdicates that the sample handling, shipment, and analytical procedures have
been adequately completed, and that the analytical results should be considered usable as
qualified. The validation review demonstrated that the analytical systems were generally in
control and the data results can be used i the decision making process.

Data reviewed in this report meet the data quality goals stated in the project quality
assurance project plan (QAPP).
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1A

VOLATILE ORGANICS ANALYSIS DATA SHEET

SAMPLE NO

U UMO0a.SsMvIE04IZ13

)
Laty Hame: GCAL Contract
LabCode.  LAD24 Case No.: SAS No 350G No.o 213041308
Malrix (soildwater)  Water B
Samplewtivol: 5 il mL ) Lzb Sample 10" 21304130801
Level. {lowfmed) R LabFile ID: 213041444057
% Moisture: nol dec. Date Collected:  04/12/13 Time: 1126
GC Coumn: R_T)(—VMS-BD D: 2% {mm} Dale Recened: 04712413
Instnymerd 10 MSV12 Date Analyzed: 047114413 Tume 1738
Sal Extract Volume (Ml Dilution Factar: 1 Analyst  JCK
Scat Miguot Volume. {HL} Prep Baich, Analytical Baich: 505170
CONCENTRATION UNITS gl Analylical Melhod  5W-846 B260B
CAS NO. COMPOUND RESULT @ MDL Lab LOQ
TO01-5 Tochloroethene 16.4 0.1 0.200 100
75-01-4 Winy} chlonde 0.200 u 0127 0 200 100
156-5G-2 c1s-1,2-Dichloroetheng 0.200 u 0.103 0.200 1.00
FORM | VOA
ON~
2130413208 17



14
VOLATILE ORGAMICS ANALYSIS DATA SHEET

SAMPLE MO

JMM-FDO1-041213

Lab Name. GCAL Contract:
Lab Code  LA(Z4 Case Mo.. SASHD: S0DG No 213041308

Matrix (soilbwaler)  Water

Sample wivolw 5 {g/fmi} mi Lab Sample ID: 21304130802

Level: {low/med) Lab FileiD- 213041 444030

% Moisture: nol dec Dale Coocted  04712/13 Tme 0000

GC Column:  RTX-VYMS-30 I 25 immj  DalgReceived: 041313 _

Instroment iD: - MSV12 Date Analyzed:  D4/14113 } Time 1305

Sod Exract Volume: ful) Dituliont Factor: 1 Analysl: iBH

Sal Aliquol Valume. ) { WL} Prep Bakeh: ) Analybcat Bach 5_05170 )

Aral | Method.  SW-B4E 8260B
CONCENTRATION UNITS  wgd roiyeal Met #

CASNO. COMPOUND RESULT @ MDL Loo LoQ

79-01-6 Trichioroethene 159 0.181 0.200 1.00

75-01-4 Vinyl chioride 0.200 U 0127 0.200 1.00

156-59-2 cis-1,2-Dich¥ormethene 0.200 ¥ 0.103 0.200 1.00
FORM 1 VOA

i)
i
)

b
o
LAY
)
ko]
]
LIV

oy



1A
VOLATILE ORGANICS ANALYSIS DATA SHEE™

SARPLE NO

I UMDAFBDI041213

Lab Mame GCAL Caontracl.
Lab Code:  LA024 Case No.. SAS Mo SDG No  Zi3041308

Malrx (soilwater)  Waler

Samplewitidd. 5 fg/mly  mL Lab Sample 10. 213&13080:_:

Level; (Iowimad) o o Lab File ID: 2130413pfa014

% Moisture: nol dec ) » o . Dale Coliected:  04/12/13 Time 1155

GC Column' RTX-VMS.-30 I 25 ___ {mm) Date Receed: {_}4!1?_.#1__3 o ) o

instrument ID - MSV12 ) o . DateAnalyzed: 04/13713 Time 2357

Sail Exdracl Volume: ) ) {uk ) Dilution Factor 1 B Anlyst. LBH )
Sal Afiguot Volume. {pL} Prep Baich: ) Anatylical Bawch: 5095169

Anaiylical Methad:  SWW-B46 5260
CONCENTRATION UNITS  ugd nalytica Yi-B46 82608

CAS NO. COMPOUND RESULT Q@ moL LOD Loq
79016 Trichloroeibene 0.200 U C.163 0.200 1.0
T5-01-4 Wiyl chioride 0.200 ] 0.127 08.200 1.60
156-59-2 cis-1.2-Dichloroethene 0.200 u 0103 0.200 1.00
FORK | VOA C\L



1A SAMPLE NO
VOLATILE ORGANICS ANALYSIS DATA SHEET .
IMOATBO1-041243

Lab Code'  LAD24 Case No. o SAS No.: _ SDG No.: 213047308

Lab Name: [(GCAL Comract

Matrix (soilwaterd  Water

Samplewtival 5 {a/ml} mL Lab Sample I 21304130806

Level (iow/med) Lab File ID:  2°30413p/4C015

%o Moisture not des Date Collected. 04712713 Time  0300Q

GC Colwmn RTX-VMS50 1D, 25 - {rom) Date Received- 0an §f13

lastrument ID. MSVIZ ) L Dale Analyzed:  D4/14113 Time. 0018

Sal Extract Volume: o {ut) Diluticn Factor. 1 . Analysl. LBR

Sail Aligual volume., o {el) Prep Baich o ) Analyicat Balch: 505169

Analytical Method ~ SW-846 82608
CONCENTRATION UNITS  ug, nalyt SV

CASNO. COMPOUND RESULT Q MDL LOD LoQ

79-01-6 Trichioroethene 0.200 U 0.161 0.200 30D

75-014 inyl chionda 6.200 U 0.127 0.200 1.0¢

156-569 2 cis-1,2-Dichioipethene 0.200 u 0.103 0.200 1.00
FORM | VOA

C\,
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Quality Assurance Review Memorandum JMO4/SWMUSSPre-15SB Sampling GH2Z2RHILL

NA Puerto Rico

PREPARED FOR: NA Puerto Rico / SWMU 55 Pre-1SB Sampling 2013

FINAL REVIEWER/

INITIAL REVIEWER Camden Robinsor/ Project Chemist/CH2M Hill

COPIES: Tom Beisel /Project Manager/AGVIQ-CHZM HILL

DATE: January 22", 2014

SUBJECT: Quality Assessinent for Samples collected October 22"d, 2013 thru October
28" 2013

This quality assurance memorandum is based upon a review of analytical data generated
for the groundwater samples and the associated field quality control samples collected
October 2274, 2013 thru Qctober 28%, 2013 at the Naval Activity Puerto Rico in Ceiba, Puerto
Rico. The samples were collected as a part of the SWMU 55 Pre-ISB sampling event
conducted at the site. The specific samples and analytical fractions reviewed are
summarized below in Table 1.

The Quality Control areas that were reviewed and the resulting findings are documented
within each subsection that follows. Data validation was conducted using the validation
criteria outlined in the uniform federal policy- quality assurance project plan (UFP-QAPP
CH2M HILL, june 2012), Standard Operating Procedure (S0P} HW-24 Revision 2 Validating
Volatile Organic Compounds by Gas Chromatograph/Mass Spectrometry SW-816 Method
8260B, guidance procedures described in the Environmental Protection Agency (EPA
National Functionnl Guidelines for Organic Dain Review (EPA 2008), and/ or the general
guidance provided in the Departinent of Defense (DOD) Quality Systems Manual - Version
1.2 Final October 2010 (based on NELAC Voted Version - 5 June 2003). Analytical methods
and laboratory standard operating procedures (SOPs) presented in the UFP-QAPP were
used to evaluate compliance against quality assurance (QA)/QC criteria. If QA /QC criteria
were not met, data was considered for qualification.

Samples were submitted to Gulf Coast Analytical Laboratories, Inc. of Baton Rouge,
Louisiana for the following analyses: SW-846 8260B Volatile Organic Compounds
Trichloroethene, Cis-1,2-Dichloroethene, and Vinyl Chloride, RSK-175 Methane, Ethane, and
Ethenc, SW-846 6(10C Dissolved Iron, Calculation Ferric iron, Standard Method 2320B
Alkalinity, Standard Method Total Organic Carbon (TOC), Standard Method 450052-D
Sulfide, and SW-846 9036 A Chloride, Nitrate, Nitrite, and Sulfate.

Sample results that were not within the acceptance limits svere appended with a qualifying
flag, which consisted of a single- or double-letter code that indicated a possible problem
with the data. The qualifying flags originated during the data review and validation
processes. These also include the secondary, or the two/ three-digit “sub-qualifier” flags.
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The secondary qualifiers provide the reasoning behind the assignment of a qualifier flag to
the data. The secondary qualifiers are presented and defined below.

Attachment 1 lists the changes in data qualifiers, due to the validation process.

The following primary flags were used to qualify the data:

=1 Dctected. The analyte was analyzed for and detected at the concentration shown.
n Estimated. The analvte was present but the reported valuc may not be accurate or
precise.

[U] Undetected. The analyte was analyzed for but not detected above the method
detection limit. The data validator may alse apply this qualifier to indicate that a
concentration was not detected at significantlyv greater than that in an associated blank.

[U]] Dctection limit estimated. The analyte was analyzed tor but qualified as not
detected; the result is cstimated.

[UR] Rejected. The data is not useable. The absence of the analyte cannot be verified.
[R] Rejected. The data is not useable.
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Secondary Qualifier Codes

Code

2SH
251
BD
BL
BSH
BSL
CCH
CCL
DL
EB
FD
LD
HT
ICH
ICL
ISH
ISL
LR
MD
MSH
MSL
OT
RE
RF
SSH
SSL
TN
EMPC

Definition

Second Source Accuracy High

Second Source Accuracy Low

Blank Spike/Blank Spike Duplicate (LCS/LCSD) Precision
Blank

Blank Spike/LCS Recovery High

Blank Spike/LCS Recovery Low

Continuing Calibration Verificabon Accuracy High
Continuing Calibration Verification Accuracy Low
Dilution

Equipment Blank Contamination

Field Duplicate

Laboratory Duplicate

Holding Time

Initial Calibration High

Imitial Calibration Low

Internal Standard Area Response High

Internal Standard Area Response Low

Linear Range (Exceeded calibration range)

Matrix Spike/Matrix Spike Duplicate Precision

Matrix Spike and/or Matrix Spike Duplicate Recovery High
Matrix Spike and/or Matrix Spike Duplicate Recovery Low
Other

Re-extraction

Response Factor

Spiked Surrogate Recovery High

Spiked Surrogate Recovery Low

Tune

Estimated Maximum Possible Concentration
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Organic Parameters

Quality Control Review

The following list represents the QA/QC measures that were reviewed during the data
quality evaluation procedure for organic data.

Holding Times - The holding mes are evaluated to verify that samples were extracted
and analvzed within holding times.

Blank samples - Method blanks, cquipimnent blanks, and trip blanks were provided for
this project. Blank samples enable the reviewer to determine if an analyte mayv be
attributed to sampling or laboratory procedures, rather than environmental
contarnination from site activities.

Surrogate Recoveries - Surrogate Compounds are added to each sample and the
recoveries are used to monitor lab performance and possible matrix interference.

Lab Control Sample (LCS} - This sample is a “controlled matrix”, either laboratory
reagent water or Ottawa sand, in which target compounds have been added prior to
extraction/analysis. The recoveries serve as a monitor of the overall performance of each
step during the analvsis, including sample preparation.

Matrix Spike/Matrix Spike Duplicate (MS/MSD) Samples - Spike recovery is used to
evaluate potential matrix interferences, as well as accuracy. Precision information is also
determined by calculating the reproducibility between the recoveries of each spiked
parameter.

Field Duplicate Samples - These samples are collected to determine precision between
a native and it's duplicate. This information can only be determined when target
compounds are detected.

GC/MS Tuning - The mass spectrum of the tuning compound is evaluated for method
compliance. The criteria are established to verify the proper mass assignment and mass
resolution.

Initial Calibration - The initial calibration ensures that the instrument is capable of
producing acceptable qualitative and quantitative data for the compounds of intecrest.

Continuing Calibration - The continuing calibration checks satisfactory performance of
the instrument and its predicted response to the target compounds.

Internal Standards - The internal standards (retention time and response) are evaluated
for method compliance. The internal standards are used in quantitation of the target
parameters and monitor the instrument sensitivity and response for stability during
each analysis.
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Inorganic Parameters

Quality Control Review

The following list represents the QA /QC measures that were reviewed during the data
quality evaluation procedure for organic data.

¢ Holding Times - The holding times are evaluated to verify that samples were extracted
and analvzed within holding tirnes.

¢ Blank samples - Method blanks, initial calibration blanks, continuing calibration blanks,
and equipment blanks were provided for this project. Blank samples cnable the reviewer
to determine if an analyte may be attributed to sampling or laboratory procedures,
rather than environmental contamination from site activities.

* Lab Control Sample (LCS) - This sample is a “controlled matrix”, either laboratory
reagent water or Ottawa sand, in which target compounds have been added prior to
extraction/ analysis. The recoveries serve as a monitor of the overall performance of cach
step during the analysis, including sample preparation.

s Matrix Spike/Matrix Spike Duplicate (MS/MSD} Samples - Spike recovery is used to
evaluate potential matrix interferences, as well as accuracy. Precision information is also
determined by calculating the reproducibility between the recoveries of each spiked
parameter.

» Field Duplicate Samples - These samples are collected to determine precision between
a native and it's duplicate. This information can only be determined when target
compounds are detected.

o Initial Calibration - The initial calibration ensures that the instrument is capable of
producing acceptable qualitative and quantitative data for the compounds of interest.

= Continuing Calibration - The continuing calibration checks satisfactory performance of
the instrument and its predicted response to the target compounds.

e ICP Serial Dilution - The serial dilution of samples quantitated by 1CP determines
whether or not significant physical or chemical interferences exist due to sample matrix.
If the analyte concentration is sufficiently high, the scrial dilution analvsis must agree
within a 10% difference of the original determination after correction for dilution.

» Post Digest Spike Sample - The post digest spike sample indicates the possible
presence of matrix interferences in the sample.
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Major Technical Issues

No major technical issues were identified.

Minor Technical Issues for Volatile Organic Compounds (VOCs)
Analyses

Holding Time

All samples analyses were performed within hold time.

GC/MS Instrument Performance

All GC/MS Instrument Performance criteria were met.

Calibration

All Initial, 2nd Source, and Continuing Calibration criteria were met.

Blanks

There were no detections m the trip, cquipment, and method blank samples.

Laboratory Control Sample Recoveries

Laboratory control samples (LCS) and laboratory control sample duplicate (LCSD) were
prepared and analyzed with each sample preparation batch and analytical run. Laboratory
accuracy objectives were met for all LCS/LCSD samples.

Matrix Spike and Matrix Spike Duplicate Recoveries

A matrix spike and spike duplicate samples were collected and analvzed using field
samples ]M04-55MW06-102313 and JM04-7MW07-102413. The matrix spike / matrix spike
duplicate (MS/MSD) accuracy and precision objectives were met.

Surrogate Recoveries

All surrogate recoveries were within acceptable quality control limits.

Internal Standard Recoveries

All imternal standard recoveries were within acceptable quality control limits.

Field Duplicates
Field samples JM04-55MW12-102313, [N 04-55MW17-102813, and JM04-55MW11-102813
were collected and analyzed in duplicate. Field duplicate precision objectives were met.

Dilutions

The samples presented below in table 2 were analyzed at dilutions for the analysis
indicated. These dilutions were required to prevent saturation of the instrument, to allow
quantitation of the compounds within the linear range of the calibration curve, and/or to
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The initial results for methane noted in Table 4 above were rejected because the samples
required a dilution in order to obtain a result within the method target acceptance limits.

Major Technical Issues

No major technical issues were identified.

Minor Technical Issues for Dissolved Iron and Ferric Iron
Analyses

Holding Time

All samples analyses were performed within hold time.

Instrument Calibration

All Initial and Conhinuing Calibration criteria were met.

Low Level Spike Calibration Verification

All low level spike calibration verification criteria were met.

Interference Check Sample

The interference check standard criteria were met.

Serial Dilution

All serial diluion criteria were met.

Post Digest Spike

All post digest spike criteria were met.

Blanks

There were no detects in the initial calibration, continuing calibration, method blank, and
equipment blank samples.

Laboratory Control Sample Recoveries

Laboratory control samples {LCS) and laboratory control sample duplicate (LCSD) were
prepared and analyzed with each sample preparation batch and analvtical run. Laboratory
accuracy objectives were met for all LCS/LCSD samples.

Matrix Spike and Matrix Spike Duplicate Recoveries

A matrix spike and spike duplicate samples were collected and analvzed using tield
samples [M04-55MW06-102313 and JMO4-7MW07-102413. The matrix spike / matrix spike
duplicate (NMS/MNSD) accuracy and precision ebjectives were met.
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When the analyte was detected in the equipment blank, method blank, and/or continuing
calibration blanks, the detected compounds, that were less than 5 times the concentration
detected for the analyte listed and below the limit of quantitation (LOQ), were flagged “U”
due to possible ficld and/or laboratory contamination with a validation note of “EB” for
field contamination or “BL” for methed blank and continuing calibration contamination.
The detects that were above the limit of quantitation (LOQ) were qualified as estimated “JB”
for equipment blanks due to possible field contamination with a validation note of “EB or
“B” for method blank and/ or continuing calibration blank due to possible laboratory
contamination with a validation note of “BL".

Laboratory Control Sample Recoveries

Laboratory control samples {LCS) and laboratory control sample duplicate (LCSD) were
prepared and analyzed with each sample preparation batch and analvtical run. Laboratory
accuracy objectives were met for all LCS/ LCSD samples.

Matrix Spike and Matrix Spike Duplicate Recoveries

A matrix spike and spike duplicate samples were collected and analyzed using field
samples IM04-55MW06-102313 and JMO04+7MW07-102413. The matrix spike / matrix spike
duplicate (MS/MSD) accuracy and precision objectives were met.

Field Duplicates

Field samples IM04-55MW12-102313, [M04-55MW17-1(2813, and JMU4-55MW14-102813
were collected and analvzed in duplicate. Field duplicate precision objectives were not met
for the samples listed in table 8 below:

TABLE B
Field Duplicate RPD Out of QC Limits: TOC
NA Puerto Rico SWNMU 55 Pre-ISE Sampling 2013

Compound AHRected Samples %RPD
TOC JMO4-55MW17-102843 / JMO4-FDO1-102813 78.4%
TOC JM04-55MW14-102813 / JMD4-FD03-102813 66.7%

Sample heterogeneity is suspected due to field duplicate imprecision.

Dilutions

The samples presented below in table 9 were analyzed at dilutions for the analysis
indicated. These dilutions were required to prevent saturation of the instrument, to allow
quantitation of the compounds within the linear range of the calibration curve, and/or to
reduce the effects of the matrix on the target compounds. Positive results for compounds
reported above the calibration range in the initial analysis have been reported from the
diluted analvses.
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Laboratory Control Sam